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Standard Specification for
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Forged Steel Rolls Used for Corrugating Paper Machinery
This standard is issued under the fixed designation A 649/A 649M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilonej indicates an editorial change since the last revision or reapproval.
1. Scope 1B, or 5 in Grade 2 strength level as restricted by Footnote B

1.1 This specificatich covers two kinds of rolls used in N Table 2 or in forgings in either Class 3 or 4. _
machinery for producing corrugated paperboard. Rolls are 1.4_ The _values stated in either inch-pound units or Sl
fabricated of forged bodies and trunnions. The trunnions ma@etf'cl units are to be regarded separately as standards.
be bolted or shrink assembled on one or both ends of the bodWithin the text and tables, the SI units are shown in brackets.
A seal weld may be made at the body/trunnion interface. Rolllne values stated in each system are not exact equivalents;
shells are made of carbon/manganese, or low alloy steel 48erefore, each system must be used independent of the other.
hereinafter described, and are heat treated prior to assembfy®mbining values from the two systems may result in noncon-
Pressure rolls are surface hardened. Provision is made fRrmance with the specification. . ~
Supplementary Requirement S1 for the optional surface hard- 1.5 Unless the order specifies the applicable “M" specifica-
ening of corrugating rolls. tion de5|g_nat|0n, the material shall be furnished to the inch-

1.2 Corrugating and pressure rolls made to this specificatioROUnd units. o o
shall not exceed 30 in. [760 mm] in inside diameter. The wall 1.6 Exceptas specifically required in this standard, all of the
thickness of the roll body shall not be less thir of the  Provisions of Specification A 788 apply.
inside diameter or 1 in. [25 mm], whichever is greater, but shal
not exceed 4 in. [100 mm]. The wall thickness of theb' Referenced Documents
corrugating roll is measured at the bottom of the corrugations 2-1 ASTM Standards: _ _ _
in the location of the trunnion fit. The maximum operating A 275/A275M  Test Method for Magnetic Particle Exami-

temperature of the roll is 600°F [315°C] and the maximum _hation of Steel Forgings . _
allowable working pressure is 250 psi [1.7 MPa]. The mini- A 370 Test Methods and Definitions for Mechanical Testing

mum design temperature shall be 40°F [4°C] for roll wall ~ ©f Steel Products _ _
thicknesses up to 3 in. [75 mm]. For roll wall thicknesses over A 788 Specification for Steel Forgings, General Require-
3 in. [75 mm] to 4 in. [100 mm)], the minimum design ments

temperature shall be 120°F [50°C]. The maximum stresses on E 165 Practice for Liquid Penetrant Examinafion
the roll bodies from the combined internal and external Ioadin% . .

- ; . Ordering Information
are limited to 18 750 psi [129 MPa] for the Class 2 pressure g

roll bodies, and 20 000 psi [138 MPa] for Class 1A, 1B, or 5 3.1 Orders for material under this specification shall include
pressure or corrugating roll bodies in Grades 1 or 2. For th e information required by Specification A 788. The purchaser

trunnions. the maximum stresses from the combined internainould refer to Specification A 788 for other relevant informa-

and external loading are limited to 15 000 psi [103.4 MPa] foroN: o o o o
Classes 3 or 4, or 20 000 psi [138 MPa] for Classes 1A, 1B, or. 3.2 The additional orden_ng information given in Spec_:lflca-
5in Grade 2 only. The Grade 1 strength level is not permissibld©on A 788 shall be specified as necessary to describe ad-
for trunnions. equately the desired material.

1.3 Referring to Table 1, material to Classe_s 1A, 1B, or 54 Materials and Manufacture
shall be used for the manufacture of corrugating or pressure 4.1 Foraing P
roll shells, and Class 2 shall be used only for pressure roll -+ FOr9iNg Frocess

shells. Trunnions shall be made from forgings in Classes 1A, 4-1:1 Roll body forgings may be made as solid forgings and
subsequently bored.

4.1.2 Trunnions or gudgeons which are to be subsequently
1 This specification is under the jurisdiction of ASTM Committee A-1 on Steel, assembled to form the roll shall be made as a solid forgmg or

Stainless Steel, and Related Alloys and is the direct responsibility of Subcommitte¥/Nere practical upset from segments cut from billets or bars.
A01.06 on Steel Forgings and Billets.
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TABLE 1 Chemical Requirements

Composition, %

Class 1A Class 1B Class 2 Class 3 Class 4 Class 5
Carbon 0.45-0.60 0.40-0.60 0.55 max 0.35 max 0.35 max 0.50-0.60
Manganese 0.55-1.05 0.60-0.95 0.50-0.90 0.40-0.70 0.60-1.05 0.90-1.50
Phosphorus 0.025 max 0.025 max 0.025 max 0.025 max 0.025 max 0.025 max
Sulfur 0.025 max 0.025 max 0.025 max 0.025 max 0.025 max 0.025 max
Silicon”? 0.15-0.35 0.15-0.35 0.15-0.35 max 0.15-0.35 0.15-0.35 max 0.15-0.35
Nickel 1.55-2.00 0.60 max
Chromium 0.80-1.15 0.65-0.95 0.80-1.15 0.30 max
Molybdenum 0.15-0.50 0.20-0.45 0.15-0.25 0.15 max

A When vacuum carbon deoxidation (VCD) is used the silicon content shall be 0.10 % maximum.

TABLE 2 Tensile Requirements

) A . . Elongation in 2 in. Reduction of
Class Grade Yield Strength, min Tensile Strength, min or 50 mm, %, min Area, %, min
ksi [MPa] ksi [MPa]
1A, 1Bor5 1 130 [890] 150 [1030] 12.0 30
1A, 1Bor5 2B 65 [450] 100 [690] 14.0 30
2 375 [260] 75 [515] 20.0 50.0
3or4 30 [205] 60 [415] 22.0 55

A0.2 % offset.
B For trunnion application, a maximum tensile strength of 125 ksi [860 MPa] applies for Grade 2 of Classes 1A, 1B, or 5.

4.2 Heat Treatment dance with Test Methods and Definitions A 370. Tension test
4.2.1 Heat Treatment for Mechanical Properties (Require- specimens shall be the standard roud-in. [12.5 mm]
ments do not apply to surface treatment) diameter, 2-in. [50 mm] gage length. The vyield strength

4.2.1.1 Machining—The forged roll body shall have all prescribed in Table 2 shall be determined by the 0.2 % offset
surfaces rough machined, including boring, prior to heamethod.
treatment for mechanical properties. 6.1.1.1 Tests for acceptance shall be made after the heat
4.2.1.2 Roll bodies shall be normalized, liquid quenchedireatment of the forgings, for mechanical properties in accor-
and tempered to produce the required mechanical propertiedance with 4.2.1.
except that for Class 2 forgings, and when Grade 2 strength 6.1.2 Number, Location, and Orientation of Test Specimens
requirements are specified, a normalize and temper heatg 1.2.1 Roll Body Forgings—A full-size prolongation shall
treatment may be applied. be provided on a roll body forging representing each heat of
4.2.1.3 The trunnions shall be normalized and tempered O§tee| in each heat-treatment furnace charge. One longitudinal
annealed to produce the required mechanical properties.  tension test specimen shall be taken from the prolongation and
4.2.2 Surface Hardening of Pressure Roll ForgirgShe  the axis of the specimen shall be located midway between the
working face of pressure rolls shall be surface hardened eithginer and outer surfaces of the wall body.
before or after fitting the trunnions, at the manufacturer's g1 2 2 Trunnions—Test material shall be provided from
option. , each heat of steel in each heat-treatment furnace charge. One
4.3 Assembly and WetetExcept for integrally forged or |gngitudinal tension specimen shall be taken from each test
bolted-on trunnions, the assembly shall be made by shrinkiace and the axis of the specimen shall be located at any point
fitting trunnions into the prepared body ends. If used, Weld'ngmidway between the center and surface of the solid forging.
of the trunnion to the roll b_ody is restricted t&a in. [9.5 mm]_ 6.2 Hardness
max. seal weld, maS'e Wlth°|OW hydmg.e'." materials. A mini- 6.2.1 Roll body forgings shall have a Brinell hardness from
mum preheat of 400°F [205°C] and a minimum post weld heabys, |15 14 415 HB (Grade 1) or 207 HB to 285 HB (Grade 2).
treatment of 850°F [455°C] fo8 h shall be used. The No less than three hardness determinations shall be made on

r5noa}’)|(:|mtu—m2%?§ Wilgrgeittgg?tr:gf?;;hilrl-ge Pe%t] h;grgterrtehaprj” each roll. The hardness readings are to be taken on the outside
[ 1w ! ! pering perature. of the roll bodies using care to prepare locations for tests that

weIQs shaII. b? machined or grpunq for the final magneucare free of decarburization but not so deep as to affect the
particle or liquid penetrant examination.

usefulness of the material.

5. Chemical Composition 6.2.2 The surface hardened pressure roll body forgings shall

5.1 The steel shall conform to the requirements for chemic r|1ave a hardness of 58 HRC. to .65 HRC or equivalent. No less
athan three hardness determinations shall be made on each roll.

composition prescribed in Table 1. The hardness depth shall not excéed6 mm].
6. Mechanical Properties

6.1 Tensile Requirements
6.1.1 The material shall conform to the requirements for 7.1 If the results of the mechanical tests of any forging do
tensile properties prescribed in Table 2 when tested in accorot conform to the specified requirement €

7. Retreatment
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