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Ferromanganese-Silicon
This standard is issued under the fixed designation A701; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers a manganese-silicon alloy.

2. Referenced Documents

2.1 ASTM Standards:?
A1025 Specification for Ferroalloys and Other Alloying
Materials, General Requirements

3. General Conditions for Delivery

3.1 Materials furnished to this specification shall conform to
the requirements of Specification A1025, including any supple-
mentary requirements that are indicated in the purchase order.
Failure to comply with the general requirements of Specifica-
tion A1025 constitutes nonconformance with this specification.
In case of conflict between the requrements of this specification
and Specification A1025, this specification shall prevail.

" This specification is under the jurisdiction of ASTM Committee AO1 on Steel,
Stainless Steel and Related Alloys and is the direct responsibility of Subcommittee
A01.18 on Castings.
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4. Chemical Requirements

4.1 The alloy shall conform to the chemical requirements as
specified in Table 1 and Table 2.

4.2 The manufacturer shall furnish an analysis of each
shipment showing the percentage of each element specified.

5. Size

5.1 The alloy is available in the sizes shown in Table 3.

5.2 The sizes listed in Table 3 are typical of the product as
shipped from the seller’s plant. Some deterioration of size can
be expected in transit.

6. Chemical Analysis

6.1 Chemical methods are subject to agreement between the
purchaser and supplier.

6.2 Special Analysis Requirements—Analysis for additional
elements other than those listed in Tables 1 and 2 shall be
agreed upon between the purchaser and the manufacturer. Such
elements in trace quantities shall be reported as less than “<”
the limit of analytical equipment. This shall be agreed upon
between the purchaser and the manufacturer.

7. Keywords

7.1 Ferromanganese-silicon
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TABLE 1 Chemical Requirements TABLE 3 Sizes
Element Composition, % Sizes Tolerance
Manganese 63 to 66 75 1b by 2 in. [34.0 kg by
Carbon, max 0.08 50.8 mm]
Silicon 28 to 32 50 Ib by 1 in. [22.7 kg by
Phosphorus, max 0.05 25.4 mm]
6 by 2 in. [152.4 mm by
12.70 mm]
" ) 3 in. by down (76.2 mm by 10 % passing V4 in. [6.3
TABLE 2 Specified Residual Elements down) mm] screen, max
Element Composition, max, % 2 in. by down [50.8 mm by 10 % passing Y4 in. [6.3
down] mm] screen, max
Arsenic 0.15
Tin 0.010
Lead 0.050
Chromium 0.50

ASTM International takes no position respecting the validity of any patent rights asserted in connection with any item mentioned
in this standard. Users of this standard are expressly advised that determination of the validity of any such patent rights, and the risk
of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM International Headquarters. Your comments will receive careful consideration at a meeting of the
responsible technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should
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