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QH”) Designation: A 796/A 796M — 00

Standard Practice for

Structural Design of Corrugated Steel Pipe, Pipe-Arches,
and Arches for Storm and Sanitary Sewers and Other
Buried Applications

This standard is issued under the fixed designation A 796/A 796M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilone] indicates an editorial change since the last revision or reapproval.

1. Scope Arches, and Archés

1.1 This practice covers the structural design of corrugated A 762/A 762M  Specification for Corrugated Steel Pipe,
steel pipe and pipe-arches, ribbed and composite ribbed steel Polymer Precoated for Sewers and Drains
pipe, and steel structural plate pipe, pipe-arches, and under-A 798/A798M Practice for Installing Factory-Made Cor-
passes for use as storm sewers and sanitary sewers, and other 'ugated Steel Pipe for Sewers and Other Applicafions
buried applications. Ribbed and composite ribbed steel pipe A 807/A807M  Practice for Installing Corrugated Steel
shall be helical fabrication having a continuous lockseam. This  Structural Plate Pipe for Sewers and Other Applicafions
practice is for pipe installed in a trench or embankment and A 902 Terminology Relating to Metallic-Coated Steel Prod-
subjected to earth loads and live loads. It must be recognized ucts’ o ) )
that a buried corrugated steel pipe is a composite structure A 978/A 978M  Specification for Composite Ribbed Steel
made up of the steel ring and the soil envelope, and both ~Pipe, Precoated and Polyethylene-Lined for Gravity Flow
elements play a vital part in the structural design of this type of ~ Sanitary Sewers, Storm Sewers, and Other Special Appli-
structure. This practice applies to structures installed in accor- cations _
dance with Practice A 798/A 798M or A 807/A 807M. D 698 Test Method for Laboratory Compaction Character-
1.2 Corrugated steel pipe and pipe-arches shall be of annu-  istics of Soil Using Standard Effort (12 400 ft-Ibfl600
lar fabrication using riveted or spot-welded seams, or of helical kN-m/n7))® . . ) o
fabrication having a continuous lockseam or welded seam. D 1556 Test Method for Density and Unit Weight of Soil in
1.3 Structural plate pipe, pipe-arches, underpasses, and Place by the Sand-Cone Mettiod o N
arches are fabricated in separate plates that, when assembled & 2167 Test Method for Density and Unit Weight of Soil in
the job site by bolting, form the required shape. Place by the Rubber Balloon Methbd
1.4 This specification is applicable to design in inch-pound D 2487 Classification of Soils for Engineering Purposes
units as A 796 or in SI units as A 796M. Inch-pound units and _(Unified Soil Classification Systerh) . .
S| units are not necessarily equivalent. SI units are shown in D 2922 Test Methods for Density of Soil and Soil-
brackets in the text for clarity, but they are the applicable _Aggregate in Place by Nuclear Methods (Shallow Depth)
values when the design is done per A 796M. D 2937 Test Method for Density of Soil in Place by the
1.5 This standard does not purport to address all of the  Drive-Cylinder Method
safety concerns, if any, associated with its use. It is the 2-2 AASHTO Standard: . .
responsibility of the user of this standard to establish appro- Standard Specifications for Highway Briddes
priate safety and health practices and determine the applica- 2-3 FAA Standard:

age,” Department of Transportation, Federal Aviation
2. Referenced Documents Administration, 1978

2.1 ASTM Standards: .
A 760/A 760M Specification for Corrugated Steel Pipe,3' Terminology o o
Metallic-Coated for Sewers and Drafns 3.1 General Definitions-For definitions of general terms
A 761/A 761M Specification for Corrugated Steel Struc-?sed in this practice, refer to Terminology A 902. For defini-
tural Plate, Zinc-Coated, for Field-Bolted Pipe, Pipe-tions of terms specific to this standard, refer to 3.2.

1 This practice is under the jurisdiction of ASTM Committee AO5 on Metallic- ———————
Coated Iron and Steel Products and is the direct responsibility of Subcommittee *Annual Book of ASTM Standarstol 04.08.

A05.17 on Corrugated Steel Pipe Specifications. 4 Available from American Association of State Highway and Transportation
Current edition approved June 10, 2000. Published September 2000. Originall@fficials, 444 North Capitol St., N.W., Suite 225, Washington DC, 20001.
published as A 796 — 82. Last previous edition A 796/A 796M — 99. 5 Available from Superintendent of Documents, U.S. Government Printing
2 Annual Book of ASTM Standardgol 01.06. Office, Washington, DC 20402. Publication No. SN-050-007-00149-5.
Copyright © ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, United States. Doc u m ents
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b A 796/A 796M

3.2 Definitions of Terms Specific to This Standard:

3.2.1 bedding n—the earth or other material on which the
pipe is laid, consisting of a thin layer of imported material on r,
top of the in situ foundation. S

3.2.2 haunch n—the portion of the pipe cross section s
between the maximum horizontal dimension and the top of the(SF)
bedding.

3.2.3 invert, n—the lowest portion of the pipe cross section; T
also, the bottom portion of the pipe. Ts

3.2.4 pipe, n—a conduit having a full circular shape, or in a w
general context, all structure shapes covered by this practice.

3.2.5 pipe-arch n—a pipe shape consisting of an approxi-

factored resistance for each limit state, Ibf/ft
[KN/m]

radius at crown, in. [mm]

pipe diameter or span, ft [m]

pipe diameter or span, in. [mm]

safety factor

required seam strength, Ibf/ft [KN/m]

thrust in pipe wall, [bf/ft [KN/m]

factored thrust in pipe wall, Ibf/ft LkN/m]
unit force derived from 1 f[1 m] of fill
material above the pipe, Ibffft[kN/m?].
When actual fill material is not known, use

mate semi-circular top portion, small radius corners, and larg

radius invert.

120 Ibf/ft3 [19 kN/m]

e f
resistance factor

¢

3.2.6 arch, n—a pipe shape that is supported on footingss, Basis of Design

and does not have a full metal invert.

5.1 The safety factors and other specific quantitative recom-
mendations herein represent generally accepted design prac-
tice. The design engineer should, however, determine that these

4. Symbols

significance:

A = required wall area, iA/ft [mm?%mm]

(AL) = maximum highway design axle load, Ibf [N]

C = longitudinal live load distribution factor for
pipe arches

d = depth of corrugation, in. [mm]

E = modulus of elasticity = 29x 1P Ibf/in.?
[200x 107 MPa

(EL) = earth load, Ibf/ft [kPa]

(FF) = flexibility factor, in./Ibf [mm/N]

fy = spech:ied minimum vyield strength = 33 000
Ibf/in.” [230 MPa]

fu = specified minimum tensile strength = 45 000
Ibf/in.2 [310 MPa]

fe = critical buckling stress, Ibf/iR.[MPa]

h = height of cover, in. [mm] determined as
follows: (1) highways—from top of pipe to
top of rigid pavement, or to top of subgrade
for flexible pavement(2) railways—top of
pipe to bottom of tie

H = depth of fill above top of pipe, ft [M]

Hinin = minimum depth of fill, ft [m]

Hinax = maximum depth of fill, ft [m]

I = moment of inertia of corrugated shape,*in.
in. [mm*mm] (see Tables 1-22

(IL) = pressure from impact load, Ibf/f{kPa]

k = soil stiffness factor = 0.22 for good side-fill
material compacted to 90 % of standard den-
sity based on Test Method D 698

L., L, Ly = loaded lengths, in. [mm] defined in 17.3

(LL) = pressure from live load, Ibf/ft[kPa]

P = total design load or pressure, Ibf/fkPa]

P = corner pressure, IbffffkPa]

P; = factored crown pressure, IbfffkPa]

r = radius of gyration of corrugation, in. [mm]
(see Tables 1-22)

le = corner radius of pipe-arch, in. [mm]

R, = nominal resistance for each limit state, Ibf/ft

[kN/m]

Full document details: ASTM A796/A796M-00

5.2 This practice is not applicable for long-span structural
plate pipe or other multi-radius shapes not described herein.
Such structures require additional design considerations for
both the pipe and the soil envelope. In addition to meeting all
other design requirements given herein, the maximum diam-
eters or spans for structures designed by this practice are as
follows:

Shape Maximum Diameter or Span, ft [mm]
pipe, arch 26 [7920 mm]
pipe-arch, underpass 21 [6400 mm]

6. Loads

6.1 The design load or pressure on a pipe is comprised of
earth load (EL), live load (LL), and impact load (IL). These
loads are applied as a fluid pressure acting on the pipe
periphery.

6.2 For steel pipe buried in a trench or in an embankment on
a yielding foundation, loads are defined as follows:

6.2.1 The earth load (EL) is the weight of the column of soil
directly above the pipe:

(EL) = Hw (1)

6.2.2 Live Loads—The live load (LL) is that portion of the
weight of vehicle, train, or aircraft moving over the pipe that is
distributed through the soil to the pipe.

6.2.2.1 Live Loads Under Highway-Live load pressures
for H20 highway loadings, including impact effects, are:

Height of Cover, ft [m] Live Load, Ibf/ft? [kPa]

1 [0.30] 1800 [86.2]
2 [0.61] 800 [38.3]
3[0.91] 600 [28.7]
41[1.22] 400 [19.2]
5[1.52] 250 [12.0]
6[1.83] 200 [9.6]
7 [2.13] 175 [8.4]
8 [2.44] 100 [4.8]
over 8 [over 2.44] neglect [-]

6.2.2.2 Live Loads Under Railwayslive load pressures
for E80 railway loadings, including impact effects, are as
follows:

Height of Cover, ft [m]
2 [0.61]

Live Load, Ibf/ft? [kPa]
**Pdcuments
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5 [1.52] 2400 [114.9] no longitudinal seams, this criterion is not valid for these types
8 [2.44] 1600 [76.6] of pipe.
12 E:gg} 1;88 Egg 8.1.3.2 For pipe fabricated with longitudinal seams (riveted,
15 [4.57] 600 [28.7] spot-welded, or bolted) the seam strength shall be sufficient to
;g {gﬂ} 35000[[1;131 develop the thrust in the pipe wall. The safety factor on seam
over 30 [o;/er 9.14] neglect.[—] Strength (SS) is 3.
6.2.2.3 Values for intermediate covers shall be interpolated. (59 =T(SP )

6.2.2.4 Live Loads Under Aircraft RunwaysBecause of 8.1.3.3 Check the ultimate seam strengths shown in Table 3,
the many different wheel configurations and weights, live loadTable 5, Table 19, or Table 21, [Table 4, Table 6, Table 20, or
pressures for aircraft vary. Such pressures must be determind@ble 22]. If the required seam strength exceeds that shown for
for the specific aircrafts for which the installation is designed;the steel thickness already chosen, use a heavier pipe whose
see FAA Standard AC No. 150/5320-5B. seam strength exceeds the required seam strength.
~ 6.2.3 Impact Loads-Loads caused by the impact of MoV- g pesign by LRFD Method
ing traffic are important only at low heights of cover. Their

effects have been included in the live load pressures in 6.2.%hg'1 Factored Loads-The pipe shall be designed to resist

e following combination of factored earth load (EL) and live
7. Design Method load plus impact (LL + IL):

7.1 Strength requirements for wall strength, buckling Pr=1.95EL + 1.75(LL +IL) ®)
strength, and seam strength may be determined by either the9.2 Factored Thrust-The factored thrust, J per unit
allowable stress design (ASD) method presented in Section &ngth of wall shall be determined from the factored crown
or the load and resistance factor design (LRFD) methogressure Pas follows:
presented in Section 9. Additionally, the design considerations T,=P 92 ©)

in other paragraphs shall be followed for either design method. 9.3 Factored ResistaneeThe factored resistance gRshall

8. Design by ASD Method equal or exceed the factored thrust.dRall be calculated for

. . the limit states of wall resistance, resistance to buckling, and
.8'1. The thrust In the pipe yvall Sh"’}” be checked by thre%eam resistance (where applicable) as follows:
criteria. Each considers the joint function of the steel pipe an

the surrounding soil envelope. R=¢R, (10)
8.1.1 Required Wall Area The resistance factow] shall be as specified in Table 23.
8.1.1.1 Determine the design pressure and the ring compre$he nominal resistance (JRshall be calculated as specified in

sion thrust in the steel pipe wall as follows: 9.4, 9.5, and 9.6.

P—EL+LL+IL @) 9.4 Wall Resistance-The nominal axial resistance per unit
length of wall without consideration of buckling shall be taken
PS as:
T== ®) R, =T,A 11)
8.1.1.2 Determine the required wall cross-sectional area. 9.5 Resistance to BucklirgThe nominal resistance calcu-
The safety factor (SF) on wall area is 2. lated using Eq 11 shall be investigated for bucklind I f,,
T(SP R, shall be recalculated usirfginstead off,. The value off,

(4)  shall be determined from Eq 5 or Eq 6 as applicable.

y . . . . . .
9.6 Seam Resistanee For pipe fabricated with longitudinal
Select from Table 1, Table 3, Table 5, Table 7, Table 9, Tabl%eams, the nominal resistance of the seam per unit length of

11, Table 13, Table 15, Table 17, Table 19, or Table 21 [Tabl?/vall shall be taken as the ultimate seam strength shown in

2, Table 4, Table 6, Table 8, Table 10, Table 12, Table 14, Tabl
16, Table 18, Table 20, or Table 22] a wall thickness equal tcigbfr?fllaﬁglgzs]’ Table 19, or Table 21 [Table 4, Table 6, Table

or greater than the required wall ared).(
8.1.2 Critical Buckling Stress-Check section profile with 10. Handling and Installation

the required wall area for possible wall buckling. If the critical 10.1 The pipe shall have enough rigidity to withstand the

buckling stressf, is less than the minimum yield stress f forces that are normally applied during shipment, handling, and

f

recalculate the required wall area using ihstead of §. installation. Both shop- and field-assembled pipe shall have
v [PAE £2 /ks\2 strength adequate to withstand compaction of the sidefill
Ifs<g /T thenf, = f, — 7= (7> (5)  without interior bracing to maintain pipe shape. Handling and

installation rigidity is measured by the following flexibility
requirement.

r 24E 12E
If s> Kk Tthenfc = W (6) 2

r (FF) =g

8.1.3 Required Seam Strength 10.2 For curve and tangent corrugated pipe installed in a
8.1.3.1 Since helical lockseam and welded-seam pipe havweench cut in undisturbed soil, the erxibiD/d@tam@ntg

(12
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exceed the following: (AL)d
o _ Hnin = 0.555  [—=— (14)
Depth of Corrugation, in. [mm] FF, in./Ibf [mm/N] El
Y4 [6.5] 0.043 [0.245] .
¥ [13] 0.060 [0.342] When:
1[25] 0.060 [0.342] AD)d s
2 [51] 0.020 [0.114] = <0.23therH ;= » 15
5Y5 [140] 0.020 [0.114] El eMmin =g (19)
10.3 For curve and tangent corrugated pipe installed in an When:
embankment or fill section and for all multiple lines of pipe, (AL)d 0.45 therH. — S 16
the flexibility factor shall not exceed the following: g~ 045 therHy, =7 (16)
Depth of Corrugation, in. [mm] FF, in./Ibf [mm/N] In all casesH,,, is never less than 1 ft [300 mm].
. {‘15'35]] oo {8:533 11.2 Minimum Cover Under RailwaysWhere pipe is to be
1 [25] 0.033 [0.188] placed under railways, the minimum cover (measured from the
2 (round pipe) [51] 0.020 [0.114] top of the pipe to the bottom of the crossties) shall not be less
él/(f'(’:gﬁf;i;‘S'E'ljg]derpass) (1] P [[gjﬁ]] than¥z of the span for factory-made pipe, % of the span for
5% (pipe-arch, arch, underpass) 0.030 [0.171] field-bolted pipe. In all cases, the minimum cover is never less
[140] than 1 ft [300 mm] for round pipe, or 2 ft [600 mm] for arches

10.4 For ribbed pipes installed in a trench cut in undisturbednd pipe-arches. _ _
soil and provided with a soil envelope meeting the require- 11.3 Minimum Cover Under Aircraft Runways\Where pipe
ments of 17.2.3 to minimize compactive effort, the flexibility IS 10 be placed under rigid-pavement runways, the minimum

factor shall not exceed the following: cover is 1.5 ft [450 mm] from the top of the pipe to the bottom
Profile, in. [mm] EF. inJIbf [mm/N] of the slab, regardless of the type of pipe or the loading. For
%4 by ¥ by 7% [19 by 19 by 190] 0.367 13 [0.0825] pipe under flexible-pavement runways, the minimum cover
¥ by 1 by 8%z [19 by 25 by 216] 0.262 Iiz [0.0589] must be determined for the specific pipe and loadings that are
¥4 by 1 by 1172 [19 by 25 by 262] 0-220 I [0.0495] to be considered; see FAA Standard AC No. 150/5320-5B.

10.5 For ribbed pipes installed in a trench cut in undisturbed 11.4 Construction Loads-It is important to protect drain-
soil and where the soil envelope does not meet the requireage structures during construction. Heavy construction equip-
ments of 17.2.3, the flexibility factor shall not exceed thement shall not be allowed close to or on buried pipe unless

following: provisions are made to accommodate the loads imposed by
Profile, in. [mm] FF, in./Ibf [mm/N] such equipment. The minimum cover shall be 4 ft [1.2 m]
¥a by ¥ by 7¥2 [19 by 19 by 190] 0.263 1***[0.0591] unless field conditions and experience justify modification.
% by 1 by 8%2 [19 by 25 by 216] 0.163 13 [0.0366]
¥ by 1 by 11%2 [19 by 25 by 292] 0.163 12 [0.0366]

12. Deflection

10.6 For ribbed pipes installed in an embankment or fill 12 1 The application of deflection design criteria is optional.
section, the ﬂelelllty factor shall not exceed the fOIlOWIng: Long-term field experience and test results have demonstrated

Profile, in. [mm] FF, in.flof [mm/N] that corrugated steel pipe, properly installed using suitable fill
¥4 by ¥4 by 7%2 [19 by 19 by 190] 0.217 172 [0.0488] : : . L . ~
% by 1 by 8Y2 [19 by 25 by 216] 0.140 13 [0.0315] material, will experience no significant deflection. Some de
¥4 by 1 by 11%: [19 by 25 by 292] 0.140 3 [0.0315] signers, however, continue to apply a deflection limit.

10.7 For composite ribbed pipe, the flexibility factor limits 13 smooth-Lined Pipe

for ribbed pipe in 10.4-10.6 shall be multiplied by 1.05. 13.1 Corrugated steel pipe composed of a smooth interior

steel liner and a corrugated steel exterior shell that are attached
integrally at the continuous helical lockseam shall be designed
11.1 Minimum Cover Desiga-Where pipe is to be placed jn accordance with this practice on the same basis as a standard
under roads, streets, or freeways, the minimum cover requirgorrugated steel pipe having the same corrugation as the shell
ments shall be determined. Minimum cove(;,) is defined  and a weight per unit length equal to the sum of the weights of
as the distance from the top of the pipe to the top of rigidiiner and shell. The corrugated shell shall be limited to

pavement or to the top of subgrade for flexible pavementeorrugations having a maximum pitch of 3 in. [75 mm]
Maximum axle loads in accordance with AASHTO “Standardnominal and a thickness of not less than 60 % of the total

11. Minimum Cover Requirements

Specification for Highway Bridges” are as follows: thickness of the equivalent standard pipe. The distance be-
Class of Loading Maximum Axle Load, Ibf [N] tween parallel helical seams, when measured along the longi-
H20 32 000 [142 300] H H H H
HS 20 32 000 [142 300] tudinal axis of the pipe, shall be no greater than 30 in. [750
H15 24 000 [106 700] mm].
HS 15 24 000 [106 700]
When: 14. SmO(')th Pipe with Ribs | .
14.1 Pipe composed of a single thickness of smooth sheet,
%j > 0.23 or< 0.45, @3) orsmooth sheet and composite polyethylene liner, with helical
rectangular or deltoid ribs projecting outwardly, shall be
the minimum cover requirement is: designed on the same basis as a standarngwm éﬁt@)e.
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15. Pipe-Arch Design design depths of fill (maximum and minimum), except that the
15.1 Pipe-arch and underpass design shall be similar tfllowing modifications shall be made to remove impact
round pipe using twice the top radius as the sp@n ( effects: (1) for H20 live loads (see 6.2.2.1). use 1600 psf [77
) kPa} instead of 1800 psf [86 kPa]; and) (for EBO live loads,
16. Materials divide the live load pressures listed in 6.2.2.2 by 1.5. The factor

16.1 Acceptable pipe materials, methods of manufactureC; may be conservatively taken as 1.0 or may be calculated as
and quality of finished pipe are given in Specifications A 760/follows:
A 760M, A 761/A 761M, A 762/A 762M, and A 978/A 978M. 17.3.1 For H20 highway live loads:

17. Soil Design C, = Ly/L, whenL, = 72in.[1830 mnj (18)
17.1 The performance of a flexible corrugated steel pipe is C, = 2Ly/L3when L,> 72 in.[1830 mnj
dependent on soil-structure interaction and soil stiffness. where:

17.2 Soil Parameters to be Considered

17.2.1 The type and anticipated behavior of the foundation L1 40+ (h—12)1.75[L, = 1016+ (h ~3091.79 (19)
soil under the design load must be considered. Lo=L; + 13B[L, =L, + 1.35]
17.2.2 The type compacted density and strength properties Ly=L,+ 72[Ly =L, + 1829

of the soil envelope immediately adjacent to the pipe shall be 17 3 2 For ES0 railway live loads:
established. Good side-fill material is considered to be a
granular material with little or no plasticity and free of organic

material. Soils meeting the requirements of Groups GW, GP, where:
GM, GC, SW, and SP as described in Classification D 2487 are L, = 96+ 1.75h[L, = 2438+ 1.7%] (21)
acceptable, when compacted to 90 % of maximum density as
determined by Test Method D 698. Test Method D 1556,
D 2167, D 2922, or D 2937 are alternate methods used t@8. Minimum Spacing
determine the in-place density of the soil. Soil types SM and
SC are acceptable but require closer control to obtain thﬁ1

. o . o an 48 in. [1200 mm] in diameter or span are used, they shall
specified density; the recommendation of a qualified geoteche spaced so that the sides of the pipe shall be no closer than
nical or soils engineer is advisable, particularly on large

one half of a diameter or 3 ft [900 mm], whichever is less, so

structures. X ! ) .
. . o . h ffi f f the fill I
17.2.3 Ribbed pipes and composite ribbed pipes covered qt atsuficient space for adequate compaction of the fill materia

! i ' 3% available. For diameters up to 48 in. [1200 mm], the
10.4 shall have soil envelopes of clean, nonplastic materialg.. i.\ \m distance between the sides of the pipes shall be no
meeting the requirements of Groups GP and SP in accordanrfgss than 2 ft [600 mm]
with Classification D 2487, or well-graded granular materials 18.2 Materials. such é\s cement slurry, soil cement, concrete
meeting the requirements of Groups GW, SW, GM, SM, GC, Olnd various foamed mixes, that set-up without mechanical

SC in accordance with Classification D 2487, with a maximum . . .
LT P compaction are permitted to be placed between structures with
plasticity index (PI) of 10. All envelope materials shall be b b P

i o as little as 6 in. [150 mm] of clearance.
compacted to a minimum 90 % standard density in accordance [ ]

with Test Method D 698. Maximum loose lift thickness shall 19. End Treatment

be 8 in. [200 mm]. 19.1 Protection of end slopes shall require special consid-
Note 1—Soil cement or cement slurries are acceptable alternatives teration where backwater conditions occur or where erosion and
select granular materials uplift could be a problem.

17.2.4 The size of the structural soil envelope shall be 2 ft 19-2 End walls designed on a skewed alignment require-
[600 mm] minimum each side for trench installations and oneMent special design.
d@meter minimum each side for embankment installations 0. Abrasive or Corrosive Conditions
This structural soil envelope shall extend at least 1 ft [300 mm . i . )
above the top of the pipe. 20.1 Where additional resistance to corrosion is required,
17.3 Pipe-Arch Soil Bearing DesigaThe pipe-arch shape consider increasing the steel thickness or the use of coatings.
causes the soil pressure at the corner to be much higher than th§1ere additional resistance to abrasion is required, consider
soil pressure across the top of the pipe-arch. The maximurti€ use of invert paving as well.
height Qf cover and the_minimum'cover requi.re.ment are.ofte 1. Construction and Installation
determined by the bearing capacity of the soil in the region o ) . ,
the pipe-arch corner. Accordingly, bedding and backfill mate-  21-1 The construction and installation of corrugated steel
rial in the region of the pipe-arch corners shall be selected an@iP® and pipe-arches and steel structural plate pipe, pipe-

placed such that the allowable soil bearing pressure is no Ie§§0h87' arches, and/ underpasses shall conform to Practice
than the anticipated corner pressure calculated from the fof> 798/798M or A 807/807M.

lowing equation: 22. Structural Plate Arches

Pc=(GLL + EL)ry/r, an 22.1 The design of structural plate arches shall be based on
LL shall be calculated as described in Section 6 for thea minimum ratio of rise to span of 0.3; oth%em?ﬁ@mg

C, =Ly, (20)

L,=L, +1.3%[L,= L, + 1.3%]

18.1 When multiple lines of pipes or pipe-arches greater
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