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QHW Designation: A 875/A 875M — 01

Standard Specification for
Steel Sheet, Zinc-5 % Aluminum Alloy-Coated by the Hot-Dip
Process *

This standard is issued under the fixed designation A 875/A 875M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilone] indicates an editorial change since the last revision or reapproval.

1. Scope responsibility of the user of this standard to establish appro-
1.1 This specification covers steel sheet, in coils and cup'iate safety and health practices and determine the applica-

lengths, metallic-coated by the hot-dip process, with zinc-5 o@ility of regulatory limitations prior to use.

algmlnum alloy coating. The Zn-5Al alloy coating also CON- 5, Referenced Documents

tains small amounts of elements other than zinc and aluminum

that are intended to improve processing and the characteristics2-1 ASTM Standards: _ _
of the coated product. A 90/A 90M Test Method for Weight [Mass] of Coating on

1.2 The coating is produced as two types: zinc-5 % Iron and Steel Articles with Zinc or Zinc-Alloy Coatings
aluminum-mischmetal alloy (Type 1) and zinc-5 % aluminum- A 902 Terminology Relating to Metallic Coated Steel Prod-

0.1 % magnesium alloy (Type Il), and in two coating structures ucts o ,
(classes). The coated sheet is produced in several coatingA 924/A 924M Specification for General Requirements for

designations (coating weight [mass]). Steel Sheet, Metallic-Coated by the Hot-Dip Proéess
1.3 The material is intended for applications requiring B 720 Specification for Zinc-5% Aluminum-Mischmetal

corrosion resistance, formability, and paintability. Alloy (UNS Z38510) in Ingot Form for Hot-Dip Co_atin@g
1.4 The steel sheet is produced in a number of designations, E 47 Test Methods for Chemical Analysis of Zinc Die-

types, grades, and classes designed to be compatible with Casting Alloys , , ,
differing application requirements. E 517 Test Method for Plastic Strain R&atio

1.5 Coated sheet material furnished under this specification E 646 Test Method for Tensile Strain-Hardening Exponents

shall conform to the applicable requirements of the latest issue _(-Values) of Metallic Sheet Materidls _ _

of Specification A 924/A 924M, unless otherwise provided E 1277 Test Method for Chemical Analysis of Zinc-5

herein. Aluminum-Mischmetal Alloys by ICP Emission Spectrom-
1.6 This specification is applicable to orders in either etry?

inch-pound units (as A 875) or metric (SI) units [as A 875M]. 2:2 Other Document: o _

Values in inch-pound and Sl units are to be regarded separately GF-1 Standard Practice for Determination of Cerium and

as standard. Within the text, the S units are shown in brackets. ~Lanthanum Compositions in Galfan Alloy (5 % Al-0.4 %

The values stated in each system are not exact equivalents. La-0-4 % Ce-Bal SHG ZN)

Therefore, each system shall be used independently of tl"ggz Terminology
other. '

1.7 Unless the order specifies the “M” specification desig- 3.1 Definitions—See Terminology A 902 for definitions of

nation (SI units), the material shall be furnished to inch-pound?€neral terminology relating to metallic-coated steel products.
units. 3.2 Definitions of Terms Specific to This Standard:

1.8 The text of this specification references notes and :2-1 minimized coating structurer—a coating character-

footnotes that provide explanatory material. These notes arfd®d Py @ finer metallurgical coating structure obtained by a

footnotes, excluding tables and figures, shall not be considerdffatment designed to restrict the formation of the normal
as requirements of this specification. coarse grain structure formed during solidification of the

1.9 This standard does not purport to address all of theZn-5Al alloy coating.
safety concerns, if any, associated with its use. It is the——
2 Annual Book of ASTM Standardgol 01.06.
3 Annual Book of ASTM Standardgol 02.04.
1 This specification is under the jurisdiction of ASTM Committee A05 on 4 Discontinued 1997; se&nnual Book of ASTM Standardgol 03.05.
Metallic-Coated Iron and Steel Products and is the direct responsibility of *Annual Book of ASTM Standardgol 03.01.

Subcommittee A05.11 on Sheet Specifications. ¢ Annual Book of ASTM Standardgol 03.06.
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3.2.2 regular coating structure n—the normal coating TABLE 1 Weight [Mass] of Coating Requirements ~ #+ # ¢
structure resulting from unrestricted grain growth during nor- nore 1 The coating thickness may be estimated from the coating
mal solidification of the Zn-5Al alloy coating. weight [mass] by using Table .

3.3 AbbreV|at|_0ns: Minimum Requirements®

331 MM—mlsc_hmetaI. . Triple-Spot Test Single-Spot Test

3.3.2 Zn-5A1—zinc-5 % aluminum. inch-Pound Unit

3.3.3 Zn-5AI-MM—zinc-5 % aluminum-mischmetal. nefToune e

_ _ [ ; _ P Coating Total One Side, Total

3.3.4 Zn-5Al-Mg—zinc-5 % aluminum-0.1 % magnesium. Designation  Both Sides, 0z/ft? oz/ft? Both Sides, oz/ft?
4. Classification ara10 210 072 120

4.1 The material is classified in terms of the base metal and gggg 1-22 g-gg 1-28
in terms of the coating. GF140 140 048 1.20

4.2 Base Metal Classifications GF115 115 0.40 1.00

4.2.1 The material is available in the designations as fol- ~ GF9 0.90 0.32 0.80
| . GF75 0.75 0.26 0.65
OWS!: _ GF60 0.60 0.20 0.50

4.2.1.1 Commercial Steel (CS Types A, B, and C), GF45 0.45 0.14 0.35

4.2.1.2 Forming Steel (FS Types A and B), gigg no rr?i.r?i(r)num no r?]i.rfi(r)num no r?]i.r?i?num

4.2.1.3 Deep Drawing Steel (DDS), SI Units

4.2.1.4 Extra Deep Drawing Steel (EDDS), Coating — o S E—

4215 SFI‘UCIUI‘GJ Steel (SS), Designation Both Sides, g/m? g/m? Y Both Sides, g/m?

4.2.1.6 High Strength-Low Alloy Steel (HSLAS Type A), 2GF700 700 238 595
and ZGF600 600 204 510

4.2.1.7 High Strength-Low Alloy Steel (HSLAS Type B). ZGF450 450 154 385

4.2.2 Structural Steel and High Strength Low Alloy Steel ~ 2575°0 b e oo
are available in several grades based on mechanical properties. zgr22s 225 78 195
Structural Steel Grade 50 [340] is available in three classes ZGF180 180 60 150
based on tensile strength. 52;35 13(5) ;‘3 1%?,

4.3 Coating Classifications ZGF001 no minimum no minimum no minimum

4.3.1 The coating Is available in two types, as follows: A The coating designation number is the term by which this material is specified.

4311 Type Zinc-5 % aluminum-mischmetal (Zn'SAI' Because of the many variables and changing conditions that are characteristic of
I\/IM), and continuous hot-dip coating lines, the zinc-5 % aluminum alloy coating is not always
4.3.1.2 Tvpe |—Zinc-5% aluminum-0.1% maanesium evenly divided between the two surfaces of a coated sheet; nor is it always evenly
-2.1.2 1yp ' g distributed from edge to edge. However, the minimum triple- spot average coating
(Zn'SAl‘Mg)- [mass] on any one side shall not be less than 40 % of the single-spot requirement.
4.3.2 The coating is available in two coating classes, or ° /gso/it :S an esta”blished fzct hthat thed atmqsphfric t_:orrOfsion resisaan'fe of

. zinc-5 % aluminum alloy-coated sheet products is a function of coating thickness

structures, as fOHOWS_' L . (weight [mass]), the selection of thinner (lighter) coating designations will result in
4.3.2.1 Class A—Minimized coating structure, and reduced corrosion performance of the Zn-5Al coating. For example, the heavier

4.3.2.2 Class B—Regular coating structure. zinc-5 % aluminum alloy coatings perform adequately in bold atmospheric expo-
sure whereas the lighter coatings are often further coated with paint or a similar

) 4.3.3 The_ Coatmg is available |_n several Coat_lng des'Qnaﬁarrier coating for increased corrosion resistance. Because of this relationship,
tions, or weights [masses] of coating, as shown in Table 1. material carrying the statement “meets ASTM A 875/A 875M requirements” should

i i i so specify the particular coating type and designation.
4.3.3.1 The coated sheet is available with the same Cﬁlc The corrosion performance of Type | Zn-5AI-MM coated sheet products is

different Coating deSignations on each surface. nonlinear as the corrosion rate decreases with time, due to the formation of a
characteristic passivation layer.

5 Ordering Information P No minimum value means that there are no established minimum require-
’ ments for triple- and single-spot tests.

5.1 Zinc-5 % aluminum alloy-coated sheet in coils and cut
lengths is produced to thickness requirements expressed tion and, as required, type, grade, or class, or combination
0.001 in. [0.01 mm]. The thickness of the sheet includes botkhereof.

the base metal and the coating. 5.2.4 ASTM designation number and year of issue, as
5.2 Orders for coated sheet to this specification shall includ@ 875—  for inch-pound units or A 875M—__ for Sl units,

the following information, as necessary, to adequately describe 5.2.5 Coating type (I or 1) (see 4.3.1),

the desired product. 5.2.6 Coating designation (see 4.3.3),

5.2.1 Name of material (steel sheet, Zn-5Al alloy coated), 5.2.7 Class of coating structure (for example, Class
5.2.2 Designations of sheet steel [CS (Type A, B, or C), FeA—Minimized, etc.) (see 4.3.2),

(Type A or B), DDS, EDDS, SS, or HSLA (Type A or B)]. 5.2.8 Chemically treated or not chemically treated,
5.2.2.1 When a CS Type is not specified, Type B will be 5.2.9 Oiled or not oiled,

furnished. 5.2.10 Extra smooth (if required),
5.2.2.2 When a F5 type is not specified, F5 Type B will be 5.2.11 Phosphatized (if required),

furnished. 5.2.12 Dimensions (show thickness, width, flatness require-
5.2.3 Structural or High Strength-Low Alloy Steel designa-ments and length, if cut lengths).- The ﬁmﬂmﬁnt&ify
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the appropriate table of thickness tolerances in Specification 6.2 Coating Bath Analysis
A 924/A 924M that applies to the order, that is, the table of 6.2.1 The bath metal used in continuous hot-dip Zn-
thickness tolerances fét-in. [10-mm] edge distance, or the 5A1-MM alloy coating of Type | shall meet the chemical
table of thickness tolerances for 1-in. [25-mm] edge distancecomposition limits specified in Specification B 750.

5.2.13 Coil size requirements (specify maximum outside 6.2.2 The bath metal used in the continuous hot-dip Zn-
diameter (OD), acceptable inside diameter (ID), and maximunbAl-Mg alloy coating of Type Il shall conform to the require-

weight [mass]), ments of Table 4.
5.2.14 Packaging, 6.3 Methods of Analysis
5.2.15 Certification, if required, and heat analysis and me- 6.3.1 Coating Bath Meta-The determination of chemical
chanical property report, composition shall be made in accordance with suitable chemi-
5.2.16 Application (part identification and description), andcal (Test Method E 47 for tin), ICP argon plasma spectrometric
5.2.17 Special requirements (if any). (Test Method E 1277), or other methods. In case of dispute, the

Note 1—Typical ordering descriptions are as follows: results secured by Test Method E 1277 shall be the basis of

Steel sheet, Zn-5Al alloy coated to ASTM A875- , Commercial 2cCeptance. .

Steel—CS Type B, Type | coating, designation GF 115, Class A 6.3.1.1 A practice for X-ray fluorescence spectrometry for
(minimized coating structure), chemically treated, oiled, 0.040 min by 34the determination of cerium and lanthanum in a zinc-5 %
by 117 in., for stock tanks. aluminum-mischmetal has been established by the Interna-
Steel sheet, Zn-5Al alloy coated to ASTM A875M-_ , Structural tiona| Lead Zinc Research Organization, as Practice GF-1.

Steel—SS Grade 230, Type |l coating, designation ZGF 275, Class B .
(regular coating structure), chemically treated, not oiled, phosphatize 6.3.2 In case of dispute, the results secured by Test Method

1.00 nominal by 900 mm by coil, 1200 mm max OD, 600 mm ID, 9000 £ 1277 shall be the basis of acceptance.
kg max, for roof deck. ) .
Note 2—The purchaser should be aware that there are variations if. Mechanical Properties

manufacturing practices among the producers and therefore is advised 07 1 structural steel and high-strength low-alloy steel shall
establish the producer's standard (or default) procedures for thickness |

conform to the mechanical property requirements of Table 5

tolerances. L o
_ N for the type, grade or class, or combination thereof, specified.
6. Chemical Composition 7.2 The typical mechanical properties for CS (Types A, B,
6.1 Base Metal and C), FS (Types A and B), DDS, and EDDS steel sheet

6.1.1 The heat analysis of the base metal shall conform tdesignations are listed in Table 6. These mechanical property
the requirements shown in Table 2 for CS (Types A, B, and C)yalues are nonmandatory. They are solely to provide the
FS (Types A and B), DDS, and EDDS and Table 3 for SS angurchaser with as much information as possible to make an
HSLAS (Types A and B). informed decision on the steel to be specified. Values outside

6.1.2 Each of the elements listed in Tables 2 and 3 shall bthese ranges are to be expected.
included in the report of heat analysis. When the amount of 7.3 When base metal mechanical properties are required, all
copper, nickel, chromium, or molybdenum is less than 0.02 %tests shall be conducted in accordance with the methods
report the analysis either as <0.02 % or the actual determinegpecified in Specification A 924/A 924M.
value. When the amount of vanadium, titanium, or columbium 7.4 Bending Properties
is less than 0.008 %, report the analysis either as <0.008 % or 7.4.1 Minimum Cold-Bending Radi-Structural steel and

the actual determined value. high-strength, low-alloy steel, low-alloy sheet steels are com-
6.1.3 See Specification A 924/A 924M for cast and producimonly fabricated by cold bending. There are many interrelated
analysis procedures. factors that affect the ability of a steel to cold form over a given

TABLE 2 Chemical Requirements

Composition, %—Heat Analysis Element, Maximum, Unless Otherwise Shown

Designation C Mn P S AlA Cuf Nif CrB Mo® Vv Ch®¢ Ti
CS Type AP-E 0.10 0.60 0.030 0.035 S 0.20 0.20 0.15 0.06 0.008 0.008 0.30
CS Type BPEF 0.02t0 0.15 0.60 0.030 0.035 S 0.20 0.20 0.15 0.06 0.008 0.008 0.30
CS Type CPE 0.08 0.60 0.10 0.035 - 0.20 0.20 0.15 0.06 0.008 0.008 0.30
FS Type APEC 0.10 0.50 0.020 0.035 S 0.20 0.20 0.15 0.06 0.008 0.008 0.30
FS Type BPEC 0.02t0 0.10 0.50 0.020 0.030 - 0.20 0.20 0.15 0.06 0.008 0.008 0.30
DDS* 0.06 0.50 0.020 0.025 0.01 min. 0.20 0.20 0.15 0.06 0.008 0.008 0.30
EDDS’ 0.02 0.40 0.020 0.020 0.01 min 0.20 0.20 0.15 0.06 0.008 0.008 0.30

“AWhere an ellipsis (. . .) appears in this table, there is no requirement, but the analysis shall be reported.

BThe sum of copper, nickel, chromium, and molybdenum shall not exceed 0.50 % on heat analysis. When one or more of these elements are specified, the sum does
not apply; in which case, only the individual limits on the remaining elements shall apply.

CFor steels having a carbon content of 0.02 % or less, the limit for columbium is 0.045 % maximum.

PFor CS and FS, specify Type B to avoid carbon levels below 0.02 %.

Ewhen a deoxidized steel is required for the application, the purchaser has the option to order CS and FS to a minimum of 0.01 % total aluminum.

FCS Type B describes the typical commercial quality product previously included in this specification.

EShall not be furnished as a stabilized steel.

HThe producer has the option to furnish as a stabilized steel.

'Shall be furnished as a stabilized steel. DOC U m entS
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