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Designation: A 992/A 992M – 00

Standard Specification for
Steel for Structural Shapes For Use in Building Framing 1

This standard is issued under the fixed designation A 992/A 992M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers “W” shapes (rolled wide
flange shapes) intended for use in building framing.

1.2 Supplementary requirements are provided for use where
additional testing or additional restrictions are required by the
purchaser. Such requirements apply only when specified in the
purchase order.

1.3 When the steel is to be welded, a welding procedure
suitable for the grade of steel and intended use or service is to
be utilized. See Appendix X3 of Specification A 6/A 6M for
information on weldability.

1.4 The values stated in either inch-pound units or SI units
are to be regarded separately as standard. Within the text, the
SI units are shown in brackets. The values stated in each
system are not exact equivalents; therefore, each system is to
be used independently of the other without combining values in
any way.

1.5 The text of this specification contains notes or footnotes,
or both, that provide explanatory material; such notes and
footnotes, excluding those in tables and figures, do not contain
any mandatory requirements.

2. Referenced Documents

2.1 ASTM Standards:
A 6/A 6M Specification for General Requirements for

Rolled Structural Steel Bars, Plates, Shapes, and Sheet
Piling2

A 370 Test Methods and Definitions for Mechanical Testing
of Steel Products2

A 673/A 673M Specification for Sampling Procedure for
Impact Testing of Structural Steel2

E 112 Test Methods for Determining Average Grain Size3

3. General Requirements For Delivery

3.1 Material furnished under this specification shall con-

form to the requirements of the current edition of Specification
A 6/A 6M for the ordered material, unless a conflict exists, in
which case this specification shall prevail.

4. Materials and Manufacture

4.1 The steel shall be killed, and such shall be affirmed in
the test report by a statement ofkilled steel, a value of 0.10 %
or more for the silicon content, or a value of 0.015 % or more
for the total aluminum content.

4.2 The steel shall be made to a practice producing nitrogen
not greater than 0.012 %; or the steel shall be made to a
practice producing nitrogen not greater than 0.015 % and one
or more nitrogen-binding elements shall be added.

5. Chemical Composition

5.1 The heat analysis shall conform to the requirements in
Table 1.

5.2 In addition to the elements listed in Table 1, test reports
shall include, for information, the chemical analysis for tin.
Where the amount of tin is less than 0.02 %, it shall be
permissible for the analysis to be reported as “< 0.02 %.”

5.3 The steel shall conform on product analysis to the
requirements prescribed in Table 1, subject to the product
analysis tolerances in Specification A 6/A 6M.

5.4 The maximum permissible carbon equivalent value shall
be 0.47 % for shapes in Groups 4 and 5, and 0.45 % in other
shapes. The carbon equivalent value shall be based on heat
analysis. The required chemical analysis as well as the carbon
equivalent shall be reported. The carbon equivalent shall be
calculated using the following formula:

CE5 C 1 ~Mn!/6 1~Cr 1 Mo 1 V!/51 ~Ni1 Cu!/15 (1)

6. Tensile Requirements

6.1 The material as represented by the test specimens shall
conform to the requirements for tensile properties prescribed in
Table 2.

7. Keywords

7.1 building framing; shapes; structural steel; welded con-
struction
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SUPPLEMENTARY REQUIREMENTS

Supplementary requirements shall apply only if specified in the purchase order or contract.

Standardized supplementary requirements for use at the
option of the purchaser are listed in Specification A 6/A 6M.
Those that are considered suitable for use with this specifica-
tion are listed by title:

S1. Vacuum Treatment
S2. Product Analysis
S5. Charpy V-Notch Impact Test
S8. Ultrasonic Examination
In addition, the following optional supplementary require-

ments are suitable for use with this specification.
S79. Maximum Tensile Strength
S79.1 The maximum tensile strength shall be 90 ksi [620

MPa].
SX3. Charpy V-Notch Impact Test for Group 4 and 5

Structural Shapes
SX3.1 When Group 4 and 5 structural shapes are used as

members subject to primary tensile stress and are spliced using
full penetration welds, the steel shall be impact tested in
accordance with Specification A6, Supplementary Require-
ment S5, modified in accordance with SX3.2.

SX3.2 Charpy V-notch impact tests shall be conducted in
accordance with Specification A 673/A 673M except as fol-
lows:

SX3.2.1 The center longitudinal axis of the specimens shall
be located as near as practical to midway between the inner
flange surface and the center of the flange thickness at the
intersection with the web mid-thickness (see Fig. S1).

SX3.2.2 The frequency of testing shall be Frequency (P),
except that for rolled shapes produced from ingots the speci-
mens shall be taken from a location representing the top of
each ingot or part of an ingot used to produce the product
represented by these specimens.

SX3.3 The test results shall meet a minimum average value
of 20 ft-lbf [27J] absorbed energy at 70°F [21°C].

NOTE S1—The specific toughness value above is considered sufficient
in steel intended for ordinary use in buildings. For unusual applications
such as dynamic loading, highly restrained connections, low temperature,
or any combination of these conditions, the purchaser should consider
more restrictive Charpy V-notch requirements for specification in the
contract documents.

TABLE 1 Chemical Requirements (Heat Analysis)

Element Composition, %

Carbon, max 0.23
Manganese, 0.50 to 1.50A

Silicon, max 0.40
Vanadium, max 0.11B,C

Columbium, max 0.05B

Phosphorus, max 0.035
Sulfur, max 0.045
Copper, max 0.60
Nickel, max 0.45
Chromium, max 0.35
Molybdenum, max 0.15

AProvided that the ratio of manganese to sulfur is not less than 20 to 1, the
minimum limit for manganese for Group 1 shapes shall be 0.30 %.

BThe sum of columbium and vanadium shall not exceed 0.15 %.
CWhen vanadium is added as the only nitrogen-binding element (see 4.2),

nitrogen shall be reported and the ratio of vanadium to nitrogen shall be 4 to 1 or
higher if the nitrogen content is greater than 0.012 %.

TABLE 2 Tensile Requirements

Tensile strength, min ksi [MPa] 65 [450]
Yield point, ksi [MPa] 50 to 65 [345 to 450]
Yield to tensile ratio, max 0.85
Elongation in 8 in. [200 mm], min, %A 18
Elongation in 2 in. [50 mm], min, %A 21
ASee elongation requirement adjustments under the Tension Tests section of

Specification A 6/A 6M.

FIG. S1 Location from Which Charpy Impact Specimens Are
Taken for Group 4 and Group 5 Structural Shapes
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