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QHW Designation: B 490 — 92 (Reapproved 1998)

Standard Practice for
Micrometer Bend Test for Ductility of Electrodeposits

This standard is issued under the fixed designation B 490; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope Note 1—The foils used in this practice are typically 25 to 40 pm thick.
Foils in this thickness range do not have the same properties as bulk metal.

L1 This practice describes a procedure for measuring thlgor example, a nickel electrodeposit 0.5 mm thick, prepared in purified

ductility of electrodeposited foil3. . bright nickel electroplating solutions for which this test is being used, had
1.2 This practice is suitable only for the evaluation of jess than 3 % elongation in a tension test, and could not be bent to a 90°
electrodeposits having low ductility. angle without complete fracture. However, foils 25 to 40 pum thick,

1.3 The obtained ductility values must only be considereclectroplated at the same time, had micrometer ductility values in the 10
semi-quantitative because this test has a significant operatét 2> % range.
dependence.
) L . . Apparatus
1.4 This practice is best used for in-house process controﬁ PP ) . )
where measurements are always made by the same operator, £:1 Micrometer 25-mm- with flat jaws to measure the

change in ductility value can be used as an indication ofickness and to compress the foil.
possible changes in the electroplating solution. 5.2 Hand or Power Sheargrinding wheel, or hack saw, to

1.5 This standard does not purport to address the safet)}rim the edges of the electroplated panel and to separate the folil

problems, if any, associated with its use. It is the responsibilitfT0M the basis metal. _
of the user of this standard to establish appropriate safety and -3 Pair of Sharp Scissorso cut the test specimens.
health practices and determine the applicability of regulatoryg Tast Specimens

limitations prior to use. . . .
b 6.1 An electrodeposit shall be prepared using a basis metal

2. Referenced Documents with a smooth surface from which the electrodeposit can be
2.1 ASTM Standards: readily separated. A stainless steel or nickel electroplated steel
panel may be used for this purpose, prepared as in 6.2.
6.2 Apiece of cold-rolled steel, of any convenient size, such
as 100 by 150 mm, shall be properly cleaned, acid dipped, and
3. Summary of Practice electroplated with approximately 7.5 pm of nickel. After

3.1 This practice consists of measuring the bend of a foi[inSing. the specimen shall be cleaned anodically for 15 s in a
held between the jaws of a micrometer; these are closed untiot alkaline cleaner, rinsed, acid dipped in abot $ulfuric

B 177 Guide for Chromium Electroplating on Steel for
Engineering Usé

fracture or cracks appear. acid (about 27 mL of concentrated sulfuric acid added to about
900 mL of cold water, mixed, and diluted with cold water to 1
4. Significance and Use L), and immediately placed in the electroplating solution of the

some electroplating solutions. It serves to indicate the presen&dectroplated on the prepared surface. The deposit shall be
of contamination or some other adverse condition. plated at an average current density and under conditions
4.2 Ductility measurements are of particular value whenr{agitation, temperature, etc.) approximating those used on parts

electroplated parts are to be subjected to moderate stress sURigted in the solution being tested.
as that involved in bolting an electroplated bumper to an 6-3 The volume of the plating solution used to produce the
automobile. test specimen shall be sufficient so that the concentration of the

additives do not drop below 90 % of original additive concen-

tration. Additions to the test solution shall not be made since
* This practice is under the jurisdiction of ASTM Committee B-8 on Metallic and they can alter the original composition.
Inorganic Coatingsand is the direct responsibility of Subcommittee B08.10 on

General Test Methods. A B Note 2—The ductility of nickel, with or without chromium, will vary
Current edition approved Oct. 30, 1992. Published March 1993. Originallydepending upon plating conditions, contamination, and the additive
published as B 490 — 68. Last previous edition B 490 — 91. system used. If electroplated with chromium, the foil may require heating

2For a discussion of this test see Mohrnheim, A. F., “The Bend Test for
Measuring the Strain Limit of SurfacesPlating, Vol 50, 1963, pp. 1094—-1099.
2 Annual Book of ASTM Standardggl 02.05.

or aging to overcome temporary hydrogen embrittlement. A procedure to
overcome hydrogen embrittlement is covered in 8.2 of Guide B 177.
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6.4 Proper preparation of the surface from which the foil 7.2 At times, no single crack may develop over the convex
must be separated undamaged is critical. Buffed nickel osurface. If jagged cracks or a series of shorter cracks develop
buffed stainless steel, which may require anodic treatment, in gexcluding edges), they signify failure. If no cracks develop,
hot alkaline cleaner as defined in 6.2, can be used as the basiee maximum ductility values are obtained.
metal. Steel or nic_kel di_pped in a chromating solution,_such a%. Calculation
used for chromating zinc, can be used as the basis metal. -
Copper or brass, masked on one side, can be used as the basie-1 Two standard formulas are used to compute ductility:
metal, and can be subsequently dissolved from the coating to Ductility, percent= 100T/(2R—T) (1)
be tested. Because the dissolving step can embrittle the test Maximum value is 100 %. 1)
deposit, the test deposit must be aged as stipulated in Note 2.

6.5 Cut off the edges of the panel with a power or hand Du‘,:tmty' ratio B TR (@)
shear, or by any convenient method that permits ready sepa- Maximum value is 0.5. @
ration of the foil from the basis metal. 8.1.1 Either formula can be used but they give different

6.6 Using a pair of sharp scissors, cut two or more tesvalues for the same ductility. It is important that the formula be
specimens, about 5 to 75 mm from the center of the foil.  consistently used for purpose of comparison. When reporting

ductility values, the formula must be indicated.
7. Procedure 8.2 It should be understood that this value bears no simple

7.1 Measure the thickness of the test foil with the microme-elation to the percentage elongation obtained through tension
ter at the point of bending. Bend the test foil in the shape of a@r other tests. The ductility of this type of low-ductility
“U” with the side of the foil that was against the basis metalelectrodeposit varies with the thickness. Usually the greater the
facing inward in the “U”. Place the bent foil between the jawsthickness, the lower is the percentage ductility for these foils.
of the micrometer so that as the jaws are closed, the ben@Note 2).
re”.‘a'”s be.'tween the jaws. Close the micrometer jaws slowly Note 3—With foils of a ductility of 70 % or greater using formula
until the foil cracks (Note 3). Use an average of two or more;ggry2r - T) or 0.4, using formulaT/2R (see 8.1). It is helpful to
foil tests. Record the micrometer reading aB and the  examine the foil at low magnification (20 while it is still in the
thickness of the foil as determined by the micrometef as micrometer.

The American Society for Testing and Materials takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this standard. Users of this standard are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Standards, 100 Barr Harbor Drive, West Conshohocken, PA 19428.

This standard is copyrighted by ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, United States. Individual
reprints (single or multiple copies) of this standard may be obtained by contacting ASTM at the above address or at 610-832-9585
(phone), 610-832-9555 (fax), or service@astm.org (e-mail); or through the ASTM website (http://www.astm.org).
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