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Designation: B 768 – 99

Standard Specification for
Copper-Cobalt-Beryllium Alloy and Copper-Nickel-Beryllium
Alloy Strip and Sheet 1

This standard is issued under the fixed designation B 768; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope*

1.1 This specification establishes the requirements for
copper-cobalt-beryllium and copper-nickel-beryllium strip and
sheet. The following alloys are covered:

Nominal Composition, %
Copper Alloy UNS No.2 Beryllium Cobalt Nickel

C17410 0.3 0.5 . . .
C17450 0.3 . . . 0.8
C17460 0.3 . . . 1.2

1.2 The values stated in inch-pound units are to be regarded
as the standard. The values given in parentheses are for
information only.

1.3 The following safety hazard caveat pertains only to the
test methods described in this specification:

1.3.1 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 The following documents of the issue in effect on date
of material purchase form a part of this specification to the
extent referenced herein:

2.2 ASTM Standards:
B 194 Specification for Copper-Beryllium Alloy Plate,

Sheet, Strip and Rolled Bar3

B 248 Specification for General Requirements for Wrought
Copper and Copper-Alloy Plate, Sheet, Strip, and Rolled
Bar3

B 601 Practice for Temper Designations for Copper and
Copper Alloys—Wrought and Cast3

B 846 Terminology for Copper and Copper Alloys3

E 8 Test Methods for Tension Testing of Metallic Materials4

E 255 Practice for Sampling Copper and Copper Alloys for
Determination of Chemical Composition5

E 527 Practice for Numbering Metals and Alloys (UNS)3

3. Terminology

3.1 For terms related to copper and copper alloys, refer to
Terminology B 846.

4. General Requirements

4.1 The following sections of Specification B 248 consti-
tutes a part of this specification

4.1.1 Terminology.
4.1.2 Materials and Manufacture.
4.1.3 Workmanship, Finish, and Appearance.
4.1.4 Sampling.
4.1.5 Number of Tests and Retests.
4.1.6 Specimen Preparation.
4.1.7 Test Methods.
4.1.8 Significance of Numerical Limits.
4.1.9 Inspection.
4.1.10 Rejection and Rehearing.
4.1.11 Certification.
4.1.12 Test Report.
4.1.13 Packaging and Marking.
4.1.14 Supplementary Requirements.
4.2 In addition, when a section with a title identical to that

referenced in 5.1 appears in this specification, it contains
additional requirements which supplement those appearing in
Specification B 248.

5. Ordering Information

5.1 Orders for material under this specification should
include the following information:

5.1.1 Quantity,
5.1.2 Copper alloy UNS numbers (1.1),
5.1.3 Form of material: strip or sheet,

1 This specification is under the jurisdiction of ASTM Committee B05 on Copper
and Copper Alloys and is the direct responsibility of Subcommittee B05.01 on Plate,
Sheet, and Strip.

Current edition approved Sept. 10, 1999. Published November 1999. Originally
published as B 768 – 87. Last previous edition B 768 – 94.

2 The UNS system for copper and copper alloys (see Practice E 527) is a simple
expansion of the former standard designation system accomplished by the addition
of a prefix “C” and a suffix “00.” The suffix can be used to accommodate
composition variations of the base alloy.

3 Annual Book of ASTM Standards, Vol 02.01.

4 Annual Book of ASTM Standards, Vol 03.01.
5 Annual Book of ASTM Standards, Vol 03.05.

1

*A Summary of Changes section appears at the end of this standard.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.

NOTICE: This standard has either been superseded and replaced by a new version or withdrawn.
Contact ASTM International (www.astm.org) for the latest information

Full document details: ASTM B768-99

http://www.avadocuments.com/doc/astm-b768-99
http://www.avadocuments.com/doc/astm-b768-99


S

5.1.4 Temper (Section 8),
5.1.5 Tension test, if required (Section 9),
5.1.6 Dimensions: thickness and width, and length as appli-

cable (Section 11),
5.1.7 How furnished: rolls, stock lengths with or without

ends, specific lengths with or without ends (Section 11),
5.1.8 Type of edge, if required: slit, sheared, sawed, square

corners, rounded corners, rounded edges, or full rounded edges
(see 11.6),

5.1.9 Special thickness tolerances, if required (Section 11),
5.1.10 Specification number and year of issue,
5.1.11 Hardness test, if required,
5.1.12 Special marking or packaging, if required,
5.1.13 Mill test report, if required,
5.1.14 Special tests or exceptions, if any, and
5.1.15 Certification, if required.
5.2 When material is purchased for agencies of the U.S.

Government, this shall be specified in the contract or purchase
order, and the material shall conform to the Supplementary
Requirements as defined in the current issue of Specification
B 248.

6. Materials and Manufacture

6.1 Materials—The material of manufacture shall be cast
billets or slabs of one of the alloys cited in Section 1 of this
specification. The cast material shall be of such soundness and
purity as to be suitable to product the product as described in
6.2.

6.2 Manufacture:
6.2.1 The product shall be manufactured by such hot work-

ing, cold working, and annealing processes as to produce a
uniform wrought structure in the finished product.

6.2.2 The product shall be rolled to finish size and heat
treated when required to meet the temper properties.

7. Chemical Composition

7.1 The material shall conform to the requirements specified
in Table 1.

7.2 These composition limits do not preclude the presence
of other elements. Limits may be established and analysis
required for unnamed elements may be established by agree-
ment between the manufacturer or supplier and the purchaser.

7.3 For copper alloys in which copper is given as remainder,
copper may be taken as the difference between the sum of all

the elements analyzed and 100 %. When all the elements in the
table are analyzed, their sum shall be 99.5 % minimum.

8. Temper

8.1 The product is offered in the following tempers in
accordance with Practice B 601.

8.1.1 Copper Alloy UNS No. C17410 Strip and Sheet is
offered in the TH02 (1⁄2 HT) and TH04 (HT) tempers.

8.1.2 Copper Alloy UNS No. C17450 Strip and Sheet is
offered in TH02 (1⁄2 HT) Temper.

8.1.3 Copper Alloy UNS No. C17460 Strip and Sheet is
offered in the TH03 (3⁄4 HT) and TH04 (HT) tempers.

9. Physical Properties

9.1 Electrical Conductivity—The electrical conductivity of
the product shall conform to the applicable requirement given
in Table 2.

10. Mechanical Properties

10.1 Tensile Requirements:
10.1.1 Tension tests are required for material under 0.075 in.

(1.905 mm) in thickness and shall conform to the mechanical
properties in Table 3.

10.1.2 Tension test specimens shall be taken so that their
longitudinal axis is parallel to the direction of rolling.

10.2 Rockwell Hardness—Rockwell hardness measure-
ments are required for material 0.075 in. (1.905 mm) and over
and shall conform to the Rockwell Hardness number in Table
3.

11. Dimensions and Permissible Variations

11.1 The dimensions and tolerances for material covered by
this specification shall be in accordance with the current edition
of Specification B 248, with particular reference to Section 5
and the following tables of that specification:

11.2 Thickness—See 5.2.2, Table 2, and for special toler-
ances, Table 3.

11.3 Width:
11.3.1 Slit Metal and Slit Metal With Rolled Edges—See

5.3.1 and Table 4.
11.4 Length:
11.4.1 Specific and Stock Lengths With and Without Ends—

See 5.4.1.
11.4.2 Schedule of Lengths (Specific and Stock) With

Ends—See 5.4.2 and Table 8.
11.5 Straightness:
11.5.1 Slit Metal or Edge-Rolled Metal—See 5.5.1 and

Table 11.
11.6 Edges—See 5.6.
11.6.1 Square Edges—See 5.6.1 and Table 15.
11.6.2 Rounded Corners—See 5.6.2 and Table 16.
11.6.3 Rounded Edges—See 5.6.3 and Table 17.

TABLE 1 Chemical Requirements

Element

Composition, %

Copper Alloy UNS Number

C17410 C17450 C17460

Beryllium 0.15–0.50 0.15–0.50 0.15–0.50
Cobalt 0.35–0.6
Nickel 0.50–1.0 1.0–1.4
Iron, max 0.20 0.20 0.20
Zirconium, max 0.50 0.50
Tin, max 0.25 0.25
Silicon, max 0.20 0.20 0.20
Aluminum, max 0.20 0.20 0.20
Copper + sum of

named elements
99.5 % min 99.5 % min 99.5 % min

TABLE 2 Electrical Conductivity

Copper Alloy UNS No. Temper Percent IACS, min

C17410 TH02, TH04 45
C17450 TH02 50
C17460 TH03, TH04 50
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