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Standard Practice for
Installing Factory-Made Corrugated Aluminum Culverts and
H 1
Storm Sewer Pipe
This standard is issued under the fixed designation B 788/B 788M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilone] indicates an editorial change since the last revision or reapproval.
This standard has been approved for use by agencies of the Department of Defense.
1. Scope * TR
1.1 This practice describes procedures, soils, and soil place-
ment for the proper installation of corrugated aluminum
culverts and storm sewers in either trench or projection e w07
installations. A typical trench installation is shown in Fig. 1, s - capE or ] PLACED IV LAYERS
. . . . . . . D/8 OR 12 in. [300 mm ; y
and a typical embankment (projection) installation is shown in / [oe e TG ™l

COMPACTED

Fig. 2. The pipes described in this practice are manufactured in
a factory and furnished to the job in lengths ordinarily from 10
to 30 ft [3 to 9 m], with 20 ft [6 m] being common, for field
joining.

1.2 This practice is applicable to either inch-pound units as e SR
B 788 or to Sl units as B 788M. Inch-pound units are not
necessary equivalent to Sl units. Sl units are shown in the text roR NARROW TRENGH, W < 24 1. (600 ]
in tt)rl?ctkets, and they are the applicable values for metric ?&vﬁ‘igﬁ‘;géﬁg;gﬁggg’*ygggg
installation.

1.3 This standard does not purport to address all of the FIG. 1 Typical Trench Installation
safety concerns, if any, associated with its use. It is the
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responsibility of the user of this standard to establish appro- BOGLL PUCE W LvRs
priate safety and health practices and determine the applica- REGUUR THICK. AND THEN COMPACTED
bility of regulatory limitations prior to use. \ store o
/ \( EMBANKMENT
2. Referenced Documents e / i _\
2.1 ASTM Standards: — B
B 790/B 790M Practice for Structural Design of Corrugated, i\, S o] 771

Aluminum Pipe, Pipe Arches, and Arches for Culverts, ]

Storm Sewers, and Other Buried Condtiits Z/v;v
D 698 Test Method for Laboratory Compaction Character- FINE SRADED
istics of Soil Using Standard Effort (12,400 ft-Ibffff{600 COMPACTED. UNSER. HAUNCHES
KN-m/m?]) FIG. 2 Typical Embankment (Projection) Installation
D 1556 Test Method for Density and Unit Weight of Soil in o ) . )
Place by the Sand-Cone Mettfod D 2487 Classification of Soils for Engineering Purposes
D 2167 Test Method for Density and Unit Weight of Soilin ~_(Unified Sail Classification Systerh) _ _
Place by the Rubber-Balloon Methbd D 2922 Test Methods for Density of Soil and Soil-

Aggregate in Place by Nuclear Methods (Shallow Depth)
D 2937 Test Method for Density of Soil in Place by the

1 This practice is under the jurisdiction of ASTM Committee BO7 on Light Drlve—Cyllnder Method

Metals and Alloys and is the direct responsibility of Subcommittee B07.08 on .
Aluminum Culvert. 3. Terminology

Current edition approved May 10, 2000. Published August 2000. Originally 3.1 Definitions of Terms Specific to This Standard:

ublished as B 788-88. Last previous edition B 788/B 788M-99. . . .
P 2 Annual Book of ASTM St‘;nda,m 02.02. 3.1.1 bedding n—the earth or other material on which a

3 Annual Book of ASTM Standardgol 04.08. pipe is supported.
*A Summary of Changes section appears at the end of this standard. Docu ments
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3.1.2 haunch n—the portion of the pipe cross section TRANSITON ZoNE aPPROX,
between the maximum horizontal dimension and the top of the FINE~GRADED / W e
. FOUNDATION @ /®
bedding. \ - .
3.1.3 invert, n—the lowest point on the pipe cross section; IR

also, the bottom portion of a pipe.
3.1.4 pipe, n—a conduit having full circular shape; also, in
a general context, all structure shapes covered by this practice.

COMPRESSIBLE —
SoILS

. @ ® /— ROCK \

ROCK LEDGE

3.1.5 pipe—arch n—a pipe with an approximate semicircu- ROCK EACAUATE RO0K D CONPRESTBE SOl N TRANSITON
lar crown, small-radius corners, and large-radius invert. PIPE. SUPPORT AND. MM DIFFERENTIAL ‘SETTLEMENT,

4. Significance and Use TRENCH_WIDTH

4.1 Corrugated aluminum pipe functions structurally as a
flexible ring which is supported by and interacts with the

GRAVEL OR CRUSHED

i VA

compacted surrounding soil. The soil constructed around the T J BGRENGRASEN SN

. . . . l ___X 1 KA A/).'"—T
pipe is thus an integral part of the structural system. It is COMPRESSEBLE SOIL LOOSE SAND OR LIGHTLY A
therefore important to ensure that the soil structure or backfill COMPACTED SaL._ = Rad
is made up of acceptable material and is well-constructed. SECTION ‘A-A SECTION 'B~B'
Field verification of soil structure acceptability using Test € = 172 in./6t [40 rom/m] of il over pipe. with o Zmin. [500 mm] mesemarm
MethOdS D 1556, D 2167, D 2922, or D 2937, as appllcable, NOTE : Section B-B is applicable to oil continucus rock foundations

and comparing the results with Test Method D 698 in accor- g= 1, in./t [40 mm/m] of fill over pipe, with a 24-in. [600-mm] maximum.
dance with the specifications for each project, is the most

reliable basis for installation of an acceptable structure. The

required density and method of measurement are not specified
by this practice, but they must be established in the specifica-
tions for each project.

Note 1—Section B-B is applicable to all continuous rock foundations.
FIG. 3 Foundation Transition Zones and Rock Foundations

5. Trench Excavation

5.1 To obtain anticipated structural performance of corru-
gated aluminum pipe it is not necessary to control trench width T
beyond the minimum required for proper installation of pipe S
and backfill. However, the soil on each side beyond the
excavated trench must be able to support anticipated loads. 5 TN ‘

When a construction situation calls for a relatively wide trench,
it may be made as wide as required, for its full depth if so
desired. However, trench excavation must be in compliance

I/
i i FOR PIPE~ARCH IN PROJECTION CONDITION EXCAVATE UND
with any local, state, and federal codes and safety regulations. PiBE A‘ND FQEP&(‘:E wqu SRAJ‘U 2 ONLYN As" D’E‘[{:f; ASU’I‘SER

NECESSARY TQ OBTAIN STABLE BED TO INSTALL PIPE

SHAPE BOTTOM

FOR PIPE~ARCH GRANULAR MATERIAL

EXCAVATE SOFT SOiL
AND REPLACE WITH
HIGHLY COMPACTED

AR

TRENCH WIDTH OR 3D

6. Foundation
W = D for round pipe

6.1 The supporting soil beneath the pipe must provide a W = width of flat bottom arc for pipe—arch
reasonably uniform resistance to the imposed load, both FIG. 4 Soft Foundation Treatment
longitudinally and laterally. Sharp variations in the foundation
must be avoided. When rock is encountered, it must be
excavated and replaced with soil. If the pipe runs along #lensely compacted than the soil alongside, beneath the struc-
continuous rock foundation, it is necessary to provide dure. This creates favorable relative movement between pipe
suitable soil bedding under the pipe. See Fig. 3. and the soil on each side. It is of particular importance on

6.2 Lateral changes in foundation should never be such thdipe-arches.
the pipe is firmly supported while the backfill alongside is not. 6.4 Pipe-Arches-All pipe-arch structures must have excel-
When soft material is encountered during construction andent soil support at their corners by both the in-situ foundation
must be removed in order to provide an adequate foundatio®nd the structural backfill. See Fig. 4 and Fig. 5. They do not
remove the soft material for a distance of three pipe widthsfequire the same degree of support under their large-radius
unless the engineer has set another limit. See Fig. 4. inverts.

6.3 Performance of buried pipe is enhanced by allowing the 6.5 The engineer is encouraged to develop details specific to
pipe to settle slightly under load compared to the columns othe site based on the general principles for foundation condi-
soil alongside. Thus, for larger pipes it can be beneficial tdions given in 6.1 through 6.4.
purposely create a foundation under the pipe itself which will )
yield under load more than will the foundation under the?- Bedding
columns of soil to each side. It can usually be obtained by 7.1 Corrugated aluminum pipe may be placed directly on
placing a layer of compressible soil of a suitable thickness, lesthe fine-graded foundation for the pipe momlfemgct
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