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INTERNATIONAL
Standard Practice for
Conducting A Ruggedness or Screening Program for Test
; inlal
Methods for Construction Materials
This standard is issued under the fixed designation C1067; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.
1. Scope

1.1 This practice covers a procedure for detecting sources of
variation in a test method. The procedure should be used during
the development of a test method, before the interlaboratory
study is executed, such as those in Practices C670, C802, and
E691. Interlaboratory studies can be expensive to execute.
Resources will probably be more efficiently used if sources of
variation in a test method are eliminated prior to performing
the interlaboratory study. The procedure also is useful for
determining sources of variation in an existing test method that
has been found to have poor precision.

1.2 This practice covers, in very general terms, techniques
for planning, collecting data, and analyzing results from a few
laboratories. Annex A1l provides the details of the procedure
with an example and Annex A2 gives the theoretical back-
ground.

1.3 The practice does not give information pertinent to
estimating within- or between-laboratory precision.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:?
C670 Practice for Preparing Precision and Bias Statements
for Test Methods for Construction Materials

! This practice is under the jurisdiction of ASTM Committee C09 on Concrete
and Concrete Aggregates . This practice was developed jointly by ASTM Commit-
tees CO1, C09, D04, and D18, and is endorsed by all four committees.

Current edition approved June 1, 2007. Published October 2007. Originally
approved in 1987. Last previous edition approved in 2000 as C1067 — 00. DOI:
10.1520/C1067-00R07.

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.
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C802 Practice for Conducting an Interlaboratory Test Pro-
gram to Determine the Precision of Test Methods for
Construction Materials

E456 Terminology Relating to Quality and Statistics

E691 Practice for Conducting an Interlaboratory Study to
Determine the Precision of a Test Method

E1169 Practice for Conducting Ruggedness Tests

3. Terminology

3.1 Definitions:

3.1.1 determination value, n—numerical quantity calculated
as directed in the test method using direct measurements
obtained in accordance with the procedures given in the test
method.

3.1.2 replication, n—the act of obtaining two or more
determination values under specified conditions. The number
of replications must be finite and the scope of the replication
operation may be narrow or broad, but must be specified.

3.1.3 For definitions of other statistical terms used in this
standard, refer to Terminology E456.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 factor, n—an element in the test procedure or labora-
tory environment that is a potential source of variation in test
results.

3.2.2 ruggedness, adj—the characteristic of a test method
that produces test results that are not influenced by small
differences in the testing procedure or environment.

3.2.3 screening, n—the detection of significant sources of
variation as compared to chance variation.

3.2.4 variable, n—a number or quantity that varies.

4. Summary of Practice

4.1 The practice requires that the user develop, from theo-
retical or practical knowledge, or both, a list of factors that
plausibly would cause significant variation in test results if the
factors were not controlled. The technique is limited to the
analysis of the effects seven factors and requires considerably
less effort than would be required to collected data for seven
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factors in a full factorial study. Procedures exist for analysis of
smaller and larger numbers of factors (see Guide E1169), but
seven is a convenient number for many test methods for
construction materials. The seven-factor analysis requires 16
determinations by each laboratory. The procedure can be
usefully executed by a single laboratory, but sometimes addi-
tional information can be obtained if it is repeated in one or two
additional laboratories.

4.2 The procedure requires that two levels of each factor be
identified, then 16 determinations be done on a prescribed
combinations of factor levels. The levels assigned to a factor
may be quantitative or qualitative (for example, brass versus
steel).

4.3 The disadvantage of this type of analysis is that the
method only estimates simple effects of each factor and does
not detect interactive effects among factors.

5. Significance and Use

5.1 The purpose of a ruggedness evaluation is to determin-
ing how sensitive the test method is to changes in levels of
pertinent operating factors. Normally, operating conditions for
a test method are defined along with an allowable tolerance. A
ruggedness analysis determines that effect of worst-case varia-
tion in operating conditions within this tolerance range. The
method then can be revised with smaller tolerances on operat-
ing conditions to improve the precision.

5.2 A major reason for poor precision in test methods is the
lack of adequate control over the sources of variation in testing
procedures or testing environments. These sources of variation
often are not controlled adequately because they were not
identified during the development of the test procedures.

5.3 All new test methods must be subjected to an interlabo-
ratory program for purposes of developing a precision and bias
statement. These programs can be expensive and lengthy, and
the result may be that the determination is made that the
method is too variable to be published without further revision.
Interlaboratory studies typically give the subcommittee an
indication that the method is too variable, but they do not
usually give a clear picture of what is causing the variation.
Application of this ruggedness practice using one or a few
laboratories may be a much more economical way to determine
these causes.

5.4 Many existing test methods were published before there
was a requirement that precision and bias statements be
developed. Since this became a requirement, most of these test
methods have developed precision and bias statements, and the
result is that many have been found to suffer from relatively
large amount of variation. Use of this practice represents a
relatively simple way to investigate the causes of variation in
test methods, so that a subcommittee will have some guidance
as to which parts of the test method need to be studied further
for revision.

5.5 The procedure can be used for a program within a single
laboratory, but involvement of at least three laboratories is
recommended, particularly if the single laboratory were to be
the one in which the test method was developed. This is
particularly important for new test methods. The originating
laboratory is so much a part of the development of the test
method that it is difficult for it to be objective in spotting any
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problems in the clarity of the test method directions. Two
additional laboratories will probably contribute fresh critical
review of the validity of the test method and provide assistance
in clarifying the instructions of the test method when needed.

6. Materials

6.1 The number and types of material shall cover the range
of material properties to which the test method is applicable.
The test method does not apply to material types or property
values outside the range evaluated. Three to five materials will
usually be sufficient.

6.1.1 Some preliminary testing may help the laboratories
involved determine the materials that shall be used in the
screening program.

7. Procedure

7.1 Determine the number of laboratories that will partici-
pate in the program and which materials each will use in the
program. The maximum amount of information is obtained if
all laboratories include all materials in their part of the
program, however cost can be reduced by each laboratory
using a different material. Caution must be exercised in
interpreting the results since laboratory-dependent cannot be
separated from material-dependent effects.

7.2 Factors that are likely to have the greatest effect on the
variability in the test results are selected for study. Levels of
these factors are determined, selecting the minimum and
maximum levels that would plausibly occur in the execution of
the test method if there were no particular efforts to control
them. Only two levels are allowed. Levels often represent
quantitative properties, such as temperature, pressure, etc, but
they may also represent nonquantitative values, such as old vs
new, wet vs dry, etc. In this standard, factors are assigned letter
designations, A — G, and the two levels of each factor are
designated with upper and lower cases of these letters, as in
Table 1.

7.3 Assign combinations of factor levels to experimental
determinations according to Table 1. The 8 determinations will
be done in duplicate, therefore, the full study on each material
will require 16 determinations.

7.4 Construct a 16 row by 16 column results matrix from the
16 determinations values (d, — d,¢) as shown in Table 2. The
absolute values of the determinations in each row are identical,
only the signs vary. Calculate Z and W statistics as shown in the
equations below.

Z, = E{(’ d;, where d,'s are the 16 results in each row (r). (D)

TABLE 1 Pattern of Assigning Levels to Seven Factors

Determination Number

Factor 1 2 3 4 5 6 7 8
A a a a a A A A A
B b b B B b b B B
(¢} (¢} c (¢} c (¢} c (¢} c
D D D d d d d D D
E e E e E E e E e
F F f f F F f f F
G G g g G G G
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TABLE 2 Results Matrix of 16 Determinations (d; — d,¢)

Eight Determinations for Replicate Set 1

Eight Determinations for Replicate Set 2

row 1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8 z w
1 d1 d2 d3 d4 d5 dG d7 d8 d9 d1 0 d1 1 d1 2 d1 3 d1 4 d1 5 d1 6 Z 1 W1
2 d1 d2 dS d4 _d5 _dG _d7 _dB d9 d1 [0] d1 1 d1 2 _d1 3 _d1 4 _d1 5 _d1 6 ZZ W2
3 d1 d2 _d3 _d4 d5 dG _d7 _dB d9 d1 [0} _d1 1 _d1 2 d1 3 d1 4 _d1 5 _d1 6 23 W3
4 d1 _d2 d3 _d4 d5 _dG d7 _dS d9 _d1 o] d1 1 _d1 2 d1 3 _d1 4 d1 5 _d1 6 Z4 W4
5 d1 d2 _d3 _d4 _d5 _dG d7 d8 d9 d1 [0] _d1 1 _d1 2 _d1 3 _d1 4 d1 5 d1 6 ZS W5
6 d1 _d2 d3 _d4 _d5 dG _d7 d8 d9 _d1 [} d1 1 _d1 2 _d1 3 d1 4 _d1 5 d‘l 6 ZG WG
7 d1 _d2 _d3 d4 d5 _dG _d7 d8 d9 _d1 0 _d1 1 d1 2 d1 3 _d1 4 _d1 5 d1 6 Z7 W7
8 d1 _dZ _dB d4 _d5 dG d7 _dB d9 _d1 [o] _d1 1 d1 2 _d1 3 d1 4 d1 5 _d1 6 z8 W8
9 d1 d2 d3 d4 d5 dG d7 d8 _d9 _d1 [} _d1 1 _d1 2 _d1 3 _d1 4 _d1 5 _d1 6 ZQ WQ
10 d1 d2 d3 d4 _d5 _dG _d7 _dS _dQ _d1 0 _d11 _d1 2 d1 3 d1 4 d1 5 d1 6 Z1 o W1 9
1 d1 d2 _d3 _d4 d5 dG _d7 _dB _d9 _d1 o] d1 1 d1 2 _d1 3 _d1 4 d1 5 d1 6 Z1 1 W1 1
12 d1 _d2 d3 _d4 d5 _dG d7 _dB _d9 d1 [0} _d1 1 d1 2 _d1 3 d1 4 _d1 5 d1 6 Z1 2 W1 2
13 d1 d2 _d3 _d4 _d5 _dG d7 d8 _dQ _d1 o] d11 d1 2 d1 3 d1 4 _d1 5 _d1 6 Z1 3 W1 3
14 d1 _dZ dS _d4 _dS dG _d7 d8 _d9 d1 [o] _d1 1 d1 2 d1 3 _d1 4 d1 5 _d1 6 Z1 4 W1 4
15 d1 _d2 _d3 d4 dS _dG _d7 d8 _d9 d1 o} d1 1 _d1 2 _d1 3 d1 4 d1 5 _d1 6 Z1 5 W1 5
16 d —a; —ds dy —0s ds d, —0g —dy dio diq —dip dia Oy —Ois die Zis Wie
) TABLE 3 Summary of Statistics for Seven Factors and Random
’ Error
W =16 @
Factor w F
7.5 The W statistic for row 1 represents the simple sum of A W, W,2IX
the determinations and are not used in this analysis. Statistics B W, Waz/X
for rows 2-8 (W, — Wy) represent the effects of the seven g %“ %‘2%
factors. The statistic for row 9 (W,)) represent the total variation F WZ W:Z/X
between the two replicate sets and is not used in this analysis. G W, sz/X
Statistics for rows 10 through 16 (W,, — W) are used to H VMV/B We'iX
. . . 10
calculate the error variance (X), which then is used to calculate Wi,
the test criterion (F) for each factor, as shown by the equations Wiz e
below. Calculations are summarized in Table 3. w“ X= 2(WIT, for Wiote
14
16 W1 5
X=(Z wWHr 3) Wie
r=10

2
F = Tr, where F r is the F statistic for the effect of factor
f (1-7, represented by W, — Wy, respectively)
7.6 A F value of =5.59 represents a significant effect for

factor f at a probability of 5 % for drawing an erroneous
conclusion.

7.7 An example of an analysis of data representing results
on 4 materials from 3 laboratories is shown in Annex Al.

8. Keywords
8.1 precision; ruggedness; test method; variation

ANNEXES

(Mandatory Information)

Al. EXAMPLE OF A RUGGEDNESS PROGRAM

Al.1 This annex describes the procedure for conducting a
ruggedness evaluation using as an example a description of the
ruggedness evaluation on a test method for the measurement of
the viscosity of asphalt.

Al.2 As the first step in the ruggedness evaluation, each of
the laboratories critically examined the procedure in the
proposed test method. The objectives of the examination were
as follows:

A1.2.1 To determine if the instructions are clear, concise,
and complete,

A1.2.2 To decide which factors are likely to influence test
results and therefore should be included in the study,
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A1.2.3 To pick materials that cover the range of the property
of interest for the range of physical forms of the materials to be
tested, and

Al1.2.4 To determine the proper levels to be evaluated for
each of the chosen variables.

Al.3 In this example, representatives of the three labora-
tories, after familiarizing themselves with the test method as
specified in A1.2, met and tried to improve the instructions for
the viscosity method. They selected variables, materials, and
levels that showed the effect of the variation. One of the
laboratories measured viscosity at 24 °C, 25 °C, and 26 °C and
found that there was about a 10 % VaI‘iB@ f
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1 °C. This was considered too large so 24.6 and 25.4 °C were
selected as the lower and upper temperature levels for the
ruggedness test. In the same manner, the effect of the other
variables were evaluated and the two levels to be evaluated
were determined.

Note Al.1—Seven variables were selected and placed in a systematic
procedure called an incomplete Latin Square or a Youden Square (1).The
variables are listed below and shown in a Youden Square in Table Al.1.
This plan can evaluate the seven variables with eight determinations.
Table A1.2 shows the variables and the levels selected for this example.

Al.4 Four materials were selected to cover the range of the
test method and the viscosities were determined by each of the
three laboratories with one replication. The results are dis-
played in Table A1.3. This plan required 16 determinations by
each laboratory on each material or 64 determinations by each
laboratory.

Al1.5 Table Al.4 specifies the experimental plan for a
Youden Square for seven factors. The theory of its use is
covered in Annex A2. Table Al.4 consists of 16 rows and 16
columns of coefficients each equal to *1 and arranged in a
definite pattern.

A1.6 To obtain Table Al.5, first copy one row from Table
A1.3 16 times in the general format of Table A1.5 and then
multiply each entry in the new table by the corresponding entry
in Table Al.4. Table A1.5 is just such a table derived from the
data for Material 1 and Laboratory 1 in Table A1.3.

Al.7 To obtain Table A1.6, add, with due regard to sign,
each row of Table A1.5 to obtain the first column of Table A1.6
containing Z,—Z,,. Next, square each entry in column one of

TABLE A1.1 Pattern for Assigning Levels to Seven Factors

Determination Number
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24.6°, the lower level of temperature.

25.4°, the higher level of temperature.

New viscometer tube.

Worn viscometer tube.

290-mm Hg, lower vacuum.

310-mm Hg, higher vacuum.

Charge viscometer without stirring sample.

Charge viscometer after stirring for 1 min.

Mount the viscometer vertically.

Mount the viscometer 3° from vertical.

Charge with meniscus 1 mm above line.

Charge with meniscus 1 mm below line.

Hold viscometer in bath 10 min less than normal before testing.
Hold viscometer in bath 10 min longer than normal before testing.
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Table A1.6 to obtain the corresponding entry in column two
and then divide each entry in column two of Table A1.6 by 16
to obtain the corresponding entry in column three. The first
row, Z,, represents the sum of all viscosities for the first row in
Table A1.5 and will not be used in this analysis. The second
row, Z,, is the algebraic addition of the second row in Table
Al.5 and measures the effect of temperature. In the same
manner, the third row, Z;, measures the effect of the age of the
viscometer. The fourth row, Z,, measures the effect of vacuum
level. The fifth row, Zs, measures the effect of stirring. The
sixth row, Z,;, measures the effect of the viscometer being
slanted. The seventh row, Z,, measures the effect of variation in
meniscus level. The eighth row, Z; measures the effect of
variation in time in the bath of the viscometer prior to testing.
The ninth row, Z,, measures the variation between the first and
second replication. Rows 10 through 16 (Z,,—Z,,) measure the
factor differences that yield the estimate of error variance. By
adding W,, through W,, we can estimate the error variance
with seven degrees of freedom using Eq Al.1:

X= > W%/’ (AL.D)

where:

X = pooled sum of squares for error,

W2, = sum of squares for error in ith row, and
o?> = true, but unknown error variance.

A1.7.1 By dividing x into W?/0?, representing the sums of
squares for the main factors, we can test for the significance of
the jth factor difference as shown in Eq A1.2:

16 16
Fi=W?*/lo? 2 W /To> =W/ 2 W11 (A1.2)
i=10 i=10

Al.7.2 Eq Al.2 will have an F-distribution with 1 and 7
degrees of freedom.

A1.8 The pooled sum of squares for error was determined
and compared with the sums of squares for each of the main
factors or treatments. The ratio that is significant at the 0.05
level is 5.59.

A1.9 F values for each of the main factors were calculated
for Tables A1.6-A1.17. The results of these calculations are
shown for all factors in Table A1.18. All ratios that were less
than 5.59 are shown in the table as NS to show that they are not
significant. Z, or the effect of temperature was found highly
significant for every material and every laboratory indicating
the importance of improved control of temperature. Z, or the
effect of variation in vacuum showed five significant values
indicating a need for tightened controls on vacuum. Z, or the
effect of the viscometer deviating from the vertical position
was significant in six of the laboratory-material combinations
indicating the need for tightened controls on the position of the
viscometer. Z;, Zs, Z,, and Z; showed some scattering of
barely significant values but these were not judged to be of
sufficient importance to require tighter controls.

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/astm-c1067-00-2007
http://www.avadocuments.com/doc/astm-c1067-00-2007

