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Vacuum Drainage of Asbestos-Cement Mixes
This standard is issued under the fixed designation C 1119; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope 4. Summary of Test Method

1.1 This test method describes a laboratory procedure for 4.1 The fiber to be evaluated is fiberized to simulate the
the evaluation of asbestos fiber by measuring the rate cfpecific surface area at which it is used in the industrial
drainage under suction, of an asbestos-cement mixture. process, and it is added to the same mix using representative

1.2 The values stated in Sl units are to be regarded as thegredients and process water. If the latter is not available,
standard. The values given in parentheses are for informatiogaturated water may be substituted (see 7.7). The slurry is
only. dewatered on a 177-um (No. 80) screen cloth (or in accordance

1.3 This standard does not purport to address all of thewith the Apparatus Section of Test Method D 3752) under a
safety concerns, if any, associated with its use. It is thezacuum of 90 kPa (70 cm Hg). The end point is determined as
responsibility of the user of this standard to establish approthe point when air begins to pass through the filter cake, and
priate safety and health practices and determine the applicathe suction drops abruptly. The time taken to reach the end
bility of regulatory limitations prior to useSee Note 1 and 8.1 point is recorded and this is a function of the drainage rate of

for specific hazard warnings. the mix.
2. Referenced Documents 5. Significance and Use
2.1 ASTM Standards: 5.1 This test method can be used to estimate the speed of
C 150 Specification for Portland Cemént drainage and the rate of production of products from the fiber
C 430 Test Method for Fineness of Hydraulic Cement byevaluated, in industrial applications. It may be applied to single
the 45-um (No. 325) Sie¥e grades of fiber, or to fiber blends, together with the same binder

C 1124 Test Method for Kerosene Retention of Asbéstos system and process water used in the process under evaluation.
D 2590 Test Method for Sampling Chrysotile Asbestos
D 2946 Terminology for Asbestos and Asbestos-Cemenf- Apparatus

Products$ 6.1 Drainage Apparatusas described in Fig. 1 and Fig. 2.
D 3752 Test Method for Strength Imparted by Asbestos to & he funnel shown in Fig. 1 shall be cemented to the bottom of
Cement Matri® Part 3 of Fig. 2 to give an air-tight seal. Alternatively, the

D 3879 Test Method for Sampling Amphibole Asbestos apparatus described in Test Method C 1124 or in Test Method
D 3880 Test Method for Asbestos-Fiber Strength ®nit D 3752, may be used.
E 177 Practice for Use of the Terms Precision and Bias in 6.2 Vacuum-Actuated SwitehSet to activate an electric

ASTM Test Method$ timer when the pressure is between 50 kPa (40 cm Hg vacuum)
2.2 ACS Document: and 8 kPa (70 cm Hg vacuum). This switch shall be located at
Specifications of the Committee on Analytical Reagents othe discharge of the drainage funnel, together with a manom-

the American Chemical Society eter of from 0 to 50 kPa absolute (0 to 76 cm Hg vacuum)

) capacity, and a water trap with a capacity of 500%m.
3. Terminology 6.3 Wet Mixer as shown in Fig. 3, Fig. 4, and Fig. 5, capable
3.1 For definitions, refer to Terminology D 2946. of maintaining a speed of 628 2.6 rad/s (600t 25 r/min)

under load. Alternatively, the mixing apparatus, as described in
Test Method D 3880, may be used.
1 This test method is under the jurisdiction of ASTM Committee C-17 on 6.3.1 The impeller shall rotate clockwise when Iooking

Fiber-Reinforced Cement Products and is the direct responsibility of SubcommitteF b d th hall b itched . | th
C17.03 on Asbestos—Cement Sheet Products and Accessories. rom above, and the vanes shall be pitched so as to impel the

Current edition approved Oct. 26, 1990. Published December 1990. Originalyslurry downward.

published as C 1119 - 89. Last previous edition C 1119 —89. 6.3.2 Maximum clearance between the impeller and the
 Annual Book of ASTM Standaidéol 04.01. conical wall of the wet mixer shall be set at 6.3 mm.
Annual Book of ASTM Standardgol 04.05. . X
4 Annual Book of ASTM Standardéol 14.02. 6.3.3 The distance between the bottom of the impeller and
S Available from American Chemical Society, 1155 16th St. NW, Washington, the top of the stopper shall be set att10.1 cm.
DC 20036.
Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States. Doc u m ents

Document Sharing Hub

Full document details: ASTM C1119-90(1999)


http://www.avadocuments.com/doc/astm-c1119-90-1999
http://www.avadocuments.com/doc/astm-c1119-90-1999

Ay ¢ 1119

=
T CAST ACRYLIC TUBE 5 2
‘ 101.6 mm (4in) 0., b DIA |45 mm (5-3/4in) | 5 %
92 mm (3.625in.) 1.D. - . DA _135mm (5-1/4.in.) o £ £
i i S &
| - 30 DEG. I Ijt
—~ P ! } ;
§ 27 | W 1
s ‘ 5
| £ BORED 83 mm (3.250in) «f
g\ BEFORE TAPER THD 10mm (3/8 in)
o BRASS - | REQ'D (4 x 90 DEG.)
| PRESS FIT
/—J\—ﬁ SEAL JOINT 177 1m (U.S. No.80O) s
| WITH METAL- % PHOS. BRONZE . DlABAmm (5-7/32in) S
L IR |oazimmi00052 in) B V-
LIC COMPOUND DIA TO FIT PLASTIC T
L TR WIRE DIA, ——TLASTIC TUBE (PRESS FIT) = &
| E o
L E
; j‘L

L

|
‘ D 0.177mm (0.0070 in )
}———J 71 |OPENING > |

f 7,
| 0 SCREWS - 8 REQ'D ] |
- ‘
BRASS - | REQ'D ~TAPPED TO FIT
I ; SCREWS & LOWER
‘ PIECE (8 REQ'D)
- -
) <
I o
-~ ___DIAI34mm (5-7/32in) *1 =
= r— I
@ 30 DEG. BIA92 mm (3.625in) E
100 mm (4 in.) _,‘ | : — | »
FUNNEL 60 DEG, £ ' 1 e
\ : i ——
, 4 __J !
I !
‘ JP-IOmm (3/8in) \
DRILL HOLES TO FIT

| \PIAIO mm (3/8in)

LEGS - 4 REQ'D
SCREWS (8 REQ'D)

BRASS -1 REQ'D

8 mm(5/16 in)
Omm (3/8in.) —~

L 00mmi4in) \
ﬂi FIG. 2 Drainage Funnel Detail

FIG. 1 Drainage Funnel Assembly

U.S. Sieve No. Minimum Percent Passing
80 99
6.4 Source of Vacuupat 90+ 0.2 kPa (70 0.2 cm Hg). ;gg 22
6.5 Fiberizer, such as described in Test Method D 3752.
This is needed only if the fiber to be evaluated is not available Nore 2—Silica is required only when testing asbestos-cement mixes
at the required degree of fiberization. intended for autoclave curing.
Note 3—Caution—When using silica, use reasonable precautions to
7. Reagents and Materials avoid creating dust. Prolonged or frequent breathing of significant
' ] concentrations of airborne silica may cause serious bodily harm.
7.1 Reagents and Materials(See Note 1 and Note 2.) . . .
7.5 Cellulose and all other additives identical to those used

7.2 Calcium Hydroxide[Ca(OH),], conforming to the ACS . ) .
Specification€. Other grades may be used provided it is first!" the industrial process.
ascertained that the reagents are of sufficiently high purity to 7-6 Portland Cement or Pozzolan Cemefiom the same
permit their use without lowering the accuracy of the determi-Source as that used in the industrial process. Alternatively, use
Type | cement conforming to Specification C 150.

nation.
7.3 Calcium Sulfate (Gypsum}(CaS0,-2H,0), conform- 7.7 Saturated Water
ing to the ACS specification$. 7.7.1 If white water from the process is not available,
. . . . . prepare saturated water by adding 2 kg of Ca(£d)d 3 kg of
Note 1—Calcium hydroxide and calcium sulfate are required only if L °
white water from the process evaluated is not available. CaS0, 21,0 per n? of distilled .WaFer at 24- 1°C. )
. . 7.7.2 Allow to stand 24 h agitating the water from time to
7.4 Silica, from the same source that used in the procesgme.
]Icaelng e\{alltjr?tefd,”or _alternatl\_;_elyt_groqnd quartz (3i@on- 7.7.3 Siphon off the saturated water into clean containers.
orming to _ et owmg spectiications. N 7.7.4 If the temperature of the saturated water fluctuates,
Si0, content; 99 percent minimum. precipitation of the dissolved salts may occur. For this reason,

7.4.1 Wet sieve analysis by the technique described in Tedt is preferable to filter this water at the point of use, for wet
Method C 430. mixing purposes.
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