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Standard Guide for

Use of High Solids Content, Cold Liquid-Applied
Elastomeric Waterproofing Membrane with an Integral
Wearing Surface *

This standard is issued under the fixed designation C 1127; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonejf indicates an editorial change since the last revision or reapproval.

1. Scope C 957 Specification for High-Solids Content, Cold Liquid-
1.1 This guide describes the design and installation of cold ~APplied Elastomeric Waterproofing Membrane with Inte-
liquid-applied elastomeric waterproofing membrane systems _dral Wearing Surface o
that have an integral wearing surface. The cold liquid-applied C 962 Guide for Use of Elastomeric Joint Sealdnts
elastomeric waterproofing membrane (membrane) to which C 1193 Guide for Use of Joint Sealahts _
this guide refers is specified in Specification C 957. D 653 Terminology Relating to Soil, Rock, and Contained
1.2 Concrete Slab-on-GradeWaterproofing the upper sur- Fluids’ o
face of a concrete slab on grade presents special problems due® 1752 Specification for Preformed Sponge Rubber and
to the possibility of negative hydrostatic pressure causing loss C€ork Expansion Joint Fillers for Concrete Paving and
of bond to the substrate. Consideration of these problems is _Structural Constructidh
beyond the scope of this guide. Consult the membrane manu- D 2628 Specification for Preformed Polychloroprene Elas-
facturer for recommendations when this situation exists. tomeric Joint Seals for Concrete Paveménts
1.3 The values stated in Sl units are to be regarded as the2-2 U.S. Department of Commerce Standard: _
standard. The values given in parentheses are for information Pro%t:)gé Standard PS 1-74 Construction and Industrial Ply-
only. w _ _
1.4 This standard does not purport to address all of the 2.3 American Concrete Institute (ACI) Standard:
safety concerns, if any, associated with its use. It is the 301-84 (1985) Specification for Structural Concrete for
responsibility of the user of this standard to establish appro- _ Buildings' o _
priate safety and health practices and determine the applica- 2-4 Steel Structures Painting Council (SSPC) Standards:
bility of regulatory limitations prior to useFor specific hazard ~ Steel Structures Painting Manual, Systems and Specifica-

statements see Note in 15.4. tions: _
Specification SSPC SP-2 Wire Brush Clearing
2. Referenced Documents Specification SSPC SP-6 Commercial Blast Cleating
2.1 ASTM Standards: 2.5 American Plywood Association (APA) Standard:
C 33 Specification for Concrete Aggregdtes APA Plywood Construction Guidé

C 150 Specification for Portland Cemént

C 330 Specification for Lightweight Aggregates for Struc-s' Terminology

tural Concrete 3.1 Definitions—Refer to Terminology C 717 for the fol-
C 332 Specification for Lightweight Aggregates for Insulat- lowing terms used in this guiddond breaker; cellular; cold

ing Concretd joint; compatibility; compound; construction joint; control
C 717 Terminology of Building Seals and Sealdnts joint; creep; dry film thickness; elastomer; expansion joint;
C 755 Practice for Selection of Vapor Retarders for Thermal

Insulatior?

C 920 SpeC|f|cat|on for Elastomeric Joint Sealénts 8 Discontinued. See 1998nnual Book of ASTM Standardgl 04.07. Replaced

by C1193.
7 Annual Book of ASTM Standardéol 04.08.
1 This guide is under the jurisdiction of ASTM Committee C-24 on Building 8 Annual Book of ASTM Standardéol 04.03.
Seals and Sealants and is the direct responsibility of Subcommittee C24.80 on ° Available from National Institute of Standards and Technology, Gaithersburg,

Building Deck Waterproofing Systems. MD 20899.
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iy c 1127
gasket; isolation joint; joint; laitance; primer; reglet; rein- specifications for the use of the purchaser and the seller in
forced joint; sealant; spalling. contract documents.
3.2 Description of Terms Specific to This Standard: 4.3 Where the state of the art is such that criteria for a
3.2.1 cold-applied—capable of being applied without heat- particular condition is not as yet firmly established or has
ing as contrasted to hot-applied. numerous variables that require consideration, reference is

3.2.1.1 Discussior—Cold-applied products are furnished in made to the applicable portion of Sections 5-11 that covers the
a liquid state, whereas hot-applied products are furnished gmarticular area of concern. Section 16 describes the repair,

solids that must be heated to liquefy them. rehabilitation, and replacement of the membrane.
3.2.2 curing time—the period between application and the
time when the material attains its intended physical properties. DESIGN CONSIDERATIONS

3.2.3 deck—the horizontal structural substrate supporting5 General
the plaza deck system. ' _ .
3.2.4 deflectior—the deviation of a structural element from -1 Major Components, Subsystems, and FeatuBssign

its original shape or plane due to physical loading, temperatur@f plaza deck waterproofing includes consideration of several

gradients, or rotation of its support. subsystems, with their material components and interrelation-
3.2.5 finish—the exposed top surface of the plaza deckShiPS- The specific project requirements, types of substrates
system, or traffic or wearing surface. exposed to weather, difference in climatic conditions to which

3.2.6 flashing—a generic term describing the transitional the deck is exposed, and interior environmental requirements
area between the waterproofing membrane and surfaces abd?jgtne occupied space, are major determinants in the selection
the wearing surface of the plaza; a terminal closure or barrigf’ cOmponents. Information needed to design the deck sub-
to prevent ingress of water into the system. systems includes temperature extremes of the inner and outer

3.2.7 floated finish—a concrete finish provided by consoli- surfaces, precipitation rates, solar exposure, prevailing wind
dating and leveling the concrete with only a power driven ordiréction, the pattern and reflectivity of adjacent structures,
hand float. or both. anticipated amount and intensity of vibration resulting from

3.2.7.1 Discussior—A floated finish is more coarse than a function or adjacent occupancies, and design live loads.
troweled finish. For specifications, see ACI Specification 301. -2 Major SubsystemsThe major subsystems to be con-

3.2.8 freeze-thaw cyclethe freezing and subsequent thaw- Sidered in waterproofing a building deck are the structural

ing of a material. building deck or substrate to be waterproofed, deck supports,
3.2.9 grout—concrete containing no coarse aggregate: 4raffic-bearing waterproofing membrane, drainage, membrane
thin mortar. terminations, and joint systems (see Fig. 1). The design

3.2.10 preparatory coat-an initial coat of the liquid- guidelines, as well as the details, components, and drawings
applied membrane which is applied at cracks, joints, opvhich follow, illustrate a principle but are not necessarily the

terminal points to provide reinforcement to the membrane aPnly solutions for a diversity of environments.
these critical areas. 5.3 Compatibility—Components and contiguous elements

3.2.11 structural slab—a horizontal, supporting, cast-in- Should be compatible and coordinated to form a totally
place concrete bUIIdlng deck. mtegrated Waterprooflng system. .

3.2.12 traffic surface—a surface exposed to traffic, either -4 Waterproofing MembrareThe waterproofing mem-
pedestrian or vehicular. brane may 'be composed of several components, such as

3.2.13 troweled finish—a concrete finish provided by Substrate primer(s), base coat(s), top coa(s), and antiskid

smoothing the surface with power-driven or hand trowels, o299regate(s), and each material may be single or multi-
both, after the float finishing operation. component. The thickness of each coat, the use of primers, as

3.2.13.1 Discussior—A troweled finish is smoother than the We!l as the type and amount of aggregates needed for each
floated finish. For specifications, see ACI Specification 301, Particular application, vary according to the exposure condi-
3.2.14 wearing surfaceseetraffic surface. tions. Areas of high stress and wear, such as sharp turn radii

3.2.15 wet-film thickness-the thickness of a liquid coating and areas with heavy acceleration and braking from vehicular
as it is applied. traffic, require a greater application thickness of the membrane

3.2.16 wet-film gauge-a gauge for measuring the thickness and aggregate than dq areas of onver stress. The membrane
of a wet film. system must be applied at a thickness great enough to
withstand the conditions of use. The actual thickness of each
4. Significance and Use

~ = Top coatls) with embedded aggregate

r s
design and specification guidelines for the use of a coldw, R R o moqured
liquid-applied elastomeric membrane with integral wearing . : S & ' Liqud applied membrane
surface for waterproofing building decks in building areastobe + ~ . o . ' — Substrate (reiforced concrete shown)
occupied by personnel, vehicles, or equipment. e ST T SoT T Renforang stcel
4.2 The intent of Sections 5-11, Design Considerations, is to\" /" \_/"\_/"\_A  —— lnderside Metal Liner (not recomnended

provide information and design guidelines where a waterproof- FIG. 1 Basic Components of Cold-Applied Elastomeric
Ing membrane th !ntEQral wearing Surfaqe IS t(_) be used. _The\Naterproofing Membrane with Integral Wearing Course (see 5.2
intent of the remaining sections is to provide minimum guide and 5.4) Documents
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coat required for a particular application and the use ofC 33, which generally provides structural concretehwét3 to
aggregate in topcoats should be established between t#% moisture content when cured. Aggregates conforming to
purchaser and the seller. The purchaser should specify that ti8pecification C 330 will provide lightweight structural con-
minimum membrane or film thickness meets or exceeds therete generally havipa 5 to 20 %moisture content when
requirements for the particular application and substrate.  cured. Aggregates conforming to Specification C 332 provide
5.5 Membrane WearThe liquid-applied elastomeric mem- lightweight insulating concrete, generally having a relatively
brane forms the wearing surface of the building deck andow compressive strength and capable of having over 20 %
therefore can be expected to show wear and deterioration. Thaoisture content when cured. The concrete used for the deck
installed membrane system requires maintenance to provid®ibstrate should have a maximum moisture content of 8 %
maximum life and waterproofing protection. A program of when cured and a minimum density of 1760 kgAh10 Ib/ft%).
regularly scheduled inspections (that is, annual, semi-annuaHence, a limited number of lightweight aggregates (Specifica-
or quarterly) shall be established to detect problems beforgon C 330) may be used, and no lightweight insulating
major damage occurs to the membrane. Small areas of highygregates (Specification C 332) shall be used.
wear (such as a sharp turn in a parking deck) or areas subjecteds 4 Admixtures, Additives, and Cement/Concrete
to abuse can and should be repaired. If the top coat or wearingqgifiers—Admixtures, additives, and modifiers serve many
surface has begun to deteriorate, the wearing surface (includingnctions in mixing, forming, and curing concrete, such as to
aggregate) can be rehabilitated. Should the membrane syste@iarg or accelerate the cure rate; reduce the water content
become worn to the point where large areas of the decleqyired; entrain air; increase strength: create or improve the
substrate are visible, the membrane system probably will haVEbiIity of the concrete to bond to existing, cured concrete:

to be completely replaced and structural repairs may b@ermit thin topping overlayers; and improve workability. Some
required. Loss of watertight integrity should not be permittedygmixtures and modifiers (particularly polymeric, latex or
as corrosion of reinforcing steel can occur, causing spalling angner organic/chemical based materials) may coat the concrete
thereby jeopardizing the structural integrity of the deck. particles and reduce the ability of the waterproofing membrane
6. Cast-In-Place Concrete to bond to the concrete. The membrane manufacturer should be
consulted if the concrete used for the deck contains any

6.1 Generai—The concrete substrate or building deck re'Fldmixtures, additives, or modifiers in order to determine the

ferred to in this guide is reinforced, cast-in-place structura

. . compatibility of the membrane with the concrete.
concrete, which should conform to all requirements of ACI ) ) i i
Specification 301. 6.5 Underside Metal Liner and CoatirgThe underside of

6.2 Strength—The strength of concrete is an important the concrete deck should not be impervious to water, but rather
factor since liquid-applied elastomeric membranes have ghould permit the free evaporation of water from the concrete.

much higher modulus and tensile strength than a typica'lf an underside metal liner, used as a f_orm or composite
building sealant or a waterproofing membrane normally usegtructural component, does not permit moisture to evaporate,
with a separate wearing course. (For example, the 100 9¥ater vapor may be trapped between the membrane and the
(tensile) modulus value may range up to 34.47 MPa (500§upport and condense at the membrane—concre.te interface. The
psi).) The concrete must have sufficient strength to avoidondensate can destroy or prevent the adhesive bond of the
rupture at the bond line of the membrane when the membrarf@'em,br"’me to the concrete. Adequate drying Of_ residual mois-
is under tensile or shear stress. The strength of concrete is al&® in concrete poured over permanent metal liners requires a
a factor to be considered insofar as it relates to finish, bongtCh longer period (possibly years) to achieve similar mois-
strength, and continuing integrity (absence of cracks and othdf''€ content as is achieved with slabs stripped of forming.
defects that could affect the integrity of the membrane afteMNiformly spaced perforations in permanent metal liners may
installation). Thus, the concrete should have a minimunProvide a solution to the vapor barrier problem but as yet there
compressive strength of 20.68 MPa (3000 psi) when th&'€No definite qlata on the requirements forth_e S|ze_and spacing
membrane is applied. of t_he perforations. Subse_quent coating which might inhibit
6.3 Aggregates and Moisture ConterConcrete is a com- m0|_sture vapor transm|SS|on. through the vents should be
plex mixture of portiand cement, water, aggregates and, OF;_1\_/0|ded. Cpatmg t_he.u_nder3|de of a s.tr|pped concrete deck
tionally, admixtures. The portland cement used should be ifVith & coating that inhibits vapor transmissions should also be
conformance with Specification C 150, Type | or IIl. (Types II, @voided. The minimum perm rating permissible for such a
IV, and V are rarely, if ever, used in building deck construc-COaling to be acceptable is 1 metric perm (1.52 U.S. perms).
tion.) Aggregates generally available for use in concrete are in 6.5.1 Perforations—Perforated metal liners have different
conformance with Specifications C 33, C 330, and C 332. Thétructural characteristics and properties than nonperforated
moisture content of the cured concrete, which is related to th&naterial. These differences must be recognized and accommo-
type of aggregate used, can affect the adhesion of the watedlated in the design and use of these materials.
proofing membrane to the substrate. With an excessively high 6.6 Slope for Drainage-Drainage at the membrane level is
moisture content, moisture may condense at the interface of thmportant. Since the waterproofing membrane is placed di-
membrane and concrete, and cause membrane delaminatioactly on the concrete slab, a monolithic concrete substrate
This is particularly so if the top surface is cooler than theslope of a minimum 11 mm/n¥4 in/ft) should be maintained.
concrete below. Lower moisture contents are achieved with th8lope is best achieved with a monolithic pour, as compared
use of dense stone aggregates conforming to Specificatiomith a separate concrete fill. The fill pre@@éamﬁt@
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additional cracks and provides a cleavage plane between the fijated because the slab reinforcement is continuous across the
and the structural slab. The cleavage plane complicates theint.
detection of leakage in the event that water penetrates the 6.10.2 Nonreinforced Joints-Nonreinforced joints consist
membrane at a crack in the fill and travels along the separatiopf cracks or butted construction joints and isolation joints not
until reaching a crack in the structural slab. held together with reinforcing steel bars or wire fabric. These
6.7 Finish—The structural slab should have a finish thatjoints are generally considered by the designer of the structural
facilitates proper application of the liquid-applied membrane system as nonmoving or static joints. However, they should be
The surface should be of sufficiently rough texture to provideconsidered as capable of having some movement, the magni-
a mechanical bond for the membrane, but not so rough as fdl/de of which is difficult to predict.
preclude achieving continuity of the membrane of the specified 6.10.3 Expansion and Seismic Joints
thickness across the surface. As a minimum, ACI Specifica- 6.10.3.1 Expansion joints, as differentiated from control
tion 301 floated finish is required with ACI Specification 301 joints, are designed to accommodate movement in more than
troweled finish preferred, deleting the final trowelling. Follow one direction; are an integral part of the building structural
the requirements of the membrane manufacturer as to theystem; and are to be carried through the entire structure.
required finish. Expansion joints are incorporated in the structural frame to
6.7.1 Vertical Substrate-The vertical surface to which the reduce internal stresses caused by wide temperature ranges, or
waterproofing membrane is adhered should have a soundifferential movement, or both, between structural elements, as
smooth finish, dry and free from cracks and loose materials, a®ight be the case in large adjoining heated and unheated
stated for the horizontal or deck substrate. spaces; where there are different foundation settlement condi-
6.8 Curing—Curing of the structural slab is necessary totions between adjacent elements; or where movements between

provide a sound concrete surface and obtain the quality dfigh and low attached structures are anticipated.

concrete required. Curing is a chemical reaction accomplished 6.10.3.2 Seismic joints are a special case in which the joints

with moisture and should not be misconstrued as drying. Th&re generally quite large and are designed to limit damage to

concrete should be cured a minimum of 7 days and aged &€ structural frame during earthquakes.

minimum of 28 days, including curing time, before applying 6.10.3.3 Expansion and seismic joints are best located at the

the liquid-applied membrane. The more commonly knownhigh points of contoured substrates to deflect water away from

curing methods are moist curing, impermeable sheet curinghe joint. For expansion joints designed for thermal movement

and chemical curing. only, the movement is expected to be only in the horizontal
6.8.1 Moist Curing—Moist curing is achieved by keeping plane. Seismic joints are designed to accommodate both

the surfaces continuously wet by covering them with bu”apvertica! and horizontal movement. In detailing expansionjointg
saturated with water and kept wet by spraying or hosing. Th&C achieve water-tightness, the amount of movement antici-
covering material should be placed in a manner that provideBated should be carefully determined using a reasonable factor

complete surface coverage, with joints lapped a minimum Opf safety. The opening size and configuration should then be
75 mm (3 in.). related to the capability of the joint seal materials so as to

. o . . accommodate the anticipated movement.

6.8.2 Sheet Curing-Sheet curing is accomplished with a . ) . I .
sheet vapor barrier, which reduces the loss of water from the 6'.10j4.J(t)gt ?eig_rllhusm% FOId’ qugéd;jAppclgleq d Egztgé
concrete and moistens the surface of the concrete by condeffieric Joint Seaian € guidelines provided In Lulde
sation, thus preventing the surface from drying while curing.ShOlJId be followed for th? _Jomt sizé and conf|gurat|or_1 needed
Laps of sheets covering the slab should not be less than 5 cif _accommodate the 'ant|C|pa}ted joint movement. Joint prepa-
(2 in.) and should be sealed or weighted. (See Practice C 7554ton, back up material requirements, and sealant type should

6.8.3 Chemical Curing-Liquid or chemical curing com also conform to the requirements detailed in Guide C 962.

pounds should not be used unless approved by the manufa&—‘s'lo'5 Joint Design  Using Compression Seais
turer of the liquid-applied membrane, as the material mayC:r:]nprree;;'g: tr?foatjlshatrr?e deenstjiI?:?c?in;omt())(\e/e(r:r?:r:[[ntj;nuséy 'thnedrir
interfere with the bond of the membrane to the structural slab’®™P 9 J ge.

, _ are two main types of joint designg)(those which use a steel
6.9 Dryness—Membrane manufacturer’'s requirements forangle cap at the face and surface of the joint a2)dtifose

substrate dryness vary from being visibly dry to having &,hich use a curve or bevel in the concrete at the top edge of the
specific maximum moisture content as measured by a MOIStUIBint tace. The use of a beveled or curved face on the concrete
meter. Since there is a lack of unanimity in this regard, it iSis ot recommended because of the difficulty of maintaining a
necessary to meet the manufacturer's requirements for thg,iform coating of the liquid-applied membrane on a curved or
particular membrane being applied. beveled surface, the possible compatibility problems between
6.10 Joints—Joints in a structural concrete slab are hereinthe membrane and the compression seal and its lubricant/
referred to as reinforced joints, nonreinforced joints, andadhesive, and water ponding in the recessed surface of the
expansion joints, as follows: compression seal. Since there is no uniform recommended
6.10.1 Reinforced Joints-Reinforced joints consist of hair- practice for the design and installation of compression seal
line cracks, cold joints, construction joints, and control jointsexpansion joints, the compression seal manufacturer should be
held together with reinforcing steel bars or wire fabric. Thesecontacted for joint design and installation guidelines. All
are considered static joints with little or no movement antici-compression seal materials used should %@am@'mts
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