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Standard Test Method for

Determination of Slow Crack Growth Parameters of
Advanced Ceramics by Constant Stress-Rate Flexural
Testing at Ambient Temperature

This standard is issued under the fixed designation C 1368; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonejf indicates an editorial change since the last revision or reapproval.

1. Scope C 1322 Practice for Fractography and Characterization of

1.1 This test method covers the determination of slow crack _Fracture Origins in Advanced Ceramics _
growth (SCG) parameters of advanced ceramics by using E 4 Practices for Force Verification of Testing Mgchmes
constant stress-rate flexural testing in which flexural strength is E 6 Terminology Relating to Methods of Mechanical Test-
determined as a function of applied stress rate in a given 'N9Y _ S
environment at ambient temperature. The strength degradation E 337 Test Method for Measuring Humidity with a Psy-
exhibited with decreasing applied stress rate in a specified Cchrometer (the Measurement of Wet-Bulb and Dry-Bulb
environment is the basis of this test method which enables the _Temperature§)

(SI) (The Modernized Metric Systefn)

Note 1—This test method is frequently referred to as “dynamic g 1823 Terminology Relating to Fatigue and Fracture Test-
fatigue” testing (Refs(1-3)) in which the term“ fatigue” is used .

4
interchangeably with the term “slow crack growth.” To avoid possible g -
confusiongwithythe “fatigue” phenomenon (?f a material Whicr? occurs 2.2 Military Handbook: L
exclusively under cyclic loading, as defined in Definitions E 1150, this test MIL-HDBK-790 Fractography and Characterization of
method uses the term “constant stress-rate testing” rather than “dynamic ~ Fracture Origins in Advanced Structural Ceramics
fatigue” testing.

Note 2—In glass and ceramics technology, static tests of considerabld. Terminology
duration are called “stellti.c. fatigue” tests, a type of test designated as 3 1 Definitions—The terms described in Terminology
stress-rupture (See Definitions & 1150). C 1145, Terminology E 6, Terminology E 616, and Definitions

1.2 Values expressed in this test method are in accordange1150 are applicable to this test method. Specific terms
with the International System of Units (SI) and Practice E 380yelevant to this test method are as follows:

1.3 This standard does not purport to address all of the 3.1.1 advanced ceramjcn—a highly engineered, high-
safety concerns, if any, associated with its use. It is thgerformance, predominately nonmetallic, inorganic, ceramic
responsibility of the user of this standard to establish appro-material having specific functional attributes. ~ (C 1145)
priate safety and health practices and determine the applica- 3.1.2 constant stress raté, n—a constant rate of maximum
bility of regulatory limitations prior to use. stress applied to a specified beam by using either a constant
loading or constant displacement rate of a testing machine.

2. Referenced Documents 3.1.3 environment n—the aggregate of chemical species

2.1 ASTM Standards: . and energy that surrounds a test specimen. (E 1150)

C 1145 Terminology of Advanced Ceramics 3.1.4 environmental chambern—the container of bulk

C 1161 Test Method for Flexural Strength of Advancedyolume surrounding a test specimen. (E 1150)
Ceramics at Ambient Temperatdre 3.1.5 flexural strengthg;, n—a measure of the strength of a

C 1239 Practice for Reporting Uniaxial Strength Data andspecified beam specimen in bending determined at a given
Estimating Weibull Distribution Parameters for Advanced stress rate in a particu|ar environment.
Ceramic$ 3.1.6 flexural strength-stress rate curve—a curve fitted to
the values of flexural strength at each of several stress rates,
based on the relationship between flexural strength and stress

1 This test method is under the jurisdiction of ASTM Committee C-28 on rate: logo; = 1/(n + 1) log & + log D. (See Appendix X1.)
Advanced Ceramics and is the direct responsibility of Subcommittee C28.01 on
Properties and Performance. -
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Note 3—In the ceramics literature, this is often called a dynamic Note 5—There are various other forms of crack velocity laws which
fatigue curve. are usually more complex or less convenient mathematically, or both, but

3.1.7 flexural strength-stress rate diagra a plot of may be physically more realistic (R¢€8)). It is generally accepted that

fl | h . Both fl | h actual data cannot reliably distinguish between the various formulations.
exural strength against stress rate. Both flexural strength a erefore, the mathematical analysis in this test method does not cover

stress rate are plotted on log-log sca_les. such alternative crack velocity formulations.
3.1.8 fracture toughnessr—a generic term for measures of 4.5 The mathematical relationship between flexural strength

re;'?%”ﬁ;:&éiﬁg?g?eﬁf %r?fgkrﬁeasure of the sgtlrzeglt? of and stress rate was derived based on the assumption that the
o g g slow crack growth parameter is at least 5 (Refs(1, 7, 8).

a specified beam specimen in bending as determined in herefore, if a material exhibits a very high susceptibility to
appropriate inert condition whereby no slow crack growthSCG that is,n < 5, special care should be taken when

oceurs. interpreting the results.

Note 4—An inert condition may be obtained by using vacuum, low 4.6 The mathematical analysis of test results in accordance
temperatures, very fast test rates, or any inert mediums. with the method in 4.4 assumes that the material displays no

3.1.10slow crack growth (SCG)n—subcritical crack risingR-curve behavior. It should be noted that the existence of
growth (extension) which may result from, but is not restrictedsuch behavior cannot be determined from this test method.
to, such mechanisms as environmentally-assisted stress corro4.7 Slow crack growth behavior of ceramic materials ex-
sion or diffusive crack growth. posed to stress-corrosive gases or liquid environments can vary

3.1.11 stress intensity factor, Kn—the magnitude of the as a function of mechanical, material, and electrochemical
ideal-crack-tip stress field (stress-field singularity) subjected toyariables. Therefore, it is essential that test results accurately

mode | loading in a homogeneous, linear elastic body. reflect the effects of specific variables under study. Only then
(E616) can data be compared from one investigation to another on a
3.2 Definition of Term Specific to This Standard: valid basis or serve as a valid basis for characterizing materials

3.2.1slow crack growth parameters, n and, D—the and assessing structural behavior.
parameters estimated as constants in the flexural strength-stres¢.8 The strength of advanced ceramics is probabilistic in
rate equation, which represent the degree of slow crack growthature. Therefore, SCG that is determined from the flexural
susceptibility of a material. (See Appendix Appendix X1.)  strengths of a ceramic material is also a probabilistic phenom-
enon. Hence, a proper range and number of applied stress rates
4. Significance and Use in conjunction with an appropriate number of specimens at

4.1 For many structural ceramic components in service®ach applied stress rate are required for statistical reproduc-
their use is often limited by lifetimes that are controlled by albility and design (Ref2)). Guidelines are provided in this test
process of SCG. This test method provides the empiricamethod.
parameters for appraising the relative SCG susceptibility of Nore 6—For a given ceramic material/environment system, the SCG
ceramic materials under specified environments. Furthermor@arametem is constant regardless of specimen size although its repro-
this test method may establish the influences of processindpcibility is dependent on the variables mentioned in 4.8. By contrast, the
variables and composition on SCG as well as on strengtﬁCG parameted depends sigpificantly on strength and thus on specimen
behavior of newly developed or existing materials, thus allow-S2€ (see Eq X1.6 in Appendix X1).
ing tailoring and optimizing material processing for further 4.9 The strength of a ceramic material for a given specimen
modification. In summary this test method may be used foand test fixture configuration is dependent on its inherent
material development, quality control, characterization, andesistance to fracture, the presence of flaws, and environmental
limited design data generation purposes. effects. Analysis of a fracture surface, fractography, though

4.2 The flexural stress computation is based on simple beatveyond the scope of this test method, is highly recommended
theory, with the assumptions that the material is isotropic andor all purposes, especially to verify the mechanism(s) associ-
homogeneous, the moduli of elasticity in tension and compresated with failure (refer to Practice C 1322 or MIL-HDBK-790,
sion are identical, and the material is linearly elastic. Theor both).
average grain size should be no greater than one fiftieth of the
beam thickness. 5. Interferences

4.3 The specimen sizes and fixtures were chosen in accor-5.1 SCG may be the product of both mechanical and
dance with Test Method C 1161, which provides a balancehemical driving forces. The chemical driving force for a given
between practical configurations and resulting errors, as disnaterial with given flaw configurations can strongly vary with
cussed in Ref¢4, 5). Only the four-point test configuration is the composition, pH, and temperature of a test environment.
used in this test method. Note that SCG testing is very time-consuming: it may take

4.4 The SCG parametens #ndD) are determined by fitting several weeks to complete testing a typical, advanced ceramic.
the measured experimental data to a mathematical relationshigecause of this long test time, the chemical variables of the test
between flexural strength and applied stress rate,dlog environment must be prevented from changing throughout the
1/(n+1) log o + log D. The basic underlying assumption on the tests. Inadequate control of these chemical variables may result
derivation of this relationship is that SCG is governed by anin inaccurate strength data and SCG parameters, especially for
empirical power-law crack velocityy = A[K/K,]" (see materials that are sensitive to the environment.

Appendix X1). 5.2 Depending on the degree of SCEygEIHIENtS
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material, the linear relationship between log (flexural strengthpnd mechanical properties of bearing cylinders as described in
and log (applied stress rate) (see Appendix X1) may start t6.4 of Test Method C 1161 shall be used in this test method. It
deviate at a certain high stress rate at which slow crack growtkhould be noted that the bearing cylinders shall be free to rotate
diminishes or is minimized due to the extremely short testn order to relieve frictional constraints, as described in 6.4.4 of
duration. Strengths obtained at higher stress rates (>2000est Method C 1161.
MPa/s) may remain unchanged so that a plateau is observed in6.2.3 Semiarticulating Four-Point Fixture-The semiar-
the plot of strength versus stress rate (R8j. If the strength  ticulating four-point fixture as described in 6.5 of Test Method
data determined in this plateau region are included in the€ 1161 may be used in this test method. This fixture shall be
analysis, a misleading estimate of the SCG parameters will besed when the parallelism requirements of test specimens are
obtained. Therefore, the strength data in the plateau shall beet in accordance with 7.1 of Test Method C 1161.
excluded as data points in estimating the SCG parameters of 6.2.4 Fully Articulating Four-Point Fixture—The fully ar-
the material. This test method addresses for this factor bticulating four-point fixture as described in 6.6 of Test Method
recommending that the highest stress ratest3000 MPa/s. C 1161 may be used in this test method. Specimens which do
not meet the parallelism requirements of 7.1 of Test Method
(e 1161, due to the nature of fabrication process (as-fired,
heat-treated, or oxidized), shall be tested in this fully articu-
ting fixture.
6.2.5 Compliance of Test Fixture The test fixtures shall be

Note 7—The strength plateau of a material can be checked b
measuring an inert flexural strength in an appropriate inert medium.

5.3 Surface preparation of test specimens can introduc
fabrication flaws which may have pronounced effects on SC

behavior. Mach.ining damage ir_nposeq during specimen PrePifter than the specimen, so that most of the crosshead or
ration can be either a random interfering factor or an 'nherenéctuator travel is imposed onto the specimen

part of t.he strength characteristicg to be measureq. Surface6_3 Data Acquisitior—Accurate determination of both frac-

preparation can also lead to residual SIress. Unlversa_l Qlire load and test time is important since it affects not only
standardized test methods of surface preparation do not exist.db e strength but applied stress rate. At the minimum, an
should be understooq Fhat the ﬂna! machining steps may utographic record of applied load versus time should be
may not negate machining damage introduced during the €arlyoe mined during testing. Either analog chart recorders or

coarse or intermediate machmlng steps. In some cases, Speﬁ|§]ital data acquisition systems can be used for this purpose.
mens need to b? testeq n the' gs—processed condltlpn Faeally, an analog chart recorder should be used in conjunction
simulate a specific service condition. Therefore, Specimelyiy, the digital data acquisition system to provide an immedi-
fabrication history may play an important role in slow crack 5ie record of the test as a supplement to the digital record.
growth as well as in strength behavior. Recording devices should be accurate to 1.0 % of the recording
6. Apparatus range and shoul_d have a minimum data acquisition rate of 2000
. . . _ . Hz (or 1 KHz) with a response of 5000 Hz (or 5 KHz) deemed
6.1 Testing Machine-Testing machines used for this test 50 than suficient. The appropriate data acquisition rate
method shall conform to the requirements of Practices E 4yon0nqs on the test rate; the higher the test rate the higher the

Specimens may be loaded in any suitable testing maChingcquisition rate. and vise versa

provided that uniform test rates, either using load-controlled or 6.4 Environmental Facility—If testing is conducted in any

dlsp(;a_ce(rjnent-cpr_ltrolllc?d molde, Canhbehmlfutr;tamed. The I_Or?_dénvironment other than ambient air, an appropriate environ-
used In determining flexural strength shall be accurate withinenta) chamber shall be constructed to facilitate handling and
+1.0 % at any load within the selected load rate and load rangﬁ]onitoring of the test environment so that constant test

of thﬁ. testirr]lglmachine as _defined in I;fﬁtctic]?s E |4 : The tEEStintgonditions can be maintained. The chamber shall be effectively
machine shall have a minimum capability of applying at least,,,qjon-resistant to the test environment so that it does not

four test rates with at least three orders of magnitude, rangingaact with or change the environment. The chamber should be
from 10  to 107 N/s for load-controlled mode and from 1o large enough to fully immerse the test specimens in the

10" m/s for displacement-controlled mode. _ environment, particularly for liquid environments. A circula-
6.'2 Test letures—The conﬁggraﬂons and mec_hamcal Prop- tion system to replenishment the test environment may be
erties of test fixtures should be in accordance with Test Metho esirable. It should provide continuous filtration of the test

C 1161. The materials from which the test fixtures includingyegiym in order to remove foreign debris and corrosive
bearing cylinders are fabricated shall be effectively inert to the,

test environment so that they do not react with or contaminateg]
the environment.

oduct. Additionally, the facility shall be able to safely contain
e test environment.

o . 7. Test Specimen
Note 8—For testing in water, for example, it is recommended that the
test fixture be fabricated from stainless steel which is effectively inert to 7.1 Specimen SizeThe types and dimensions of rectangu-
water. The bearing cylinders may be machined from hardenable stainlesar beam specimens as described in 7.1 of Test Method C 1161
steel (for example, 440C grade) or a ceramic material such as silicoghall be used in this test method.
nitride, silicon carbide, or alumina. 7.2 Specimen PreparatieaSpecimen fabrication and
6.2.1 Four-Point Flexure—The four-point¥s point fixture  preparation methods as described in 7.2 of Test Method C 1161
configuration as described in 6.2 of Test Method C 1161 shakhall be used in this test method.
be used in this test method. 7.3 Handling, Cleaning, and StorageExercise care in
6.2.2 Bearing Cylinders—The requirements of dimensions handling and storing specimens in orderBo\eiglmgm
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