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Drying Behavior of Spent Nuclear Fuel
This standard is issued under the fixed designation C1553; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (&) indicates an editorial change since the last revision or reapproval.
1. Scope

1.1 This guide is organized to discuss the three major
components of significance in the drying behavior of spent
nuclear fuel: evaluating the need for drying, drying spent
nuclear fuel, and confirmation of adequate dryness.

1.1.1 The guide addresses drying methods and their limita-
tions in drying spent nuclear fuels that have been in storage at
water pools. The guide discusses sources and forms of water
that remain in SNF, its container, or both, after the drying
process and discusses the importance and potential effects they
may have on fuel integrity, and container materials. The effects
of residual water are discussed mechanistically as a function of
the container thermal and radiological environment to provide
guidance on situations that may require extraordinary drying
methods, specialized handling, or other treatments.

1.1.2 The basic issue in drying is to determine how dry the
SNF must be in order to prevent issues with fuel retrievability,
container pressurization, or container corrosion. Adequate
dryness may be readily achieved for undamaged commercial
fuel but may become a complex issue for any SNF where
cladding damage has occurred during fuel irradiation, storage,
or both, at the spent fuel pools. Dryness issues may also result
from the presence of sludge, crud, and other hydrated com-
pounds connected to the SNF that hold water and resist drying
efforts.

1.2 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:*
C1174 Practice for Prediction of the Long-Term Behavior of
Materials, Including Waste Forms, Used in Engineered

! This guide is under the jurisdiction of ASTM Committee C26 on Nuclear Fuel
Cycle and is the direct responsibility of Subcommittee C26.13 on Spent Fuel and
High Level Waste.
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Barrier Systems (EBS) for Geological Disposal of High-
Level Radioactive Waste

C1562 Guide for Evaluation of Materials Used in Extended
Service of Interim Spent Nuclear Fuel Dry Storage Sys-
tems

2.2 ANSI/ANS Standards:’

ANSI/ANS 8.1-1998 Nuclear Criticality Safety in Opera-
tions with Fissionable Materials Outside Reactors

ANSI/ANS-8.7-1998 Nuclear Criticality Safety in the Stor-
age of Fissile Materials

ANSI/ANS-57.9 American National Standard Design Crite-
ria for Independent Spent Fuel Storage Installation (Dry
Type)

2.3 Government Documents:*

Title 10 on Energy, Code of Federal Regulations, Part 60, 10
CFR 60, U.S. Code of Federal Regulations, Disposal of
High Level radioactive Wastes in Geologic Repositories

Title 10 on Energy, Code of Federal Regulations, Part 63, 10
CFR 63, U.S. Code of Federal Regulations, Disposal of
High-Level Radioactive Wastes in Geologic Repository at
Yucca Mountain, Nevada

Title 10 on Energy, Code of Federal Regulations, Part 71, 10
CFR 71, U.S. Code of Federal Regulations, Packaging and
Transport of Radioactive Materials

Title 10 on Energy, Code of Federal Regulations, Part 72, 10
CFR 72,U.S. Code of Federal Regulations, Licensing
Requirements for the Independent Storage of Spent
Nuclear Fuel and High-Level Radioactive Waste

3. Terminology

3.1 Definitions—Terms used in this guide are as defined in
Practice C1174 or, if not defined therein as per their common
usage, except where defined specifically for this guide as
described as follows.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 CRUD, n—in nuclear waste management, deposits on
fuel surfaces from corrosion products that circulate in the
reactor coolant. Compositions reflect materials exposed to

3 Available from American National Standards Institute (ANSI), 25 W. 43rd St.,
4th Floor, New York, NY 10036, http://www.ansi.org.

+ Available from U.S. Government Printing Office Superintendent of Documents,
732 N. Capitol St., NW, Mail Stop: SDE, Washington, DC 20401, http://
WWW.ACCess.gPo.gov.
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coolant and activation products formed during irradiation.
Term was originally an acronym for “Chalk River Unidentified
Deposits.”

3.2.2 damaged fuel, n—in nuclear waste management,
nuclear fuel that has been geometrically altered in form/shape
to a degree that may affect retrievability from a (licensed)
storage system or make it unsuitable for transport in a licensed
cask.

3.2.3 disposal, n—in nuclear waste management, the em-
placement of radioactive wastes in a geologic repository with
the intent of leaving it there permanently. 10 CFR Part 63.2

3.2.4 failed fuel, n—in drying of spent nuclear fuel, any
breach, such as hairline cracks or holes in a cladding that
permits water into a fuel element.

3.2.5 getter, n—in nuclear waste management, a material
(typically a solid) used to chemically react with certain gases
(for example, H,, O,, H,O vapor) to form a solid compound of
low vapor pressure.

3.2.5.1 Discussion—A getter may also be used to absorb
impurities in chemical and metallurgical processes.

3.2.6 independent spent fuel storage installation (ISFSI),
n—a complex designed and constructed for the interim storage
of spent nuclear fuel and other radioactive materials associated
with spent fuel storage. 10 CFR Part 72

3.2.7 packaging, n—in nuclear waste management, an as-
sembly of components used to ensure compliance with the
requirements of Title 10 of the Code of Federal Regulations,
(CFR) Part 72 for independent storage of spent nuclear fuel and
high-level radioactive waste or 10 CFR Part 71 for transpor-
tation of radioactive materials.

3.2.8 repository, geologic repository, n— in nuclear waste
management, a disposal site, a permanent location for radio-
active wastes.

3.2.9 spent nuclear fuel (SNF), n—nuclear fuel that has been
irradiated in a nuclear reactor and contains fission products,
activation products, actinides, and un-reacted fissionable fuel.
Normally spent fuel is contained in a metal cladding whose
condition (undamaged, corroded, perforated, etc.) depends
upon its original material properties as modified by the
conditions during its service life including storage conditions.

3.2.10 sludge, n—in nuclear waste management, a slurry or
sediment containing nuclear waste materials, a residue that has
usually been formed from processing operations, corrosion or
water basin storage.

3.2.11 waste package, n—in nuclear waste management, the
waste form and any containers, shielding, packing and other
absorbent materials immediately surrounding an individual
waste container. 10 CFR Part 60

3.2.11.1 Discussion—The waste package is expected to
consist of an overpack (a container) into which commercial
SNF, DOE SNF canisters and high level waste are to be placed
for disposal at a repository.

3.2.12 water, n—in drying of spent nuclear fuel, it is the
total amount of moisture (specified by weight, volume, or
number of moles) present (in a container) as a combination of
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vapor, free or unbound liquid water, physisorbed water,
chemisorbed water, and ice. The following specific terms for
water are used in this document:

3.2.12.1 bound water, n—bound water includes adsorbed
surface layers of water, and nearly all chemisorbed water.

3.2.12.2 chemisorbed water, n—water that is bound to other
species by forces whose energy levels approximate those of a
chemical bond.

3.2.12.3 physisorbed water (adsorbed water), n— water that
is physically bound (as an adsorbate, by weak forces) to
internal or external surfaces of solid material.

3.2.12.4 trapped water, n—unbound water that is physically
trapped or contained by surrounding matrix, blocked vent
pores, cavities, or by the nearby formations of solids that
prevent or slow escape. Note: Traps may have varying degrees
of reversibility and a trap may be for practical purposes
irreversible.

3.2.12.5 unbound water, n—water, in the solid, liquid, or
vapor state, that is not physically or chemically bound to
another species.

4. Significance and Use

4.1 This guide provides technical information for use by
SNF owners to determine the forms of water usually associated
with spent nuclear fuel due to corrosion damage of the fuel,
cladding and storage materials during irradiation and in storage
pools. Drying may be needed to prepare the SNF for sealed dry
storage, transportation, and/or permanent disposal at a reposi-
tory. This guide provides information for:

4.1.1 Evaluating what drying system should be used,

4.1.2 Drying methods, and

4.1.3 Methods to confirm that adequate dryness was
achieved.

4.2 The guide can be used to determine:

4.2.1 Drying technologies that are designed to remove most
of the unbound water but will not remove all forms of water.
Water remaining on and in commercial and research reactor
spent nuclear fuels coming from water basin storage may
become an issue when the fuel is sealed in a dry storage system
or transport cask. The movement to a dry storage environment
typically results in an increase in fuel temperature due to the
decay heat. This temperature change could be significant to
cause the release of water remaining in a sealed dry package
that may result in container pressurization, fuel retrievability
issues, and container corrosion.

4.2.2 A methodology for evaluating drying processes that
may not readily remove all forms of water that may be retained
in pores in fuel cladding, capillaries, sludge, crud, and thin
wetted surface films. Drying techniques are even less success-
ful in removing bound water. Removal of bound water will
only occur when the specific threshold energy is applied to
break the bonds involved and release the water. For spent
nuclear fuel this threshold energy may come from the combi-
nation of thermal input and ionizing radiation.

4.2.3 How the residual water retained with the SNE, CRUD
and sludge inside a sealed package may become available to
react with the internal environment, th mtse
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materials as a result of extended time at equilibrium dry storage
temperatures, or as the direct result of radiolytic decomposi-
tion.

5. Evaluating the Drying Approach

5.1 Some forms of fuel degradation—such as cladding
pinholes or cracks—may form before or during the dry storage
period without violating design or licensing requirements.
However, damage such as small cladding cracks or pinholes
formed during the dry storage period could cause the fuel to be
re-classified as failed fuel for repository disposal consider-
ations. The objective in drying commercial LWR SNF contain-
ers is to eliminate enough water to preclude “gross” damage to
commercial fuel or its cladding during dry storage and trans-
port. The drying process itself must not damage the fuel. For
example, the thermal cycling during the drying process for
commercial LWR SNF may affect the hydride re-orientation
process in the zircaloy cladding.

5.2 DOE research and production reactor SNF that is not
treated or reprocessed, will eventually be stored in sealed
canisters within dry storage systems that may or may not be
regulated by the NRC. DOE dry storage canisters are expected
to contain the SNF through interim storage, transport, and
repository packaging. The objectives of drying processes used
on this fuel are to:

5.2.1 Preclude geometric reconfiguration of the packaged
fuel,

5.2.2 Prevent internal damage to the canister from over-
pressurization or corrosion, and

5.2.3 Minimize hydrogen generation or materials corrosion
that could be a problem during transport or repository handling
operations.

5.3 The decision to select the drying methodology for
treating fuel for interim dry storage facility or disposition in a
geologic repository could be based on the following factors:

5.3.1 Nature and degree of fuel damage including its storage
history,

5.3.2 Form of water in the packaged SNF container,

5.3.3 Thermal and radiological environments involved,

5.3.4 Degree of self heating contribution to the drying
process,

5.3.5 Potential for corrosion and radiolytic degradation of
the fuel and container material,

5.3.6 Mechanisms of water interaction with the fuel and
container components,

5.3.7 Interactions that need to be considered to set the
bounds for residual water, and

5.3.8 Maximum allowable water based on items 5.3.5
through 5.3.7.

5.4 Categorization of SNF and Defects for Drying
Evaluation—Water in SNF storage and transport containers can
be a potential cause, result, or both, of fuel cladding damage or
“failed fuel.” However, there is not a single, universal defini-
tion of failure. The NRC ISG-1 Rev 2 defines damaged fuel as
“spent nuclear fuel with known or suspected cladding defects
greater than a hairline crack or a pinhole leak that have
potential for release of significant amount of fuel particles.”
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For the purposes of SNF transport per 10 CFR 71.55, fuel is
essentially regarded as “failed” only when the geometric form
of the fuel has been “substantially altered.” For the purposes of
dry cask storage per 10 CFR 72.22, the SNF cladding is
required to: “be protected against degradation and gross
rupture.” Gross rupture is defined as that which could result in
the release of significant quantities of fuel materials and fission
products to the storage environment. For the purposes of
receipt of SNF containers at a geologic repository, 10 CFR 961
defines three categories of commercial LWR “failed fuel:”

Class F-1 failed fuel has visually observable failure or damage

Class F-2 failed fuel has “radioactive leakage”

Class F-3 failed fuel is badly damaged and requires “encapsulation”

Each of these damaged or failed fuels could potentially
require different handling/treatment than those used for non-
failed fuel. It is, therefore, important when addressing the
potential for fuel damage or failure due to moisture in the SNF
containers to be clear about the kind and extent of cladding
damage. It is particularly important to note that SNF could be
regarded as intact or non-failed for the purposes of storage or
transport performance but “failed” for the purposes of geologic
repository disposal. This potential exists because of the rela-
tively predictable performance of damaged fuel for a dry
storage term versus the very difficult prediction of performance
in geologic time. Commercial SNF may be characterized as
intact or failed through the use of one or more of the following
processes: operating records (core history and handling), visual
examinations, ultrasonic testing, wet or dry sipping, and eddy
current testing. Fuel type and the presence/type of defects
involved are essential starting points for analysis of drying. In
order to organize the information in this guide, the varieties of
spent fuels in existence have been placed into categories with
a letter designation for consideration. Similarly, the types of
defects to be considered are identified with a number designa-
tion. The identities of these categories are provided below.

5.4.1 SNF Grouping—The following groupings for SNF are
used in this guide to distinguish between the specific SNF
types:

A Commercial PWR/BWR, U oxide or mixed oxide fuel in Zr-alloy cladding
Mixed carbide fuel with SiC cladding (in graphite)

U oxide or mixed oxide fuel in stainless steel cladding

U-ZrH fuel in Zr-alloy or stainless steel cladding

U oxide or mixed oxide fuel in Al-alloy cladding

UAI, fuel or U-ZrH fuel in Al-alloy cladding

U metal and U alloy fuel in Zr-alloy, Al-alloy or stainless steel cladding
U carbide fuel with pyrolytic carbon cladding

Unclad U metal or oxide fuel

TIOMmMOO®

5.4.2 Fuel Conditions—The following fuel conditions will
be used in this document to categorize the needed level of
drying required.

1 Fully intact cladding with no known penetrations

2 Cladding with known small pinholes or cracked cladding that may allow
entry/exit of moisture (Not considered “failed” fuel per 10 CFR 71/72)
(Class F-1 equivalent)

3 Fuel with visible or suspected sludge, CRUD or coatings that may hold
significant water

4 Cladding with known large cracks or holes that will allow free entry/exit of
moisture (Considered “failed” fuel) (Class F-2 or F-3 equivalent)

5  Fuel with major cladding damage from previous fuel oxidation, exposure
to water, or both (Damaged from previous entry/exit of moisture)

6 Rubblized fuel that has little or no intact cladding, high surface area, and
previous exposure to water (Includes fuel pins or elements that have

been sectioned for analysis or study) (Class Bmm ents

Document Sharing Hub


http://www.avadocuments.com/doc/astm-c1553-08
http://www.avadocuments.com/doc/astm-c1553-08

Ay c1553 - 08

5.5 Forms of Residual Water in SNF Containers—After
drying, residual water in a variety of forms may remain on the
fuel, fuel cladding, or internal components of the container.
These forms and sources are discussed below.

5.5.1 Forms of Water—The forms of water include unbound
water, ice formed during drying, physisorbed water, and
chemisorbed water.

5.5.1.1 Unbound Water—Unbound water has to be consid-
ered as potentially present in SNF containers. In the case of
SNF transferred from a water storage pool to a dry container
system, unacceptable amounts of unbound water may remain
in the container if the drying procedure does not remove the
water properly. Sources of unbound water after vacuum drying
may include pooling, ice formation, capillaries, trapped water
or thin wetted surface films.

5.5.1.2 Ice Formation—Ice formation can be a root cause
for residual water in SNF containers that have undergone
vacuum drying. In vacuum drying the gas pressure is reduced
below the vapor pressure of the water to evaporate the liquid
phase. The heat of vaporization of water (539.6 cal/g) is
considerable higher than its specific heat (1 cal/g/°C);
consequently, liquid water may undergo a considerable tem-
perature drop during drying. Since the melting heat of ice (79.7
cal/g) is relatively small, the energy removed from the liquid
by evaporation can cause the water to freeze. Drying operation
design steps may be necessary to prevent the water from
freezing in the container or in the vacuum lines. Drying
procedures with thermal homogenization steps such as He-
backfill or use of other hot inert gases usually prevent ice
formation. It is also important to route vacuum lines to avoid
low spots. Throttling of vacuum pumps to slow the rate of
vacuum drying also prevent ice formation. (See Annex A2.)

5.5.1.3 Physisorbed Water—Physisorbed water is found on
all surfaces of the SNF and the container. Typical water
concentrations are about 0.03 to 0.05 g/m*/monolayer. The
binding force is weak and the water layer can be removed at
relatively low temperatures with an adequate vacuum drying
technique. Cracks and open pores in the surface may act as
capillaries that may hinder the evaporation of the water. SNF
cladding with cracks, surface corrosion, porosity, or oxide
spallation may hold significant physisorbed water. Corrosion
products on exposed fuel meat may also retain physisorbed
water, especially corrosion products from metallic U fuels.

5.5.1.4 Chemisorbed Water—Chemisorbed water may exist
as a hydroxide or hydrate in the native oxides or corrosion
products on the fuel, cladding, or container materials. The
dehydration of hydroxides occurs via the reformation of water
molecules, which are released from the lattice at temperatures
and/or ionizing radiation corresponding to the specific bonding
energy of the compound. A number of uranium oxide hydrates
may be formed as a result of uranium or uranium oxide contact
with water. These chemical species are discussed in Annex Al.
Chemisorbed water may also be found in cladding materials
and the materials of container construction. Aluminum metal in
water forms a number of surface hydroxides of the form Al
(OH); (or Al,05-3H,0) which begin dehydrating near 100°C
to the form AIO(OH) (or Al,O5-H,O) which is stable to
>340°C. Zirconium cladding may form the hydrated oxides
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ZrO(OH), or Zr(OH), during irradiation. The potential water
content is small and will not be released below 500°C (1).°
(See Annex Al for other hydroxides and hydrates formed from
water contact with typical fuel and container materials.)

5.5.2 Sources of Water:

5.5.2.1 CRUD and Sludge:

(1) CRUD on Commercial SNF—Surface CRUD deposits
on commercial SNF are corrosion products from reactor
coolant system materials or other chemicals from within the
system inventory. The amount and type of the deposits are
dependent on the reactor type and its water chemistry. Char-
acteristic CRUD areal density for PWR fuel is <5 mg/cm? with
an inhomogeneous distribution over the fuel surface, typically
deposited on the bottom half of the fuel rods as a layer
averaging less than 25 pm (<0.001 in.) but potentially reaching
100-um (0.004-in.) thick (2). CRUD deposits on BWR fuel
average 25 to 76 um (0.001 to 0.003 in.) and may reach 250 pm
(0.010 in.) maximum thickness (2). The contribution to the
source of water from CRUD on the surface of commercial SNF
appears to be small.

(2) Sludge in SNF Operations—Sludge may accumulate in
SNF wet storage systems from two primary sources: (/) water
corrosion of the SNF and other materials in the storage pool,
(2) dirt and dust entering from loading doors, HVAC systems,
etc. Both sources of sludge are similar in that they may hold
significant quantities of water and could get transferred with
the fuel into dry storage containers unless appropriate cleaning
operations are employed. For groups A-D fuels in defect
conditions 1 and 2 from well-controlled wet storage systems,
sludge is probably not a concern. For fuel group A-D with
defect conditions 3-6 and groups E-I fuels, especially with
defect conditions 3-6, the quantity and characteristics of the
sludge carryover and its impact on drying needs to be evalu-
ated. Analyses of sludge accumulated from wet storage of
damaged DOE metallic uranium fuels (3) showed that a variety
of aluminum, iron, and uranium hydrous oxides made up over
90 % of the dry weight of the sludge.

5.5.3 Water in SNF Packages:

5.5.3.1 Commercial SNF, Group A, Defect Conditions 1 —
4—LWR fuel without any through-cladding defects will not
allow water inside fuel rods. Even very small pinholes or
cracks, however, may result in water held in the fuel to
cladding gap and the rod plenum after drying. PWR fuel may
also trap water in guide tubes if the dashpot drain hole is
blocked with sludge or CRUD. A typical LWR rod defect is
characterized by a combination of primary and secondary
defects. Whereas the primary defect is regarded to be the
location of the original penetration, secondary defects may be
located some distance from the primary defect and are nor-
mally attributed to local hydride blistering (4). The defects are
holes of different sizes that allow water to penetrate and fill the
free volume of the rod.

5.5.3.2 Clad Metallic U fuels (Groups F and G), Defect
Conditions 1 — 4—Clad metallic U and most U alloy fuels will
not allow water inside intact cladding. Even the smallest

3 The boldface numbers in parentheses refer to th

ist of references at the gnd of
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pinholes with water egress, however, may have a noticeable
effect in metallic U. Water, even at basin temperatures, will
oxidize U metal sufficiently to rupture or “unzip” fuel cladding
(5). If the internal environment becomes sufficiently anoxic,
the U metal will start forming UH;. Free reactive surfaces of
UH; may impact safety considerations for drying operations in
the presence of residual moisture or air (6).

5.5.3.3 Mixed Carbide Fuels, Groups B and H—Mixed
carbide fuels encapsulated in pyrolytic carbon, graphite, or
both, are designed for gas-cooled reactors and are not designed
to be exposed to water. If such fuels become soaked with water
for any reason (dry storage mishaps, incursion of water into dry
wells, etc.), drying may be quite difficult due to potential
adsorption of water in the pores of the graphite or carbon.

5.5.3.4 Miscellaneous Research Fuels, Groups C, D, and
E—A wide variety of research reactor fuels have been irradi-
ated. These fuels will respond to water according to their fuel
meat, cladding composition, and integrity. Research reactor
fuels generally have relatively low burnup and low decay heat.
The low decay heat may dictate the use of a specialized heated
drying process. Dry storage temperatures and radiation levels
may be so low that water radiolysis and secondary oxidation
reactions may not occur or may be insignificant.

5.6 SNF Environments—The dryness required for a given
nuclear fuel will often relate directly to the radiation, time,
temperature, and water chemistry environment to which it was
exposed during reactor operation and pool storage. Specific
fuels typically have an environmental exposure history that
provides input into probable drying requirements. The drying
process must reliably establish water vapor pressures levels
such that detrimental chemical reactions are limited for the
proposed lifetime in storage.

5.6.1 Commercial Reactor Fuels:

5.6.1.1 Commercial nuclear fuel is irradiated in a water
environment at elevated temperature and pressure. If a breach
of the cladding occurs in-core, the internal gas will be released
and the pressurized water may enter into the fuel rod. Upon
removal from the core, the fuel is stored in a water basin with
the water temperature typically less than 40°C and water
pressure equivalent only to that resulting from its depth in the
basin water. Both the reactor core water and basin water
typically have tightly controlled chemistry and purity that may
prevent fuel damage.

5.6.1.2 The decay heat generated by the SNF during storage
in water basin drops off predictably as the fission products from
irradiation decay away. After a suitable cooling time (aged for
at least 1 year) (7) the SNF may be moved out of basin storage
and into a dry storage cask system.

5.6.1.3 The expected thermal performance of an SNF cask
or package can be modeled to determine the expected dry
storage temperature profile of the system as a function of time
(8). Design or regulatory requirements may establish short
term temperature limits for SNF cladding. The limits to ensure
cladding integrity are in part a function of burnup, cladding
design and fuel pressurization. Limits from 400°C (9) to 570°C
(10) have been suggested.

5.6.2 Research/DOE Reactor Fuels:
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5.6.2.1 Research reactor fuel and most other DOE fuels are
also irradiated in water. The temperatures and pressures tend to
vary widely, but they are typically lower than those of a
commercial power plant. Fuel lifetimes are also quite variable
in DOE reactors. Research reactors may operate with little or
no change in fuels for many years and the fuel may be exposed
to stagnant water or a humid air environment between operat-
ing cycles. DOE production reactors may provide the opposite
extreme as the fuel is changed out on a schedule to provide the
optimum isotope production desired, with a total fuel irradia-
tion lifetime less than a year.

5.6.2.2 SNF storage for DOE fuels varies somewhat on the
basis of total irradiation, fuel type, and decay heat. The
elimination of reprocessing in the U.S., however, resulted in a
basic trend toward placing all types of DOE SNF into extended
basin storage and dry storage systems. The primary consider-
ations involved with movement of largely metallic SNF and
research/DOE SNF into dry storage are the lack of significant
latent decay heat, the wide range of fuel cladding materials,
and the cladding integrity involved.

5.6.2.3 A wide variety of environments are possible in dry
storage of DOE SNF due to the types of dry storage employed.
Three primary types of dry storage systems are currently in
use: Underground well storage, active vented storage, and
passive vented storage. Underground well storage and interior
facility storage typically operate at temperatures between
ambient and 60°C, and the SNF is typically not sealed in a
small confined space because containment is provided by the
well or the facility itself. Exterior cask storage systems may be
very similar to those used for commercial SNF except that the
latent decay heat is typically insufficient to heat the cask above
exterior ambient conditions.

5.6.2.4 Vented well-type and facility storage systems have
the advantage that residual water in and around the SNF can
evaporate or radiolyze over long times and escape from the
system. However, this situation may also work in reverse
because canisters containing cool fuels may aspirate water
from the external atmosphere as a function of external tem-
perature and dew point. Such water ingress during “dry”
storage may significantly increase the overall chemisorbed
water content of the SNF over the storage period, especially if
the SNF is badly damaged.

5.7 Potential Effects of Residual Water on SNF and Con-
tainers as a Function of Environment—The presence of water
in storage containers for dry storage of SNF can be released by
direct decomposition of the chemically bonded species, vapor-
ization of the physisorbed and the free water, and radiolytic
decomposition. These forms of water and decomposition
products could cause corrosion, pressurization and possibly
embrittlement issues for the storage of spent fuel.

5.7.1 Radiolysis:

5.7.1.1 The radiolysis of residual water within a sealed
spent fuel package releases free oxygen and hydrogen for
internal corrosion reactions. Radiolysis occurs as a result of
gamma, beta, neutron or alpha particle interaction with the

water molecule. Neutron radiolysis is DMUMGNSg
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