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Standard Specification for

Asbestos-Cement Roofing Shingles 1

This standard is issued under the fixed designation C 222; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope 2. Referenced Documents

1.1 This specification covers asbestos-cement roofing 2.1 ASTM Standards:
shingles, including accessories, designed to provide the C 459 Test Methods of Sampling and Testing Asbestos-

weather-exposed surfaces on roofs of buildings. Cement Flat Sheets, Roofing and Siding Shingles, and
1.2 Shingles supplied under this specification are of the Clapboard$
following types as to shape and method of application: 2.2 Federal Standard:

1.2.1 American Method-Uniform thickness, generally Fed. Std. No. 123 Marking for Domestic Shipment (Civilian
rectangular in shape, with straight or irregular edges. They are  Agencies}
intended to be laid with a minimum 2-in. (51-mm) head lap and 2.3 Military Standard:
with no side lap and to provide double coverage. They may be MIL-STD-129 Marking for Shipment and Storatje
made either as individual or multiple units to simulate the 2.4 Other Documents:
appearance of individual shingles. Uniform Freight Classification Rufe
1.2.2 Strip Shingles-Uniform thickness, various shapes National Motor Freight Classification Rufes
and designs to provide top lap only and shingle coverage under _
the butt joints, with the design such that it provides only single3- Materials and Manufacture
coverage. 3.1 Asbestos-cement roofing shingles shall be composed of
1.2.3 Strip Shingles-Uniform thickness, various shapes a combination of asbestos fiber and portland cement or
and designs to provide top lap only and shingle coverage undgortland blast-furnace slag cement, and not more than 1 weight
the butt joints, with the design such that it provides only single% of organic fiber, with or without the addition of curing
coverage. agents, water-repellent substances, mineral fillers, coatings,
1.2.4 Dutch or Scotch Method (Including Ranch Design) pigments, or mineral granules, formed under pressure and
Uniform thickness with straight or irregular edges and de-cured to meet the physical requirements of this specification.

signed to be laid with a lap at the top and on one side of each _ )
4. Physical Requirements

shingle.
1.2.4.1 Dutch—Square in shape. 4.1 All measurements and tests necessary for determining
1.2.4.2 Ranch—Oblong-rectangular in shape, with the the conformity of the asbestos-cement shingles with this
greater dimension horizontal. specification shall be made in accordance with Methods C 459.

1.2.5 French or Hexagonal MethedUniform thickness, 4.2 Flexural Strength—The average breaking load obtained
square in shape, having at least three corners clipped to givgy loading equally and simultaneously at both one-third points
the desired pattern when the shingles are laid with theiof the test span.
diagonals perpendicular to the eave of the roof, with their apex 4.3 Deflection—The average deflection at mid-span at
sides lapped. maximum load obtained by loading equally and simulta-

1.3 The values stated in inch-pound units are to be regardeteously at both one-third points of the test span.
as the standard. The values stated in parentheses are for
information only.
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4.4 Water Absorption-The average water absorption shall 7.3 Ridge Rol—Curved or angular ridge roll is available for
not exceed 25 weight %. certain types of shingles and shall have the same general

. . . . characteristics as the shingles.
5. Dimensions, Mass, and Permissible Variations

5.1 Shingles supplied under this specification shall conforng, Nails and Fasteners
to the dimensions prescribed in Table 1. Units of one half
normal width shall be supplied in an amount not exceeding twcfa

per bundle. . . . ; .
5.2 Thickness-The average thickness of all units supplied a;]ned;ﬁgﬁg?gg Ct!ﬁfsrgaitagge;jr%r&zgjhIsf::pzrrztre]?; furnished with

e . i
der th ficat hall b h Table 2, and th . .
uncer tese speciiicalions shall be 8s shown in |avle 2, an e8.2 Nails and fasteners shall have flat heads substantially

average thickness of any one unit shall not vary from th arger than the diameter of the holes in the shingles with which

average of all units within the shipment by more than 10 %. :
For textured shingles, this thickness shall be construed as tﬁ@ey are to be used. The nails shall be of such length as to hold
curely in the deck.

gross overall measurement from the top of the textured surfac® , i
to the back of the unit. 8.3 Storm anchors or clips shall have flat bases substantially

5.3 Width and Length-The permissible variation from the larger than the diameter of the holes in the shingles with which
nominal width or length shall bet ¥ in. (+3.18 mm), as they are to be u;ed. St(_)rm anchors shall be of adequate length
measured after 48 h at 73°F (23°C) and 50 % relative humidityl® Secure the shingles in place.

8.4 Nails and fasteners shall be made of corrosion-resistant,
6. Workmanship, Finish, and Appearance nonstaining metal. Storm anchors or clips shall be corrosion-

6.1 Workmanship-The surface of the shingles to be ex- resistant, nonstaining metal, and shall be readily bendable.
posed shall be free of defects that impair appearance or
serviceability. 9. Underlayment Sheet

6.2 Finish—The surface of the shingles to be exposed shall g 1 ynderlayment sheet material for use in the application
be smooth, grained, granuled, coated, or otherwise textured of ashestos-cement shingles is not furnished with the shingles,

6.3 Colo—The exposed surface of the shingles shall bey,t must be purchased separately.
natural color of the asbestos-cement product or shall be colored g 5 Asphalt-saturated felt, preferably asbestos felt where
b_y the addition .Of mineral pigments, chemical. impregnation,maximum fire resistance of,the roof covering is desired, is
pigmented coatings, veneers, or embedded mineral granUIeSsuitable for underlayment use. Coal tar-saturated felt is not

6.4 Holes for Nails and FastenersHoles for nails and g jahie The felt shall weigh not less than 13 Ib/1G068.5

ang. ) : s
fasteners shall be provided in the units during manufacture a”ﬁG/loo nf). Underlayment sheet material for use with
shall be so placed as to provide at least the minimum lap agqest0s-cement shingles shall be water-resistant, of the*

specified in Table 1 and to allow for proper application Ofbreather" type, permeable to water vapor
necessary clips or storm fasteners. ' '

6.5 Efflorescence-Efflorescence that sometimes appears on Rejection and Retesting
asbestos-cement shingles is not a defect and shall not result In”

8.1 Nails for application of shingles to wood decks, special
steners for attaching shingles to nonwood decks, and storm

a permanent change in color. 10.1 If the sam_ple fail_s_ to_conform to any one of the
requirements of this specification, a second sample from the
7. Supplementary Shapes same lot shall be prepared and tested. The results of the retest

7.1 Starters—Starter pieces, for application at the eaves, areshall be averaged with the results of the original test to
available for each type of shingle and shall have the sam@etermine compliance with this specification.
general characteristics as the shingles. 10.2 Failure to conform to any one of the requirements of
7.2 Hip and Ridge Finishing PiecesFinishing pieces, for this specification upon retest as prescribed above, shall consti-
application on hips and ridges, are available for each type dfute grounds for rejection. In case of rejection, the seller shall
shingle and shall have the same general characteristics as thave the right to reinspect the rejected shipment and resubmit
shingles. the lot after removal of the portion of the shipment not

TABLE 1  Nominal Dimensions, in. (mm)

Type Width Height Minimum Lap
(Horizontal) (Vertical) Top™E& HeadA 8 SideA 8
American method 8 to 32 (203 to 813) 12 to 18.5 (305 to 470) 2 (51)
Strip shingle 12 to 32 (305 to 813) variable 2 (51)
Dutch or Scotch 16 (406) 16 (406) 3 (76) 4 (102)
Ranch 24 (610) 12 (305) 2.5 (64) 4 (102)
French or hexagonal 16 (406) 16 (406) 3 (76) 3 (76)

“Headlap with shingles that provide double coverage and top lap with shingles that provide single coverage is defined as the shortest distance between the lower edge
of a course of shingles and the most proximate underlying area of roof deck not covered by the preceding courses of shingles. At butted side joints, between individual
units, complete and continuous coverage shall be provided by the undercourse shingles. Side lap has a similar meaning in respect to the shortest horizontal distance from
the exposed side edge to uncovered roof deck area.

BThe unit dimensions and laps given in this table are an indication of customary current manufacture and shall not be construed to limit or fix the width, length, or lap
dimensions of shingles that conform to all other requirements of this specification. Doc u m ents
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