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QH“y) Designation: C 33 — 01

Standard Specification for
Concrete Aggregates *

This standard is issued under the fixed designation C 33; the number immediately following the designation indicates the year of original
adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A superscript
epsilon €) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope * C 40 Test Method for Organic Impurities in Fine Aggre-

1.1 This specification defines the requirements for grading _9ates for Concrefe _ o
and quality of fine and coarse aggregate (other than lightweight C 87 Test Method for Effect of Organic Impurities in Fine
or heavyweight aggregate) for use in concrete. Aggregate on Strength of Morfar

1.2 This specification is for use by a contractor, concrete C 88 Test Method for Soundness of Aggregates by Use of

supplier, or other purchaser as part of the purchase document Sodium Sulfate or Magnesium $ulféte
describing the material to be furnished. C 117 Test Method for Material Finer than 75-um (No. 200)

Sieve in Mineral Aggregates by Washihg
Note 1—This specification is regarded as adequate to ensure satisfac- ¢ 123 Test Method for Lightweight Particles in Aggreg"ate

tory materials for most concrete. It is recognized that, for certain work or C 125 Terminolo Relatina to Concrete and Concrete
in certain regions, it may be either more or less restrictive than needed. For Aggregate% 9y 9

example, where aesthetics are important, more restrictive limits may be . .
considered regarding impurities that would stain the concrete surface. The C 131 Test Method for Resistance to Degradation of Small-

specifier should ascertain that aggregates specified are or can be made Size Coarse Aggregate by Abrasion and Impact in the Los
available in the area of the work, with regard to grading, physical, or  Angeles Machin&
chemical properties, or combination thereof. C 136 Test Method for Sieve Analysis of Fine and Coarse
1.3 This specification is also for use in project specifications ~ Aggregate$
to define the quality of aggregate, the nominal maximum size C 142 Test Method for Clay Lumps and Friable Particles in
of the aggregate, and other specific grading requirements. Aggregate$
Those responsible for selecting the proportions for the concrete C 227 Test Method for Potential Alkali Reactivity of
mixture shall have the responsibility of determining the pro- ~ Cement-Aggregate Combinations (Mortar-Bar MetRod)
portions of fine and coarse aggregate and the addition of C 289 Test Method for Potential Alkali-Silica Reactivity of
blending aggregate sizes if required or approved. Aggregates (Chemical Methotl)
1.4 The values stated in Sl units are to be regarded as the C 295 Guide for Petrographic Examination of Aggregates
standard. The values given in parentheses are for information for Concreté
only. C 330 Specification for Lightweight Aggregates for Struc-
1.5 The text of this standard references notes and footnotes tural Concret
which provide explanatory material. These notes and footnotes C 331 Specification for Lightweight Aggregates for Con-
(excluding those in tables and figures) shall not be considered crete Masonry Unifs

as requirements of this standard. C 332 Specification for Lightweight Aggregates for Insulat-
ing Concreté
2. Referenced Documents C 342 Test Method for Potential Volume Change of
2.1 ASTM Standards: Cement-Aggregate Combinatichs
C 29/C 29M Test Method for Bulk Density (“Unit Weight”) C 535 Test Method for Resistance to Degradation of Large-
and Voids in Aggregate Size Coarse Aggregate by Abrasion and Impact in the Los

Angeles Maching
C 586 Test Method for Potential Alkali Reactivity of Car-
1 This specification is under the jurisdiction of ASTM Committee C09 on bonate Rocks for Concrete Aggregates (ROCk Cy“nder
Concrete and Concrete Aggregates and is the direct responsibility of Subcommittee MethOd?

C09.20 on Normal Weight Aggregates. C 637 Specification for Aggregates for Radiation-Shielding
Current edition approved Feb. 10, 2001. Published March 2001. Originally Concreté

published as C 33 — 21 T. Last previous edition C 33 <99a P .
2For lightweight aggregates, see Specifications C 331, C 332, and C 330; for Cc 638 Descrlpt_lve_ Nome_:ncl_ature of Constituents of Aggre-

heavyweight aggregates see Specification C 637 and Descriptive Nomenclature ~dates for Radiation-Shielding Concréte

C638. C 666 Test Method for Resistance of Concrete to Rapid
3 Annual Book of ASTM Standardél 04.02.

*A Summary of Changes section appears at the end of this standard. DOCU ments
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iy c 33
Freezing and Thawirfg 4.2.5.3 Whether the restriction on reactive materials in 11.2
D 75 Practice for Sampling Aggregafes applies,
D 3665 Practice for Random Sampling of Construction 4254 In the case of the sulfate soundness test (Table 3),
Materials’ _ _ _which salt is to be used. If none is stated, either sodium sulfate
E 11 Specification for Wire Cloth and Sieves for Testing oy magnesium sufate shall be used, and
Purposes 4.2.6 Any exceptions or additions to this specification (see
Note 1).
TABLE 1 Limits for Deleterious Substances in Fine Aggregate 4.3 |nc|ude in project Speciﬁcations for aggregates the
for Concrete following information, as applicable:
tem of Toral Samle 4.3.1 Reference to this specification, as C 33___.
max 4.3.2 When the aggregate being described is fine aggregate:
Clay lumps and friable particles 30 4.3.2.1 Whether the restriction on reactive materials in 7.3
Material finer than 75-um (No. 200) sieve: .
Concrete subject to abrasion 3.0° applles,
chl: Z::je; Cr?i?;fe‘e 5.0% 4.3.2.2 In the case of the sulfate soundness test (8.1) which
Where sﬁrfac'e appearance of concrete 05 salt is to be used. If none is stated, either sodium sulfate or
is of importance magnesium sulfate shall be used.
All other concrete 1.0

Y ’ P T R ———— 4.3.2.3 The appropriate limit for material finer than the
n the case of manufactured sand, if the material finer than the 75-um (No. . .
200) sieve consists of the dust of fracture, essentially free of clay or shale, these 75'“‘m (NO. 200) sieve (Table 1)' If not Stated’ the 3.0 % limit
limits are permitted to be increased to 5 and 7 %, respectively. shall apply, and

4.3.2.4 The limit that applies with regard to coal and lignite
(Table 1). If not stated, the 1.0 % limit shall apply.

3. Terminolo
9y 4.3.3 When the aggregate being described is coarse aggre-

3.1 For definitions of terms used in this standard, refer to

Terminology C 125. gate: . . . . .
4.3.3.1 The nominal maximum size or sizes permitted,
4. Ordering and Specifying Information based on thickness of section or spacing of reinforcing bars or

4.1 The direct purchaser of aggregates shall include thather criteria. In lieu of stating the nominal maximum size, the
information in 4.2 in the purchase order as applicable. A projectPecifier shall designate an appropriate size number or numbers

specifier shall include in the project documents information td.10-1 and Table 2). Designation of a size number to indicate a
describe the aggregate to be used in the project from theominal size shall not restrict the person responsible for

applicable items in 4.3. selecting proportions from combining two or more gradings of
4.2 Include in the purchase order for aggregates the follow@dgregate to obtain a desired grading, provided that the

ing information, as applicable: gradings are not otherwise restricted by the project specifier
4.2.2 Whether the order is for fine aggregate or for coars80t exceeded,

aggregate, 4.3.3.2 The class designation (11.1 and Table 3),
4.2.3 Quantity, in metric tons or tons, 4.3.3.3 Whether the restriction on reactive materials in 11.2
4.2.4 When the order is for fine aggregate: applies,

4.2.4.1 Whether the restriction on reactive materials in 7.3 4.3.3.4 In the case of the sulfate soundness test (Table 3),

applies, . which salt is to be used. If none is stated, either sodium sulfate
4.2.4.2 In the case of the sulfate soundness test (8.1) whic magnesium sulfate shall be used, and

salt is to be used. If none is stated, either sodium sulfate or . .
4.3.3.5 The person responsible for selecting the concrete

magnesium sulfate shall be used, ” it other than th i d
4.2.4.3 The appropriate limit for material finer than 75_pmpropor lons 1 other than the concrete producer.

(No. 200) sieve (Table 1). If not stated, the 3.0 % limit shall 4-3-4 Any exceptions or additions to this specification (See
app|y, Note 1)

4.2.4.4 The appropriate limit for coal and lignite (Table 1).
If not stated, the 1.0 % limit shall apply, FINE AGGREGATE

4.2.5 When the order is for coarse aggregate:

4.2.5.1 The grading (size number) (10.1 and Table 2), ob. General Characteristics

alternate grading as agreed between the purchaser and aggres 1 fine aggregate shall consist of natural sand, manufac-

gate supplier. tured sand, or a combination thereof
4.2.5.2 The class designation (11.1 and Table 3), . ’ et '

6. Grading
4 Annual Book of ASTM Standardgol 04.03. 6.1 Sieve Analysis-Fine aggregate, except as provided in
s Annual Book of ASTM Standardsol 14.02. 6.2 and 6.3 shall be graded within the DIOGUYIABRNTS
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