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Softening Point of Glass
This standard is issued under the fixed designation C 338; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
This standard has been approved for use by agencies of the Department of Defense.
1. Scope 3.1.3 Heating Rate Controlle~Suitable controls shall be

1.1 This test method covers the determination of the softProvided for maintaining the furnace heating rate att5
ening point of a glass by determining the temperature at whicé C/min.
a round fiber of the glass, nominally 0.65 mm in diameter and Nore 1—A continually adjustable transformer has proved effective for
235 mm long with specified tolerances, elongates under its oweontrolling the heating rate.
weight at a rate of 1 mm/min when the upper 100 mm of its 3 1 4 Temperature-Measuring EquipmerThe furnace
length is heated in a specified furnace at the rate of 5 temperature shall be measured with a calibrated Type R or S
1 C/mm._ thermocouple and a calibrated potentiometer capable of mea-

1.2 This standard does not purport to address all of theg,jng the true temperature of the furnace withif.2°C. The
safety concerns, if any, associated with its use. It is theqq junction shall be maintained at 0°C by means of an ice
responsibility of the user of this standard to establish appro,5ih "an alternative acceptable means of temperature measure-
priate safety and health practices and determine the applicament is the use of a potentiometer to oppose the thermocouple
bility of regulatory limitations prior to use. electromotive force. This potentiometer shall be set at a
standard setting for the type of glass being measured, and
alvanometer deflection shall serve as a means of obtaining
lative temperatures, the deflection of the galvanometer hav-

2. Significance and Use

2.1 This test method is useful to determine approximatel

the temperature below which the glass behaves as arigid soliff heen calibrated. Also acceptable for temperature measure-
in glass-forming operations and for a control test to |nd|catei,n

. - .-ment is a solid-state digital thermometer that is capable of the
changes in composition. It has been found useful for Spec'f'éccuracy specified
cation acceptance and for providing information in research 315 Fiber-EIonQation Measurement Equipmesthe fi-
and development work with glass. ber elongation shall be measured by a device capable of
measuring the position of the end of the fiber within 0.02 mm

3. Apparatus . . .
fthroughout the entire elongation period.

3.1 The apparatus for determining the softening point o
glass shall consist essentially of an electrically heated resis- Note 2—Suitable devices that have proved effective for measuring the
tance furnace, a furnace stand, a device for controlling th&longation gre_cathetometers, projection magnifiers, and telescope and
heating rate of the furnace, equipment for measuring th&¢&€ combinations.
temperature of the furnace, and equipment for measuring the 3.1.6 Timer—A timing device with a least count and accu-
elongation rate of a fiber of glass suspended in the furnace.racy d 1 s shall be used.

3.1.1 Furnace—The furnace shall conform in all essential . .
respects to the requirements shown in Fig. 1. 4. Preparation of Test Specimens

3.1.2 Furnace Stand-A means shall be provided for sup- 4.1 The fiber specimen used for the test shall meet the
porting the furnace so that the fiber hangs below it. This stanépllowing requirements:
must be provided with a leveling device such as three screws. 4.1.1 It shall be round.

The stand shown in Fig. 1 is convenient when used with either 4.1.2 It shall be smooth and shall contain no void spots or

a cathetometer or a telescope and scale. foreign matter. _
4.1.3 Its average diameter shall be 06%.10 mm and the

- maximum diameter shall not exceed the minimum diameter by

* This test method is under the jurisdiction of ASTM Committee C-14 on Glassmore than 0.02 mm over the entire length of the fiber.
and _Glass Products gnd is the (_Jhrect responsibility of Subcommittee C14.04 on 4.1.4 It shall be 235 1 mmin Iength, not including the top
Physical and Mechanical Properties. . . .

Current edition approved Nov. 15, 1993. Published January 1994. Originall)bead- Test flbers_ conformlng to these requirements may be
published as C 338 — 54 T. Last previous edition C 338 — 73 (Reapproved1988) drawn by attaching a clean sample of the glass under test
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A—Furnace top, 12.70 mm (V2 in.) thick by 101.60 mm (4 in.) in diameter, drilled
12.70 mm (Y2 in.) diameter at center, with three 5.56 mm (742 in.} diameter holes
for tie rods spaced 120 deg apart on an 82.55-mm (3%-in.) circle; also, two small
holes suitably placed for thermocouple wires and two binding posts with nearby
smail holes for passage of heater wires. Material to be Transite |l or Marenite or
equivalent. One required.

B—Furnace bottom, 12.70 mm (%2 in.) thick by 14.30 mm (4%z in.) in diameter. Drill
at center 12.70 mm (Y2 in.) diameter, 6.35 mm (% in.) deep from top; finish through
at 5.56 mm (732 in.) diameter. Drill three holes for tie rods 120 deg apart on
82.55-mm (3%-in.) circle, 12.70 mm (Y2 in.) diameter, 6.35 mm (% in.) deep
frombottom, finish through at 5.56 mm (742 in.) diameter. Drill three 5.56-mm
(7/a2-in.) holes on 104.77-mm (4% in.) circle. Materiai to be asbestos cement
(Transite or equivalent). One required.

C—Spacer rings, 12.70 mm (Y2 in.) thick by 93.66 mm (31146 in.) OD by 69.85 mm
(2% in.) ID, drilled 5.56 mm (/a2 in.) diameter for tie rods. Material to be asbestos
cement (Transite or equivalent). Two required.

D—Webs, 6.35 mm (%4 in.) thick by 93.66 mm (311/4s in.) diameter drilled 19.05 mm
(% in.) at center and six 19.05-mm (34-in.) holes 60 deg apart on 50.8-mm (2-in.)
circle; aslo drilled 5.56 mm (732 in.) diameter for tie rods. Material to be asbestos
cement (Transite or equivalent). Two required.

E-—Cylinder, 25.4 mm (1 in.) high by 12.7 mm (Y2 in.) OD by 3.17 mm (& in.) ID,
relieved at bottom for thermocouple wires as shown. Material to be asbestos
cement (Transite or equivalent). One required.

F-—Cylinder, 19.05 mm (% in.) high by 12.7 mm (V2 in.) OD by 3.17 mm (% in.) ID
with tapered hole at top as shown in Fig. 1. Material to be asbestos cement
(Transite or equivalent). One required.

G—Furnace core, 95.25 mm (3% in.) high by 28.58 mm (1% in.) diameter, with
6.35 mm (% in.) at each end turned to 19.05 mm (3 in.) diameter. Entire length
drilled at center 5.56 mm (7/a2 in.) diameter and symmetrically drilled 3.17 to 5.56
mm (V8 to 7/s2 in.) diameter from each end to depth of 47.62 mm (17 in.}) as near to
center hole as possible. Material to be stainless steel (such as inconel, Resisto, or
equivalent). One required.

H—Core wrapping, of mica, double thickness.

I—Winding, of No. 20 Nichrome V wire, 55 turns, about 12 @, wound the whole
length of 82.55 mm (3% in.) of fumnace core.

J—Alundum cement coating.

K—Furnace shell, 95.25 mm (3% in.) ID by 122.24 mm (436 in.) long, welded.
Material to be galvanized sheet steel or preferably stainless sheet steel. One
required.

L—Tie rods, 3.97 mm (%42 in.) by 152.4 mm (6 in.) threaded at both ends. Material
to be steel. Three required.

M—Double-bore ceramic tubing, 3.17 to 4.76 mm (¥ to %s in.) diameter. (First
insert 3.17 mm (Y8 in.) length to isolate thermocouple from core G.) Material to be
porcelain. One required.

N—Insulation, consisting of diatomaceous earth (Sil-O-Cel or equivalent).
O—Fiber support, 57.15 mm (2% in.) by 12.7 mm (Y2 in.) by 3.17 mm (% in.) with
0.79-mm ('/32-in.) hole on center line 6.35 mm (% in.) from one end and 6.35-mm
(-in.) hole at other end, the holes to be 41.27 mm (1% in.) apart on centers.
Material to be brass. One required.

P—Thermocouple leads.

Q-—Plate, .35 mm (% in.) by 114.3 mm (4'2 in.) diameter, securely fastened (for
example, welded) to lower chamber, with three hoies to match edge holes of
furnace bottom. Drilled at center 5.56 mm (742 in.) diameter. Material to be steel.
One required.

R—Lower chamber consisting of cylinder 203.20 mm (8 in.) long and 76.20 mm (3
in.) diameter, carrying a flat glass window 63.5 mm (2'2 in.) by 152.4 mm (6 in.).
Material to be galvanized sheet steel or preferably stainless sheet steel. One
required.

S—Bottom plate, 6.35 mm (% in.) by 152.4 mm (6 in.) diameter securely fastened
(for example, welded) to lower chamber and carrying three levelling screws on
133.35-mm (5%-in.) circle. Material to be steel. One required.

T—Gilass samples, 235 + 1.0 mm in length, exclusive of bead at top end, and 0.65
+ .10 mm in diameter, uniform to + 0.01 mm.

NoTe—Equivalent materials may be employed, where available.

FIG. 1 Details of Softening Point Furnace
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