NOTICE: This standard has either been superseded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

QHny) Designation: C 383 — 97

Standard Test Method for

Wet Adhesion of Thermal Insulating Cements to Metal ~ *

This standard is issued under the fixed designation C 383; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope measures the force required to cause a freshly applied test cake

1.1 This test method measures the relative adhesion of wéf the wet mixed cement to move along a suitable test surface,
mixed thermal insulating cements to a metal test surface. Whil@/ll indicate the ability of the cement to remain in place during
this test method is valuable in rating these products generalljformal application to a vertical metal surface. N
the wet adhesion of the cement to one type of surface cannot be#-2 Many factors such as the quality and amount of mixing
construed as being indicative of the wet adhesion to anotheé¥ater used, the method of mixing and applying the cement, the
type of surface. type and condition of the surface to be insulated, and the

1.2 The values stated in inch-pound units are to be regarddg§mperature of the surface will affect the wet adhesion of
as the standard. The values given in parentheses are fHermal insulating cement.
information only.

1.3 This standard does not purport to address all of the5' Apparatus . ]
safety concerns, if any, associated with its use. It is the 5.1 Test Plate—A stainless steel test plate 24 by 8 in. by No.

responsibility of the user of this standard to establish appro-10 9age (610 by 200 by 3.4 mm) or heavier thickness, with at

priate safety and health practices and determine the applical®@st the test surface being smoothly finished.
bility of regulatory limitations prior to use. 5.2 Mold Frames—Three, square, nondemountable mold

frames made from No. 12 gage (about 2.7 mm) aluminum

2. Referenced Documents having inside dimensions 6 by 6 by 1 in. (152 by 152 by 25
2.1 ASTM Standards: mm). o ,
C 163 Practice for Mixing Thermal Insulating Cement 9.3 Small Pointing Trowel and Plasterer's Trowel _
Sampled 5.4 Loading Assembly—A base for holding the test plate in
C 168 Terminology Relating to Thermal Insulating Materi- @1 immovable and level position with a ball bearing or equally
al frictionless pulley fastened to one end of the base in such a
fashion that a cord can be placed around the cement cake under
3. Terminology test. The cord shall be extended over the pulley and used to

3.1 Definitions—Terminology C 168 shall apply to terms SUpport a container.
used in this test method.

3.2 Description of Term Specific to This Standard:

3.2.1 wet adhesion-of thermal insulating cement to a test 6.1 Sample at least 3 Ib (1.4 kg) of dry cement. The
surface, the force, expressed in pounds per square foot (GPECIMeN for test is to be taken from the middle of a bag, so as

kilograms per square metre) of contact area, that must b be representative of material from the entire bag.
applied in a direction parallel with the surface in order to slide 6-2 Mix the cement in accordance with Practice C 163. The

6. Sampling, Test Specimens, and Test Units

the cake of cement from its initial area of contact. temperature of the mixing water shall be between 70 and 75°F
(21 and 24°C).
4. Significance and Use 6.3 Carefully clean the test plate with soap and water, rinse

4.1 Where the wet adhesive strength of thermal insulating boiling water, and air dry. Take care not to touch the cleaned
cement is low, it is difficult to apply it to a desirable thickness test surface of the plate with the fingers prior to applying test
or over a large area, particularly on vertical metal surfaces¢akes of cement. Arrange the three mold frames symmetrically

without having the material slide. The wet adhesion test, whictPn the surface of the test plate (see Fig. 1). A jig to hold them
in this arrangement during the application of the cement is

desirable.
1 This test method is under the jurisdiction of ASTM Committee C-16 on 6.4 Fom.‘ a p.rOperly mixed cement into a 3 to 4-in. (76 t(.)
Thermal Insulation and is the direct responsibility of Subcommittee C16.32 ont02-mm) high cwculgr. mound. Smooth the mound and allow it
Mechanical Properties. to set for 1 h after mixing to absorb the water thoroughly. Then

Current edition approved May 10, 1997. Published August 1997. Orlglnallym|x the cement once more before testlng and aga|n form it into
published as C 383 — 56 T. Last previous edition C 383 — 90. . . .
2 Annual Book of ASTM Standards, Vol 04.06. a circular mound 3 to 4 in. high.
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FIG. 1 Assembly of Wet Adhesion Test Apparatus

6.5 Fill each of the three molds with the wet mixed cement 8.1.1 The wet adhesive strength in pounds per square foot
by cutting pie-shaped pieces from the mound with a pointingload in pounds required to start the test cake sliding multiplied
trowel and laying them, cut side down, on the test plate. Packy 4 when inch-pound units are used) or the wet adhesive
these wedges into the mold so as to eliminate voids, using onlstrength in kilograms per square metre (load required to start
ordinary trowel pressure. When the mold has been slightlthe cake moving multiplied by 43 when metric units are used)
overfilled, use the plasterer’s trowel to cut off the excesdor each test cake, and the average of the three tests,
cement and finish the upper surface flush with the mold top. 8.1.2 The water-cement ratio used, and

7. Procedure 8.1.3 The weight of each cake.

' 7.1 If a jig is ysed to hold the mold frames in place dur[ngg_ Precision and Bias3

filing, remove it and mount the test plate on the loading o ) )

assembly. Around the first of the test cakes, adjust a cord with 9-1 The precision of this test method is not known because
a loop in one end large enough to fit around the outside of thiterlaboratory data are not available. This test method may be

6 by 6-in. (152 by 152-mm) mold frame, which remains in suitable for use in specifications or in case of disputed results
place during the test. Stretch the cord over the pulley and us@s long as these data are not available.
it to support the container. 9.2 Precision—A standard deviatiow) of 10.4 % of mean

7.2 Fill the container with water at a rate of approximately ( X) was determined with a sample size of six data points and
¥ Ib (230 g)/min until the test cake just begins to move. Loada statistical participation of one laboratory.
applications shall be made within 15 min after molding. At this 9.3 Bias—There is currently no estimate of bias because no
point determine the total weight of the container and waterstandards are available and statistical input was received from

Determine the weight of the test cake. only one laboratory.
7.3 Test the second and third cakes in a similar fashion and
record the weights required to cause movement. 10. Keywords

7.4 Retest—If the wet adhesion of any single test cake
varies more than 20 % from the average of the three tests, the
procedure must be repeated.

10.1 thermal insulating cements; wet adhesion

8. Report s _ _
. . . Supporting data are available from ASTM Headquarters. Request RR: C16-
8.1 Report the following information: 1002.

The American Society for Testing and Materials takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this standard. Users of this standard are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Standards, 100 Barr Harbor Drive, West Conshohocken, PA 19428. boc u m ents
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