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INTERNATIONAL
Standard Practice for Use of
Hydraulic Cement Mortars in Chemical-Resistant Masonry 1
This standard is issued under the fixed designation C 398; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope FLOORS AND CONSTRUCTION UNITS

1.1 This practice provides recommendations for use 0121

. . X . Preparation of Concrete Fill or Subbase
hydraulic cement mortars for chemical-resistant masonry con- i i
struction. 4.1 In new construction, the surface of the concrete fill shall

1.2 This standard does not purport to address all of theP® free of mortar drippings, projecting joints, etc. Smooth
safety concerns, if any, associated with its use. It is theurfaces resulting from the use of plywood forms or a steel
responsibility of the user of this standard to establish appro-foWel finish are not acceptable and must be given a course
priate safety and health practices and determine the applicaS@ndpaper profile by blasting or mechanical scarifying. The
bility of regulatory limitations prior to use. prefer.re.d finish for new concrete floors after Ievellng' is a wood

1.3 The values stated in inch-pound units are to be regarddtPat finish, followed by a single pass metal trowel finish. The
as the standard. The values given in parentheses are provide@ntour of the finished surface must be free of ridges and

for information only. depressions, cracks, or open joints. When an old concrete
surface is to be removed, it shall be cut out to provide the
2. Referenced Documents necessary thickness for the new setting bed and the construc-
2.1 ASTM Standards: tion unit. The surface must be clean, free of loose particles,
C 144 Specification for Aggregate for Masonry Moftar ~ hard, and roughened to ensure intimate bond with the new bed
C 150 Specification for Portland Cem@nt joint. The edges around all cut-out sections shall be maintained
C 171 Specification for Sheet Materials for Curing Con_str_aight and vertical. A final finishing of the edges by hand
creté chiseling may be necessary.
C 267 Test Method for Chemical Resistance of Mortars, 4-2 Acleavage membrane consisting of waterproof building
Grouts, and Monolithic Surfacings felt as specified in Specifications D 226 and D 227, or poly-

C 279 Specification for Chemical-Resistant Masonry Units ethylene sheeting 0.004 in. (0.10 mm) thick is generally used
C 309 Specification for Liquid Membrane-Forming Com- OVer wood frame construction and is preferred for many other

pounds for Curing Concrete types of construction. It may be omitted over certain types of
C 404 Specification for Aggregates for Masonry Gfout ~ concrete bases of limited areas. Cleavage membrane shall have
C 595 Specification for Blended Hydraulic Ceménts edges overlapped a nominal 2-in. _
C 904 Terminology Relating to Chemical-Resistant Non- 4-3 Cleaning—All dirt, dust, loose particles, surface
metallic Materialé laitance, and debris shall be removed from the concrete fill or
D 226 Specification for Asphalt-Saturated Organic FeltSubbase by vigorous brooming, vacuuming, or other means.
Used in Roofing and Waterproofihg The surface must be free of grease, oil, or wax deposits.
D 227 Specification for Coal-Tar Saturated Organic Felt 4.4 Screed Strips-Wood or metal strips shall be used to
Used in Roofing and Waterproofihg gage the thickness of the setting bed.
4.5 Thickness of Setting BedTlhe setting bed shall be 1 to
3. Terminology 1%2in. (25 to 38 mm) thick.
3.1 Definitions—For definitions of terms used in this prac- 4.6 Wetting Concrete Fill or SubbaseSeveral hours before
tice, see Terminology C 904. placing the setting bed, the prepared concrete surface shall be

thoroughly saturated with clean water. Alboli h before
- placing the topping, all surface water shall be removed with a
1 This practice is under the jurisdiction of ASTM Committee C-3 on Chemical- mop or by other means.
Resistant Nonmetallic Materials and is the direct responsibility of Subcommittee
€03.020n Mortar and Monolithics. Note 1—The procedure described in this paragraph does not apply to
Current edition approved Sept. 10, 1998. Published January 1999. Originallyjoors installed over a cleavage membrane.
published as C 398 — 57. Last previous edition C 398 — 93.
2 Annual Book of ASTM Standardgol 04.05.
2 Annual Book of ASTM Standardgol 04.01.
4 Annual Book of ASTM Standardgol 04.02.
5 Annual Book of ASTM Standardgol 04.04.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States. Doc u m ents

Document Sharing Hub

Full document details: ASTM C398-98


http://www.avadocuments.com/doc/astm-c398-98
http://www.avadocuments.com/doc/astm-c398-98

. . . .S,
NOTICE: This standard has either been superceded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

A8y C 308 — 08
“afl

4.7 Expansion Joints-When required, the expansion joint of the consistency of heavy cream. Pointing mortars shall be of
strips shall be located and set in position. If the expansiorsuch consistency that when they are pressed into a vertical joint
joints are not of the preset type, removable strips shall be set s slump of the mortar will occur.
as to keep the joints free of dirt and mortar.

8. Mixing and Placing Setting Bed

5. Cement Paste Slush Coat 8.1 All equipment shall be clean and free of other cement,
5.1 About 15 min before placing the setting bed, thelime, plaster, etc., prior to use. Each batch shall be mixed either
concrete slab surface shall be given a slush coat of grout. Th@echanically or manually until uniform. The setting bed shall
grout shall consist of either neat cement and water, or cemene spread and screeded until the surface is true and even in
sand, and water. The slush coat shall not be spread over suclprine, either level or uniformly sloped for drainage, as speci-
large area that it will dry out before the setting bed is placed tgied. As large an area as can be covered with the construction
cover it. The consistency of the slush coat shall be similar tqnits before the mortar has reached its initial set shall be placed
that of thick cream, and its thickness shall not excé&edin. at one operation. When more setting mortar has been placed

(1.6 mm). than can be covered, the unfinished portion shall be cut back to
Note 2—The procedure described in this section does not apply té cléan, beveled edge, removed, and discarded. Any metal
floors installed over a cleavage membrane. reinforcement shall be placed approximately in the center of

the setting bed.
6. Materials and Manufacture
6.1 Portland and Portland Blast-Furnace Slag Cements 9. Setting of Construction Units
See Specifications C 150 and C 595. No calcium aluminate 9.1 Athin layer of neat cement paste to %1sin. (0.8 to 1.6
cement, lime, or admixture shall be mixed with these cementsnm) in thickness shall be trowelled or brushed over the setting
in the mortar batch or in the mixing water. bed. Neat cement paskez in. thick may also be applied to the
6.2 Calcium Aluminate CementNo portland or portland bottom of each construction unit. The total thickness of the
blast-furnace slag cements, lime, or admixture shall be mixethyer of neat cement between the construction unit, and the
with this cement, in the mortar batch or in the mixing water. setting bed shall not exceétls in. Do not lay setting bed far in
6.3 Aggregate—The aggregate shall be in accordance withadvance of setting construction unit, and in no case set them on
Specification C 144 or C 404, or both. a dry bed. Set the construction unit, before initial set has taken
6.4 Brick—These mortars may be used with masonry unitsplace. Beat the construction unit into complete and intimate
of brick (clay or shale) meeting the requirements of Specificontact with the plastic mortar. Set and level each construction
cation C 279, and with tile masonry units. The brick shall beunitimmediately. Do not set large areas and then later level the
clean and protected from frost damage. Bricks shall be wettedonstruction units.
several hours before laying, unless their gain in weight
resulting from partial immersion flatwise #in. (3 mm) of  10. Grouting Construction Units

water for 1 min is less thafs 0z/30 in? (0.11 glenf) of 10.1 Grouting shall be done as soon as possible after the
immersed area. There shall be no free water on the bricks wheRjtia| set has taken place in the setting bed. Force the grout or

laid. . ) mortar into the joints by troweling or some other suitable
6.5 Water—The mixing water shall be approximately neu- methods to ensure a dense, void-free, flush finished joint. Do

tral and shall be potable. o _ not let excess mortar or mortar scum dry and set on faces of
6.6 Metal Reinforcing—If reinforcing is used, it shall be  construction units. As grouting progresses, strike excess mortar

welded wire fabric 2 by 2 in. (50 by 50 mm), and 16 by from joints and clean the faces of the construction units with
16-gage (0.65 by 0.65-mm), or expanded metal reinforcing notjean burlap or sponges.

less than 1.8 Ib/yd(1.0 kg/nf).
6.7 Expansion Joints-When required, expansion joint 11. Width of Joints

compound or premolded joints shall be as specified. 11.1 Joints shall have a width of fro#4 to ¥2in. (6 to 13
7. Proportions mm), depending on the size of construction unit, in accordance

7.1 The setting bed shall consist of one bag of cement an\(qnth the manufacturer's recommendations.
3 ft> (0.085 ni) of sand (Note 3). For ordinary grouting ;o Curing

conditions, the grout shall contain one bag of cement and 2 ft _ . .
(0.057 n?) of sand (Note 3): but for thin joints where a finer . 12.1 It is essential that hydraulic cement mortar or grout

sand is used the mix shall consist of one bag of cement and ntﬁi.”.ts be properly cured to ensure ma>_<imum rgtention of the
more than 1 f (0.028 n?) of fine sand. mixing water. Improperly cured joints will result in soft, dusty

joints with low physical properties, that is, poor tensile,
Nore 3—Measurements of aggregate shall be in the damp, loos¢lexural, and adhesion to the construction units and substrate.
condition. Water is the most effective media for curing cementitious-type
7.2 The water proportions may be determined as followsjoints. Acceptable methods for curing hydraulic cement mortar
For setting beds, only enough water shall be used to producea grout joints are as follows:
moist surface after the setting bed has been placed and readyl2.1.1 Ponding Method-Dikes are set up as required and
for the tile or brick. Grouts to be squeegeed into joints shall besufficient water placed into the diked area. Ah@(bumemi\s
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