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Standard Specification for
Precast Reinforced Concrete Manhole Sections

This standard is issued under the fixed designation C 478; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

PART I—GENERAL Plain, for Concreté
A 496 Specification for Steel Wire, Deformed, for Concrete

1. Scope Reinforcemertt

1.1 This specification covers the manufacture and purchase A 497 Specification for Steel Welded Wire Reinforcement,
requirements of products used for the assembly and construc- Deformed, for Concreté
tion of circular precast reinforced concrete manholes used in A 615/A 615M Specification for Deformed and Plain
sewer and water works. Billet-Steel Bars for Concrete Reinforcemént

1.2 Part |, Sections 1-11, of this specification presents C 33 Specification for Concrete Aggregates
general requirements and requirements that are common toC 39 Test Method for Compressive Strength of Cylindrical
each precast concrete product covered by this specification. Concrete Specimens

1.3 Part Il of this specification presents specific require- C 150 Specification for Portland Cemént

ments for each manhole product in the following sections: C 309 Specification for Liquid Membrane-Forming Com-
Product Section pounds for Curing Concrete
Grade Rings 12 C 497 Test Methods for Concrete Pipe, Manhole Sections,
Flat Slab Tops 13 T-|e5
Risers and Conical Tops 14 or i . . .
Base Sections 15 C 595 Specification for Blended Hydraulic Ceménts
Steps and Ladders 16 C 618 Specification for Fly Ash and Raw or Calcined
Note 1—Future products will to be included in Part Il in a future Natural Pozzolan for Use as a Mineral Admixture in
revision of this specification. Concreté

1.4 A complete metric companion to this specification has C 822 Terminology Relating to Concrete Pipe and Related
been developed, Specification C 478M; therefore, no metric Product$

equivalents are presented in this specification. 2.2 ACI Standard: _ .
_ S _ B 318 Building Code, Requirements for Reinforced Conérete
Note 2—This specification is a manufacturing and purchase specifica-

tion only and does not include requirements for backfill, or the relation-3. Terminology

ship between field load conditions and the strength requirements of the 3.1 Definiti For definiti ft lating t t
manhole products and appurtenances. Experience has shown, however2-+ DENNIIONS—FOr detinitions o terms relating to precas

that the successful performance of this product depends upon the propé@inforced concrete manholes, see Terminology C 822.
selection of the product strength, type of foundation and backfill, and care .

in the field installation of the manhole products and connecting pipes. Thé- Materials and Manufacture

owner of the project for which these products are specified herein is 4,1 General material requirements for precast reinforced
cautioned to require inspection at the construction site. concrete manhole products are presented in 4.1.1-4.1.8. Other
materials or additional requirements for a product, if any, are

2. Referenced Documents . : b
covered in the Part Il section for that specific product.

2.1 ASTM _S_tandards: ) ) 4.1.1 Reinforced Concrete-Reinforced concrete shall con-
A 82 Specification for Steel Wire, Plain, for Concrete Re- giq of cementitious materials, mineral aggregates, and water, in
mforcemerﬁ_ . ) ) which steel reinforcement has been embedded in such a
A 185 Specification for Steel Welded Wire Remforcement,m‘,ﬂnner so that the steel reinforcement and concrete act
together.

1 This specification is under the jurisdiction of ASTM Committee C13 on —————————————
Concrete Pipe and is the direct responsibility of Subcommittee C13.06 on Manholes * Annual Book of ASTM Standardéol 04.02.

and Specials. 4 Annual Book of ASTM Standardgol 04.01.
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2 Annual Book of ASTM Standardgol 01.04. Detroit, M| 48219.
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4.1.2 Cementitious Materials 6. Reinforcement

4.1.2.1 Cement—Cement shall conform to the requirements 6.1 This section presents requirements for reinforcement
for portland cement of Specification C 150, or shall be portlanctover, continuity, laps, welds, and splices. Other reinforcement
blast-furnace slag cement or portland-pozzolan cement cofipquirements are presented in Section 4, and any additional
forming to Specification C 595, except that the pozzolanequirements are given in the Part Il section for a specific
constituent of the Type IP portland-pozzolan cement shall b%roduct.
fly ash and shall not exceed 25 % by weight. 6.2 Cover—The exposure of the ends of reinforcement,

4.1.2.2 Fly Ash—Fly ash shall conform to the requirements stirrups or spacers used to position the reinforcement during
of Class F or Class C of Specification C 618. placement of the concrete shall not be cause for rejection.

4.1.3 Allowable Combinations of Cementitious Materials 6.3 Continuity—The continuity of the circumferential rein-

The combination of cementitious materials used in the concretgrcement shall not be destroyed during the manufacture of the

shall be one of the following: product, except when lift holes or pipe openings are provided
4.1.3.1 Portland cement only, in the product.
4.1.3.2 Portland blast-furnace slag cement only, 6.4 Welded Steel Cage Laps, Welds, and Splices
4.1.3.3 Portland pozzolan cement only, or 6.4.1 If splices are not welded, the reinforcement shall be

4.1.3.4 A combination of portland cement and fly ashlapped not less than 20 diameters for deformed bars, and 40
wherein the proportion of fly ash is between 5 and 25 % bydiameters for plain bars and cold-drawn wire. In addition,
weight of total cementitious material (portland cement plus flywhere lapped cages of welded wire fabric are used without
ash). welding, the lap shall contain a longitudinal wire.

4.1.4 Aggregates-Aggregates shall conform to Specifica- 6.4.2 When splices are welded and are not lapped to the
tion C 33, except that the requirements for gradation shall nofinimum requirements in 6.4.1, pull tests of representative

apply. specimens shall develop at least 50 % of the minimum speci-
4.1.5 Admixtures and BlendsAdmixtures or blends shall fied strength of the steel, and there shall be a minimum lap of
not be used unless approved by the owner. 2 in. For butt welded splices in bars or wire, permitted only

with helically wound cages, pull tests of representative speci-

wire conforming to Specification A 82 or Specification A 496, mens shall develop at least 75 % of the minimum specified

of wire fabric conforming to Specification A 185 or Specifica- strength of the steel.. )
tion A497, or of bars of Grade 40 steel conforming to 6.5 Steel Hoop SplicesA representative sample steel hoop
Specification A 615. with welded splices shall develop at least 50 % of the mini-

4.1.7 Secondary Synthetic FiberCollated fibrillated mum specified st_rength of the steel, ?”d there shall be a
polypropylene virgin fibers shall not be prohibited when use(ﬁﬂmmum lap of 2 in. For butt welded splices, the representa-

in steel reinforced concrete manholes as a non-structurdlc. steel hoop. sample shall develop at least 75 % of the
manufacturing enhancement. Only fibers designed and man(!Mmum specified strength of the steel.
factured specifically for use in concrete and so certified by th
manufacturer shall be accepted.

4.1.8 Other Materials—Other materials required for a prod- 7.1 Mixture—The aggregates shall be sized, graded, propor-
uct and not covered in Section 4 will be covered in the Part Itioned, and mixed with such proportions of cementitious

4.1.6 Steel ReinforcementReinforcement shall consist of

97. Precast Concrete Manufacture

section for that specific product. materials and water as will produce a homogeneous concrete
mixture of such quality that the products will conform to the
5. Design test and design requirements of this specification. All concrete

i i i _ . shall have a water-cementitious ratio not exceeding 0.53 by

5.1 Design requirements for a product are prescribed in thg ejgnt. Cementitious materials shall be as specified in 4.1.2
specific Part Il section for that product. and shall be added to the mix in a proportion not less than 470

5.1.1 The minimum compressive strength of concrete manty/yd®, unless mix designs with a lower cementitious materials
hole products covered by this specification shall be 4000 psiontent demonstrate that the quality and performance of the
unless SpeCiﬁed otherwise in Part Il of this SpeCiﬁcation. product meet the requirements of this Specification.

5.2 Modified or Special Design 7.2 Curing—Concrete products shall be subjected to any

5.2.1 Manufacturers are not prohibited from submitting toone of the methods of curing prescribed in 7.2.1-7.2.4 or to any
the owner, for approval prior to manufacture, designs otheother method or combination of methods approved by the
than those prescribed in the specific section for a product. lbwner that will give satisfactory results.
such approval is obtained, then the product shall meet all the 7.2.1 Steam Curing-Concrete products are placed in a
tests and performance requirements specified by the owner #uring chamber, free of outside drafts, and cured in a moist
accordance with the appropriate sections on manufacture arimosphere maintained by the injection of steam for such time
physical requirements. and such temperatures as needed to enable the products to meet

5.2.2 If permitted by the owner, the manufacturer is notthe strength requirements. The curing chamber shall be so
prohibited from requesting approval of designs of speciakonstructed as to allow full circulation of the steam around the
sections, such as reducers, tees, and bases. entire product. Documents
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7.2.2 Water Curing—Concrete products are water-cured by not meet the preceding concrete strength requirement, another
covering with water-saturated material, or by a system oftore from the same manhole product shall be taken and tested.
perforated pipes, mechanical sprinklers, porous hose, or by any8.2.1.4 If the concrete compressive strength of the recore is
other approved method that will keep the products moist duringqual to or greater than 80 % of the specified strength of the
the curing period. concrete, the concrete strength of the production run is accept-

7.2.3 Sealing Membrane-A sealing membrane conforming able. If the recore does not meet the preceding concrete
to the requirements of Specification C 309 is applied and shalitrength requirement, that manhole product shall be rejected.
be left intact until the required concrete strength requirement$wo manhole products from the remainder of the day’s
are met. The concrete at the time of application of theproduction run shall be selected at random and one core taken
membrane shall be within 10°F of the atmospheric temperafrom each manhole product and tested. When the average
ture. All concrete surfaces shall be kept moist prior to theconcrete strength of the two cores is equal to or greater than
application of the membrane and shall be damp when th80 % of the specified strength of the concrete with no core
membrane is applied. below 75 % of the specified strength of the concrete, the

7.2.4 The manufacturer is not prohibited from combiningconcrete strength of the day’s production run shall be accept-
the methods prescribed in 7.2.1-7.2.3 provided the requiredble.
concrete compressive strength is attained. 8.2.1.5 If the concrete strength of the two cores does not
meet the preceding concrete strength requirement, then the
remainder of the day’s production run shall be either rejected,

8.1 Acceptance Procedures _ or, at the option of the manufacturer, each manhole product of

8.1.1 Unless otherwise designated by the owner at the timge remainder of the day’s production run is not prohibited
of, or before, placing an order, acceptance procedures fGfom being cored and accepted individually.
precast reinforced concrete manhole products shall be asg > 1.6 Plugging Core Holes-Core holes on accepted con-
specified in the Part Il section for a particular product, and shalkrete manhole products shall be plugged and sealed by the
not be prohibited from consisting of one or more of the ymanyfacturer in a manner such that the manhole products will
following: meet all of the requirements of this specification. Manhole

8.1.1.1 Acceptance of a product on the basis of tests ofgctions so sealed shall be considered as satisfactory for use.
materials, including concrete compressive strength and absorp-g 5 » Absorption Test

tion. f h is of , 8.2.2.1 The absorption of a specimen from a concrete
8.1.1.2 Acceptance of a product on the basis of inspection gf ¢t as determined in Test Methods C 497, shall not exceed
the finished product, including amount and placement 0 o, of the dry mass for Test Method A procedure or 8.5 % for

reinforpement to d_etermir_u_e Cpnformance with the desigirgg; \ethod B procedure. All specimens shall be free of visible
prescribed under this specification, and freedom from defectg, 515 and shall represent the full thickness of the product.

8.2 Test Methods : ;
. 8.2.2.2 Specimens for Test Method B shall meet the require-
8.2.1 Concrete Compressive Strength Test ments of Test Methods C 497.

8.2.1.1 Type of SpecimerCompression tests for satisfying
the minimum specified concrete strength requirement shall bﬁﬂnimum weight of 0.22 Ib
made on either concrete cylinders or, at the option of the 9 ; )

manufacturer, on cores cut from the concrete manhole produc('%.r St.s.zr.g d\lj\ért]?giléht?) l:rgﬁ?cl)r?nbfgrtﬂtigg Z?:ﬁ‘?ér;[?onn frtcr)1rer1 aabs?grn-
8.2.1.2 Compression Testing of CylindersCylinders shall b P ’ P

be madie in accordance with Test Methods C 497, and shall T 2 By 2% TECE 29 N0 ST SRR, Ul e for the
tested in accordance with Test Method C 39. For manhol%r. inal test results
products, an owner shall not be prohibited from requiring g1 Uls.

i . . . 9
concrete compressive tests on cylinder specimens numbenrt\gBt'Z'3 R_etests;W?edn nc()jt mo_trﬁ théar; 501/" gfztr;echor.}(irete
in the amount of 5 % of the total order of a manhole product, St Specimens lested under either ©.2.2.1 or ©.2.2.2 1ail o pass
he requirements of this specification, the manufacturer is not

but not to exceed two cylinders for each day’s production.Thé hibited lina his stock and eliminati hat
average compressive strength of all cylinders tested shall prohibited from cufling fus Stock anc enminating whatever

equal to or greater than the specified strength of the concretguantity of producy he deswe_s and shall so mark the cu_lled

Not more than 10 % of the cylinders tested shall fall below the'orOdUCt that they will not be shipped for the order. The required

specified strength of the concrete. In no case shall any cylindé?Sts shall be madg on the balance of th_e order andl the products

tested fall below 80 % of the specified strength of the concretes’h.aII be qpcepted if in conformance with the requirements of
8.2.1.3 Compression Testing of CoresCores shall be cut this speC|f|cat|o.n. _

from the concrete manhole product and tested in accordance 8-3 Test Equipmenrt-Every manufacturer furnishing man-

with Test Methods C 497, except that the requirements fo ole products under this specification shall furnish all faqlmes

moisture conditioning shall not apply. One core shall be taker@d Personnel necessary to carry out the tests required for

from a manhole product selected at random from each day'&cceptance.

production run of a single concrete strength. When the concrete )

compressive strength of the core is equal to or greater thafr RePairs

80 % of the specified strength of the concrete, the concrete 9.1 Repair of manhole products shall not be prohibited, if

strength of the production run is acceptable. If the core doesecessary, because of imperfections i@wmgn@age

8. Acceptance

8.2.2.3 Each specimen tested by Test Method A shall have a
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