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1. Scope

1.1 These test methods, and the figures that are part of the
test methods, cover the apparatus, specimen, and procedures
for the tension testing of carbon and graphite mechanical
materials with a grain size smaller than 0.79 mm (%32 in.).

1.2 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:

C 709 Terminology Relating to Manufactured Carbon and
Graphite?

C 749 Test Method for Tensile Stress-Strain of Carbon and
Graphite?

E 4 Practices for Force Verification of Testing Machines>

E 6 Terminology Relating to Methods of Mechanical Test-
ing?

3. Terminology

3.1 Definitions: For definitions of terms relating to manu-
factured carbon and graphite, see Terminology C 709. The
definitions of terms relating to tension testing in Definitions
E 6 shall be considered as applying to the terms used in these
test methods.

4. Significance and Use

4.1 These test methods may be used for quality control
testing of established grades of carbon and graphite materials,
in the development of new grades, and for other purposes
where relative strength levels are the primary quantities of
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interest. This test method may be applicable only if the ratio of
specimen diameter to grain size, or flaw size, is greater than 5.

4.2 These test methods do not substitute for that described
in Test Method C 749, but are useful where less sophisticated
data and less expensive techniques are sufficient.

4.3 Carbon and graphite materials exhibit significant physi-
cal property differences within parent materials. Exact sam-
pling patterns and grain orientations must be specified in order
to make meaningful tensile strength comparisons.

5. Apparatus

5.1 Testing Machine— The machine used for tension testing
shall conform to the requirements of Practices E 4. The testing
machine shall have a capacity that the breaking load of the test
specimen falls between 10 and 90 % of the scale capacity.

5.2 Gripping Devices— Gripping devices that conform to
those illustrated in Fig. 1 shall be used. These gripping devices
shall be attached to the heads of the testing machine through
chain connectors. Fig. 2 shows the gripping device connected
to the heads. Extreme care shall be taken that the axis of the
test specimen is located on the center line of the head of the
testing machine.

6. Test Specimens

6.1 Test specimens shall be produced to the configuration
shown in Fig. 3.

6.2 Improperly prepared test specimens often cause unsat-
isfactory test results. It is important, therefore, that care be
exercised in the preparation of specimens, particularly in the
machining and polishing.

6.3 The specimen shall be hand polished with No. 000 dry
paper until no circular grooves are visible to the naked eye.

6.4 The acceptable fracture zone of the specimen shall be 19
mm (¥ in.) long with the center of the zone at the point of
minimum diameter. Marks indicating fracture zone limits may
be applied with ink or layout dope, but no scratching, punch-
ing, or notching of the specimen is permissible.

6.5 To determine the cross-sectional area, the diameter of
the specimen at the narrowest point shall be used. The
dimension shall be recorded to the nearest 0.02 mm (0.001 in.).
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Note 1—All dimensions are in inches.

Note 2—Material is stainless steel.

Note 3—Surface finish of working surfaces, 11 microinches AA or
better.

Note 4—Break all sharp corners.

Note 5—Top and bottom collars to be split into two 180° sections. Max
cutwidth not to exceed Vie in.

FIG. 1 Gripping Devices

7. Speed of Testing

7.1 Speed of testing may be defined in terms of free-running
of the crosshead speed or in terms of rate of stressing the
specimen. Both methods are permissible.

7.2 When free-running crosshead speed is used, the speed
shall be 0.50 = 10 % mm (0.020 £ 10 % in.)/min.

7.3 When rate of stressing the specimen is used, an applied
force of 890 = 220 N (200 £ 50 Ibf)/min shall be used.

8. Tensile Strength

8.1 Calculate the tensile strength by dividing the maximum
load carried by the specimen during a tension test by the
cross-sectional area of the specimen as defined in 6.5. The
weight of the bottom grip assembly must be accounted for in
the tensile strength calculation.

8.2 If any part of the fracture takes place outside the
acceptable fracture zone as defined in 6.4, the test shall be
discarded but reported.

9. Report
9.1 Report the following:
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SMOOTH ALL LOAD BEARING
SURFACES OF ALL CHAINS
AND EYEBOLTS.

REMOVE ALL RIDGES, SUCH
AS FORGE LINES, BY BUFFING

Top Collar OR POLISHING.
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FIG. 2 Test Setup
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Note 1—All dimensions are in inches.

Note 2—Specimen shall be hand-polished on 9.141 to 9.172 radius
with No. 000 dry paper until no circular grooves are visible to the naked
eye.

FIG. 3 Test Specimen

9.1.1 Identification; manufacturer, grade number, lot num-
ber, and original material size,

9.1.2 Average ultimate tensile strength (MPa or psi),

9.1.3 Method of loading (see Section 7),

9.1.4 Number of samples tested,

9.1.5 Number of samples reported,

9.1.6 Standard deviation (MPa or psi), and

9.1.7 Specimen orientation.

10. Precision and Bias
10.1 These test methods are intended to be less sophisti-

cated than the method described in Test M@Gé uh'fenlts
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