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Standard Specification for

Building Brick (Solid Masonry Units Made from Clay or
Shale)1

This standard is issued under the fixed designation C62; the number immediately following the designation indicates the year of original

adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A superscript

epsilon (´) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the U.S. Department of Defense.

1. Scope*

1.1 This specification covers brick intended for use in both

structural and nonstructural masonry where external appear-

ance is not a requirement. The brick are prismatic units

available in a variety of sizes, shapes, textures, and colors. This

specification does not cover brick intended for use as facing

units or where surface appearance is a requirement. If brick are

required to have a particular color, texture, finish, uniformity,

or limits on cracks, warpage, or other imperfections detracting

from the appearance they are purchased under Specification

C216. This specification does not cover brick intended for use

as paving brick (see Specifications C902 and C1272).

1.2 The requirements of this specification apply at the time

of purchase. The use of results from testing of brick extracted

from masonry structures for determining conformance or

nonconformance to the requirements of this specification is

beyond the scope of this standard.

1.3 Brick are ceramic products manufactured primarily

from clay, shale, or similar naturally occurring earthy sub-

stances and subjected to a heat treatment at elevated tempera-

tures (firing). Additives or recycled materials are permitted to

be included at the option of the manufacturer. The heat

treatment must develop sufficient fired bond between the

particulate constituents to provide the strength and durability

requirements of this specification (see Terminology C1232).

1.4 Brick are shaped during manufacture by molding,

pressing, or extrusion, and the shaping method is a way to

describe the brick.

1.4.1 This specification and its individual requirements shall

not be used to qualify or corroborate the performance of a

masonry unit made from other materials, or made with other

forming methods, or other means of binding the materials.

1.5 Three grades of brick are covered.

1.6 The text of this specification references notes and

footnotes which provide explanatory material. These notes and

footnotes (excluding those in tables and figures) shall not be

considered as requirements of the specification.

1.7 The values stated in inch-pound units are to be regarded

as standard. The values given in parentheses are mathematical

conversions to SI units that are provided for information only

and are not considered standard.

1.8 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

C67/C67M Test Methods for Sampling and Testing Brick

and Structural Clay Tile

C216 Specification for Facing Brick (Solid Masonry Units

Made from Clay or Shale)

C902 Specification for Pedestrian and Light Traffic Paving

Brick

C1232 Terminology for Masonry

C1272 Specification for Heavy Vehicular Paving Brick

3. Terminology

3.1 Definitions—For definitions relating to masonry and

building brick, refer to Terminology C1232.

4. Classification

4.1 Grades—Grades classify brick according to their resis-

tance to damage by freezing and thawing when saturated at a

moisture content not exceeding the 24-h cold water absorption.

Three grades of building brick are covered and the require-

ments are given in Section 6.
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4.1.1 Grade SW (Severe Weathering)—Brick intended for

use where high resistance to damage caused by cyclic freezing

and thawing is desired.

4.1.2 Grade MW (Moderate Weathering)—Brick intended

for use where moderate resistance to cyclic freezing and

thawing damage is permissible.

4.1.3 Grade NW (Negligible Weathering)—Brick intended

for use where little resistance to cyclic freezing and thawing

damage is acceptable.

NOTE 1—Although grade is associated with resistance to deterioration
under freeze/thaw exposures, freeze/thaw resistance of a clay brick unit is
also affected by the properties of the surrounding materials, the construc-
tion details, and the overall environment in which the clay unit is placed;
each of which may influence exposure to moisture and freezing condi-
tions. Brick masonry should be detailed to minimize saturation or
near-saturation of the units in freezing conditions. Measurement of
moisture content of brick in buildings indicates that, when the building is
designed and constructed to reduce water penetration, the 24-h cold water
absorption is unlikely to be exceeded.

5. Ordering Information

5.1 Orders for building brick under this specification shall

include the following information:

5.1.1 Grade (4.1)—Grade SW governs when grade is not

specified.

5.1.2 Size (7.1)—Specify width by height by length.

5.1.3 Sampling (10.2)—Person to select samples and place

or places of selection of samples for testing.

5.2 Orders for building brick under this specification may

include the following information:

5.2.1 Strength (6.2)—Specify only if above minimum com-

pressive strength in Table 1.

5.2.2 Coring (9.1)—At option of manufacturer if not speci-

fied otherwise.

5.2.3 Frogging (9.2)—Frog permitted in one bearing face if

not specified otherwise.

5.2.4 Costs of Tests (Note 8)—Party who will pay and

conditions for payment of compliance testing.

5.2.5 Special Shapes—Specify size, dimensions and fin-

ished faces by approved shop drawing or other means.

NOTE 2—Nominal dimensions should not be used to specify size. See

6.3 for optional information.

Grade Recommendations for Face Exposures

Exposure

Weathering Index

(Note 4)

Less

than 50

50 and

greater

In vertical surfaces:

In contact with earth MW or SW SW

Not in contact with earth MW or SW SW

In other than vertical surfaces:

In contact with earth SW SW

Not in contact with earth MW or SW SW

FIG. 1 Weathering Indices in the United States
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