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QHW Designation: C 663 — 98

Standard Specification for

Asbestos-Cement Storm Drain Pipe *

This standard is issued under the fixed designation C 663; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope 3.1.1 coupling n—in asbestos-cement conduit, sewer, un-

1.1 This specification covers asbestos-cement pipe intendélgrdrain and storm drain pipe-component made from a larger
for use in storm-water drainage of highways, airports, farmsdiameter pipe of the same type or class, or of Type Il and a
foundations, and other similar drainage systems. igher class, or produced otherwise to yield at least equal

1.2 The values stated in Sl units are to be regarded as ttRerformance, for joining asbestos-cement pipe that when
standard. The values stated in parentheses are for informatiGopPerly installed, forms a silt-tight joint, allows alignment
only. corrections and slight changes in direction, and provides an

1.3 This standard does not purport to address all of the@ssembled joint equivalent in serviceability and strength to the
safety concerns, if any, associated with its use. It is thePiP€ sections. Alternatively, fc_>r storm drain couphng.s, pla}st|c
responsibility of the user of this standard to establish appro-Sleeves that, when properly installed develop sufficient tight-
priate safety and health practices and determine the applical€SS to prevent the surrounding soil from entering the drain,
bility of regulatory limitations prior to useSee Note 2 for a May be used as couplings.

specific hazard statement. 3.1.2 lot, n—for pipe sizes 525 mm (21 in.) in diameter and
smaller, each 300 lengths of pipe or less, of identical class and
2. Referenced Documents sized manufactured on each machine during a 24-h period. For
2.1 ASTM Standards: pipe larger than 525 mm (21 in.), each 300 lengths of pipe or
C 150 Specification for Portland Cem@nt less, of identical class and size manufactured on each machine
C 458 Test Method for Organic Fiber Content of Ashestosduring a period of consecutive working days not exceeding
Cement Products seven days. _ o . .
C 500 Test Methods for Asbestos-Cement Pipe 3.1.3 Additional terminology is given in Terminology
C 595 Specification for Blended Hydraulic Ceménts D 2946.
D F?%ﬂi C'trgrminology for Asbestos and Asbestos—Cemen}L Classification
2.2 Federal Standard: 4.1 The types of pipe shall be shown as Type | and Type II
Fed. Std. No. 123 Marking for Shipment (Civil Agencits) corresponding to the chemical requirements given in 10.1.
2.3 Military Standard: 4.2 Asbestos-cement storm drain pipe furnished under this
MIL-STD-129 Marking for Shipment and Storaye specification shall be designated as Class II, Ill, 2500D, IV, and
2.4 Other Standards: V. The corresponding strength requirements are prescribed in
Uniform Freight Classification Rulés Table 1. The I load is the crushing test load expressed in
National Motor Freight Classification Rufes newtons per linear metre per of diameter. (The D load is the
crushing test load expressed in pounds-force per linear ft per ft
3. Terminology of diameter.) The pipe shall be furnished in 10, 15, 20, 25, 30,
3.1 Definitions: 36, 38, 41, 46, 51, 53, 61, 69, 76, 84, 91, 99 and 107-cm sizes

(4,6, 8,10,12, 14, 15, 16, 18, 20, 21, 24, 27, 30, 33, 36, 39 and

1 This specification is under the jurisdiction of ASTM Committee C-17 on 42-in. SIZES).
Fiber-Cement Products and is the direct responsibility of C17.03 on Asbestos- .
Cement Products. 5. Materials and Manufacture

Current edition approved Sept. 10, 1998. Published March 1999. Originally _ in ni
published as C 663 — 70. Last previous edition C 663 — 91(1895) 5'.1 _Asbesto; cement storm drain pipe shall be composed of
2 Annual Book of ASTM Standardéol 04.01. an intimate mixture of portland cement or portland blast-
3 Annual Book of ASTM Standardéol 04.05. furnace slag cement meeting Specification C 150 or portland
4 Available from Standardization Documents Order Desk, Bldg. 4, Section D,S|ag or pozzo'an cements Conforming to Speciﬁcation C 595.
700 Robbins Ave., Philadelphia, PA 19111-5094 Attn: NPODS. . .
S Available from the Unif‘:)rm Classification Commission, Room 1106, 222 S. The m_IXture Sha_" not contain more than 0.2% of non-
Riverside Plaza, Chicago, IL 60606. deleterious organic components as determined by Test Method

8 Available from National Motor Freight Inc., 1616 “P” St. NW, Washington, C 458. The material shall be of laminar construction formed
DC 20036.
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b c 663
TABLE 1 Minimum Crushing Loads 10. Test Methods
Pipe Class Minimum Crushing Load 10.1 Chemical RequirementsWhen tested in accordance
D, Load kN/m (D Load) (Ibf/ft) with Test Methods C 500, the amount of uncombined calcium
I 22 (1500) hydroxide shall not exceed 1.0 % for Type Il pipe.
1 29 (2000)
2500 D 37 (2500) Note 2—There are no chemical requirements for Type | pipe.
'\Y ;‘g g‘;gg; 10.2 Crushing Strength-Conduct crushing tests before

shipment. 30 cm (1 ft) lengths of pipe cut from unmachined
portions of the pipe shall have the minimum crushing strength

under pressure to a homogeneous structure and cured to méégscribed in Table 1 when tested in accordance with the
the physical and chemical requirements of this specification.@Ppropriate section of Test Methods C 500, Vee Shaped Three
Edge Bearing Method.

6. Dimensions, Mass, and Permissible Variations 11. Inspection

6.1 The nominal length for asbestos-cement storm drain . . . e
. . . 11.1 All material furnished under this specification shall
0,
pipe shall be either 3rat m (10 or 13 ft). A maximum of 15 % conform to the requirements stated herein and shall be sub-

of the total footage of any one size and type for any order ma ected to the factory inspection and tests prescribed in this

be furnished, at the manufacturer’s option, in pipe length o T
e : . . specification. When requested by the purchaser in his order
fﬁ;srée;;gﬁnbzptee (;'r?gé Tgrr::j'gﬁql’ |21rjlt ?host shortentBam (7ft); (see Appendix X1), the manufacturer shall notify the purchaser
-NGIns. . of the time that the inspection and testing will take place so that
6.2 A tolerance of 25 mm={1 in.) shall apply to nominal P 9 P
staﬁdard lengths. Random Iengths.shall be glggsified to 150 mthe pu.rchaser may arrange for witnessing such.tests f”md
(+150-25 mm) [6 in. ( + 4.9-1.0 in.)] increments, allowing a spections at his own expense. Instead of such inspection,
tolerance of 124 mm.( A .in) énd '_1 in k when requested, the manufacturer shall certify that his product
6.3 The average inside diaheter of the. pipe may be less thacnonforms to the requirements of this specification.
the .nominal size by not more than 6 mm (0.25 in.) &k % 11.2 Each pipe shall be inspected by the manufacturer
whichever is areater ' : ’  before shipment for compliance with the standards for dimen-
9 ' sions, tolerances, workmanship, and finish (see also Section 7).

7. Sampling 12. Rejection

7.1 All material tested under this SpeCification shall be in 12.1 Failure of any Specimen tested for Crushing Strength to
air-dried condition in equilibrium with atmospheric moisture. withstand 75 % of the load specified in 10.2 shall be cause for
7.2 For crushing tests, select one full length of pipe fromrejection of the lot from which the test specimen was taken.
each lot of each size, class, and type of pipe. Cut one tes{/hen any specimen tested for crushing strength withstands
specimen 30 cm (12 in.) long from the unmachined portion ofpver 75 % but under 100 % of the load specified in 10.2, one
the selected length of pipe. specimen shall be cut from each of two additional pipes of the
Note 1—Precaution: In addition to other precautions, when cutting S&me lot. Failure of either of these additional specimens to
asbestos-cement products minimize the dust that results. Prolonged Bieet the strength requirements of 10.2 shall be cause for
frequent breathing of significant airborne concentrations of silica orrejection of the entire lot from which the original sample was
asbestos dust is hazardous. When such dusts are generated, effectiggen.
measures shall be taken to prevent inhalation. Refer to approved tech- 12 o |f the results of the uncombined calcium hydroxide test
niques show that the sample failed to meet the specification require-
7.3 When uncombined calcium hydroxide tests are rements, two additional specimens shall be selected and sampled
quested (10.1), take one sample from each lot of pipe and tefdr each test. The failure of one of these two additional samples
in accordance with Test Methods C 500. The sample to beo meet the specification requirements of 10.1 shall be cause
tested may be taken from any one of the specimens selected ffyr rejection of the lot.

the crushing test. 13. Product Marking and Shipping

8. Couplings 13.1 Each standard and random length of pipe shall be

8.1 Each standard, short, or random length of pipe shall bgarked by the manufacturer with the trade name, nominal size,
provided with a coupling for the purpose of maintaining class, and the date of manufacture, in alkali resistant ink or

alignment and to ensure close joints. indelible paint.
- 13.2 Couplings and fittings shall be marked with the size
9. Fittings and class.

9.1 Asbestos-cement storm drain pipe fittings shall be suit- 13.3 Pipe, couplings, and fittings shall be prepared for
able in size, crushing strength, and design for the pipe witfommercial shipment so as to ensure acceptance by common or

which they will be furnished. other carriers.
14. Keywords
7 Available from Asbestos Information Association, 1745 Jefferson Davis High- 14.1 aSbeStOS; aSbeStOS'Cement; asbestos-cement pipe;

way, Crystal Square 4, Suite 509, Arlington, VA 22202. drain; drain pipe; storm drain pipe Documents
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