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Selection of Water Vapor Retarders for Thermal Insulation
This standard is issued under the fixed designation C 755; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope 4. Significance and Use

1.1 This practice outlines factors to be considered, describes 4.1 Experience has shown that uncontrolled water entry into
design principles and procedures for water vapor retardethermal insulation is the most serious factor causing impaired
selection, and defines water vapor transmission values apprperformance. Water entry into an insulation system may be
priate for established criteria. It is intended for the guidance ofhrough diffusion of water vapor, air leakage carrying water
design engineers in preparing vapor retarder application specrapor, and leakage of surface water. Application specifications
fications for control of water vapor flow through thermal for insulation systems that operate below ambient dew-point
insulation. It covers commercial and residential building contemperatures should include an adequate vapor retarder sys-
struction and industrial applications in the service temperatureem. This may be separate and distinct from the insulation
range from —40 to +80°F (-40 to +27°C). Emphasis is placedsystem or may be an integral part of it. For selection of
on the control of moisture penetration by choice of the mostidequate retarder systems to control vapor diffusion, it is
suitable components of the system. necessary to establish acceptable practices and standards.

1.2 This standard does not purport to address all of the 4.2 Vapor Retarder Functior-Water entry into an insula-
safety concerns, if any, associated with its use. It is thdion system may be through diffusion of water vapor, air
responsibility of the user of this standard to establish approdeakage carrying water vapor, and leakage of surface water.
priate safety and health practices and determine the applicaThe primary function of a vapor retarder is to control move-

bility of regulatory limitations prior to use. ment of diffusing water vapor into or through a permeable
insulation system. The vapor retarder system alone is seldom
2. Referenced Documents intended to prevent either entry of surface water or air leakage,
2.1 ASTM Standards: but it may be considered as a second line of defense.
C 168 Terminology Relating to Thermal Insulatfon 4.3 Vapor Retarder PerformaneeDesign choice of retard-
C 1136 Specification for Flexible, Low Permeance Vaporers will be affected by thickness of retarder materials, substrate
Retarders for Thermal Insulatién to which applied, the number of joints, available length and
E 96 Test Methods for Water Vapor Transmission of Mate-width of sheet materials, useful life of the system, and
rials inspection procedures. Each of these factors will have an effect

F 372 Test Method for Water Vapor Transmission Rate ofon the retarder system performance and each must be consid-
Flexible Barrier Materials Using an Infrared Detection ered and evaluated by the designer.
Techniqué 4.3.1 Although this practice properly places major emphasis
F 1249 Test Method for Water Vapor Transmission Rateon selecting the best vapor retarders, it must be recognized that
through Plastic Film and Sheeting Using a Modulatedfaulty installation techniques can impair vapor retarder perfor-
Infrared Sensor mance. The effectiveness of installation or application tech-
, niques in obtaining design water vapor transmission (WVT)
3. Terminology performance must be considered in the selection of retarder
3.1 For definitions of terms used in this practice, refer tomaterials.
Terminology C 168. 4.3.2 As an example of the evaluation required, it may be
impractical to specify a lower “as installed” value, because
* This practice is under the jurisdiction of ASTM Committee C16 on Thermal dlfﬁ(.)u|tIeS of field a-ppllcatlon often will preCIUde ‘as installed"
Insulation and is the direct responsibility of Subcommittee C16.33 on Insulationattalm?nent of the mhere!’]t WVT values of the Vf':lpOI’ re'tarder
Finishes and Moisture. materials used. The designer could approach this requirement
Current edition approved Nov. 10, 2002. Published February 2003. Originalyby selecting a membrane retarder material that has a lower
approved in 1973. Last previous edition approved 1997 published as C 755—97permeance manufactured in 5-ft (1.5-m) width or a sheet

2 Annual Book of ASTM Standardé| 04.06. . . . .
s Annual Book of ASTM Standardgol 15.09. material 20 ft (6.1 m) wide having a higher permeance. These
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alternatives may be approximately equivalent on an installedalculated by numerical methods or from psychrometric tables
basis since the wider material has fewer seams and joints. showing thermodynamic properties of water at saturation.

4.3.3 For another example, when selecting mastic or coating 5.1.1 Fig. 1 shows the variation of dew-point temperature
retarder materials, the choice of a product having a permeanggith water vapor pressure.

value somewhat higher than the lowest obtainable might be ¢ 4 Fig. 2 illustrates the magnitude of water vapor pres-

justified on the basis of its easier application techniques, th‘zgure differences for four ambient air conditions and cold-side

ensuring “as installed” system attainment of the specifie erating temperatures between +40 and —40°F (+4.4
permeance. The permeance of the substrate and its effects %ﬁd ~40°C) '

the application of the retarder material must also be considere .
bp 5.1.3 At a stated temperature the water vapor pressure is

in this case. . : o :
proportional to relative humidity but at a stated relative

5. Factors to Be Considered in Choosing Water Vapor humidity the vapor pr(_assure is _n_ot proportional to temperatl_Jre.
Retarders 5.1.4 Outdoor design conditions vary greatly depending

. . . . upon geographic location and season and can have a substantial

5.1 Water Vapor Pressure Difference the difierence in the impact on system design requirements. It is therefore necessary

pressure exerted on e_ach side of an insulation system 9% calculate the actual conditions rather than rely on estimates.
insulated structure that is due to the temperature and moistur, . ) :
s an example, consider the cold-storage application shown in

SirucLre, This pressure cfierence determing e drecton arjfIc, 1: The waler vapor pressure ciference fo the faciy
o = e N8cated in Biloxi, MS is 0.96 in. Hg as compared to a 0.001 in.

magnitude of the driving force for the diffusion of the water

vapor through the insulated system or structure. In general, for

a given permeable structure, the greater the water vapor

pressure difference, the greater the rate of diffusion. Water

vapor pressure differences for specific conditions can be
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FIG. 2 Magnitude of Water Vapor Pressure Difference for Selected Conditions (Derived from Fig. 1)
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TABLE 1 atmospheric and design service conditions. These conditions
Location Biloxi, MS  International Falls, MN normally will cause vapor flow to be variable in magnitude,
and either unidirectional or reversible.
5.2.1 Unidirectional flow exists where the water vapor

Season Summer Winter

Outside Design Conditions

Temperature , °F (°C) 93 (34) 35 (37) pressure is constantly higher on one side of the system. With
Relative Humidity, % 63 67 buildings operated for cold storage or frozen food storage, the
@Zﬁfgﬁ;;egzzggfni é"C) 78(:)47 E(af_)‘i) _4205)_;1) summer outdoor air conditions will usually determine vapor
’ ' ‘ retarder requirements, with retarder placement on the outdoor
Inside Design Conditions (warmer) side of the insulation. In heating only buildings for
;st;aﬁ&di;? gg '91(‘)3 human occupancy, the winter outdoor air conditions would
Water Vapor Pressure in. Hg 02 02 require retarder placement on the indoor (warmer) side of the
insulation. In cooling only buildings for human occupancy
5\{\/5;:’: 5:-2’?’; rig’;ﬁ’ﬁ"g?ﬁerence e o705 0.001 (that is, tropic and subtropic locations), the summer outside air
Divectior of Diffusion o otaide From inside conditions would require retarder placement on the outdoor

(warmer) side.
5.2.2 Reversible flow can occur where the vapor pressure

Hg pressure difference if the facility was located in Interna-May be higher on either side of the system, changing usually
tional Falls, MN. In the United States the design dew pOintbecause of seasonal vgrlatlons. The inside temperature and
seldom exceeds 75°F (24°C)6).* vapor pressure of a refrigerated structure may be below the
5.1.5 The expected vapor pressure difference is a Ver9uts!de temperature and vapor pressure at times, gnd above the
important factor that must be based on realistic design data (n@USide temperature and vapor pressure at other times. Cooler
estimated) to determine vapor retarder requirements. rooms with operating temperatures in the range from 35 to
5.2 Service Conditions-The direction and magnitude of 45°F (2 to 7°C) at 90 % relative humidity and located in

water vapor flow are established by the range of ambienffOrthern latitudes will experience an outward vapor flow in
winter and an inward flow in summer. This reversing vapor

flow requires special design consideration.

4 The boldface numbers in parentheses refer to the list of references at the end of 5_-3 Pr0peme5 _Of Insu"”_‘tmg Materials _with ReSpeCt to
this practice. Moisture—Insulating materials permeabl ldmmtﬁ

Document Sharing Hub

Full document details: ASTM C755-02


http://www.avadocuments.com/doc/astm-c755-02
http://www.avadocuments.com/doc/astm-c755-02

. . . .S,
NOTICE: This standard has either been superceded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

A8y c 755 - 02
“afl

allow moisture to diffuse through at a rate defined by itsinsulation system will condense in the same way as water
permeance and exposure. The rate of movement is inverselyapor moving only by diffusion.

proportional to the vapor flow resistance in the vapor path. 5.5.2 If there is no opportunity for dilution with air at lower
Insulation having low permeability and vapor-tight joints may vapor pressure along the flow path, there will be no vapor
act as a vapor retarder. pressure gradient. Condensation may occur when the air stream

5.3.1 If condensation of water occurs within the insulationPasses through a region in the insulation system where the
its thermal properties can be significantly affected wherd€mperature is equal to or lower than the dew point of the warm
wetted. Liquid water resulting from condensation has a thermdi€gion of origin. The airflow may be from a warm region on
conductivity some fifteen times greater than that of a typicaPn€ side of the system through to a cold region on the other
low-temperature insulation. Ice conductivity is nearly fours[de, or it may consist of recirculation betyveen interconnected
times that of water. Condensation reduces the thermal effe@r Spaces at different temperatures forming only a part of the
tiveness of the insulation in the zone where it occurs, but if theyStem. Sufficient airflow rate could virtually eliminate the
zone is thin and perpendicular to the heat flow path, thdemperature gradient through the insulation.
reduction is not extreme. Water or ice in insulation joints that 5-5-3 When air flows from a cold region of low vapor
are parallel to the heat flow path provide higher conductanc@réssure through the system to the warm side there will be a

paths with consequent increased heat flow. Generally, hygrdlrying effect along the flow path; the accompanying lowering
scopic moisture in insulation can be disregarded. of temperatures along the flow path, if significant, may be

. . . . ... undesirable.
5.3.2 Thermal insulation materials range in permeability 554 | insulati N here there | ibility of
from essentially 0 perm-in. to greater than 100 perm-in. d nt_anydlnSlialpr} syks em\;\(] e(rje ere 'Sﬁp?js'tt”ycf[t
Because insulation is supplied in pieces of various size an ondensation due o air leakage, the designer should attempt 1o

thickness, vapor diffusion through joints must be considered ignsure that there is a continuous unbroken air barrier on the

the permeance of the materials as applied. The effect oarm side of the insulation. Often this can be provided by the
) vapor retarder system, but sometimes it can best be provided

temperature changes on dimensions and other physical char- i eul X hould be ai
acteristics of all materials of the assembly must be considere a separate element. Particular attention should be given to
roviding airtightness at discontinuities in the system, such as

as it relates to vapor flow into the joints and into the |nsulat|on.at intersections of walls, roofs and floors, at the boundaries of

5.4 Properties of Boundary or Finish Materials at the Cold stryctural elements forming part of an enclosure, and around
Side of Insulatior-When a vapor pressure gradient exists theyindow and service openings. The insulation system should be
lower vapor pressure value usually will be on the lowerdesigned so that it is practical to obtain a continuous air barrier
temperature side of the system, but not always. (There are feghder the conditions that will prevail on the job site, keeping in
exceptions, but these must be considered as special cases.) Thid the problem of ensuring good workmanship.
finish on the cold side of the insulation-enclosing refrigerated 5 5 5 Recirculation of air between spaces on the cold side of
spaces should have high permeance relative to that of the warfRe insulation and a region of low vapor pressure (usually on
side construction, so that water vapor penetrating the systefe cold side of the insulation system) can be utilized advan-
can flow through the insulation system without condensingtageously to maintain continuity of vapor flow, whether due to
This moisture should be free to move to the refrigeratinggiffusion or air leakage, and thus to avoid condensation. This
surfaces where it is removed as condensate. When the cold sigfl| often be the only practical approach to the control of
permeance is zero, as with insulated cold piping, water vapagondensation and maintenance of dry conditions within the
that enters the insulation system usually will condense withirsystem. In thus venting the insulation system, whether by
the assembly and remain as an accumulation of water, frost, @atural or mechanical means, care must be taken to avoid
ice. adverse thermal effects.

5.5 Effect of Air Leakage-Water vapor can be transported 5.6 Other Factors—Other physical properties of retarder
readily as a component of air movement into and out of armaterial, insulations, and structures that are not within the
air-permeable insulation system. This fact must be taken intscope of this practice may affect choice of barrier. These
account in the design and construction of any system in whicinclude such properties as combustibility, compatibility of
moisture control is a requirement. The quantity of water vaposystem components, damage resistance, and surface roughness.
that can be transported by air leakage through cracks or
air-permeable construction can easily be several times greatér Fundamental Design Principles of Vapor Control

than that which occurs by vapor diffusion alone. 6.1 Moisture Blocking Desigr-The moisture blocking
5.5.1 Air movement occurs as a result of air pressurerinciple is applied in a design wherein the passage of water
differences. In insulated structures these may be due to windapor into the insulation is eliminated or minimized to an
action, buoyancy forces due to temperature difference betweensignificant level. In such a design, unless a totally imperme-
interconnected spaces, volume changes due to fluctuations @ble vapor retarding system can be provided, condensation will
temperature and barometric pressure, and the operation otcur in the system eventually, probably limiting service life. It
mechanical air supply or exhaust systems. Air leakage occuiis applicable in cases of predominantly or exclusively unidi-
through openings or through air-permeable construction acrogsctional vapor flow. The design must incorporate the follow-
which the air pressure differences occur. Water vapor in aimng:
flowing from a warm humidified region to a colder zone in an 6.1.1 A vapor retarder with suitably Iowaﬂezuments
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