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INTERNATIONAL
Standard Specification for
Treated Core and Nontreated Core Gypsum Sheathing
1
Board
This standard is issued under the fixed designation C 79/C 79M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilone] indicates an editorial change since the last revision or reapproval.
This standard has been approved for use by agencies of the Department of Defense.
1. Scope* 4. Materials and Manufacture

1.1 This specification covers treated core and nontreated 4.1 Gypsum sheathing shall consist of a noncombustible
core gypsum sheathing, which is designed to be used asare, essentially gypsum, surfaced on both the face and the
sheathing on buildings. back with water-repellent paper bonded to the core.

4.1.1 Treated core gypsum sheathing shall have a water-
resistant material incorporated into the core.

o . .. 4.1.2 Nontreated core gypsum sheathing shall not be re-
1.2 The values stated in either inch-pound or SI (MetriC)y jiraq 1o have a water-resistant material incorporated in the

units are to be regarded separately as the standard. Within t

text, the Sl units are shown in brackets. The values stated in , - ; ; : ;

' . 4.2 Gypsum Sheathing, Type X (Special Fire-Resistant)

?aCh iystem shall be uﬁel(lj mdebpendertl;t_ly cc)jf the other. Valu%%signates gypsum sheathing complying with this specification

rom the two systems shall not be combined. that provides not less than 1-h fire-resistance for bo#ds.

[15.9 mm] thick or%s-h fire-resistance for board& in. [12.7

) mm] thick, applied parallel with and on each side of load

2.1 ASTM Standards. . . bearing 2 by 4 wood studs spaced 16 in. [406 mm] on centers

C_11 Term|.nology Relating to Gypsum and Related Bund—With 6d coated nails, % in. [48 mm] long, 0.0915-in.

C'zg:sM_"’I}tert'a"\IAs &nddS)f/steFr‘i;s ical Testi fG P LZ.S-mm] diameter shank¥s-in. [6.4-mm] diameter heads,
Prod ?g ethods for Fhysical festing ot Lypsum Fane paced 7 in. [178 mm] on center with gypsum sheathing joints

roducts . staggered 16 in. [406 mm] on each side of the partition and

C 645 Specification for Nonstructural Steel Framing Mem—tested in accordance with Test Methods E 119
berg '

C 1264 Specification for Sampling, Inspection, Rejection, Norte 2—Consult producers for independent test data on assembly
Certification, Packaging, Marking, Shipping, Handling, details and fire resistance classifications for other types of construction.
and Storage of Gypsum Bozrd See fire test repo_rts, or Iistings_from recogniz_e_d fi_re testing laboratories,

C 1280 Specification for Application of Gypsum Sheatﬁing for assembly particulars, materials, and classifications.

E 119 Test Methods for Fire Tests of Building Constructions, Physical Properties

and Material 5.1 Specimens shall be taken from the samples obtained in

accordance with 8.1.

3. Terminology . . .
3.1 Definiti din thi ificati hall be | 5.1.1 Specimens shall be tested in accordance with Test
-1 Definitions used in this specification shall be in accor-, . ~1"~ 473

dance with Terminology C 11. 5.1.2 Flexural Strength—The specimens shall be tested face
up and face down. The average breaking load shall be not less

1 This specification is under the jurisdiction of ASTM Committee C11 on than the foIIowmg:
Gypsum and Related Building Materials and Systems and is the direct responsibility
of Subcommittee C11.01 on Specifications and Test Methods for Gypsum Products.

Current edition approved June 10, 2003. Published August 2003. Originally
approved in 1930. Last previous edition approved in 2001 as C 79/C 79M — 01.

2 Annual Book of ASTM Standardgol 04.01.

2 Annual Book of ASTM Standardgol 04.07.

Note 1—Specification C 1280 contains application procedures for
gypsum sheathing board.

2. Referenced Documents

*A Summary of Changes section appears at the end of this standard. Docu ments
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Method A Method A Method B Method B 6. Dimensions and Tolerances

Bearing Edges - Bearing Edges - Bearing Edges - Bearing Edges 6.1 Specimens shall be taken from the samples obtained in

Perp to Panel Par to Panel Perp to Panel Par to Panel X
Thickness Length Length Length Length accordance with 8.1.
in. [mm] Ibf [N] Ibf [N] Ibf [N] Ibf [N] 6.2 Thickness, width, length, and end squareness shall be
% [95] 80 [356] 30 [133] 77 [343] 26 [116] determinec_i in accordance With Te;t Methods C 473.
%10 [10.2] 88 [391] 32 [142] 85 [378] 28 [125] 6.2.1 Thickness-The nominal thickness shall & , %10,
Y2 [12.7] 110 [489] 40 [178] 107 [476] 36 [160] ¥2,0r%sin.[9.5,10.2, 12.7, or 15.9 mm] with tolerances in the
% [15.9] 150 [667] 50 [222] 147 [654] 46 [205]

thickness of=%32 in. [+0.8 mm], and with local variations of
5.1.3 Humidified Deflectior-The specimens shall have an =¥1sin. [=1.6 mm] from the nominal thickness.

average deflection of not more than the fo||owing: 6.2.2 Width—The nominal width shall be 24 or 48 in. [610
Thickness Deflection or 1220 mm], with tolerances of¥s in. [+3 mm] from the
in. [mm] eighths of an inch [mm] specified width.
% (95 15 (48] 6.2.3 Length—The r_10mina| length sha!l be from 6 to 12 ft
Y10 [10.2] 12 [38] [1830 to 3660 mm] with tolerances af¥s in. [£6 mm] from
Y, [12.7] 10 [32] the specified length.
% [15.9] 5 [16]

6.2.4 End SquarenessShall be square with tolerances of
5.1.4 Core, End, and Edge Hardnes&The specimens shall *7& in. [£3 mm] in the full width of the board.
have an average hardness of not less than 15 Ibf [67 N] wher’h6'3 Edg_es and Enas-Shall be straight and solid. Edges
tested by Method A and 11 Ibf [49 N] when tested by MethodShall be either square or V-tongue and groove.
B. 7. Finish and Appearance
5.1.5 Nail Pull Resistance-The specimens shall have an 7.1 Gypsum sheathing shall be free of any cracks and

average nail-pull resistance of not less than the following: imperfections that would render it unfit for its intended use.
Thickness Method A Method B

in. [mm] Ibf [N] Ibf [N] 8. Sampling, Inspection, Rejection, Certification,
Packaging, Marking, Shipping, Handling, and Storage
. [1[3';] o Ef;} o {;gg 8.1 Sampling, inspection, rejection, certification, packaging,

]

] . LS . .

v, [12.7] 80 [356] 77 [343] marking, shipping, handling, and storage of gypsum sheathing
¥ [15.9] 90 [400] 87 [387] shall be in accordance with Specification C 1264.

5.1.6 Water Resistance of Treated Core Gypsum 8.2 Treated core gypsum sheathing shall be marked legibly
Sheathing—The specimens shall have an average water aan8tf31el\flac? ortth(;a back as treated ﬁor?ﬁ hall b ked
sorption of not more than 10 weight % after 2-h immersion. " ontreated core gypsum sheathing shall be marke

) ) legibly on the face as nontreated core.

5.1.7 Surface Water Absorption of Gypsum Sheathiithe

specimens shall have an average surface water absorption 9f Keywords

not more than 1.6 g on each surface, face and back, &ftef 9.1 gypsum; gypsum board; gypsum sheathing; sheathing;
elapsed time. type X; water resistant core
APPENDIX

(Nonmandatory Information)

This appendix gives general information and also suggestions for inclusions to be made elsewhere by the specifier. They are
not part of this specification.
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