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Standard Test Method for
Hydrophobic Contamination on Glass by Contact Angle
Measurement *

This standard is issued under the fixed designation C 813; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope 3.1.7.1 Discussior—See Fig. 1.

1.1 This test method covers the detection of hydrophobig1
contamination on glass surfaces by means of contact angle . .
measurements. When properly conducted, the test will enable 4.1 The contact angle test is performed by depositing
detection of fractions of monomolecular layers of hydrophobicdroplets of permanganate-distilled water or reagent water in
organic contaminants. Very rough or porous surfaces ma ccordanqe with Specification D1193 on_the surface to be
significantly decrease the sensitivity of the test. ested using a mounted hypodermic syringe, said droplets

1.2 This standard does not purport to address all of theP€ing deposited in such a way, as described herein, as to
safety concerns, if any, associated with its use. It is thdneasure the ad_vancmg contact angle. The measurements shall
responsibility of the user of this standard to establish appro-P€ made by either of these two well-known methods: (
priate safety and health practices and determine the applica¥iewing the sessile drop through a comparator microscope

Summary of Test Method

bility of regulatory limitations prior to use. fitted with a goniometer_ scale with Qirect measurement of the
angle; or R) photographing the sessile drop and measuring the
2. Referenced Documents angle with a protractor. The interpretation of the measurements
2.1 ASTM Standards: is based on the fact that organic contamination on surfaces
D 1193 Specification for Reagent Water results in contact angles appreciably higher than the near-zero
angles measured on clean surfaces or those contaminated by
3. Terminology hydrophilic materials.

3.1 Definitions:

3.1.1 advancing angle-the largest angle observable when a5' Significance and Use

liquid droplet is increased in size. 5.1 The contact angle_test is nondestructive and may be used
3.1.2 hydrophilic—having a strong affinity for water; wet- for control and evaluation of processes for the removal of
table. hydrophobic contaminants. The test may also be used for the
3.1.3 Discussior—Hydrophilic surfaces exhibit zero con- detection and control of hydrophobic contaminants in process-
tact angles. ing ambients. For this application, a surface free of hydropho-
3.1.4 hydrophobie—having little affinity for water; nonwet- Dic films is exposed to the ambient conditions and is subse-
table. quently tested.

3.1.5 D|scus_S|0n—Hydrophob|c su.rfaces exhibit contact gb Interferences
angles appreciably greater than zero: generally greater than 4 o )
for the advancing angle. _ 6.1 Loss of sensitivity may result from either of the follow-
3.1.6 receding angle-the smallest angle observable when aind factors:
liquid droplet is decreased in size.
3.1.7 sessile drop—a drop of liquid sitting on the upper side
of a horizontal surface.

* This test method is under the jurisdiction of ASTM Committee C-14 on Glass
and Glass Products and is the direct responsibility of Subcommittee C14.02 on
Chemical Properties and Analysis.
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6.1.1 The presence of hydrophilic substances on the surfade®. Procedure

to be tested, or in the water used for the test, or 10.1 Randomly select at least two sites where measurements
6.1.2 An unusually rough or porous surface. will be made on the test surface. Bring the syringe needle into
close proximity to the test surface and, with the test surface in
7. Apparatus a horizontal position, manipulate the hypodermic syringe so as

7.1 Low-Power Comparator Microscope(Sx to to force a drop haVing a volume of 0.02 to 0.05 mL onto the
50x),3 with goniometer scale and light source for illumination Surface to give an advancing angle (Note 1). The needle should

of small drops. remain immersed in the drop and should be centered in the
7.2 Camera that can take photographs of the drop if this drop. Care must be taken that when the syringe plunger is
alternative method is used. released no motion is imparted to the plunger so as to cause any

retraction of the drop. Any retraction will cause the contact
method is used. angle to be less than the true advancing angle (Note 2). For
7.4 Hvpodermic Svringe or Micrometer Burein a fixed each site, measure two gdvancmg anglgs by.measurlng the
yp Yo ! gontact angle on the left side and on the right side of the drop

mount. The needle of the syringe or the buret tip should be B ft h of t . tal i in the d
gage 20 to 26 or equivalent and should have a square-cut tif, er each ol two successive incremental increases in the arop

7.5 Movable Platenon which to mount the specimen when ize (a total of four measurements for each drop for the
vieWing the drop in profile advancing angle). By making left- and right-side determina-

tions, the effect of a slightly nonlevel surface is alleviated.
Where any consistent differences between the left-side and

right-side determinations are noted, it is preferable to level the
8.1 Purity of Water—Either Type Il reagent water in accor- platen before proceeding (Note 3).

dance with Specification D 1193, or water distilled from a . L

. L . Note 1—Drops that are not deposited on a surface so as to exhibit
3-g/L potassium permanganate solution is u_sua"y Sat'Sfath_)%dvancing or receding angles may have any value of the contact angle
The water used must be free of hydrophobic and hydrophiligeqween this range of values.
substances. To test the purity of the water for freedom from Nore 2—It is important that when making an advancing angle mea-
hydrophobic contamination, a freshly cleaved sheet of micaurement, water be added to the drop until the drop advances.
shall be used as the test surface for the measurement of théNote 3—Because of possible contamination by material present in the
advancing contact angle of the water as described in Secticﬁ‘meSphere’ itis dgsirable to make the measurements promptly and to
10. If the average of two such advancing contact angl@ low samples to sit unprotected no longer than necessary. Storage of

d S . | han 4° furth ificati fth Samples in plastic containers or in containers with plastic or coated liners
eterminations Is not less than 4°, further purification of t €hould also be avoided. It is also very important to clean syringes and

water is required. needles carefully before making determinations on different specimens.
8.2 Mica.* Silicone grease is a common contaminant that must be avoided.

8.3 Polytetrafluoroethylene Sheet.

7.3 Protractor, to measure the angle if the alternative

8. Reagents and Materials

11. Interpretation of Results

11.1 Consider surfaces tested as described in Section 10 free
of hydrophobic contaminants by this test if the advancing angle

9.1 Contact angles of water on clean polytetrafluoroethylengs no greater than 5°. Under these conditions, organic contami-
shall be measured to familiarize the Operator with the test anﬁation will be no greater than several percent of a monomo-
serve as a check on the equipment and techniques. Advancingcular layer in coverage. It must be kept in mind that very
angles on polytetrafluoroethylene vary from 108 to 125°clean surfaces without oxide layers such as silicon and gold are
depending on the particular type of this high polymer used. nonwettable by water and exhibit high contact angles.

12. Precision and Bias

12.1 Interlaboratory tests show that between-laboratory
® The M-101A Microscope with M-205 Protractor ocular or equivalent, available ygriations are about 10°. Within_|aborat0ry variations can be

from Gaertner Scientific Co., 1201 Wrightwood Ave., Chicago, IL 60614, has bee . . . .
found satisfactory for this purpose. tonsiderably less if the test is conducted with care.

4 Available from most chemical supply houses.
5E. I. duPont de Nemours & Co., Inc., Market St., Wilmington, DE 19898, is a 13. Keywords . . .
suitable supplier. 13.1 contact angle; contamination; glass; organic

9. Calibration and Standardization
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