QH”) Designation: D 1142 — 95

Standard Test Method for
Water Vapor Content of Gaseous Fuels by

Measurement of Dew-Point Temperature *

This standard is issued under the fixed designation D 1142; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope saturated with the gas mixture. When a gas containing water

1.1 This test method covers the determination of the wateY@por is at the water dew-point temperature, it is said to be
vapor content of gaseous fuels by measurement of the dev@aturated at the existing pressure.

point temperature and the calculation therefrom of the water 2-1.2 specific volume-of a gaseous fuethe volume of the
vapor content. gas in cubic feet per pound.

2.1.3 water dew-point temperature of a gaseous fuethe

Note 1—Some gaseous fuels contain vapors of hydrocarbons or Oth%mperature at which the gas is saturated with water vapor at
components that easily condense into liquid and sometimes interfere W“fhe existing pressure
A .

or mask the water dew point. When this occurs, it is sometimes ver

helpful _to supp_leme_nt the apparatus in_ Fig. _1 with an optical attgt_:ﬁment& Significance and Use

that uniformly illuminates the dew—point mirror and also magnifies the

condensate on the mirror. With this attachment it is possible, in some 3.1 Generally, contracts governing the pipeline transmission

cases, to observe separate condensation points of water vapor, hydrocaf- natural gas contain specifications limiting the maximum

bons, and glycolamines as well as ice points. However, if the dew point ofoncentration of water vapor allowed. Excess water vapor can

the condensable hydrocarbons is hlgher than the water vapor dew poiftg ;se corrosive conditions, degrading pipelines and equipment.

when such hydrocarbons are present in large amounts, they may ﬂood‘tI can also condense and freeze or form methane hydrates

mirror and obscure or wash off the water dew point. Best results in .

distinguishing multiple component dew points are obtained when they ar_gausmg blockages. Water—vqpor Con_tent also af_feCtS the heat-

not too closely spaced. ing value of natural gas, thus influencing the quality of the gas.
Note 2—Condensation of water vapor on the dew-point mirror may This test method permits the determination of water content of

appear as liquid water at temperatures as low as 0 to-10°F (-1Batural gas.

to — 23°C). At lower temperatures an ice point rather than a water dew

point likely will be observed. The minimum dew point of any vapor that 4. Apparatus

can be observed is limited by the mechanical parts of the equipment. 4.1 Any properly constructed dew-point apparatus may be

Mirror temperatures as low as — 150°F (-100°C) have been measured, d th isfi he basi . h b
using liquid nitrogen as the coolant with a thermocouple attached to th&iSe that satisfies the basic requirements that means must be

mirror, instead of a thermometer well. provided:

1.2 This standard does not purport to address all of the 4.1.1 To permit a controlled flow of gas to enter and leave

safety concems, if any, associated with its use. It is th the apparatus while the apparatus is at a temperature at least

L . ; 3°F above the dew-point of the gas.
responsibility of the user of this standard to establish appro- 4.1.2 To cool and control the cooling rate of a portion

riate safety and health practices and determine the applica; ; ) :
Eility of regl)J/Iatory IimitatiF())ns prior to use. PP (preferably a small portion) of the apparatus, with which the

flowing gas comes in contact, to a temperature low enough to
2. Terminology cause vapor to condense from the gas.

2.1 Definitions of Terms Specific to This Standard: 4.1.3 To observe the deposition of dew on the cold portion

T f the apparatus.
2.1.1 saturated water vapor or equilibrium water—vapor 0 .
contert—the water vapor concentration in a gas mixture that is 4.1.4 To measure the temperature of the cold portion on the

. o : L .. apparatus on which the dew is deposited, and
inequilibrium with a liquid phase of pure water that is 4.1.5 To measure the pressure of the gas within the appara-

tus or the deviation from the known existing barometric

1 This test method is under the jurisdiction of ASTM Committee D-3 on Gaseouspressure' «

Fuels, and is the direct responsibility of Subcommittee D03.05 on Determination of 4-1.6 Th_e apparatus ShQUId be constructed so that .the cold

Special Constituents of Gaseous Fuels. spot,” that is, the cold portion of the apparatus on which dew
Current edition approved Feb. 15, 1995. Published April 1995. Originally jg deposited, is protected from all gases other than the gas

published as D 1142 —50. Last previous edition D 1142 — 90. under test. The apparatus mayv or mav not be designed for use
2Several pieces of apparatus for this purpose are commercially available: ' pp y y 9

Information concerning this apparatus is available from ASTM Headquarters, ~ UNder pressure.

Copyright © ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, United States. Doc u m ents

Document Sharing Hub

Full document details: ASTM D1142-95


http://www.avadocuments.com/doc/astm-d1142-95
http://www.avadocuments.com/doc/astm-d1142-95

b D 1142

FIG. 1 Bureau of Mines Dew-Point Apparatus

4.2 The Bureau of Mines type of dew-point apparatus temperature of the target mirrd, is indicated by a calibrated
shown in Fig. 1 fulfills the requirements specified in 4.1.mercury-in-glass thermometd£, whose bulb fits snugly into
Within the range of conditions in Section 1, this apparatus ighe thermometer well. Observation of the dew deposit is made
satisfactory for determining the dew point of gaseous fuelsthrough the pressure-resisting transparent windew,

Briefly, this apparatus consists of a metal chamber into and out 4.2 1 |t will be noted that only the central portion of the
of which the test gas i; permitted to flow through control Ya|VesstainIess steel target mirro€, is thermally bonded to the
A and D. Gas entering the apparatus through valeis fitiing, |, through whichC is cooled. Since stainless steel is a
deflected by nozzIB towards the cold portion of the apparatus, yg|atively poor thermal conductor, the central portion of the
C. The gas flows across the face@fnd out of the apparatus mrror is thus maintained at a slightly lower temperature than

through valveD. PartC is a highly polished stainless steel yhe gyter portion, with the result that the dew first appears on
target mirror,” cooled by means of a copper cooling réd, he central portion of the mirror and its detection is aided
The mirror, C, is silver-soldered to a nib on the COPPer yaierially by the contrast afforded. The arrangement for
thermometer well fitting,I, which is soft-soldered to the measuring the temperature of the target mir@ralso should

c_o_oling rod, I:: The therm_ometer we_II is_integral W.ith the be noted. The temperature is read with a thermometer or RTD,
fitting, 1. Cooling of rodF is accomplished by vaporizing a K, inserted in the cooling rodf, so that the bulb of the

refngera:rr]]t Stlj.Ch af.s (|jIC]UId put?r]ne, E'rl(l)garll?ﬁ car?qn d|o>:|Qe, Otremperature measuring device is entirely within the thermom-

fr?mt(tal c:j .etr |;qhue 'ﬁ.” gat?] n r? Cllbl " d ere rlgeratndtls eter well in fitting, I. The stud to which the stainless steel
rottied into the chilier through valvel and passes ou mirror is silver-soldered is a part of the base of the thermom-

The chiller body is made of copper and has brass headers Uer well, and as there is no metallic contact between the

Eggﬁgregd.nTrrlfeJSV\{sersrgzﬁdhecryléz ggﬂgsc'tr?dth\gltcho thiruga(fdetrhermometer well and the cooling tube, other than through its
y hu u ) S an ! pper. .Y)ase, the thermometer or RTD indicates the temperature of the
through which the vaporized refrigerant passes. The chiller

IS0 : )
; . irror rather than some compromise temperature influenced by
attached to the cooling rod, by means of a taper joint. The the temperature gradient along the cooling tube as would be the

case if this type of construction were not used. The RTD will

include suitable electronics and display.
3Deaton, W. M., and Frost, E. M., Jr., “Bureau of Mines Apparatus for ith th f Mi f .
Determining the Dew Point of Gases Under PressuBereau of Mines Report of 4.2.2 Tests with the Bureau of Mines type o dew-pomt

Investigation 3399May 1938. apparatus are reportedo permit a_detqTypyesiemidrits
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b D 1142

precision (reproducibility) oft 0.2°F (= 0.1°C) and with an Note 3—If the water—vapor content is to be calculated as described in
accuracy of+ 0.2°F (+ 0.1°C) when the dew-point tempera- 6-2, the gas specimen should be throttled at the inlet vAl®, a pressure
tures range from room temperature to a temperature of 320'yithin the apparatus approximately equal to atmospheric pressure. The
0°C). Iti timated that water d int be det . autlet valve may be left wide open or restricted, as desired. The pressure
( . )- Itis estimate at water dew points may be determine xisting within the apparatus must, however, be known to the required
with an accuracy of- 0.5°F (0.3°C) when they are below 32°F 5ccyracy.

(0°C) and not lower than 0°F (-17.8°C), provided ice crystals

do not form during the determination.

30 ‘L
5. Procedure ?8 § -

5.1 General Considerations-Take the specimen so as to be
representative of the gas at the source. Do not take at a point 40K
where isolation would permit condensate to collect or would 30
otherwise allow a vapor content to exist that is not in
equilibrium with the main stream or supply of gas, such as the
sorption or desorption of vapors from the sampling line or from
deposits therein. The temperature of the pipelines leading the
specimen directly from the gas source to the dew-point
apparatus, and also the temperature of the apparatus, shall be at
least 3°F (1.7°C) higher than the observed dew point. The
determination may be made at any pressure, but the gas
pressure within the dew-point apparatus must be known with =
an accuracy appropriate to the accuracy requirements of the X ~

. =
test. The pressure may be read on a calibrated bourdon-type :
pressure gage; for very low pressures or more accurate N
measurements, a mercury-filled manometer or a dead-weight : \§
gage should be used. I o $ 03855 B o

5.2 Detailed Procedure for Operation of Bureau of Mines 2 §03RE88 B8 §
Dew-Point Apparatus-Introduce the gas specimen through
valve A (Fig. 1), opening this valve wide if the test is to be
made under full source pressure (Note 3), and controlling the
flow by the small outlet valvel). The rate of flow is not critical )
but should not be so great that there is a measurable & Calculation
objectionable drop in pressure through the connecting lines and 6.1 If an acceptable chart showing the variation of water-
dew-point apparatus. A flow of 0.05 to 0.5/fhin (1.4 to 14  vapor content with saturation or water dew-point temperatures
I/min) (measured at atmospheric pressure) usually will beover a suitable range of pressures for the gas being tested is
satisfactory. With liquefied refrigerant gas piped to the chilleravailable, the water-vapor content may be read directly, using
throttle valve,H, “crack” the valve momentarily, allowing the the observed water dew-point temperature and the pressure at
refrigerant to vaporize in the chiller to produce suitablewhich the determination was made.
lowering in temperature of the chiller tub&, and target 6.2 If such a chart is not available, the water—vapor content
mirror, C, as indicated by the thermometdt, The rate of of the gas may be calculated from the water dew-point
cooling may be as rapid as desired in making a preliminaryemperature and the pressure at which it was determined (see
test. After estimating the dew-point temperature, either by dNote 3), as follows:

/

Water Content, Ib/MMscE

w H OO ~NODOWO
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4
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Q
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200

Pressure, psia

FIG. 2 Equilibrium Water Vapor Content of Natural Gases

preliminary test or from other knowledge, control the cooling W=w X 10° X (PyP X (T/Ty)) (1)
or warming rate so that it does not exceed 1°F/min (.5°C/min)

when this temperature is approached. For accurate results, thehere:

cooling and warming rates should approximate isothermalW = Ib of water/million & of gaseous mixture at pressure

conditions as nearly as possible. The most satisfactory method
is to cool or warm the target mirror stepwise. Steps of aboutW
0.2°F (0.1°C) allow equilibrium conditions to be approached

closely and favor an accurate determination. When dew has

been deposited, allow the target mirror to warm up at a ratePp = : :
= pressure at which the water dew point of gas was

comparable to the recommended rate of cooling. The normaP
warming rate usually will be faster than desired. To reduce the
rate, “crack” valve H momentarily at intervals to supply
cooling to the cooling tubd;. Repeat the cooling and warming T
cycles several times. The arithmetic average of the tempera-
tures at which dew is observed to appear and disappear is®
considered to be the observed dew point.

Full document details: ASTM D1142-95

Note 4—Example 1:

P, and temperatur@,,

= weight of saturated water vapor, |5ftat the water

dew-point temperature, that is, the reciprocal of the
specific volume of saturated vapor (see Table 1),
pressure-base of gas measurement, psia,

determined, psia,

= observed water dew-point temperature, °F,
= Rankine (absolute Fahrenheit scale) water dew point,

t +460, at pressur®, and

= base temperature of gas measuremignit,460.
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TABLE 1 Vapor Pressures and Specific Volumes of Saturated Water Vapor at Various Temperatures A
L Specific Vapor Specific Volume of
Vapor Pressure of Liquid Water Vapor Pressure of Ice Volume of Pressure of Saturated Water
Tempoe;ature, - - Saturated Tempoe;ature, Liquid Water, Vapor, ft¥/lb
mm Hg psia mm Hg psia Water Vapor psia
t3/lb

0 1.139 0.022 02 0.958 0.018 52 14 810

1 1.195 0.023 11 1.010 0.019 53 14 080 51 0.184 85 1 644.2
2 1.251 0.024 19 1.063 0.020 56 13 400 52 0.191 82 1 587.6
3 1.310 0.025 33 1.120 0.021 66 12 750 53 0.199 01 1 533.2
4 1.373 0.026 55 1.180 0.022 82 12 140 54 0.206 44 1 480.9
5 1.436 0.027 77 1.241 0.024 00 11 550 55 0.214 11 1 430.6
6 1.505 0.029 10 1.308 0.025 29 11 000 56 0.222 03 1 382.2
7 1.573 0.030 42 1.374 0.026 57 10 480 57 0.230 21 1 335.6
8 1.647 0.031 85 1.446 0.027 96 9 979 58 0.238 65 1 290.9
9 1.723 0.033 32 1.521 0.029 41 9 507 59 0.247 36 1 2478
10 1.807 0.034 94 1.599 0.030 92 9 060 60 0.256 35 1 206.3
11 1.883 0.036 41 1.681 0.032 51 8 636 61 0.265 62 1 166.4
12 1.970 0.038 09 1.767 0.034 17 8 234 62 0.275 19 1 128.0
13 2.057 0.039 78 1.856 0.035 89 7 851 63 0.285 06 1 091.0
14 2.149 0.041 56 1.950 0.037 71 7 489 64 0.295 24 1 055.4
15 2.247 0.043 45 2.050 0.039 64 7 144 65 0.305 73 1 021.1
16 2.345 0.045 35 2.151 0.041 59 6 817 66 0.316 55 988.03
17 2.450 0.047 37 2.260 0.043 70 6 505 67 0.327 70 956.19
18 2.557 0.049 44 2.373 0.045 89 6 210 68 0.339 20 925.51
19 2.607 0.051 63 2.489 0.048 13 5 929 69 0.351 05 895.94
20 2.785 0.053 85 2.610 0.050 47 5 662 70 0.363 26 867.44
21 2.907 0.056 21 2.740 0.052 98 5 408 71 0.375 84 839.97
22 3.032 0.058 63 2.872 0.055 54 5 166 72 0.388 79 813.48
23 3.163 0.061 16 3.013 0.058 26 4 936 73 0.402 14 787.94
24 3.299 0.063 79 3.160 0.061 10 4 717 74 0.415 88 763.31
25 3.433 0.066 38 3.310 0.064 01 4 509 75 0.430 04 739.55
26 3.585 0.069 32 3.471 0.067 12 4 311 76 0.444 61 716.62
27 3.735 0.072 22 3.636 0.070 31 4 122 77 0.459 61 694.51
28 3.893 0.075 28 3.810 0.073 67 3 943 78 0.475 05 673.16
29 4.054 0.078 39 3.989 0.077 14 3771 79 0.490 94 652.56
30 4.224 0.081 68 4.178 0.080 79 3 608 80 0.507 29 632.68
31 4.397 0.085 02 4.373 0.084 56 3 453 81 0.524 11 613.48
32 4.579 0.088 66 4.579 0.088 54 3 301.9 82 0.541 42 594.95
33 0.092 30 3 178.0 83 0.559 22 577.05
34 0.096 07 3 059.2 84 0.577 53 559.76
35 0.099 98 2 9455 85 0.596 36 543.07
36 0.104 04 2 836.4 86 0.615 73 526.94
37 0.108 23 2 731.9 87 0.635 63 511.35
38 0.112 58 2 631.7 88 0.656 09 496.29
39 0.117 08 2 535.7 89 0.677 13 481.73
40 0.121 73 2 4435 90 0.698 74 467.66
41 0.126 55 2 355.1 91 0.720 95 454.06
42 0.131 54 2 270.3 92 0.743 77 440.91
43 0.136 70 2 188.9 93 0.767 22 428.19
44 0.142 04 2 110.8 94 0.791 30 415.89
45 0.147 56 2 035.8 95 0.816 04 403.99
46 0.153 28 1 963.8 96 0.841 44 392.48
47 0.159 18 1 894.6 97 0.867 53 381.35
48 0.165 28 1 828.2 98 0.894 31 370.58
49 0.171 59 1 764.4 99 0.921 80 360.15
50 0.178 12 1 703.1 100 0.950 03 350.06

A The values for vapor pressure, from 0 to 32°F, were calculated from data in the International Critical Tables. # All other values were taken from Harr, Gallagher, and
Kell, “NBS/NRC Steam Tables,” National Standard Reference Data System, 1984, p. 9. Data on specific volumes of saturated water vapor from 0 to 32°F were obtained
from Goff, J. A., and Gratch, S., “ Low-Pressure Properties of Water from — 160 to 212°F,” Heating, Piping, and Air Conditioning, Vol 18, No. 2, Feb. 1946, pp. 125-136.
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