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Textiles
This standard is issued under the fixed designation D 123; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.
1. Scope 2. Referenced Documents

1.1 This standard is the compilation of all terminology
developed by Committee D-13 on Textiles.

1.1.1 This terminology, consists mostly of definitions,
which are specific to the textile industry. Meanings of the same
terms used outside the textile industry can be found in other
compilations or in dictionaries of general usage.

1.1.2 The specific D13 subcommittee which has jurisdic-
tional responsibility for every item is the first attribution noted
after the definition. The standards in which the terms and
definitions appear are listed by number after the jurisdiction for
the term. The wording of an entry cannot be changed without
the approval of the subcommittee which has jurisdiction and
subcommittee D13.92 on Terminology. See 1.2, 1.3, 1.4.

1.2 In addition to being a specialized dictionary, Terminol-
ogy D123 is also a tool for managing the committee’s
terminology. This includes finding, eliminating, and preventing
redundancies, that is, where two or more terms relating the

2.1 ASTM Standards:

D 2050 Terminology Relating to Zippers (D13.54)

D 3136 Terminology Relating to Care Labels for Textile
and Leather Products Other Than Textile Floor Coverings
and Upholstery (D13.62)

D 3888 Terminology Relating to Open-End Spinning
(D13.58¥

D 3990 Terminology Relating to Fabric Defects (D13%9)

D 4391 Terminology Relating to Burning Behavior of Tex-
tiles (D13.92}

D 4523 Terminology Relating to Leather-filled and Down-
filled Products (D13.6£)

D 4845 Terminology Relating to Wool (D13.%3)

D 4848 Force, Deformation and Related Properties of Tex-
tiles (D13.57}

D 4850 Terminology Relating to Fabric and Related Terms
(D13.59%

same concept are defined in different words. Redundancies canD 4920 Terminology Relating to Moisture in Textiles

also occur when one definition is used for two or more terms.

1.3 While the review for clarity and form are the responsi-
bility of the terminology subcommittee, the concept of man-
aging terminology is the broad responsibility of every writer of

(D13.51%

D 4965 Terminology of Seams and Seam Finishes in Home
Sewing (D13.53)

D 5038 Terminology of Textile Conservation (D13.53)

standards, specifically the task group leader and subcommitteeD 5219 Terminology Relating to Body Dimensions for

chairman.

1.4 Subsequent to a listing of specific subcommittee com-
pilations, this standard is comprised of the following sections
that are listed in the order in which they appear.

1.4.1 Alphabetical listing of terms and respective defini-
tions.

1.4.2 Ready reference guide.

1.4.3 Annex Al Generic names and definitions of manufac-
tured fibers.

1.4.4 Annex A2 Classification of manufactured and natural
fibers.

1.4.5 Annex A3 Terms relating to the hand of fabrics.

1.4.6 Annex A4 Terminology revision procedures.

1.4.7 Annex A5 Industry accepted synonyms.

1.4.8 Appendix X1 Other sources of textile terminology.

Apparel Sizing (D13.55)

D 5253 Terminology of Writing Care Instructions and Gen-
eral Refurbishing Procedures for Textile Floor Coverings
and Textile Upholstered Furniture (D13.82)

D 5497 Terminology Relating to Buttons (D13.84)

D 5646 Terminology of Basic Sewing Machine Stitches for
Home Use (D13.53)

D 5684 Terminology Relating to Pile Floor Covering
(D13.21%

3. Terminology

3.1 Alphabetical listing of terms with subcommittee juris-

diction and attribution for each term.

A-tuft, n—a single-pass process for aligning hook free fibers

on the Fibroliner FL-101. [D 13.11] D 5332

abrasion, n—the wearing away of any part of a material by

1 This terminology is under the jurisdiction of ASTM Committee D13 on Textiles
and is the direct responsibility of Subcommittee D13.92 on Terminology.
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rubbing against another surface. [D13.60] D 3884, acromion, n—in anatomy that part of the shoulder blade
D 3885, D 3886, located at the end of the spine which articulates with the
D 4157, D 4158, D 4685, D 4966  collar bone. (See alsshoulder joint.) [D13.55] D 5251
abrasion cycle,n—one complete movement across the surfaceacross shouldern—in body measurementthe distance from
of a material. shoulder joint to shoulder joint across the back.

DiscussioN—The complete movement for an abrasion cycle is L - [D13.55] D 5219
dependent on the action of the abrasion machine and the test meth@(Fry“C_ fiber—Seeacrylic in A””?‘X Al. . .
used. It may consist of one back-and-forth unidirectional movement oRdhesion,n—the property denoting the ability of a material to
one circular movement, or a combination of both. [D1360] resist delamination or Separatlon Into two or more |ayers.

D 3885 [D13.19] D 1871, D 1877, D 4393, D 4776, D 4777
_ . adhesive treated-tire cord,n—a tire cord whose adhesion to
abrasion mark, n—an area damaged by friction. . hper or other elastomer has been improved by the appli-
- [D13.59] D3999 cation of a dip followed by rapid drying and (normally)
absolute humidity, n—the mass of water vapor present in a  ,ditional heat treatment. [D13.19] D 5591
unit volume of air. (Seéwmidity andrelative humidity)  4qhesion,n—in tire fabrics, the force required to separate a
_ _ [D13'51] D 4920 textile material from rubber or other elastomer by a definite
absorbent compound, n—in textile cleaning sponge-like prescribed method.[D13.19] D D2229, D 4393, D 4776,
particles which, when saturated with water or dry solvent D 4777
and detergent and brushed into the textile, remove soil fron&dsorption, n—a process in which the surface of a solid takes

the textile. Segpowder cleaner [D13.62] D 5352 on or absorbs in an extremely thin layer molecules of gases,
absorbent pad,n—for cleaning textile floor coverings damp of dissolved substances, or of liquids with which it is in

textile material (fabric, felt, sponge, or mop) used to agitate oniact (See alsabsorption, moisture equilibrium of
and wipe the pile and, in the process, absorb soil. testing. Compare desorption and resorption.)
[D13.62] D 5352 [D13.51] D 4920

absorption, n—a process in which one material (the absor-agerflame, n—persistent flaming of a material after the
bent) takes in or absorbs another (the absorbate); as theignition source has been removed.  [D13.92] D 123

absorption of moisture by fibers. (See aisorption, and  4fier flame time, n—the length of time for which a material
moisture equilibrium for testing . Comparedesorptionand continues to flame after the ignition source has been re-

resorption.) _ . . [D13.51] D4772_, D 4920 moved. [D13.92] D 4372, D 4391
accelerated aglngn—'lntextlle processing and testinthe use _ afterglow, n—glow in a material after the removal of an
of controlled environmental conditions to promote rapid  gytema ignition source or after the cessation (natural or

physical or chemical change in a textilmaterial. induced) of flaming of the material. (See alame, glow,
. [D13.20] D 5427 and smoldering,) [D13.92] D 4391
acceptable quality level AQL or p), n—in acceptance agargiow time, n—the time afterglow continues after the

sampling the maximum fraction of nonconforming items at  cessation of flaming or after removal of the ignition source.
which the process average can be considered satisfactory; [D13.92] D 123

the process average at which the risk of rejection is called thg;, permeability, n—the rate of air flow passing perpendicular

producer’s risk. [D13.93] D 3777, D 4028, D4271, 5ugh a known area under a prescribed air pressure

. D 4392 differential between the two surfaces of a material.
acceptance number ¢), n—in acceptance samplingthe

maximum number of nonconforming items in a Samp|e that Discussion—Air permeability of fabric at a stated pressure differen-
allows the conclusion that the lot conforms to the specifica- 2l between two surfaces of the fabric is generally expressed in S units
. as cni/s/cn? and in inch-pound units as 3fmin/ft? calculated in
tion. [D13.93] D 3777, D 4271, D 4392 X ” o )
. . . - operating conditions. (Segermeability, porosity) (D13.59)
acceptance sampling,n—sampling done to provide speci- D 737
mens for acceptance testing. [D13.93] D 3777, D 4271,
D 4392  air-supported roof, n—a fabric roof-system that is properly
acceptance testingn—testing performed to decide if a mate- secured and primarily supported and held in place by air
rial meets acceptance criterigD13.93] D 3777, D 4271, pressure. [D13.59] D 4851
D 4392  airwicking, n—in tires, the passage of air longitudinally along
accuracy, n—of a test methodthe degree of agreement or through yarns in a fabric that has been encased and cured
between the true value of the property being tested (or an in rubber or other elastomer, that is, air permeability in the
accepted standard value) and the average of many observa-plane of the fabric. [D13.19] D 2692
tions made according to the test method, preferably by manglkali solubility, n—in wool, the percent of clean wool that is
observers. (See also bias and precision.) soluble in a specified alkaline solution under controlled
[D13.93] D 2905, conditions of temperature and time. [D13.13] D 1283
D 2906, D 4697, D 4855 alpaca, n—the fleece and fiber produced by the alpaca, an
acid content,n—of felt, the number of milliequivalents of acid  animal of the genus LlamalLéma glama pacys
present per unit weight of felt, measured under prescribed [D13.13] D 2252
conditions. [D13.13] D461 American grain count, n—a direct yarn nun@@eum@nts
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expressing linear density, equal to the mass in grains per 120 testing.) [D13.51] D 4920
yards of sliver or roving. [D13.58] D 2260 atmosphere for testing textiles,n—for glass air maintained

amount, n—in cotton fiber testing with the Length Analyzar at a relative humidity of at least 48 % and no greater than
measure of the thickness or pneumatic density of the test 67 % and at a temperature of at least 20°C (68°F) and no
beard, proportional to the number of fibers present at various greater than 25°C (77°F)D13.18] D 578, D 579, D 580,
distances from the base of the specimen clamp jaws. D 581, D 3374, D 3656, D 4028, D 4029, D 4030, D 4389,

[D13.11] D 4604 D 4909, D 4912, D 4963

amount, n—in cotton length testing with the Fibrograpla  attached cushion,n—for pile yarn floor coveringa material,
measure of the thickness, or optical density, of the test beard, bonded to the backing fabric side of a pile yarn floor
proportional to the number of fibers present at various covering to provide additional dimensional stability, thick-
distances from the comb(s). [D13.11] D 1447, D3817 ness, and padding. [D13.21] D 3936, D 5684

analysis of variance (ANOVA), n—a procedure for dividing attached upholstery fabric, n—the exterior fabric covering
the total variation of a set of data into two or more parts, one secured to a furniture unit by the furniture manufacturer or
of which estimates the error due to selecting and testing custom upholsterer. (Seefurniture coverings)

specimens and the other part(s) possible sources of addi- [D13.63] D 4852
tional variation. [D13.93] D 4854 attribute, n—a specific characteristic of a thing. (Se¢
anidex fiber—Seeanidex in Annex Al. tribute data.) [D13.93] D4271

animal fiber, n—any natural protein-base fiber. attribute data, n—observed values or determinations which
[D13.13] D 1574, D4510 indicate the presence or absence of specific characteristics.

ankle, n—in anatomy the joint between the foot and the lower [D13.93] D 4271, D 4697, D 4854
leg. [D13.55] D5219 automatic lock slider, n—in zippers,a slider that provides
ankle girth, n—in body measurementthe circumference of involuntary, positive locking action on the chain when the
the leg over the greatest prominence of the ankle. pull is released. [D13.54] D 2050

[D13.55] D 5219 average,n—for a series of observationshe total divided by
ankle height, n—in body measurementsith the subject the number of observations. [D13.93] D 4853

standing barefoot, the distance from the center of theverage fiber diameter,n—in wool and other animal fibers
prominent outside ankle bone to the floor. the average width of a group of fibers when measured on a
[D13.55] D 5219 projected image. [D13.13] D 2130, D 2252, D 3991,
aqueous extract,n—in wool testing the solution obtained by D 3992
digesting a material with water or with a sodium chloride azlon fiber—Seeazlon in Annex Al.
solution to dissolve soluble materials[D13.13] D 2165 B-tuft, n—a two-pass process for aligning hooked fibers on the
aramid fibe—Seearamid in Annex Al. Fibroliner FL-101. [D13.11] D5332
architectural-use, n—in the building trade a descriptive term  back breakpoint, n—in anatomy the location on the back of
for fabrics used in fabric roof-systems or similar industrial the body where the arm separates from the body.
applications. (See alsabric roof-system.) [D13.55] D 5219
[D13.59] D 4851 back coating, n—in textile floor coveringan adhesive com-
arm length, n—in body measurementwith the arm bent at 90 pound applied for such purpose as locking pile yarn tufts into
degrees and the clenched fist placed on the hip, the distancea carpet backing, bonding a secondary backing to a primary
from the shoulder joint along the outside of the arm over the backing, or increasing fabric body or stiffness and increasing
elbow to the greatest prominence on the outside of the wrist. dimensional stability [D13.21] D 418, D 4852, D 5684
[D13.55] D 5219 back side,n—in textile materialsthe side of the material that
armhole, n—in garment constructionthe area of a garment  faces inward in the completed object (Arface sidg.

through which the arm passes or into which a sleeve is fitted. [D13.53] D 4965
(Comparearmscye) [D13.55] D5219 back waist length, n—in body measurementshe vertical
armpit, n—in anatomy the hollow under the junction of the  distance along the spine from the cervicale to the waist.
arm and the shoulder. [D13.55] D 5219 [D13.55] D 5219

armscye, n—in garment constructionthe opening in a gar- back width, n—in body measurementshe distance from
ment for the attachment of a fitted sleeve. (Compara- back-breakpoint to back-breakpoint. [D13.55] D 5219
hole.) [D13.55] D 5219 backing, n—for pile yarn floor coveringall materials in a pile

armscye circumference,n—in body measurementwith the yarn floor covering other than pile yarn.
arm hanging down, the distance from the shoulder joint [D13.21] D 5251, D 5252, D 5684
through the front-break point, the armpit, the back-breakbacking fabric, n—in textilesa fabric into which a pile yarn is
point and to the starting point. [D13.55] D 5219 inserted, or a reinforcing layer which is adhered to the

assignable causen—a factor which contributes to variation  reverse side of a fabric. [D13.21] D 2646, D 5684,
and is feasible to detect and identify. [D13.93] D 4467 D 5848

atmosphere for testing, n—air at ambient conditions of backing fabric, n—in textile conservationa support textile
relative humidity and temperature in which tests or experi- fabric  located behind the textile artifact.
ments are conducted. (See altandard atmosphere for [R13.53] D 5429
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bagging, n—any fabric, of any fiber content, used to protect [D13.63] D 4037, D 4721
commodities during shipment and/or storage. bench marks, n—marks placed on a specimen to define gage
Discussion—The fabrics may be of the woven, knitted, or non- Iength, that 1S, the_portlon of the Specimen that will be

woven type, and are typically produced with cotton, jute, polyethylene, evaluated in a specific test, [D13.58] D76

or polypropylene fibers. [D13.59] D4850 bending length,n—(1) general—a measure of the interaction
_ o ) _ ) ) between fabric weight and fabric stiffness as shown by the
bail, n—in zippers a portion or portions of the slider to which  \yay in which a fabric bends under its own weight. It reflects

the pull or pulls are attached. ~ [D13.54] D 2050 the stiffness of a fabric when bent in one plane under the
bale (jute), n—a bag, sack, etc., containing packages of yarn.  force of gravity, and is one component of drape.
[D13.16] D541 (2) specifie—the cube root of the ratio of the flexural

barb, n—in down the primary structure of plumage emanating rigidity to the weight per unit area. [D13.60] D 1388
from a quill point of a down cluster. [D13.61] D 4523 pjas, n—in statistics a constant or systematic error in test

barb, n—in feathers the primary structure of plumage ema- regylts. [D13.93] D 2905, D 2906, D 4697, D 4855
nating from the quill of a feather. ~ [D13.61] D 4523  picomponent fiber, n—a fiber consisting of two polymers
barré, n—an unintentional, repetitive visual pattern of con-  \hich are chemically different, physically different, or both.
tinuous bars and stripes usually parallel to the filling of [D13.58] D 629, D 4466
woven fabric or to the courses of circular knit fabric. pinding site, n—for pile yarn floor coveringa place at which
(Comparewarp streaks and mixed filling, see filling the pile yarn is, or can be, bound to the backing fabric.

blend.) [D13.59] D 3990 [D13.21] D 5684, D 5848

bast fibers, n—in flax stems fibers found in the layer of pinomial distribution, n—the frequency distribution which
phloem of the flax stem between the inner xylem tissue and has the probability function:

the epidermis tissue. [D13.17] o

bast and leaf fiber, n—fiber derived from the inner fibrous P(r) = (n/[r(n = n)tjpq @
bark and the hard coarse leaves of dicotyledonous plants
such as flax, hemp, jute, and abaca. [D13.16] D 1233  where:

bath mat, n—an absorbent textile floor covering normally P(r) = probability of obtaining exactly “successes” im

used in the bathroom as a pad on which to step when getting independent trials,
out of the tub or shower. [D13.62] D5253 p = probability, constant from trial to trial, of obtaining
bath rug, n—a scatter rug used in the bathroom. a “success” in a single trial, and
[D13.62] D5253 q = 1-p.
bath sheet,n—a textile terry product with end hems or fringes [D13.93] D 4686
and side hems or selvages that is generally much larger thairdseye, n—in knitted fabrics an unintentional tuck stitch.
a bath towel. [D13.63] D 5433 [D13.59] D 3990

bath towel, n—a textile terry product with end hems or fringes birefringence, n—(double refractiof a property of anisotro-
and side hems or selvages, which is used to dry a person’s pic materials which manifests itself as a splitting of a light

body after bathing or swimming. [D13.63] D 5433 ray into components having different vibration directions
batting, n—a textile filling material consisting of a continuous  which are transmitted at different velocities.

web of fibers formed by carding, garnetting, air laying, or [D13.51] D276

other means. [D13.61] D 4770 black felt, n—those classifications of felt manufactured to

batting integrity, n—the ability of a textile filling material to various shades of the color black. [D13.13] D 2475
resist distortion or change when subjected to multiple homélanket, n—for bedding an unquilted fabric covering de-

launderings or drycleanings. [D13.61] D 4770 signed primarily to provide thermal insulation.

bead,n—in a separate element zippean enlarged section on [D13.63] D 4151, D 4721, D 5432
inner edge of each tape to which interlockable elements arbleach, n—in care of textilesa product for brightening and
affixed. [D13.54] D 2050 aiding in the removal of soils and stains from textile

bead, n—in continuous element zipperan optional enlarged materials by oxidation that is inclusive of both chlorine and
section of the tape located at the outer edge of the continuous non-chlorine products. [D13.62] D 3136, D 5253,
interlockable elements and against which the slider flangeblending plan, n—the instructions for mixing fibers during
bear. [D13.54] D 2050 specimen preparation. [D13.11] D 5332

beam, n—in textiles a large spool containing many ends of blind hem stitch, n—in home sewinga complex machine
yarn wound parallel, and used for such purposes as weaving stitch pattern consisting of small groups of straight or narrow

or warp knitting. [D13.58] D 2258 zigzag stitches separated by a wide zigzag stitch unit at
beam set,n—in textiles one or more beams of yarn in a single  consistent intervals. [D13.53] D 5646

shipment to be further processed together for a specific endlister, n—in bonded, fused, or laminated fabrjca bulge,

use. [D13.58] D 2258 swelling, or similar surface condition on either the face
bedcovering, n—a textile product used on a bed over the fabric or the backing fabric characterized by the fabric being

sheets for warmth or decoration. [D13.63] D4721 raised from the plane of the underlying component over a
bedspread,n—a type of bedcovering that is placed over the limited area to give a puff appearance.

blankets and sheets for appearance and warmth. [D13.54] oourments
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block, n—in experimentinga group of units that is relatively bow, n—a fabric condition resulting when filling yarns or
homogeneous within itself, but may differ from other similar  knitted courses are displaced from a line perpendicular to the

groups. [D13.93] D 4853 selvages and form one or more arcs across the width of the
block, v—to align warp and weft yarns at right angles, by some fabric. (See als@louble bow) [D13.60] D 3882, D 3990
form of manipulation. [D13.53] D5429 braid, n—a narrow tubular or flat fabric produced by inter-
blocking, n—of coated fiber glass yarn solar screenjran twining a single set of yarns according to a definite pattern
undesired adhesion between touching layers of a material, (Maypole process). [D13.18] D581
such as occurs under moderate pressure, during storage Isiaided fabric, n—a structure produced by interlacing three or
use. [D13.18] D 4028 more ends of yarns in a manner such that the paths of the
blocking, n—the measurement of the development of surface yarns are diagonal to the vertical axis of the fabric.
tack and the thermal softening point of the material. [D13.59] D 4850

_ [D13.56] D 3690 praided rope, n—a cylindrically produced rope made by
blotch, n—an irregularly shaped offcolored area. intertwining, maypole fashion, several to many strands
[D13.59] D 3990 according to a definite pattern with adjacent strands normally

body dimension, n—in garment constructiona body mea- containing yarns of the opposite twist{D13.16] D 4268
surement which can be used to build a sizing system or t@reak factor, n—in yarn testing the comparative breaking
select an appropriately sized garment. (See aigtng load of a skein of yarn adjusted for the linear density of the
system) [D13.55] D 5219 yarn expressed in an indirect system[D13.58] D 1578

body measurements,n—in anthropometry a standardized preaking, n—the crushing of the structure of the stem;
distance between two specified points on the human |gosening the bond between the fiber bundles and shives and

anatomy. [D13.55] D 5219 breaking the shives into short pieces to facilitate its removal.
body weight, n—in body measurementsnass in kilograms [D13.17]
(pounds). [D13.55] D 5219 preaking force, n—the maximum force applied to a material
bond strength, n—of bonded, fused, or laminated fabrj¢ke carried to rupture. (Compat®eaking point.. Seebreaking
tensile force expressed in ounces per 25 mm (1 in.) of width, strength) [D13.58] D 885, D 1578, D 2970, D 3217,
required to separate the component layers under specified D 3218, D 3822, D 4848, D 4975 D 5035
conditions. [D13.54] D 2724, D 3135 preaking point, n—on a force-extension or force-elongation

shell fabric is joined to a backing fabric, such as tricot, with the preaking force or the breaking stress in a tensile test.
an adhesive that does not significantly add to the thickness of (comparebreaking force.) [D13.58] D 4848

the combined fabrics. (See altaminated fabric, coated breaking strength, n—the ability or capacity of a specific

fabric.) o [D13.54] D 2724, D 3135 | aterial to withstand the ultimate tensile load or force
bonnet, n—in cleaning pile floor coveringsan absorbent pad  yequired for rupture. (See alsdensile strength
which can be mounted under a rotary shampoo machine. [D13.58] D 885

) [D13.62] D 5253 breaking tenacity, n—the tenacity at the breaking force.
book fold, n—a fabric doubled selvage to selvage, then folded [D13.58] D 885, D 1294, D 2101, D 2256, D 2524, D 2970
back and forth upon itself in predetermined IengthS. (See ' D 3217, D 3218, D 3822, D 46047 D 4848,

alsoshoe fold) breaking toughness,n—the actual work per unit volume or

Discussiov—When the piece is completed, the fold-edges on each per unit mass of material that is required to rupture the
side are folded once more upon themselves so that the fold-edges are material. [D13.58] D 885, D 885M, D 3822
inside, forming a compact package as long as one half the width of thg) agkout pressure, n—for inflatable restraints the pressure
fabric. [D13.59] D 4850 level during deployment which ruptures the module cover.

bottom assemblyn—the components of the lowermost part of ] [D13.20] D 542.8
a slide fastener which determine whether the slide fastendtidge, n—in buttons the area between the holes partially

will be non-separable or separable. (See also-separable covered l_)y the sewing threads with dimensions varying
zipper andseparable zipper) [D13.54] D 2050 upon design and end use. [D13.54] D 5497
bottom stop, n—a part affixed to both stringers immediately Pridge top stop, n—in zippers a part affixed immediately
below, or over, the chain, holding the two stringers together above the chain, holding the tops of the two stringers
at the bottom and preventing the slider from leaving the together and preventing the slider from leaving the chain.
chain. [D13.54] D 2050 [D13.54] D 2050
bound seam-finish,n—a finish for the raw edges of a plain broken end, n—in woven fabricsa void in the warp direction
seam, in which another fabric encloses the raw edges of one due to yarn breakage. [D13.59] D 3990
or more seam allowances. (Compateng Kong seam- broken filament, n—in multifilament yarn breaks in one or
finish.) [D13.53] D 4965 more filaments. [D13.58] D 3990
boundary friction, n—friction at low sliding speeds (0.02 broken pick, n—in woven fabricsa discontinuity in the filling
m/min or less) where lubrication occurs under thin-film direction caused by a break or cut_in the filling yarn.
lubricant conditions. [D13.58] D 3412 [Bﬂeumnts
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bruise, n—in fabrics an area that has been subjected to impactable twist, —the construction of cabled yarn, cord, or rope
or pressure, which differs from the adjacent normal fabric. in which each successive twist is in the opposite direction to
[D13.59] D 3990 the preceding twist; an S/Z/S or Z/S/Z construction.
brush, n—a hand-held cleaning tool consisting of a base into [D13.58] D 1423
which bristles are inserted. [D13.62] D 5253 calf girth, n—in body measurementthe maximum circum-
brush, vt—in refurbishing textiles(1) to use a brush to remove  ference around the leg between the knee and ankle, parallel
surface particulate soils, (2) work a cleaning solution or spot to the floor. [D13.55] D 5219
cleaning agent into carpet pile or upholstery fabric, or (3)calibrate, v—to determine and record the relationship between
restore the appearance of pile fabric§D13.62] D 5253 a set of standard units of measure and the output of an
bulk density, n—apparent mass per unit volume. instrument or test procedure. [D13.58] D 76, D 4697
[D13.51] D 1518 calibration, n—the act or process of calibrating; the recorded

bulk sample,n—in the sampling of bulk materiabne or more relationship resulting from calibrating.[D13.93] D 4697
portions which {) are taken from material that does not calibration cotton standards, n—cotton samples taken from
consist of separately identifiable units an#) (can be blended bulk source on which fiber properties have been
identified after sampling as separate or composited units. determined under the International Calibration Cotton Stan-
(Compare to discrete sample, lot sample. dards Program. [D13.11] D 1448, D 3025, D 3818,

[D13.93] D 4271 D 4604

bulk shrinkage, n—a measure of potential stretch and powercam lock slider, n—in zippers a slider that incorporates a
of stretch yarns or a measure of bulk of textured-set yarns. curled projection or projections on the pull that extends
[D13.58] D 4031 through a window or windows to effect a locking action by
bunch, n—a defect in a yarn characterized by a segment not pressing against the interlocking elements when the cam
over 6 mm {4in.) in length that shows an abrupt increase in  lock slider is in the locked position. [D13.54] D 2050
diameter caused by more fibers matted in this particulacamping tentage,n—any portable temporary shelter or struc-

place. (Sesslug, slub) [D13.58] D 2255 ture designed to protect persons from the elements, all or a
buried pile yarn, n—for coated pile yarn floor coveringhat portion of the covering which is made of fabric or other
portion of the pile tuft elements which remains after the tuft pliable materials. [D13.52] D 4372
legs have been removed by shearing.[D13.21] D418 capacity, n—for tensile testing machinethe maximum force
burlap, n—a coarse, heavy, plain weave fabric of coarse single for which the machine is designed. [D13.58] D76
bask fiber yarn. [D13.59] D 4850 carbonized and neutralized wool,n—a term descriptive of

burning behavior, n—all the changes that take place when scoured wool processed to destroy cellulosic impurities by
materials or products are exposed to a specified ignition treating with a mineral acid or an acid salt, drying and
source. [D13.92] D 4391 baking, crushing, and dusting out the embrittled cellulosic
burr-wool waste, n—waste removed by the burr guard of matter followed by neutralization of the acidified wool.
cards or burr pickers having a very short fiber and full of [D13.13] D 2118
burrs or seeds. [D13.13] D 4845 carded wool, n—scoured wool which has been processed
bursting force, n—the force or pressure required to rupture a through a carding machine. [D13.13] D 1575
fabric by distending it with a force, applied at right angles tocare instructions, n—in textiles a series of directions that
the plane of the fabric, under specified conditions describes practices which should refurbish a product without
[D13.59] D 3786, D 3787, D 3887 adverse effects and warn against any part of the directions
bursting strength, n—in fabricthe capacity of a material to ~ which one could reasonably be expected to use that my harm
withstand the ultimate bursting force required to rupture a the item. [D13.62] D 3136, D 3938, D 5253, D 5489

fabric. [D13.59] D 3786, D 3787, D 3887 care label, n—in textilesa label or other affixed instructions
bust girth, n—in body measurementthe circumference ofthe  that report how a product should be refurbished
body over the fullest part of the breasts and parallel to the [D13.62] D 3136, D 5253
floor. (Comparechest girth.) [D13.55] D 5219 care procedure, n—in textiles one or more refurbishing
bust point to bust point, n—in body measurementghe methods to which products may be subjected for soil and
distance across the front from the apex of one breast to the stain removal and aesthetic improvement such as appearance
apex of the other. [D13.55] D 5219 restoration or hand. [D13.62] D 3136, D 5253

button, n—a knob, disc, or similar object which when forced care symbol, n—a pictorial symbol that gives directions for
through a narrow opening or buttonhole, fastens one part of refurbishing a consumer textile product.

a garment or other flexible substrate to another. (See also [D13.62] D 5489
sew-through flange button) [D13.54] D 5171, D 5497 career apparel,n—garments, the styling and performance of
buttonhole stitch, n—in home sewinga complex machine which are designed for various end uses so as to be suitable
stitch pattern made by coordinated motions of needle and for on-the-job wear in a variety of businesses and profes-

feed, appearing as very close stitches forming a narrow sions. (See alsdress career apparebndvocational career

rectangle of stitching that is usually composed of four stitch apparel.) [D13.56] D 3995, D 4232
segments, one on each side and on each of the two ends cdrpet, n—all textile floor coverings not designated as rugs.
the rectangle. [D13.53] D 5645 D13.21] Docursents
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carpet module, n—textile floor covering sections usually chain thickness,n—in zippers the measurement from front to
having dimensions of less than ?m [D13.21] D 1335, back of the chain. [D13.54] D 2050
D 5684 chain width, n—the measurement between the shoulders of
carpet sweeper,n—a manually powered machine which has the interlocked elements or between the outermost edges of
rotary brushes and which is used for light surface cleaning of the bead if the bead extends beyond the elements.
carpets and rugs. [D13.62] D 5253 [D13.54] D 2050
carrier, n—in braiding machinery that part of a braiding characteristic, n—a property of items in a sample or popula-
machine that holds the package of yarn, thread, or cord, and tion which, when measured, counted, or otherwise observed,
carries the yarn when the machine is operated. helps to distinguish between the itenf®13.93] D 2906,
[D13.18] D581 D 4271
casen—in textiles a shipping unit, usually a carton, box, bale, charring, n—the formation of carbonaceous residue as the
or other container holding a number of yarn packages. result of pyrolysis or incomplete combustion.
[D13.58] D 2258 _ . . [D13.92] D 4391
cashmere, n—in roving, yarn, or fabrics cashmere hair or chemical wash,n—in rug cleaning a specialized professional
products made therewith having a cashmere coarse-hair Process used on oriental rugs. [D13.62] D 5253
content not exceeding a specified maximum percentage K§hest girth, n—in body measurementthe circumference of
length. [D13.13] D 2816, D 2817 the body over the shoulder blades, under the arms and across
cashmere coarse-haim—those coarse fibers in cashmere hair 1€ upper chest. (Compabaist girth.) [D13.55] D 5219
having widths greater than 30 um. [D13.13] D 2816, chlorine bleach,n—a bleach that releases the hypochlorite ion
D 2817 in solution, for example, sodium hypochlorite.

cashmere coarse-hair contentn—the total length of the . . [D13.62] D 3136
cashmere coarse-hair fibers that are present, expressed a§'@PPed strand,n—in glass textilesa strand made from short
percentage of the total length of all the cashmere hair fibers; Predetermined lengths of cut continuous filament and used
that is, the percentage by length of cashmere coarse-hair in@ @ reinforcing  material.  (See alscstrand.)
cashmere hair. [D13.13] D 2816, D 2817 | ~ [p13.18] D578

cashmere downn—those fibers in cashmere hair widths of 30 chord m0(_julus, —in a StreSS'St.ram CL."V’ethe ratio of the -
um or less. [D13.13] D 2816, D 2817 change in stress to the change in strain between two specified

cashmere hair, n—the fibers produced by a form of goat _pomts on the curve. [D13.58] D 385’.D 3822, D4848
(Capra hircug indigenous to Asia and known as the Cash_cwcular bend, n—simultaneous, multidirectional deformation

of a fabric in which one face of a flat specimen becomes
mteret?oz?(t. ist lenath .[Dtl)3('113] D 2816, th;?]l? concave and the other becomes cony®4.3.60] D 4032
Ce\?eer)trica?((:jist\z,ivr?::se a?(?r? £hr;:nineofr>émm§1aesifrr\ﬂggle t?) theCIamp’ n—that part of a testing machine used to grip the
9 P specimen by means of suitable jaws. [D13.58] D 76

waist. [D13.55] D 5219 . - -
ter front ist lenath in bod tah clean-finish seam-finishn—a finish for the raw edges of the
cen etr_ rlo(r;_ twals fength' n_IEb 0 3|' me?ts#reme? fe it seam allowances of a plain seam, in which the raw seam
vertical distance from the neck baseline at the center rontlo ) 5yance is folded under and edge stitched.

the waist level. [D13.55] D 5219 [D13.53] D 4965
cervicale, —in anatomy the prominent point of the seventh clean wool fiber present,n—in raw wool the mass of wool

or lowest neck vertebra at the back of the body. paqe present in the raw wool, adjusted to a moisture content

) _ ) [D13.55] D52_19 of 12 %, an alcohol-extractable content of 1.5 %, and a
cervicale to bust point, —in body measurementshe dis- mineral matter content of 0.5 %. [D13.13] D 584,
tance from the cervicale around the base of the neck and D 1060, D 1334

down to the bust point. [D13.55] D 5219 ¢leaning agent,n—a chemical compound or formulation of
cervical to wrist, n—in body measurementsith the arm several compounds which loosens, disperses, dissolves, or
bent, the distance from the cervical to the shoulder joints, emulsies soil to facilitate removal by mechanical action.
along the outside of the arm, over the elbow to the greater [D13.62] D 3136, D 4852, D 5253
prominence on the outside of the wrigD13.55] D 5219  ¢lip mark, n—a visible deformation near the edge of a fabric
chafer fabric, n—in tire fabrics a woven fabric, usually parallel with the lengthwise direction caused by pressure
coated with unvulcanized rubber, which is laid around the exerted by a clasping device on a clip tenter frame. (See also

bead of a tire before vulcanization. [D13.19] D 122, pin mark.) [D13.59] D 3990
D 2692, D 4393 clo, n—unit of thermal resistance equal to 0.155 Hi.
chain, n—in zippers the assemblage formed by interlocking [D13.51] D 1518

several elements of two stringers.  [D13.54] D 2050 closed-face fabric,n—a face or shell fabric of closed con-
chain sampling, n—in acceptance sampling sampling plan struction so that no open-face areas appear.

for which the decision to accept or reject a lot is based in part [D13.54] D 3135

on the results of inspection of the lot and in part on thecloth, n—any textile fabric, but especially one designed for

results of inspection of the immediately preceding lots. apparel, domestic, or industrial use., (See afabric.)

[D13.93] D 3777 Deoouments
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coarse end,n—a larger than normal diameter warp end.color meter, n—an instrument which measures the fiber
(Comparefine end) [D13.59] D 3990 sample color as presented in the viewing window, in terms of
coarse pick,n—in woven fabricsone or more picks of larger  the tristimulus value¥ andZ and transmits these values to
diameter than the normal filling yarn in the fabric. the IC/TC for further processing. [D13.11] D 4604
[D13.59] D 3990 color space,n—specific to this standardhe daylight color of
coat, —an outer garment which covers at least the upper half opaque specimens are represented by points in a space in
of the body, has sleeves and a front opening, and is usually terms of three color scales: reflectanBg, and the chroma-
worn over another garment, such as a shirt or dress. ticity coordinates for redness or greenness, and yellow-
[D13.56] D 3778 ness or blueness;b. [D13.11] D 2253
coated fabric, n—a flexible material composed of a fabric and color stability, n—in coated glass textileghe ability of the
any adherent polymeric material applied to one or both applied coating to resist fading from exposure to sunlight
surfaces. (See aldaminated fabric) [D13.59, and water. [D13.18] D 4909
D13.20] D 4850, D 4851, D 5446 color staining, n—the undesired pickup of color by a fabric:
cockles, n—in yarns irregular, thick, uneven lumps. (1) whenimmersed in water, drycleaning solvent, or similar
[D13.58] D 2255, D3990 liquid medium, that contains dyestuffs or coloring material
coefficient of friction, n—the ratio of the tangential force that ~ not intended for coloring the fabric, o2) by direct contact
is needed to maintain uniform relative motion between two With other dyed material from which color is transferred by
contacting surfaces to the perpendicular force holding them bleeding or sublimation. (Comparerocking and color
in contact. [D13.58] D 3108, D3412  bleeding) [D13.59] D 3990
coefficient of length variation, n—a measure of fiber length colored fiber, n—in wool top any fiber the color or shade of
distribution. [D13.11] D 1440, D 5332 which differs from the normal color or shade of the fiber
coefficient of variation, CV, n—a measure of the dispersion of ~mass of the sample. [D13.13] D 1770, D 4845
observed values equal to the standard deviation for th€olorfastnessp—the resistance of a material to change in any
values divided by the average of the values; may be Of its color characteristics, to transfer its colorant(s) to
expressed as a percentage of the average (CV %). adjacent materials, or both, as the result of exposure of the
[D13.93] D 1440, D 2905 material to any real or simulated environment that might be

coefficient of variation unevennessp—in textiles the stan- ~ encountered during processing, storage, use or testing of the
dard deviation of the linear densities over which unevenness material. [D13.58] D 204
is measured expressed as a percentage of the average liné@mber/brusher, n—an instrument which prepares the test
density for the total length within which unevenness is beard of fibers for length, length uniformity, strength, and
measured. (See alamevennessand mean deviation un- elongation measurements by combing the test specimen to
evenness. [D13.58] D 1425 remove loose or unclamped fibers and paralleling the indi-

cohesive force,n—in a textile strand the force required to  Vidually clamped fibers, and by brushing the clamped fibers
overcome fiber cohesion as the strand is being reduced in t0 remove fiber crimp and smooth the test beard of cotton.
linear density. [D13.58] D 2612, D 4120 _ _ _ [D13.11] D 4604

collecting surface, n—in the rotor of an open-end spinning c0mbing, n—in flax, the processing of two so as to produce
machine that portion of the internal surface of the rotor, tOPS ors_llver which have t_he.staple length and width suitable
often in the form of a groove, in which the fibers are for use in the worsted spinning system. [D13.17]
condensed for assembly into yarn. [D13.58] D 3888 combing wool,n—wool that is strong and strictly of combing

color bleeding, n—the loss of color from a dyed fabric when ~ €ngth, thatis, 2 in. (50 mm) or more[D13.13] D 4845
immersed in water, drycleaning solvent, or similar liquid combustible textile, n—a textile that will ignite and burn or

medium, with consequent coloring of the liquid medium.
(Comparecolor staining, crocking.) [D13.59] D 3990

color contrast, n—in textiles a general term for a visible color
difference between two adjacent areas.

that will give off vapors that will ignite and burn when

subjected to external sources of ignition. ($®&mcombus-

tible textile) [D13.92]
D 1230, D 4391

combustion,n—a chemical process of oxidation that occurs at

) ur ! a rate fast enough to produce heat and usually light either as
a color contrast is a visible color difference between a snag and the glow or flames [D13.92] D 4391
immediate surrounding area of the fabric that has no defects. Color ’ . . .
contrasts often occur when printed fabrics are snagged.comforter’ n—a bedcovering assembly, consisting of an insu-
lating filler secured between two layers of fabric, used
D13.59] D 3939, D 5362 . . ’
[ | primarily to reduce heat loss.[D13.63] D 4721, D 4769
color grading, n—the act of identifying a specimen by a color commercial allowance, n—an arbitrary value equal to the

Discussion—for the purpose of test methods D 3939 and D 5362

grade or color score that is specific to the color and the
material graded. [D13.11] D 1684
color lamp, n—in color determination of cotton with a Color
Meter, a lamp with a specific energy output function used in
conjunction with special tristimulus filters to obtain a desired
response function. [D13.11] D 4604

Full document details: ASTM D123-02

commercial moisture regain plus a specified allowance for
finish, used with the mass of scoured, oven-dried yarn, to
compute (1) yarn linear density, (2) the commercial or legal
mass of a shipment or delivery of any specific textile
material (see alsaommercial moisture regain or (3) the

mass of a specific component in the anal3® & tHNGNES

Document Sharing Hub


http://www.avadocuments.com/doc/astm-d123-02
http://www.avadocuments.com/doc/astm-d123-02

. . . .S,
NOTICE: This standard has either been superceded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

A D 123 — 02
“afl

[D13.58] D 1907, D 2494, D 3887, D 4920 confidence leveln—the stated proportion of times the confi-
commercial composition, n—in wool, the percentages by  dence interval is expected to include the population param-

weight of wool base, moisture, and other non-wool base eter. [D13.93] D 2906, D 4855
components in wool to which a specific commercial desig-confidence limits,n—the two statistics that define the ends of
nation is applied. [D13.13] D 2720 a confidence interval. [D13.93] D 4855

commercial designationn—in wool, a term applied to alot of = connecting ring, n—in zippers a device shaped like the letter
wool in a stated form, and having a specified commercial “D” used to secure a pull, having more than one component
composition. [D13.13] D 2720 in its design, to the bail of the slider. [D13.54] D 2050

commercial laundering—a process by which textile products conservation, n—the examination, preservation, and restora-
or specimens may be washed, bleached, rinsed, dried, andtion of cultural objects with minimal sacrifice of their
pressed typically at higher temperatures, higher pH and aesthetic and historic integrity. [D13.53] D 5038
longer times than used for home laundering.conservator,n—a person whose activity involves the science,

[D13.62] D 3136 technology, and documentation associated with the conser-

commercial mass,n—billed mass as determined by a gener- vation of cultural objects. [D13.53] D 5038
ally accepted method or as agreed upon between the pufonstant-rate-of-extension type tensile testing machine
chaser and supplier. [D13.58] D 2494, D 2720, D 3887 (CRB), n— a testing machine in which the rate of increase of

commercial moisture content, n—for wool, the moisture specimen length is uniform with tim¢D13.21] D 1294,
calculated as a percentage of the weight of the wool, top, D 1335, D 1682, D 2524, D 3936, D 5034, D 5035, D 5684

noils, yarn, fabric, etc., in the “as-is” condition; that is, constant-rate-of-extension type tensile testing machine

containing whatever moisture, oil, grease, or other extrane- (CRB, n—in tensile testing an apparatus in which the
ous matter that may be present. [D13.13] D 2118, pulling clamp moves at a uniform rate, and the force-
D 4920 measuring mechanism moves a negligible distance with
commercial moisture regain,n—a formally adopted arbitrary ~ Increasing force, less than 0.13 mm (0.005 in.JD13.58]
value, to be used with the oven-dried mass of textile fibers, D76, D 12941 D 168,2' D 2524,' D 5034, D 5035
when calculating the commercial mass of a shipment ofonstant-rate-of-load tensile testing machineGRL), n—in
delivery. [D13.51] D 1907, D 1909, D 2494, D 2654, tensile testingan apparatus in which the rate of increase of
D 3887, D 4920 the force is uniform with time after the fir8 s and the
complex seamn—a seam made in two or more steps. (Ant. specimen is free to elo_ng_ate, this elongfation dependent on
plain seam) [D13.53] D 4965 the extension characteristics of the specimen at any applied
force. [D13.58] D 76, D 1294, D 1682, D 2524, D 5035
constant-rate-of-traverse tensile testing machine GRT),
n—in tensile testing an apparatus in which the pulling
. ) . . . clamp moves at a uniform rate and the force is applied
yarn or fabric elements into which a pile yarn floor covering through the other clamp which moves appreciably to actuate

an be separated [D13.21] D 5684, D5793 4\ eighing mechanism, so that the rate of increase of force
component of variancen—a part of a total variance identified o, extension that is usually not constant and is dependent

component,n—as used with textile fiber polymeis polymer
with distinguishable properties. [D13.58] D 4466
components,n—for pile yarn floor coveringthe individual

with a specified source of variability. [D13.93] D 4392, upon the extension characteristics of the specimen.
D 4854  [p13.58] D76, D 1294, D 1682, D 2524, D 3787, D 5034,
components,n—for pile yarn floor covering the individual D 5035
yarn or fabric elements into which a pile yarn floor covering constructional units, n—in pile floor covering the needles,
can be dissected. [D13.21] D418,D5684  pitch, rows, shot, etc. into which the warp and filling yarns
compression molded button,n—a button or button blank are commonly grouped. [D13.58] D418
which is  produced by compression molding. consumer care n—of consumer textile produgtsleaning and
[D13.54] D 5497 maintenance procedures as customarily undertaken by the
compression molding,n—the method of molding a material  ultimate user. [D13.62] D 3136, D 5253
already in a confined cavity by applying pressure and usuallgonsumer textile product, n—a textile product intended to
heat. [D13.54] D 5497 satisfy human wants and needs.  [D13.62] D 3136,
condition, v—to bring a material to moisture equilibrium with D 5489
a specified atmosphere. [D13.51] D4920 consumer’s risk (B), n— the probability of accepting a lot
cone, n—in textiles (1) a yarn holder or bobbin of conical when the process average is at the limiting quality level.
shape used as a core for a yarn package of conical form, also [D13.93] D3777,D 4271
called a cone core. (2) the yarn package obtained when yarontainer, n—a receptacle designed to hold a material, or to
is wound upon a cone core. [D13.58] D 2258 give integrity to the material. [D13.58] D 3333

confidence interval, n—an interval estimate of a population continuous elementn—a configured element formed continu-
parameter computed so that the statement “the population ously along a length of monofilament[D13.54] D 2050
parameter lies in this interval” will be true, on the average,continuous element zippern—in zippers a zipper consisting
in a stated proportion of the times such statements are made.of two continuously formed elements, each attached to one
[D13.93] D 4855 of the opposing edges of two tapes, mﬂbeummt&d
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disengaged by the movement of a slider. (Compagarate  cotton count,n—an indirect yarn numbering system generally
element zipper) [D13.54] D 2050 used in the cotton system equal to the number of 840-yd
continuous filament yarn, n—a yarn made of filaments that  lengths of yarn per pound. [D13.58] D 1059, D 2260
extend substantially throughout the length of the yarncotton fiber—See Table A2.4 in Annex A2.
[D13.18] D578, D579, D 580, D 581, D 4029, D 4389 cotton maturity, n—the degree of fiber wall development.
continuous variate,n—a variate that is a measurement based [D13.11] D 1442, D 2480, D 3817, D 3818
on a scale that is assumed to be continuous. [D13.93]  cotton system,n—a spinning system adapted to fibers less
D 4271 than 65 mm (2.5 in.) in length. [D13.58] D 2645
contract furniture, n—furniture manufactured for use in cotton waste,n—material removed from seed cotton, ginned
non-household applications. [D13.56] D 4771 lint, or stock in process by any cleaning or processing
control limits, n—predetermined ranges based on the variabil- machinery and usually consisting of undesirable fibers or a
ity of past observations between which the instrument data mixture of cotton fibers with foreign matter.  [D13.11]
for a test must fall to be considered valid. D 2495
[D13.11] D 4604 cottonizing, n—in flax, the processing of flax fiber so as to
control undercover garment, n—a garment having a known  make it suitable for use in the cotton spinning system.
history, the performance of which in a specific end-use has [D13.17]
been established previously, and which is used as a standagdunt, n—in woven textilesthe number of warp yarns (ends)
of comparison. [D13.53] D 3181 and filling yarns (picks) per unit distance as counted while
conventional blanket,n—a blanket woven in either a plain or  the fabric is held under zero tension, and is free of folds and
twill weave that is napped on both sides. [D13.63] wrinkles. [D13.60] D 3775
D 5432  count, n—in knitted fabrics the number (counted units) of
cord, n— a twisted or formed structure composed of one or wale loops and course loops per 25 mm (1 in.).
more single or plied filaments, strands, or yarns of organic [D13.59] D 3787
polymer or inorganic materialdD13.19] D 885, D 4776, course,n—in knitted fabrics a row of successive loops in the
D 5591 width direction of the fabric. [D13.59] D 2594
cord, n—in zippers a strand of multiple yarns for use in cover, n—in yarns the outside layer of fibers that form the
forming a bead. [D13.54] D 2050 surface of a yarn. [D13.58] D 2255
cord, n—of glass fibera strand made by combining multiple covered yarn, n—a compound structure which contains dis-
ends of filament strands, including cabled yarns, primarily tinguishable inner and outer fibrous elements which can be
for structural application. [D13.18] D 4030 different. [D13.58] D 204
cord twist, n—the amount of twist in a cord made from two or crack mark, n—an open place causing a streak of variable
more single or plied yarns.  [D13.19] D 885, D 2970 length approximately parallel to the length or width.

corduroy, n—a filling cut-pile fabric in which the cut fibers [D13.59] D 3990
form a surface of wales (rounded cords or ribs) whichcrack mark, n—in bonded, fused, or laminated fabrjca
usually run warpwise. [D13.59] D 4685, D 4850 sharp break or crease in the surface contour of either the face

core, n—in sampling fiber packageshe portion of wool or fabric or the backing fabric that becomes evident when the
other fiber obtained using a sampling tube. [D13.13] bonded, fused, or laminated composite is rolled, bent,

D 1060 draped, or folded. [D13.54] D 2724, D 3135
core, n—a filament or strand that serves as an extended axieraftsman, n—an artisan who is skilled in creating new
about which other elements can be wound. cultural objects. [D13.53] D 5038

[D13.19] D 2969, D 4845 crash towel,n—a plain weave nonterry product with hems or
core-spun yarn,n—a compound structure in which a filament  selvages which has a rough texture caused by uneven yarns.

or strand serves as an axis around which a cover of either [D13.63] D 5433
loose fiber or a yarn is wound. [D13.58] D204 CRE—abbreviation for constant-rate-of-extension.
cored braid, n—in rope a hollow braid construction, either [D13.58] D 1775
plain or twill, the center of which is filled with yarns which crease,n—a fabric defect evidenced by a break, line, or mark
are not braided. [D13.16] D 4268 in a fabric generally caused by a sharp fold.
cortex, n—in mammalian hair fibersthe principal body of the [D13.59] D 3990

fiber made up of elongated cells. [D13.13] D 4510 crease mark,n—a visible deformation left in a fabric after a
cotton, n—a vegetable seed fiber consisting of unicellular hairs crease has been incompletely removed during fabric process-

attached to the seed of several species of the g&uss ing. [D13.59] D 3990
sypiumof the family Malvaceae. [D13.11] D 1445 crease retentionn—that property of a fabric which enables it
cotton color diagram, n—a diagram showing the color ranges to maintain an inserted crease. [D13.59] D 4850

of standards officially established by the U.S. Department otrimp, n—as applied to a continuous-element zipptre
Agriculture for the various grades of cotton in relation to predetermined formation of the monofilament cross-section
scales of reflectanceR,, on the vertical axis, and at the point where the continuous element is interlocked.
yellowness, b, on the horizontal axis.[D13.11] D 4604 [Dﬁﬁﬂcmmts
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crimp, n—in a textile strand the undulations, waviness, or crushed feathers,n—feathers and feather fiber resulting from
succession of bend, curls, or waves in the strand induced curling, crushing, or chopping feathers without removing the
either naturally, mechanically, or chemically. quill. [D13.61] D 4523
Discussion—Crimp has many characteristics, among which are itsCUIturaI object, ”—a”Y man'mfide or modified natu,ral art,lde
amplitude, frequency, index, and type. In test method D 3937, crimp is  that reflects the beliefs, social forms, and material traits of
characterized by a change in the directional rotation of a line tangentto racial, social, religious, or other specific groups.
the fiber as the point of tangent progresses along the fiber. Two changes [D13.53] D 5038
in rotation constitutes one unit of crimp. [D 13.58] D 3937  curing, n—see the preferred terrulcanization.
. . I . . curled selvage,n—self-descriptive. [D13.59] D 3990
crimp contraction, n—an indicator of crimp capacity or a . . . . .
cushion, n—for inflatable restraints the inflatable fabric

characterization of a yarn’s ability to contract under tension. .
y y [D13.58] D 4031 envelope portion of a module. [D13.20] D 5426,

crimp development medium,n—for testing of textured yarn . D 5428, D 5645
an environment that allows the temporary set of fiber crimpSut: t—in asbestos and glass yatntie number of 100-yd
to be overcome and that allows the filaments to assume their 1€Ngths of yarn per pound; an indirect yamn numbering
permanently set configuration. [D13.58] D 4031 System. [D13.58] D 1059, D 2260

crimp frequency, n—in manufactured staple fiberthe num-  cut, n—in wool yarns the number of 300-yd lengths of yarn
ber of crimps or waves per unit length of extended or Per pound; an indirect yarn numbering system.

straightened fiber. [D13.58] D 3937 _ [D13.58] D 1059, D 2260
crimp index, n—an indirect measure of the amplitude of the cut, n—as applied to woven fabri@ length approximately 60
crimp. [D13.58] D 3937 yard in the greige. [D13.59] D 4850

crimp recovery, n—a measure of the ability of a yarn to return cut-off, n—in zippers the measurement of a separate element
to its original crimped state after being subjected to tension. from the head side to the pocket side of the legs.
[D13.58] D 4031 [D13.54] D 2050
critical defect, n—a serious defect that judgment and experi-cut pile floor covering, n—a pile floor covering in which the
ence indicate is likely to prevent the usability or proper pile is composed of adjacent tuft elements that are separated

performance of a product from its intended purpose. or cut. [D13.21] D 1335, D 5684
[D13.59] D 5430 cut selvage,n—cuts or breaks that occur in the selvage only.

critical difference, n—the observed difference between two [D13.59] D 3990

test results, which should be considered significant at theyt strip test, n—in fabric testing a strip test in which the
specified probability level. [D13.93] D 2906 specimen is cut to the specified testing width.

CRL—abbreviation for constant-rate-of-loading. [D13.58] [D13.60] D 5035

. D 0076, D 1775 cuticle, n—in mammalian hair fibersthe layers of flattened

crockmg, n—a trqnsfer of color from the surfac.e of a colored cells enclosing the cortex, which forms an envelope of
fabric to an ?‘dlace”t area of the_ same fabric or to gnother overlapping scales surrounding the fiber. [D13.13]
surface principally by rubbing action. (Compa@or stain- D 4510
ing, color bleeding) [D13.59] D 3990

cross-chest width, n—in body measurementshe distance
from front break-point to front break-point. [D13.55]

D 5219

cycle length,n—in braided rope the distance, parallel to the
rope axis, of the strand to make one revolution around the
rope. [D13.16] D 4268

cross-dye effectp—variation in dye pick-up between yarns or cylindrical . wet—_scrub extractiqn, n—a carpet cleaning
fibers, resulting from their inherent dye affinities. Method in which (1) a cleaning agent is sprayed onto the
’ [D13.59] D 3990 carpet, and (2) soil and cleaning agents are removed by a

cross-machine direction, CDn—the direction in the plane of ~ Machine which feeds water into two counter-rotating
the fabric perpendicular to the direction of manufacture. P'UShes. [D13.62] D 5253
[D13.64] D 5732 damaged fe_:athers,n—fea_thers that have been I_Jroken, dgm-
crotch, n—in anatomy the body area adjacent to the vertex of 29€d by insects, by mildew or rot, or otherwise materially
the included angle between the legs.[D13.55] D 5219 injured. [D13.61] D 4523
crowfoot weave,n—a broken-twill weave 1-up and 3-down or dangerously flammable textile,n—not defined. This term is

3_up and 1-down with two ends to the r|ght and two ends to Implled in the Standard For The Flammablllty Of Clothlng
the |eft, Common|y referred to as four-harness satin or Textiles (16 CFR Part 1610) under the Flammable Fabrics

broken crow. [D13.18] D579, D 4029 Act (15 USC 1191 et seq.) from which a meaning can be
crown, n—in anatomy the top of the head. [D1355] inferred. (See alsflammable textile.) [Dl392] D 4391

D 5219 dead cotton,n—a small nep of cotton fibers which is gathered

crowsfeet, n—in fabrics fine wrinkles of varying degree of  on the surgface of the fabric and which is different in color
intensity, size, and shape. [D13.59] D 3990 from the surrounding fabric [D13.59] D 3990

crush, n—in pile yarn floor coveringsloss of tuft definition decating mark, n—a crease mark or impression extending

due to entaglement and compression of pile fibers. across the cloth near the beginning or end of a piece due to
[D13.21] D5684, D 6119 the thickness of the fabric leader sea@ﬂ@“ ments
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defect, n—specific for inflatable restraintsan imperfection in taining one or more surfactants as the active ingredient(s).
a cut piece of fabric that judgment and experience indicate is [D13.62] D 3136
likely to result in either the hazardous or improper deploy-determination value, n—the numerical quantity calculated by
ment of the inflatable restraint module in which the imper- means of the test method equation from the measurement

fection is incorporated. [D13.20] D 5426 values obtained as directed in a test method. (See also
defect, in inspection and grading,n—the departure or non- observation) [D13.93] D 2905, D 4271, D 4854
conformance of some characteristic from its intended levetlew point, n—the temperature below which condensation of
or state. water vapor begins to take place when the atmosphere is
cooled. [D13.51] D 2654, D 4920

Discussion—In inspection and grading the characteristic is usually a . d N h d h d . f lid
visual one. However, defects such as heat damage or poorly finisheqi'amOn , —In zippers the wedge-shaped portion of a slider

textiles grading by hand may be required. [D13.59] D 5430 _betwe.en the .throats' ) [D13.54] D 2050
differential dyeing behavior, n—of cotton the tendency of
deformation, n—a change in shape of a material caused by cotton fibers to absorb and retain selectively varying propor-
forces of compression, shear, tension, or torsifin13.57] tions of different dyes from a binary dye bath.
D 4848 [D13.11] D 1464
decorticating, n—in flax, the process of mechanically sepa- differential shrinkage, n—in zippers the difference in longi-
rating fiber bundles from straw. [D13.17] tudinal dimensional change between the zipper tape and the

degrees of freedomn—for a set the number of values that  fabric to which the zipper is attached[D13.54] D 3692
can be assigned arbitrarily and still get the same value fogimensional changen—a generic term for changes in length
each of one or more statistics calculated from the set of data. or width of a specimen subjected to specified conditions.

[D13.93] D 4853, D 4854, D 4855
delamination strength, n—the tensile force required to sepa-
rate the component layers under specified force.
[D13.21] D 3936, D 5684

Discussion—Dimensional change is usually expressed as a percent
of the original dimension of the specimen. When a dimension increases
it is often referred to as growth. When a dimension decreases it is often

. ; X S referred to as shrinkage. [D13.59] D 1117, D 2646
delayed deformation, n—deformation which is time-
dependent and exhibited by material subject to a continuingimensional change,n—in pressing and finishing of gar-
force. [D13.58] D 4848 ments the change in dimensions of a fabric caused by
delicate or gentle cyclepn—a cycle in which agitation is slow pressing and finishing during garment manufacture.
and time is reduced. [D13.63] D 3993 [D13.56] D 3562, D 3779, D 3781,
delicate pretreatment procedure,n—in textile conservation D 3782, D 3995, D 4119, D 4154

the washing, rinsing, drying, and pressing actions followeddimensional change in boiling water (felt),n—the change in

when fabrics are of certain yarn and fabric constructions or length and width with any associated change in thickness

fiber contents, such as lightweight or sheer fabrics, fine produced by immersion in boiling water under specified

yarns, silks, or wools. (Comparsturdy pretreatment conditions. [D13.13] D461

procedure.) [D13.53] D5429 dimensional stability, n—the ability of a material to retain its
denier, n—the unit of linear density, equal to the mass in grams length and width dimensions under specified conditions.

of 9000 m of fiber, yarn, or other textile strand that is used

. - . . D The di i length and width and th ified
in a direct yarn numbering system. (See disear density) eussion—1 € TIMENSIons are 'engh and width and e specine

[D13.558] D 1059, D 2260 conditions are those of cycled humidity and temperature.

. . ; [D13.59] D 6207
denim, n—a durable woven twill fabric, usually of all cotton or
a blend of cotton and manufactured fibers, made from alip, —a chemical composition that is applied to a textile cord
variety of yarn numbers, and in various fabric weights, or fabric to improve its adhesion to rubber or other elas-

colors, designs, and finishes. [D13.59] D 4850 tomer. [D13.19] D885, D 2910
density, —mass per unit volume. [D13.51] D276 dip pick-up, n—in glass cords,the amount of dip solids
dents per unit width, n—for woven pile yarn floor covering present as supplied. [D13.19] D 2970

the number of binding sites per unit width; dents being thedip pick-up, n—in a textile cord or fabri¢ the amount of dip
reed spaces through which the warp yarns pass in the loom or dip components present after processing, including dry-
or the metal strips, in the reed that form these spaces. ing, as determined by prescribed methods, and expressed as

[D13.21] D418 a percentage of the mass of the oven-dried dip-free material.
deployment, n—for inflatable restraints the sequence of [D13.19] D885
events related to the activation of a module. [D13.20] direct cabling technology, n—a single-step manufacturing
D 5428 system that produces a twist-balanced cabled yarn (2 fold)
de-seeding,n—in flax, the process of removing seeds and from twistless single yarns.
seed-holding structures from plants. [D13.17]

Discussion—Direct cabling of yarn is carried out in a one-step
twisting operation as compared to conventional cabling of yarn that is

carried out in multiple twist operations.  [D13.59] D 1423

desorption, n—a process in which a sorbed material is
released from another material, as the desorption of moisture
from fibers; the reverse of absorption, adsorption, or both.
[D13.51] D 4920 direct yarn numbering system, n—a system that expresses
detergent, n—in textile product carea cleaning agent con-  the linear density of yarn in mass per urBG@umentS
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Discussion—The preferred units of measurements for the direct yarndouble bow, n—two fabric bows, arcing in the same direction,
measuring system are grams and meters. Tex (weight in grams for 1000 g5 in a flattened or W depending on the viewing angle.

metres) and Denier (weight in grams for 9000 metres) are recom- (Comparedouble reverse bow and double bow)
mended to show linear density in the direct numbering system. These

can be calculated by dividing the mass of a yarn by its length. Discussion—In tubular knits, there may be defferentail bowing
Conversion factors to convert between direct and indirect numbering between the top and the bottom of the tubgD13.60] D 3882,
systems can be found in Standard Tables D2260. [D13.58] D 3990

D 1059, D 1907, D 2260

o ) ) - double braid, n—in rope, a braided construction consisting of
direction of lay, n—the helical disposition of the components  +vo hollow braided ropes, one inside the other.

of a strand or cord [D13.19] D 2969 [D13.16] D 4268

direction of slippage, n— at the seam line of movement o hje hooked bow,n—one hooked bow at each side of the

parallel to either the filling or the warp on a woven fabric in  tapric that are in opposite directions. (See disoked bow)
which minimum force is required to produce yarn slippage. [D13.60] D 3882, D 3990

Discussion—The fabric may be pulled in both directions in many double pick, n—in woven fabricstwo picks wrongly placed in
cases. [D13.59] D 4034 the same shed. (See alsuispick. Compare jerk-in.)
N . , N . [D13.59] D 3990

direction of twist, n—the right or left direction of the helix 4o ple reverse bow,n—two fabric bows arcing in opposite

formed in a twisted strand as indicated by superimposition of irections. (See alschow. Compare double bow.)
the capital letter “S” or “Z.” [D13.58] D 1422, D 1423 [D13.60] D 3882

discrete sample,n—one or more units taken from a material 4o pje-stitched seam-finishn—a finish for the raw edges of
that consists of separately identifiable units. (Compare to 5 plain seam, in which another row of machine stitching is

_bulk sample.) _ _ [D13.93] D 4271 made through both seam allowances placed together.
discrete variate, n—a variate that is a measurement based on [D13.53] D 4965

a scale that has a limited or finite number of steps; such

a count, a rating scale, or a ratio of successes to tota

observations. [D13.93] D 4271
distortion, n—in fabrics a general term for a visible defect in

the texture of a fabric.

ouble-stroke, n—in flex and abrasion testingan abrasion
cycle that forward and one backward motion.
[D13.60] D 3885
double welt seampn—a complex seam formed on the inside of
the object, with one trimmed raw seam edge enclosed and
Discussion—For the purpose of test methods D 3939 and D 5362, two rows of stitching visible on the face side. (Compat
Snags are composed of different combinations of protrusions and Seam) [D13.53] D 4965
distortions. A distortion is characterized by a group of fibers, yarn, or ggown, n—the fine, soft plumage of waterfowl, consisting of
yarn segment that is displaced from its normal pattern so that there is light, fluffy filaments having at least two barbs attached: that

a visible change in the texture of the fabric; however, the displaced . barb . f th il int but without il
group of fibers, yarn, or yarn segment does not exaralethe fabric IS, barps growing irom the quill point but without a qui

surface. Distortions include conditions where (1) tension on a snagged shaft. [D13.61] D 4523
yarn has changed the size of some loops within a knitted fabric and thdown fibers, n—detached barbs from down; plumules and
result is a pucker on the surface of the fabric, and (2) tension on a detached barbs from the basal end of waterfowl feather quill
snagged yarn has caused a yarn to break off within a woven fabric and ghafts that are indistinguishable from the barbs of down.
the result is a change in the texture where the yarn used to be. [D13.61] D 4523

[D13.59] D 3939, D 5362 down, nestling,n—a down not fully developed with a sheath

distortion, n—in textile battingsdefects such as holes, lumps, and with soft barbs emanating from the sheath.
or thin areas caused by movement of fibers. [D13.61] [D13.61] D 4523
D 4770 draw-back, n—a weave distortion characterized by tight and
doctor streak, n—in printed cloth a wavy white or colored  slack places in the same warp yarn. [D13.59] D 3990
streak in the warp direction of printed cloth caused by adraw ratio (DR), n—the relation of the final length per unit
defective doctor blade. [D13.59] D 3990 mass to original length per unit mass of a material resulting
documentary characteristic,n—any historic, stylistic, icono- ~ from drawing. [D13.58] D 3218, D 5344
graphic, technological, intellectual, aesthetic, or religiousdraw texturing, n—for processing thermoplastic fiberthe
data pertaining to an object under consideration for conser- simultaneous or sequential process of drawing and imparting
vation. [D13.53] D 5038 crimp, thus producing increased molecular orientation and
documentation, n—the record of information (historic, stylis-  increased bulk. [D13.58] D 5344
tic, iconographic, technological, intellectual, aesthetic, sci-drawing, n—in textile processingthe process of stretching or
entific, or spiritual) about any object of cultural or natural attenuating a material to increase the length per unit mass.
heritage. [D13.53] D 5038 [D13.58] D 3218, D 5344
doffing tube, n—a component of an open-end spinning ma-dress career apparelf—career apparel which is not generally
chine, which is an extension to the navel and is used to guide subject to abusive wear and for which appearance is a more
the withdrawn yarn en route to the take-up rollers. (See also important attribute than durability. (See alsareer apparel,
navel) [D13.58] D 3888 vocational career appare) [D13.56]Dmum ents
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dress glove,n—a covering for the hand, often extending part edge-stitched seam-finishi—a finish for the raw edges of a
way up the arm, worn primarily for formal or dress occa- plain seam, in which machine stitching is placed close to the

sions. [D13.56] D 4115 raw edge of each seam allowance. (Compaigzagged
dress shirt,n—for boys a shirt made with a specific collar size  seam-finish) [D13.53] D 4965

or numerical size and designed to be worn with a tie anceffective carriage massn—in CRL-type tensile testing ma-

jacket. [D13.56] D 3477, D 4231 ching the force actually applied to a specimen by the mass
dress shirt, —for men a shirt made with a specific collar size  of the carriage, plus any added masse$D13.58] D 76,

and sleeve length where appropriate, and designed to be D 1775

worn with a tie and jacket. [D13.56] D 3477, D 4231 effective fiber length,n—in vibroscope test for linear densijty
drop, n—in body measurementshe difference between the that portion of the fiber free to vibrate between fixed

chest girth and the waist girth. [D13.55] D 5219 supports or holders. [D13.58] D 1577
drop, n—that part of a bedcovering that hangs perpendicular teffective gage length,n—in tensile testing the estimated

the floor. [D13.63] D4721 length of the specimen subjected to a strain equal to that
dropped stitch, n—in knitted fabrics an unknitted stitch. observed for the true gage length. [D13.58] D 76,
[D13.59] D 3990 D 4849

dry extraction cleaning, n—a method in which an absorbent effective insulation ratio, n—in thermal transmittance of
compound is dispersed over the surface of a textile product textile only the increase in insulation afforded by the fabric
by hand or machine, thoroughly brushed through the pile, in comparison to the uncovered test plate under specified

allowed to dry, and removed by suction. [D13.62] conditions of test. [D13.51] D 1518
D 5253  eight-harness satin,n—a warp-faced or filling-faced weave

dry foam extraction cleaning,n—a process by which a highly illustrating that the entire face of the fabric surface is

aerated, low moisture content shampoo is brushed through covered with warp or filling yarn, respectively. [D13.18]

the textile floor covering pile or applied to the surface of D 579, D 4029

upholstery. [D13.62] D 5253 elastic fabric, —a fabric made from an elastomer either alone
dry solvent, n—any organic solvent used to dissolve another or in combination with other textiles. (See alslastomeric

material. (Seesolven). [D13.62] D 5253 yarn.)

drycleanable button, n—a button that can be solvent-cleaned

. . . . Discussion—At room temperature an elastic fabric will stretch under
without damage such as dissolving or loss of finish. (See . P

nsion and will return quickly and forcibly to substantially its original

dry-cleaning, finish). [D13.54] D 5497 dimensions and shape when tension is removed.

drycleaning, n—in the care of textilesthe cleaning of con- Elastic fabrics may be manufactured by weaving, braiding, knitting,
sumer textiel products with organic solvents such as petro- .  ier processes. [D13.59] D 1775, D 4850, D 4964,
leum solvent or perchloroethylene. [D13.62] D 3136, [D13.58] D 4850

D 3938

duck, n—a compact, firm, heavy, plain-weave cotton fabric, elastic limit, n—the greatest stress that can be applied to a
mass per square yard 6 to 50 oz. (See dsbduck, and material without permanent deformation (Compateld
plied yarn duck) [D13.59] D 4850 point) [D13.58] D 4848

duplicate, n—in experimenting or testingne of two or more  €elastic t_ape,n—a ta_pe containing_ rubber or other elast_ome_rs to
runs with the same specified experimental or test conditions permit rubber-like stretch in at least one direction.

but with each experimental or test condition not being [D13.59] D 4850
established independently of all previous runs. (Comparélastic webbing, n—a webbing containing rubber or other
replicate.) [D13.93] D 4853 elastomers to permit rubber-like stretch in at least one
duplicate, vt—in experimenting or testindgo repeatarunsoas  direction. [D13.59] D 4850
to produce a duplicate. (Compareplicate.) [D13.93] elasticity, n—that property of a material by virtue of which it
D 4853 tends to recover its original size and shape immediately after
durable-press, adj—having the ability to retain substantially —removal of the force causing deformation.
the initial shape, flat seams, pressed-in creases, and un- [D13.58] D 4848
wrinkled appearance during use and after laundering oflastomeric yarn, n—a nontextured yarn which can be
drycleaning. (Seevash and wear) stretched repeatedly at room temperature to at least twice its

original length and which after removal of the tensile force

Discussion—The use of the termpermanent-press, adj, as a will immediately and forcibly return to approximately its

substitute  for durable-press is not recommended.

original length. [D13.58]
[D13.59] D 4850 elbow, n—in anatomy the joint which articulates between the
dust ruffle, n—a fabric which () lies flat over the box spring upper arm and the lower arm. [D13.55] D 5219
under the mattress on a bed, a@jiifas a pleated, tucked, or elbow girth, n—in body measurementsith the arm bent at
gather drop to the floor. [D13.63] D4721 90° and the clenched fist placed on the hip, the circumfer-
dye streak,n—an unintended stripe in a fabric due to uneven ence of the elbow. [D13.55] D 5219
absorption of a colorant. [D13.59] D 3990 electroplated button, n—plastic buttons which have been
dyestain,n—an area of discoloration due to uneven absorption made conductive by chemical treatment followed by the
of a colorant. [D13.59] D 3990 electroplating of metallic coatings. [DBGNC uwments
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electrostatic decay half-life,n—in textiles the time in min- [D13.20] D 5427

utes for the maximum voltage induced on the textile to beepidermis,n—in mammalian hair fibersthe outside or surface
reduced to one half of the maximum voltage by the various |ayer of the fiber consisting of flat, irregular, horny cells or
decay mechanisms: conduction and ionization of the air. scales. [D13.13] D 4845

_ . ~ [D13.58] D 4238  error of the first kind, «, n—in a statistical testthe rejection
electrostatic propensity,n—the capacity of a nonconducting of a statistical hypothesis when it is true.

material to acquire and hold an electrical charge by induction [D13.93] D 4853, D 4855
(by means of corona discharge) or by triboelectric meangror of the second kind, B, n—in a statistical test the
(rubbing with another material). [D13.58] D 4238 acceptance of a statistical hypothesis when it is false.

element, n—in zippers a device designed for interlocking, [D13.93] D 4853, D 4855
capable of being affixed along the edge of a tape. (Comparg, 4|, ation period, n—the perod of time an item is used before

continuous elemeny ~ [D13.54] D 2050 being evaluated on the specific performance properties.
elevator, n—a general term describing a mechanical device on [D13.53] D 3181

the Mot'ﬁn Con_trol, Inlc. F|beL_:nf0rmat|(_)n ?ﬁ/stem V.Vh'Ch evaluator, n—a part of, or an attachment to, an unevenness
MOVES € Specimen clamp while preparing the specimen or testing instrument, which automatically gives an estimate of

while taking a length/uniformity index or strength/ R, [D13.58] D 1425

elongation measurement. [D13.11] D 4604 S . .
s . . examination, n—analysis of (1) the materials, structure, em-
elongation, n—the ratio of the change in length of a rope . . :
. o . - bellishments, and condition of a cultural object, and (2) the
during application of tension to the original length of the . . )
impact of these factors along with documentary characteris-

rope when new. [D13.16] D 4268 . : .
elongation, n—the ratio of the extension of a material to the tics on the treatment, display, and storage of the object.

length of the material prior to stretching, expressed as aexperimental error, n—variability attribu{gbllii?;l]ly E)E;O?esst
percent. (Comparextension) [D13.58] D 204,DD21170714’1, method itself [D13.93] D 4853
D 2256, D 3822, D 4604, D 4848, D 5035 exposed_tape width, n—in zippers the part of _the tape
elongation at break, n—the elongation corresponding to the extending beyond the shoulders of the interlocking elements
breaking force. (Comparelongation at rupture. See also o th? _o_uter tape edge. ) [D13'54] D 2059
elongation) [D13.58] D 2101, D 2256, D 3822, D 4848 extensibility, n—that property by virtue of which a material
elongation at breaking load, n—in fiber strength testing of ~ ¢an undergo extension or elongation following the applica-
cotton the elongation corresponding to the maximum load, tion of sufficient force. (See alsannex A3.)  [D13.57]

and expressed as a percentage of#@. (3.2-mm) gage D 4848, D 4850
length. [D13.11] D 1445, D 4604 extension, n—the change in length of a material due to
elongation at rupture, n—the elongation corresponding to the ~ stretching. (Comparelongation) [D13.60] D 2259,
force-at-rupture. (Comparelongation at break) [D13.58] D 2646, D 4848, D 5035, D 5344
D 2256, D 4848 extension force,n—the force required to stretch a material to
elongation at specified force, (EASF),n—the elongation a given length. [D13.58] D 5344
associated with a specified force on the force-extensioextension-recovery chart,n—in elastic materials testinga
curve. [D13.58] D 3822, D 4848 continuously plotted graph of tension versus extension
embrittlement, n—the formation of a brittle residue as the resulting from an extension-recovery cycle. (Compare
result of pyrolysis or incomplete combustion. [D13.92] tension-recovery chart.See als@xtension-recovery cycle
D 4391 andtension-recovery cycle) [D13.58]
end, n—an individual sliver, roving, yarn, or cord. extension-recovery cyclen—in tension testingthe continu-
[D13.58] D 2258 ous extension of a specimen, with a momentary hold at a
end, n—in fabric, an individual warp yarn (single or ply) or  specified extension, followed by a controlled rate of return to
cord. zero extension. (Compatension-recovery cycle See also
extension-recovery chart and tension-recovery chart)

Discussion—The term is sometimes used to indicate a short length or

_ [D13.58]
remnant of fabric. [D13.59] D 4850

extractable matter, n—nonfibrous material in or on a textile,
end out, n—a void caused by a missing warp yarn. not including water, which is removable by a specified

[D13.59] D 3990 solvent or solvents, as directed in a specified procedure.
end-use,n—in wear testing the use for which a textile is  [D13.13] D461, D 541, D 681, D 1574, D 2257, D 2646,
intended. [D13.53] D 3181 D 5684

entanglement,n—the extent or degree to which the filaments extraction cleaning, n—a general term for a number of
in a yarn are interlocked and cannot be readily separated. refurbishing methods in which the cleaning agent is deliv-
[D13.58] D 4724 ered onto the textile product, agitated, and simultaneously
environmental conditions, n—in textile testing the atmo- removed by suction. [D13.62] D 5253
sphere in which specified moisture levels, temperaturdabric, n—in textiles a planar structure consisting of yarns or
ranges, and concentrations of gases are controlled. fibers.[D13.60] D 737, D 1388, D 1490085[,“&[3{5
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fabric dip, n—for tire fabrics a chemical composition which feathers, crushed n—feathers and feather fiber resulting from
is applied to a textile cord or fabric to improve its adhesion curling, crushing, or chopping feathers without removing the
to rubber compounds. [D13.19] D 4393 quill. [D13.61] D 4523
fabric growth, n—the increase in the original length of a feathers, damagedn—feathers that have been broken, dam-
specimen after the application of a specified force for a aged by insects, by mildew or rot, or otherwise materially
prescribed time and the subsequent removal of the tension injured. [D13.61] D 4523
eathers, landfowin— Seefeathers, nonwaterfowl.

Discussion—Fabric growth is usually expressed as a percentage o£ . . . .
the length of the specimen prior to application of the tension. See als eathers, nestling,n—immature feathers in which the barbs

. are held together and covered by a sheath.
permanent derformation. [D13.59] D 2594, D 3107 [D13.61] D 4523
fabric package, n—a length of fabric in a form suitable for feathers, nonwaterfowl, —feathers derived from chickens,
handling, storing, or shipping. turkeys, or other landfowl. (Synfeathers, landfowl

Discussion—Fabric packages may be unsupported, such as whe h il feath hich [D113dgl] Dj.523.
folded in cases, or supported, such as on tubes, bolts, or creels. Fab Eat ers, qui ,.n— eathers W 'C_ are over. mm (4 in.) in
packages are frequently referred to as rolls or pieces. |€ngthorwhich have a quill point exceeding 9.5 nfris(n.)

feathers, waterfowl,n—feathers from ducks or geese, or both.
fabric roof-system, n—a system of coated fabric or laminated [D13.61] D 4523

fabric along with support cables, edge ropes, clamps, negGeed unit, n—in an open-end spinning machinthe device
prene, roof drains, arch wear strips, and anchor bolts that which presents the feed stock to the opening roller by either
constitutes the outside top covering of a building. 3 feed roller and feed plate combination or interacting feed
[D13.59] D 4851 rollers. (See alsopening device) [D13.58] D 3888
fabric stability, n—in vinyl-coated glass screening and louver felt, n—a textile (fabric) characterized by the densely matted
cloth, the property denoting the ability to resist slippage of condition of most or all of the fibers of which it is composed.
yarn segments in one direction over yarn segments in the [D13.13] D 4845
opposite direction.  [D13.18] D 3656, D 4028, D 4912 felt, n—a textile structure characterized by interlocking and
fabric stretch, n—the increase in length of a specimen of consolidation of its constituent fibers achieved by the inter-
fabric resulting from a force applied under specified condi- action of a suitable combination of mechanical energy,
tions. chemical action, moisture, and heat but without the use of

Discussion—The difference is usually expressed as a percentage of weaving, knitting, stitching, thermal bonding, or adhesives.

the initial length of the fabric specimen. Fabric stretch differs from ) ] ) [D13.13] D 247_5
fabric elongation in that the latter (up to the point of rupture) reflects thefiber, n—in textiles a generic term for any one of the various
instantaneously existing amount of stretch under a constantly increas- types of matter that form the basic elements of a textile and

ing tension force. [D13.59] D 2594, D 3107 that is characterized by having a length at least 100 times its
i ) ) ) diameter. (See alsmanufactured fiber, natural fiber, and
fabricate, v—in buttons the conversion of a blank into a  Apnex A1 and Annex A2) [D13.92] D 123
complete button. [D13.54] D 5497 fiber beard, n—in length testing of fibersfibers caught

face, n—_in buttons that portion which will be exposed after randomly on a comb which are subsequently straightened
attaching to the substrate.  [D13.54] D 5171, D 5497 and parallelized without stretching or damaging.

face side,n—in textile materials the side of the material that [D13.58] D 3513
is outward in the completed object. (Anback side) fiper pirefringence, n—the algebraic difference of the index of
[D13.53] D 4965 refraction of the fiber for plane polarized light vibrating
factor, n—in experimentinga condition or circumstance that  parallel to the longitudinal axis of the fiber and the index of
is being investigated to determine if it has an effect upon the refraction for light vibrating perpendicular to the long axis.
result of testing the property of interest. (See alsdvirefringence.) [D13.51] D276
[D13.93] D 4853 fiper bundle, n—group of ultimate fibers which are held
failure, n—an arbitrary point beyond which a material ceases together in the flax stem by pectins, lignins or any combi-

to be functionally capable of its intended use. (Compare nation thereof. [D13.17]
rupture. ) [D13.58] D 4848 fiper channel, n—a component of an open-end spinning
failure, n—in sewn fabric seamsfabric or sewing thread  machine through which the fibers are conveyed by an air
rupture or seam (yarn) slippage. ~ [D13.54] D 1683, current from the opening device to the rotor. (See also
D 3940 opening device) [D13.58] D 3888
fatiguing force, n—in testing sewn seamshe force that is fiber chip, n—in manufactured textilesstaple fibers that are
repeatedly applied to a test specimer{D13.59] D 4033 massed together as a unit and that maintain a single
feather fiber, n—detached barbs of feathers which are not geometry or alignment textiles. [D13.58] D 3937
joined or attached to each other. [D13.61] D 4523 fiber cohesion,n—in textilesthe resistance to separation of
feathers, n—the outgrowth forming the contour and external fibers in contact with one another. [D13.58] D 2612,
covering of fow. [D13.61] D 4523 Documents
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fiber density, —mass per unit volume of the solid matter of type, with or without natural or synthetic materials.

which a fiber is composed, measured under specified condi- [D13.61] D 4523
tions. [D13.51] D276 filling tests, n—in fabric testingtests in which the filling yarns
fiber rope, n—a rope produced primarily from textile fibers.  are torn. [D13.60] D 1424

[D13.16] D 4268 filling-to-filling seam, n—a sewn seam in which the yarns in
fiberfill, n—manufactured fibers especially engineered as to the filling direction on both sides of the sewn seam are
linear density, cut length, and crimp for use as a textile filling  perpendicular to the seam. [D13.59] D 4033
_material. . , [D13.61] D4770  fingl twist, n—the number of turns per unit length in a single
Fiberweigh, n—an instrument having a capacity for weighing  yar component of a plied yarn or the plied yarn component
a 5Sl-grain (3.30-g) specimen with a sensitivity of at least ot 5 cabled yarn as the component lies in the more complex
0.2 % of the mass being weighed. [D13.11] D 4604 structure. [D13.58] D 1423

fibrogram, n—in testing cotton fibers for lengththe curve fine end, n—a smaller than normal diameter warp englyi.
representing the second cumulation of the length distribution light e,nd thin end. (Compareoarse end) [D13.59]
of the fibers sensed by the length measuring instrument in ' D 3990
scanning the fiber board. [D13.11] D 1447, D 4604

Fibronaire, n—an instrument which determines the micron-
]‘:’I‘gvev rteeig'n”iglj’;ra"" cotton fibers ”S'“g[g‘le&g‘i;oug Z'g& arl of units. [D13.13] D 1448, D 2252, D 3991,

i . L D 3992, D 4604
fid, n—a wooden or hard plastic tool used as an aid in ropt?. K : | t showi iation in pick
splicing. [D13.16] D 4268 inger mark, n—an irregular spot showing variation in picks

fineness,n—of fibers a relative measure of size, diameter,
linear density, or mass per unit length expressed in a variety

filament, n—in textiles a continuous fiber of extremely long . P€" Inch for a limited width. [D13.59] D 3990
length. [D13.92] D123 fingertip towel, n—a textile product with fringes and side
filament, n—in steel cord the individual element in a steel ~ N€MS or selvages which is smaller than a hand towel,

strand or cord. [D13.19] D 2969 generally used as decoration and to dry hands.
filament yarn, n—a yarn composed of (continuous) filaments _ [D13.63] D 5433
assembled with or without twist. [D13.58] D 2101, finish, n—in buttons the surface condition or texture.
D 4724 [D13.54] D 5497

fill leakage, n—in comforters either partial or total penetration finished, adj—for glass laminatesa descriptive term for
of the stufing material through the outer or face fabric. Woven fabrics that have passed through a treating procedure
[D13.63] D 4769 which is compatible with a resin matrix or facilitates
filler, n—nonfibrous material, such as insoluble clays or Manufacturing, or both. [D13.18] D 4029, D 5426
gypsum, together with starches, gums, etc., added to a fabrfinished, adj—in textile floor covering materiaJghe comple-
to increase its weight or to modify the appearance or handle tion of all manufacturing operations. [D13.21] D 2859,

of the fabric. SByn.back-sizing.) [D13.59] D 4850 D 5684
filling, n—yarn running from selvage to selvage at right angledinished fabric weight, n—mass per unit area expressed in
to the warp in a woven fabric. grams per square metre (ounces per square yard), grams per

. . : . e : linear metre (ounces per linear yard), or inversely as metres
Discussion—Filling yarn is also designated as “weft” and occasion- Kil l d d t
ally as “woof.” In the United Kingdom the word “filling” corresponds per kilogram (linear yards per pound), or square metres per

to the word “filler” in the United States. Filler is often used to indicate ~ Kilogram (square yards per pound). [D13.59] D 3887,
the layer between the shell and lining of some garments or between the D 3990

layers of a quilted fabric. Filling in particular is used with this meaning finished pile yarn floor covering, n—in textile floor covering
by the FTC in labeling regulations. [D13.59] D 3775 materials the pile yarn floor covering that has undergone all

filling band, n—in woven fabrics a visual defect across the steps of the manufacturing process.[D13.21] = D 2859,

width due to a change occurring in the yarn for a Iargef_ ished vield in knitted fabrics th b f2.5.6ﬁ4d
number of picks. (Compariling bar) [D13.59] D 3990 inished yleld, n—in knitted fabrics the number of Tinishe

- : : : kilogram (square yards per pound) of
filling bar, n—in woven fabrics a visual defect across the square metres per
width which contains a limited number of picks of different f'n'_Shed fabric. [D13.59] D 3887, D_3990 )
appearance than normal. (Compéiténg band) [D13.59, finishing bar, —uneven appearance across the entire fabric
D13.20] D 3990, D 5426 - width. . .[-D13.59] D 3990
filling elongation and tension,n—stretch or tension measured fire, n—as related to textile flammabilityan uncontrolled
at right angles to the warp direction of the fabric. —conflagration in which materials are destroyed by burning as
[D13.58] evidenced by flames of varying size and shape, and a
filling-faced twill, n—a weave in which filling yarns float over ~high-intensity heat source of 5 kw or greater, such as burning
warp yarns, to produce a diagonal effect in the resulting contents of a room, a burning basket, burning building, or
fabric. (See alsotwill weave and warp faced twill.) forest fire. [D13.92] D 4391
[D13.59] D 4850 fire retardance, n—the resistance to combustion of a material
filling material, n—for feathers or downthe contents of an ~ when tested under specified condition$D13.13] D 461
industry product containing feathers or down of any kind orfitted sheet,n—in textiles a product usual ocUiMmedrds
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corners, sometimes elasticized with shape and size to cofflat duck, n—duck fabric having the warp of two single yarns
form to the contours of the mattress and used for covering woven as one and either single or plied filling yarn. (See also

the mattress on a bed. [D13.63] D 4722, D 5431 duck.) [D13.59] D 4850
fixed retainer, n—in zippers a device permanently attached to flat-felled seam,n—a complex seam formed on the outside of
the retainer pin at the bottom of one stringer. [D13.54] an object with raw edges enclosed and two rows of machine

D 2050 stitching visible on the face side. [D13.53] D 4965
flagging, n—in sewn seamsa mode of failure evidenced by flat sheet, n—in textiles a flat, hemmed product, usually
slippage of one or more yarns entirely out of the original rectangular, used for covering the mattress on a bed and used
seam. [D13.59] D 4033 for sleeping on or under. [D13.63] D 4722, D 5431
flame, n—as related to ignition of textilesa controlled hot, flax, n—the generic name for plants that are botanically
luminous zone of gas or matter in gaseous suspension, Or classified ad.inum usitatissimumwhich are cultivated for

both, of constant size and shape that is undergoing combus- geed and/or fiber. [D.13.17]
tion as evidenced by a low-intensity heat flux of less than joace n—the wool of one sheep as obtained by shearing.
kw such as candle flame or match flame. (Comdaee) ’ [D13.13] D 1234

[D13.92] D 4391 flexibility, n—that property of a material to endure repeated

flame application time, n—the time interval for which the ; - : -
ignition flame is applied to a material. [D13.92] D 123 liﬂgg,Age)ndmg, or bowing wnhou;Drlugpgugr]e. [()Ssesessalso

flame resistance,n—the property of a material whereby D 4850

flaming combustion is prevented, terminated, or inhibited I

) N . ; flexural rigidity, n—
following application of a flaming or nonflaming source of

ignition, with or without subsequent removal of the ignition gene_r?J—rﬁsstancle to bgnhdlng. f i of unit width
source. [D13.92] D 461, D 2859, D 4372, D 4391, specifie—the couple on either end of a strip of unit widt

D 5684 bent into unit curvature in the absence of any tension.

. . . . [D13.60] D 1388
flame resistant, adj—having flame resistance. f . tabricth ) ¢ fil
[D13.92] D 4372, D 4391 oat, n—in woven fabricthe portion of a warp or filling yarn

flame retardant, n—a chemical used to impart flame resis- that extends unbound over two or more filling or warp yarns.

tance. [D13.92] D 1230, D 2859, D 4391, D 5684 o [D13.59] D 4850
flame-retardant-treated, adj—having received a flame- f0& n—a defect in which a warp or filling yarn extends
retardant treatment. [D13.92] D 1230, D 4391 unbound over the ends with which it should be interlaced.

flame-retardant treatment, n—a process for incorporating or . ) “?13'59], D _3990
adding flame retardant(s) to a material or product.lock, n—a material obtained by reducing textile fibers to
[D13.92] D 2859, D 4391, D 5684 fragments as by cutting, tearing, or grinding, to give various
flame spread,n—the propagation of a flame away from the d€grees of comminution. ~ [D13.56] D 3597
source of ignition. [D13.92] D 1230, D 4391 flocked blanket, n—a blanket made with a fishnet-type scrim
flame-spread time,n—the time taken by a flame on a burning ~ Sa@ndwiched between two thin layers of foam with flock
material to travel a specified distance under specified con- adhered to the outside of the foam. [D13.63] D 5432
ditions. [D13.92] D 1230, D 4391 floor covering, n—an essentially planar materiahaving a
flaming debris, n—material which continues to flame as it  relatively small thickness in comparison to its length or
separates and moves away from the flaming source. Width, which is laid on a floor to enhance the beauty,

[D13.92] D123 comfort, and utility of the floor. [D13.21] D 1335,
flammability, n—those characteristics of a material that per- D 2646, D 2859, D 3936, D 5251, D 5252, D 5417, D 5684,
tain to its relative ease of ignition and relative ability to D 5793, D 5823, D 5848, D 6119, D 6283, D 6540
sustain combustion. [D13.92] D 1230, D 3659, D 4151, flooring material, n—any pliable planar structure used as a
D 4391 base surface in camping tentage, but excluding such things
flammable textile, n—any combustible textile that burns with ~ @s rugs or carpets placed in the tent that are not integral parts
a flame. (See alsdlammability. Compare combustible of the item. [D13.52] D 4372
textile, noncombustible textile) [D13.92] D4391 flounce,n—a ruffled drop on a bedcovering. [D13.63]
flange lock slider,n—in zippers a slider with notches in the D 4721

flanges of the slider that block the shoulders of the elementfoam, n—in cleaning textilesa frothy mass of fine bubbles
when the stringers are pulled apart, thus preventing further generated by whipping or agitating a shampoo.

separation of the chain. [D13.54] D 2050 [D13.62] D 5253
flanges,n—in zippers the edges of the slider formed to contain foam cleaning, n—a process in which a prepared foam is

the chain. [D13.54] D 2050 applied to a textile product, scrubbed in, allowed to dry, and
flannel, n—as applied to bed sheeting napped fabric used in ~ the encapsulated soil is removed by suction.

the fabrication of sheeting products. [D13.63] D 5431 [D13.62] D 5253

flare, n— the spreading of the filament ends or the strand endfam tear, n—a condition wherein the foam portion of a
at the cut end of a steel tire cord, expressed as the unravelledlaminated fabric ruptures prior to the failure of the bond.

length. [D13.19] D 2969 013.54] Dogouments
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foot length, n—in body measurementswith the subject friction, n—the resistance to the relative motion of one body
standing barefoot, the distance from the most prominent part sliding, rolling, or flowing over another body with which it
of the heel where it touched the floor to the end of the most is in contact. [D13.58] D 3108, D 3412
prominent toe. [D13.55] D 5219 front break-point, n—in anatomythe location on the front of
foot traffic units, n—for pile floor covering the number of the body where the arm separates from the body.
passes by human walkers over a specific group of carpet [D13.55] D 5219
samples. [D13.21] D5684 front high-hip, n—in body measurementthe distance from
force, n—a physical influence exerted by one body on another one imaginary side seam to the other imaginary side seam at
which produces acceleration of bodies that are free to move the high-hip level. [D13.55] D 5219
and deformation of bodies that are not free to movefrosting, n—a change in color in a limited area of a fabric
(Comparestrength.) [D13.58] D 1578, D 4848 caused by abrasive wear. [D13.59] D 3990
force-at-rupture, n—the force applied to a material immedi- F-test, n—a test of statistical significance based on the use of
ately preceding rupture. (Compadresaking force. See also George W. Snedecor’s F-distribution and used to compare

rupture.) [D13.58] D 4848 two sample variances or a sample variance and a hypotheti-
force-at-specified-elongation (FASE),n—the force associ-  cal value. [D13.93] D 4855
ated with a specific elongation on the force-extension ofundamental resonant frequency,n—in linear density test-
force-elongation curve. [D13.58] D 3822, D 4848 ing, the lowest frequency at which free oscillations can exist
force-deformation curve, n—a graphical representation of the  in a fiber tensioned between two fixed pointdD13.58]
force and deformation relationship of a material under D 1577, D 4848
conditions of compression, shear, tension, or torsion. (Comfurniture covering, n—a general term for attached upholstery
pare force-elongation curve, force-extension curveand fabric, slipcovers and throws. [D13.63] D 4852
stress-strain curve) [D13.58] D 4848 furniture unit, n—in upholstered furniturea complete single
force-elongation curve,n—a graphical representation of the piece of upholstered seating, such as a sofa, love seat, lounge
force and elongation relationship of a material under tension. chair, rocker, or recliner. [D13.63] D 4852
(Compare force-deformation curve, force-extension fused fabric, n—a type of bonded fabric made by adhering a
curve, andstress-strain curve.) [D13.58] D 4848 fusible fabric to another fabric, such as for use in an
force-extension curve,n—a graphical representation of the interlining. [D13.54] D 2724, D 3135
force and extension relationship of a material under tensiorfusible fabric, n—a utilitarian fabric which has a thermoplas-
(Compare force-deformation curve, force-elongation tic adhesive applied to one side, sometimes in a pattern of
curve, andstress-strain curve) [D13.58] D 4848 dots, so that the surface can be bonded to another fabric
force-recovery cycle n—in elastic fabric testinga continuous surface by the wuse of heat and pressure.
curve or plot of force versus elongation (with movement [D13.54] D 2724, D 3135

stopped momentarily at point of reversal) describing thefusion bonded, n—a method for creating a carpet pile con-
elongation and recovery of an elastic fabric; also known as struction by adhering loops or lengths of yarn to the face of

the loading and unloading cycle. [D13.59] D 1775 a primary backing. [D13.21] D 1335, D 5684
foreign matter, n—in cotton non-lint material commonly fuzz, n—untangled fiber ends that protrude from the surface of
referred to as waste or trash such as dust, sand, seed-coag yarn or fabric. [D13.58] D 2255

fragments, leaves, and stems normally present in raw anfdizz ball, n—loose and frayed fibers that have formed into a
partially processed cotton. [D13.11] D 2812, D 5426 ball and have then been woven or knitted into the fabric.
frame yarn, n—pile yarn in a Wilton-type carpet. (Comparepills.) [D13.59] D 3990
[D13.21] D418 fuzzy, adj—characterized by a hairy appearance due to broken
frayed, adj—in textiles a worn condition characterized by fibers or filaments. [D13.58] D 2255, D 5647, D 3990
damaged yarn surfaces, projecting yarn ends, hairiness, egage,n—of a tufting machingthe average centerline distance
[D13.58] D 5647 between the needles. [D13.21] D418
French seam,n—a complex seam formed on the inside of thegage, n—of tufted pile yarn floor coveringthe average
object with both raw edges enclosed and no stitching rows distance between adjacent binding sites in the widthwise

visible on the face side. (Comparmock French seam) direction. [D13.21] D418, D 4269
[D13.53] D 4965 gage,n—in knitted fabrics a measure of fineness expressing
frequency distribution, n—of a sample a table giving for the number of needles per unit of width (across the wales).
each value of a discrete variate, or for each group of values [D13.59] D 4850
of a continuous variate, the corresponding number of obsegage, n—in full-fashioned hosiery a measure of fineness
vations. [D13.93] D 4686 expressing the number of needles per 38 m (1.5 in.) on the
frequency distribution, n—of a population a function that, needle bar. [D13.59] D 4850

for a specific type of distribution, gives for each value of agage, n—in warp knitting for simplex, tricot, milanese,
random discrete variate, or each group of values of a random number of needles per English inch; for raschel, kayloom,
continuous variate, the corresponding probability of occur- twice the number of needles per English incifiD13.59]

rence. [D13.93] D 4686 Documents
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gage length,n—in tensile testingthe length of a specimen grease wooln—wool taken from the living sheep and which
measured between the points of attachment to clamps while has not been commercially scoured.[D13.13] D 1234,
under uniform tension. [D13.13] D 1294, D 2524 D 1574, D 1576, D 2462

gaiting, n—in warp knitting the setting of a guide bar one or greige cord,n—in tire cords,a cord that has not been adhesive
more needle spaces to the right or left in order to increase the treated, or otherwise treated before use. (Smed
pattern possibilities. [D13.59] D 4850 [D13.19] D 4974, D 5591

generic classp—as used with textile fibera grouping having greige goodsn—textile fabrics that have received no bleach-
similar chemical compositions or specific chemical charac- ing, dyeing, or finishing treatment after being produced by

teristics. [D13.58] D 4466 any textile process. [D13.18] D579, D580, D 581,
ginned lint, n—cotton fibers that have been separated from D 5429
their seeds by ginning but not subjected to any furthelgreige thread, n—undyed or unfinished sewing thread in the
processing after ginning. (Seelint cotton.) state following final plying or equivalent step in processing
[D13.11] D 2495 sequence, such as extruding, texturizing, or braiding.
glass count,n—an indirect yarn numbering system, equal to [D13.58] D 204, D 3823
the number of 100 yd. lengths per pound. [D13.58] greige yield, n—in knitted fabrics the number of finished
D 2260 square yards per pound (square metres per kilogram) of
gloss,n—the luminous fractional reflectance of a material in greige fabric. [D13.56] D 3887
the specular direction. (Sespecular glos$ [D13.58] grex, n—an obsolete direct numbering system for fiber yarn or
D 3218, D 3334 other textile strand equal to the mass in grams per 10 000 m.
glow, n—visible, flameless combustion of the solid phase of a [D13.58] D 1059, D 2260
material. (See alsafterglow andsmoldering) [D13.92]  grin, v—in sewn seamgo stress a seam so that the individual
D 4372, D 4391 stitches can be seen. [D13.54] D 1908

glued seam,n—a seam formed by an adhesive. (Comparegrip, v—in tensile testing to hold, grasp, or secure, for
sewn seam, stapled seam, thermally bonded segm example, to grip the specimen by the jaws of the clamps.

[D13.53] D 4965 [D13.58] D76

gout, n—foreign matter trapped in a fabric by accident, usuallygroup, n—in upholstered furniturea number of individual
lint or waste. (See alsslug) [D13.59] D 3990 upholstered furniture units that are related by one or more
grab test, n—in fabric testing a tensile test in which the  physical characteristics such as styling, color, shape or

central part of the width of the specimen is gripped in the covering. [D13.63] D 4852
clamps. growth, n—an increase in one or more dimensions of an object

or a material. [D13.58] D 204

Discussion—For example, if the specimen width is 100 mm (4.0 in.) . . .
and the width of the jaw faces 25 mm (1.0 in.), the specimen grippetprOWth’ n—the increase in length of a specimen caused by the

in the clamp with approximately 37.5 mm (1.5 in.) of fabric protruding application of a continuing load or force under specified

. . conditions. (See also delayed deformation)
from each side of the jaws. [D13.60] D 4850, D 5034 [D13.19] D 885, D 885M

grade, n—in warp knitting a term used to indicate the defect growth, n—of textiles the difference between the original
index evaluation of fabric determined by the number of length of a specimen and its length after the application of a
defects per unit, for example per pound, per linear yard, or specified force for a prescribed time, and the subsequent
per square yard. [D13.59] D 4350, D 4850 removal of the force. (See algmermanent deformation

grade, n—in wool and mohaira numerical designation used in  and dimensional change. [D13.59] D 2594, D 3107
classifying wool and mohair in their raw, semi-processedhackling, n—in flax, the process of cleaning and aligning
and processed forms based on average fiber diameter andong-line fibers to improve fineness and remove non-fibrous

variation of fiber diameter. [D13.13] D 2130, D 3991, materials and short fibers. [D13.17]
D 3992  hair, n—natural animal fiber other than sheep’s wool or silk.
grade, v—to assign a numerical value based on number, size, [D13.13] D 4845

and severity of defects seen during a visual inspectionhairiness, n—of yarns an overall condition characterized by
[D13.59] D 5430 filaments or fibers protruding from the yarn surface and
grading, n—the procedure used to identify and quantify the uniformly distributed along the yarn length. (Compare wild

number of imperfections in a roll of fabric detected during fibers.) [D13.58] D 5647
visual inspection. [D13.20] D5426 hand-overcast seam-finishn—a finish for the raw edges of a
grain, n—in yarn spinning a direct yarn numbering system for ~ plain seam, in which hand stitches are taken over the raw
sliver, top or roving, equal to the mass in grains of 120 yds. edges of each seam allowance. [D13.53] D 4965
(SeeAmerican grain count) [D13.58] D 2260 hand washing,n—the most gentle form of home laundering
grain, n—in measuring mass/7ooo Ib avoirdupois. [D13.58] using hand manipulation without the use of a machine or

D 2260 device such as a scrubbing board. [D13.62] D 3136
gray felt, r—a blend of white fibers with naturally colored or hang pick, n—a pick, caught on a warp yarn knot for a short
dyed fibers,or both that has an overall gray appearance. distance, producing a triangular-shaped_hole in the fabric.

[D13.13] D 2475 pDecwments
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hardness,n—in water, dissolved salts of calcium, magnesium, high-tenacity fiber, —a manufactured fiber eithet)(belong-
and other cations that destroy the action of soap; expresseding to a generic class of fibers having exceptional breaking
as parts per million (ppm) or grains per gallon (gr/gal) of strength; or 2) having a breaking strength significantly

calcium carbonate. (Compaseftness) [D13.53] D 5429 greater than the average strength of other (regular tenacity)
hard size, n—sections of cloth containing an excessive quan- fibers in the same generic class and of equivalent linear
tity of sizing. [D13.59] D 3990 densities. [D13.92] D123
hard Wat?r' n—in textile conservationwater having a con- Discussion—High-tenacity fibers are usually used in industrial
centration of more than 60 ppm (3.5 gr/gal) hardness products where mechanical properties, such as strength, are major
calculated as calcium carbonate. [D13.53] D 5429 factors in fiber selection. Comparative examples are as follows:
hawser twist, n—the construction of cabled yarn, cord, or rope Generic Class ~ Typical Tenacity Range, dN/tex* .
in which the single and first-ply twist are in the same _ Regular Tenacity High Tenacity
. . LT . . Aramid 3.3t04.9 18 to 22
direction and the second-ply twist is in the opposite direc- Carbon 15 10 21
tion, and S/S/Z or Z/Z/S construction[D13.58] D 1423 Glass 1310 18
. . . Nyl 22t04.4 5.31t08.7
head,n—in zippers the portion of the element that engages the balyester e P
pocket. [D13.54] D 2050 Rayon 0.6 1023 261053
head girth, n—in bOdy measurementthe maximum circum- ATo convert to grams-force per tex, multiply by 88.3. D 123

ference of the head above the ears. [D13.55] D 5219

heat durability, n—the extent to which a material retains its Nghloft nonwoven fabric, n—a low-density fiber network

useful properties at ambient air conditions, following its structure characterized by a high ratio of thickness to mass

exposure to a specified temperature and environment for a PEr unit area. - [D13.64] D5736
specified time and its return to the ambient air conditionsiP, n—in anatomy the laterally projecting region formed by

(Compareheat resistance) [D13.92] D 4391 the lateral parts of the pelvis and the upper part of the femur
heat durable adj—having heat durability. together with the flesh covering them[D13.55] D 5219

[D13.92] D 4391 hip girth, n—in body measurementthe maximum circumfer-
ence of the body at the level of maximum prominence of the
buttocks. [D13.55] D5219
hockle, n—in rope a strand kink in a rope causing yarn
displacement in the strand resulting in rope deformation and
damage. [D13.16] D 4268
ole, n—in fabric, an imperfection where one or more yarns
are sufficiently damaged to create an aperture.
[D13.59] D 3990, D 5426
hole—in inflatable restraint fabricsan ipening not character-
istic of the normal weave pattern where one or more yarns is

heat flux, n—the thermal intensity indicated by the amount of
power per unit area. [D13.92] D 4391
heat resistance,n—the extent to which a material retains
useful properties as measured during exposure of the mate-
rial to a specified temperature and environment for a,
specified time. (Compareeat durability .) [D13.92]
D 4391
heat resistant,adf—having heat resistancf>13.92] D 4391
heat shrinkage,n—a decrease in one or more dimensions of
an object or material exposed to heafD13.58] D 3218

. ; . cut, torn, or shifted. [D13.20] D 5426
heatset yarns,n—in a textured yarna yarn that is subjected hole spacing,n—on a button the distance from the center of
to a secondary heat during the texturing process, which is one hole t(; another ’ [D13.54] D 5497

designed to reduce the torque and bulk shrinkage. holland cloth, n—a completely filled woven fabric having a

Discussion—Heatset yarns are dependent on the temperature, time, Smooth gloss finish on both sides used as a separating
and length of the heaters. [D13.19] D885 medium for sheeted rubber compound®.13.19] D 1871,
D 4393
heel-ankle circumferencen—in body measurementsiththe  pollow braid, n—in rope, a braided construction of either
subject standing barefoot, the distance around the foot from pjain or twill braid, having an empty center.  [D13.16]
the point where the back of the heel contacts the floor and D 4268

over the juncture of the foot. and leg at the front of the anklegme laundering, n—a process by which textile products or
"?‘”d back. to the starting point. [913-5_53] D 5219 parts thereof may be washed, bleached, dried, and pressed by

height, n—in body measurementthe vertical distance from  any customary method designed for use in a residence, or
the crown of a Standing SUbjeCt to the soles of the feet. nonprofessiona| use. (See a|qm'ofessiona| Care)

. o _ [D13.55] D 5219 [D13.62] D 3136
high elongation,adj—in steel tire corda cord with an average Hong Kong seam-finish,n—a finish for the raw edges of a
elongation at break greater thatn 3.09©13.19] D 2969 plain seam, in which a binding fabric encloses the raw edge

high-hip girth, n—in body measurementthe circumference of each seam allowance; the binding fabric has one raw edge
of the body at a point approximately 7.5 cm (3 in.) below the enclosed and the other raw edge exposed. (Contparad
waist and parallel to the floor. (Compareip girth.) seam-finish) [D13.53] D 4965
[D13.55] D 5219 hook and loop fastener—a touch fastener, comprised of two
high-modulus aramid, n—for the purpose of these test flexible mating strips, the surface of one mating strip being
methods those aramid yarns with an initial modulus of at covered with tiny, stiff protrusions shaped like hooks which
least 400 gf/den (35 N/tex). [D13.19] D885 engage the other mating strip.which i@ M
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loops. [D13.54] D 5169
hooked bow,n—a fabric condition in which the filling yarns or

imperfection, n—a departure of a quality characteristic from

its intended level or state. [D13.20] D 5426

knitted courses are in the proper position for most of thempregnated fabric, n—a fabric in which the interstices

fabric width but are pulled out of alignment at one side of the
fabric. (See als@ouble hooked bow [D13.60] D 3882

hooks, n—in fiber testing curved or bent fiber ends caused by
the carding or specimen preparation processefD13.11]
D 5332

horseshoen—a length of sliver folded in a manner such that

the two ends can be fed simultaneously into the needle field

of the Fibroliner FL-101. [D13.11] D 5332
hose reinforcing wire, n—a single filament of steel wire with

between the yarns are completely filled with the impregnat-
ing compound throughout the thickness of the fabric, as
distinguished from sized or coated fabrics, where these
interstices are not completely filled.

Discussion—A fabric woven from impregnated yarns, but not
impregnated after weaving, is not an impregnated fabi213.59]
D 4850

indirect yarn numbering system, n—a system that expresses

a metallic coating (usually brass) used in the reinforcement the linear density of yarn in length per unit mass.

of a rubber or other elastomer hose [D13.19] D 1871,

D 6320

hot water extraction cleaning,n—a process in which a heated
solution of detergent is sprayed into the textile material and
immediately removed by a wet suction nozzle behind the
spray-head. [D13.62] D 5253

huck towel, n—a plain weave nonterry foundation product

constructed with small warp and filling floats, having hems

or selvages, which is used to dry a person’s hands and Standard Tables D2260. [D13.58]

utensils such as glasses, plates, bowls, and flatware. . . .
indoor furniture, n—furniture manufactured for use in the

[D13.63] D 5433
humidity, n—the condition of the atmosphere in respect to.
oh ) i
water vapor. (Comparabsolute humidity and relative
humidity .) [D13.51] D 4920
hydrolytic stability, n—the ability to withstand the environ-
mental effects of high humidity. [D13.56] D 3690
hygrometer, n—any instrument for measuring the humidity of
the atmosphere. [D13.51] D 2654

IC/TC, n—abbreviation for Intelligent Color/Trash Coordina- indus.try products, n—for

Discussion—The preferred units of measurements for the indirect
yarn measuring system are yards and pounds. Cotton count (number of
840 yard lengths per pound), worsted count (number of 560 yard
lengths per pound), metric count (number of 1000 metre lengths per
kilogram), woolen run (number of 1600 yard lengths per pound) and
number of yards per pound are commonly used in the indirect
numbering system. These can be calculated by dividing the number of
specified lengths of a yarn by its unit of mass. Conversion factors to
convert between indirect and direct numbering systems can be found in

D 1059, D 1907, D 2260

interior of a building. [D13.56] D 4771

ndustrial yarn, n—a yarn composed of continuous filaments,

usually of high breaking tenacity, produced with or without
twist, and intended for applications in which functional
properties are of primary importance; for example, in rein-
forcing material in elastomeric products (tires, hose, belt-
ing), in protective coverings, and in cordage and webbing,
etc [D13.19] D 885, D 2970, D 4776
feathers or downproducts such as

tor. L . [D13.11] D46,04 furniture, pillows, comforters, sleeping bags, and wearing
IDT, n—abbreviation for Intelligent Data Terminal.  apparel which are wholly or partially filled with feathers or
N o . [D13.11] D 4604 down; bulk stocks of processed feathers or down intended
ignition, n—the initiation of combustion. [D13.92] for use in the manufacture of such products. [D13.61]

D 2859, D 4151, D 4392, D 5684
ignition loss, n—in glass textiles the amount of organic
material consumed by ignition. [D13.18] D 4963
illumination, n—in lighting, the density or flux of light on a
unit area of surface. [D13.11] D 1684
immature fibers, n—(1) (cotton fibers treated with sodium

hydroxide solution)—fibers that eithes)(have swollen and D 5428

assumed a spiral form, ob)remained flat, thinly outlined, inherent flame-resistance,n—as applied to textilesflame

and almost transparent. Total wall width is less than the resistance that derives from an essential characteristic of the

lumen width. fiber from which the textile is made. (Compaftame

(2) (cotton fibers observed under polarized light)—fibers resistance) [D13.92] D 4391

that appear purple, indigo, or blue, turn orange or yellow-inherently flame-resistant, adj—having inherent flame-

orange upon rotation to the subtractive position, and upon resistance. [D13.92] D 4391

removal of the selenite plate show parallel extinction.initial modulus, n—the slope of the initial straight portion of

(Comparemature fibers.) [D13.11] D 1442 a stress-strain or force-elongation curf213.58] D 885,
immediate elastic recovery, n—recoverable deformation D 2101, D 2970, D 3218, D 3822

which is essentially independent of time, that is, occurring ininjection molded button, n—a method of forming which

(a time approaching) zero time and recoverable in (a time requires the filling of a cavity under pressure with polymer

approaching) zero time after removal of the applied force. that will take the form of the mold when cooled.

(Seedelayed deformation) [D13.58] D 4848 [D13.54] D 5497
impact resistance,n—resistance to fracture under the suddeninjection molding, n—the process of forming a material by

application of an external force. [D13.54] D5171 forcing it, in a fluid slate under pressur Mumﬁma:rs

Document Sharing Hub

D 4523
inflatable restraint, n—a vehicular safety device designed to
cushion an occupant or equipment during collision; airbag.
[D13.20] D 5426, D 5427, D 5428
inflator, n—for inflatable restraints a device for generating
and directing expansion gases into a cushidi13.20]
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system (sprue, runner, gate(s) into the cavity of a closefaws, n—in tensile testing machingghe elements of a clamp
mold. [D13.54] D 5497 which grip the specimen. [D13.58] D76
in-plant cleaning, n—for textile floor coveringsa cleaning jerk-in, n—in woven fabric an extra filling thread dragged
process performed in a facility away from the location where into the shed with the regular pick and extending only part of
the product is used. [D13.62] D 5253 the way across the cloth. (Compateuble pick, mispick.)
insect screening,n—in coated glass yarn fabricsa woven [D13.59] D 3990
netting having an approximately even spaced mesh of 12 bjgte, n—soft fibers from the inner bark of the round pod jute
12 yarns or more per 25.4 mm (1 in.)D13.18] D 3656 (Corchorus capsulars the long pod jute Qorchorus olito-
inside-leg length, n—in body measurementshe vertical rius), and from the inner bark of other closely related plants,
distance from the crotch to the soles of the feet. such as kenaf, sometimes referred to as Meshthigcus
[D13.55] D 5219 cannabinu¥. (See also Table A2.5 in Annex A2)

inside seamn—a seam formed in which the completed seam _ - [b13.16] Des1l
allowance is located on the interior of the object, usually orkelVin, n—the unit of thermodynamic temperature; the SI unit

the back side of the fabric. (Compamutside seam) of temperature for which an interval of one Kelvin (K)
[D13.53] D 4965 equals exactly an interval of one degree Celsius (1°C) and

inspection, n—the process of measuring, examining, testing, [©7 Which a level of 273.15 K equals exactly 0°C.
gaging, or otherwise comparing a characteristic or propert [D13.92] D123

of a material with applicable requirements. In this case only<€MP fiber, n—a medullated animal fiber in which the
by visual examination. [D13.59] D 5430 diameter of the medulla is 60 %, or more, of the diameter of

inspection, n—in fabric grading the process of viewing, the fiber. [D13.13] D 2968

measuring, examining, or otherwise comparing the visuakinetic friction, n—friction developed between two bodies in

characteristics of a fabric with applicable requirements, Motion. (Comparetatic friction ) [D13.58] D 3108
[D13.20] D 5426 kink, n—in fabric, a short length of yarn that has spontane-

ously doubled back on itself to form a loop.
[D13.59] D 3990
kink, n—in rope an abrupt bend or loop in the rope which is
the result of an unbalanced twist relationship in the rope
structure. [D13.16] D 4268
knee, n—in anatomy the joint between the lower and upper
leg. [D13.55] D 5219
ee girth, n—in body measurementwith the leg straight, the
circumference of the knee over the knee cap and parallel to
the floor. [D13.55] D 5219
?itted fabric, n—a structure produced by interlooping one or

integrator, n—in the tensile testing of textiles, device for
obtaining the time integral of the load[D13.60] D 2261
integrator, n—in textile unevenness testing device that
calculates the coefficient of variation unevenness or the
mean deviation unevenness. [D13.58] D 1425
interaction, n—the condition that exists among factors when a
test result obtained at one level of a factor is dependent o,
the level of one or more additional factors.  [D13.93]
D 4853
interference, n—in testing an effect due to the presence of a K
constituent or characteristic that influences the measuremen more ends of yarmn or comparable material. [D13.60]
of another constituent or characteristi®13.93] D 4855 D 3786. D é787 D 5789
interlaboratory testing—the evaluating of a test method in D 3882, D 388’7, D 4856, D 5378
more than one Iab_oratory by analyzing data obtained fro."f(pot breaking force, n—in tensile testingthe breaking force
one or more materials that are as homogeneous as practica ‘of a strand having a specified knot configuration tied in the
i . i L [D13.93] D446,7 test method portion of the strand mounted between the
interlining, n—any textile which is intended for incorporation clamps of a tensile testing machine. (Complanet break-
into an article of wearing apparel as a layer between an outer ing strength. See alsdreaking force) [D13.58] D 204,
shell and inner lining.[D13.54] D 1230, D 2724, D 3135 D 4848
invisible waste,n—in cotton testingweight loss due to dust, ynot-hreaking strength, n—strength expressed in terms of
moisture, loose fibers, etc., carried away by the air stream ot preaking force. (Seknot breaking force.) [D13.58]
during the test. [D13.11] D 2812 D 2256, D 4848
ironing, n—a method of pressing using a heated hand ironjaporatory sample, n—a portion of material taken to represent
sometimes together with mositure or steam, and a gliding the |ot sample, or the original material, and used in the

motion. [D13.62] D 3136 laboratory as a source of test specimens. [D13.93]
jacket, n—a textile, woven or felted into tubular or sleeve D 1441, D 2258, D 2525, D 2905, D 2906,
form, ready for covering and shrinking on a machine roll. D 3333, D 3777, D 4271, D 4854

[D13.59] D 4850 |aboratory sample, n—in wool top portions drawn from the
jaw face, n—in tensile testing machingthe surface of a jaw lot in accordance with the described procedurgD13.13]
which in the absence of a liner contacts the specimen. D 1770
[D13.58] D76 laboratory sampling unit, n—a portion of material taken to
jaw liner, n—in tensile testing machineany material placed represent one of the lot sampling units or the original
between the jaw face and the specimen to improve the material and used in the laboratory as a source of test
holding power of the jaws. [D13.58] D76 specimens. [BBBLI ments
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laid fabric, n—a fabric made without filling yarn, the parallel least difference of practical importance,8, n—the smallest
warp yarns being held together by means of rubber latex or difference based on engineering judgment deemed to be of
other binding material. [D13.59] D 4850 practical importance when considering whether a significant
laminated fabric, n—a layered fabric structure wherein a face difference exists between two statistics or between a statistic
or outer fabric is joined to a continuous sheet material, such and a hypothetical value. [D13.93] D 4855
as polyurethane foam, in such a way that the identity of thdegs,n—in zippers the two portions of a separate element that
continuous sheet material is retained, either by the flame affix the element to the bead. [D13.54] D 2050
method or by an adhesive, and this in turn normally, but notength, n—of a fabric, the distance from one end of a fabric to
always, is joined on the back with a backing fabric such as the other, measured parallel to the side edge of the fabric
tricot. (See alsobonded fabric, coated fabric) while it is under zero tension and is free of folds or wrinkles.
[D13.54] D 2724, D 3135 [D13.60] D 3773, D 3887
laminated fabric, n—in fabric roof systemsa flexible fabric  length analyzer, n—an instrument which determines the
system composed of superimposed layers of fabric firmly upper-half-mean length and length uniformity index of a test
united by bonding or impregnating with an adherent poly- beard of cotton. [D13.11] D 4604
meric material to one or more surfac¢®13.59] D 4851 |ength between,L,, n—in textile unevenness testinghe
lapped seamn—a complex seam formed on the inside of the length between which unevenness is measured; the equiva
object with neither raw edge enclosed, and having one lent of the length of strand segments weighed in a direct
visible line of topstitching on the face side and a small method of measuring unevenness. [D13.58] D 1425
fold formed by the topstitching. (Compatacked seam) length distribution, n—of staple fibersa graphic or tabular
[D13.53] D 4965 presentation of the proportion or percentage (by number or
lapped seam for leather or nonwoven materialp—in home by mass weight) of fibers having different lengths.
sewinga complex seam formed on the outside of the [D13.58] D 5103, D 5332
product, with neither cut edge enclosed, and having one dength group, n—all fibers, or pulls, whose lengths fall within
two rows of stitching and a cut edge visible from the outside. a given length interval. [D13.11] D 1440
(Comparelapped seam for woven or knitted fabric)  |ength interval, n—a class interval o¥s in. (3 mm), usually
[D13.53] D 4965 designated by its midpoint length in odd-numbered six-
lapped seam for woven or knitted fabric, n—in home teenths of an inch. [D13.11] D 1440
sewinga complex seam formed on the inside of the produciength of tear, n—in tear testing of fabricsthe measured
with neither raw cut edge enclosed, and having one visible distance propagated in a specimen by a tearing force from
line of topstitching on the face side and a small fold formed the initiation of the test to the termination of the test.
by topstitching.(Compare  tucked seam) [D13.60] D 1424, D 2261
[D13.53] D 4965 |ength within, L, n—in textile unevenness testirtipe length
lateral, adj—a descriptive term for a textile fiber composed of over which unevenness is measured.[D13.58] D 1425
two or more polymers at least two of which have ajlengthwise direction, n—in textiles the direction in a
continuous longitudinal external surface. [D13.58] machine-made fabric parallel to the warp vyarns
D 4466 [D13.21] D5251, D5252, D 5417, D 5684, D 6540
lateral holding strength, n—the force required to disengage a leno weave,n—a weave in which two adjacent warp yarns
snap fastener resulting from a pull in the plane parallel to the cross each other between the picks. [D13.18] D 579,
material to which the snap fastener is attachedD13.54] D 4029
D 4846  |et-off mark, n—in woven fabricsa corrugated defect pattern
launderability, n—in buttons the ability of a button to distributed across the fabric width. (Seeack mark and
undergo multiple cycles of laundering without damage such shier.) [D13.59] D 3990
as cracks or loss of finish. [D13.54] D 5497 |evel pile,n—for pile yarn floor coveringpile in which all tuft
laundering, n—in textile product carea process intended to  legs are of substantially the same lendib13.21] D 418
remove soil or stains by treatment (washing) with anjigne, n—a unit of measure for buttons, one ligne equals 0.635

aqueous detergent solution (and possibly bleach) and nor- mm (0.025 in.) [D13.54] D 5497
mally including subsequent rinsing, extracting, and drying. |igne size,n—a unit of measure for button diameter; one ligne
[D13.62] D 3136, D 3938, D5497  equals 0.635 mm (0.025 in.). [D13.55] D 5219
lea, n—in cotton yarnsthe number of 120-yd lengths of yarn |imiting quality level (LQL or , n—in acceptance sampling
per pound; an indirect yarn numbering system[D13.58] the fraction of nonconforming items at which the process
D 1059 average can be considered barely tolerable; the process
lea, n—in linen yarns the number of 300-yd lengths of yarn  average at which the risk of acceptance is called the
per pound; an indirect yarn numbering system[D13.58] consumer’s risk. [D13.93] D 3777, D 4271
D 1059, D 2260 |inear density, n—for fiber and yarn,mass per unit length.
least count, n—in tensile testing machingsthe smallest [D13.58]
change in the indicated property that can customarily be D 861, D 1059, D 1577, D 1769,
determined. (Sesensitivity) [D13.58] D76 D 2101,.D 2480 [DeuNients
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linear integrator, n—in textile unevenness testinan integra-  loop-breaking strength, n—strength expressed in terms of
tor that operates continuously and reports unevenness for aloop breaking force. (Selop breaking force, strength)

certain, and unchanging, time pasgy(.fading memory [D13.58] D 4848
integrator) [D13.58] D 1425 loop pile yarn floor covering, n—a pile yarn floor covering in
linear lea, n—an indirect yarn numbering system in the linen which the pile is composed only of uncut loops.
spinning system equal to the number of 300-yd lengths per [D13.21] D 1335,
pound. [D13.58] D 2260 loop tension,n—in elastic material testingthe total tension at
linen, n—a yarn or fabric made solely from flax fibers. any specified extension that is exerted on a specimen in a

[D-13.17] loop formation. [D13.58] D 4848
linen blend, n—a yarn or fabric made from a combination of loop pile floor covering, n—a pile yarn floor covering in
flax and other fibers. [D13.17] which the pile is composed only of uncut loop$D13.21]
lining fabric, n—for appare| a textile used to cover the inner D 1335, D 5684, D 5823, D 6283
sides of garments. [D13.56] D 3783 loopy, adj—a descriptive term for yarns having randomly sized
lint, n—in loose cottonfibers mostly of spinnable length. (See  loops of fibers or filaments protruding from the yarn surface.
alsolinters.) [D13.11] D 2812

Discussion—Loopiness may or may not be desirable depending on

lint content, n—that portion of a mass of cotton fiber consist- | yarn's end-use. [D13.58] D 5647

ing of fiber, including normal moisture content, but exclud-
ing foreign matter. [D13.11] D 2812 loopy selvage,n—an improperly woven selvage of uneven
lint cotton, n—Iloose cotton fibers in any form, either raw or ~ width or a selvage containing irregular filling loops extend-
processed, free of seeds and not bound together in yarn oring beyond the outside selvages.  [D13.59] D 3990
fabric. (See alsginned lint.) [D13.11] D 2495 loose course,n—in knitted fabrics a row of loops in the
linters, n—the short fibrous material adhering to the cotton Widthwise direction that is larger, looser, or longer than the
seed after the spinnable lint has been removed by ginning stitches in the main body of the fabri¢D13.59] D 3990
and which is subsequently recovered from the seed by ss of tuft definition, n—for pile yarn floor coveringsthe

process called “delinting.” [D13.11] D 4604 bursting, opening, and untwisting of pile yarn, decrimping of
lisle, n—a fine high-twisted and hard-twisted thread, at least the fibers in the surface pile, or any combination of these.
two-ply, used especially for hosiery. [D13.21] D 5684, D 6119

lot, n—in acceptance samplinghat part of a consignment or
. . i shipment consisting of material from one production lot.
made from lisle thread (first made in Lisle, France). Threads have been
made with cotton or wool. For hosiery, a minimum twist for a given [D13.93] D 2258, D 2525, D 3333,
count is specified by the Federal Trade Commission D 3777, D 4271, D 4392
[D13.59] D 4850 lot, n—in acceptance _sampling of cottothe main stock,
supply, or source of fibers to be sampled. [D13.11]
lisle, n—for a definition of cotton lisle see Rule 3 of the D 1441
“Amended Trade Practice Rules for the Hosiery Industry,” agot, n—in bonded, fused, or laminated fabyia single run on
promulgated by the Federal Trade Commission, Aug. 30, the bonding or laminating machine in which the processing
1960 and amended June 10, 1964. [D13.59] D 4850 is carried out without stopping or changing processing
load, vt—to apply a force. [D13.58] D 4848 conditions, and consisting of either a single dye lot or a
force-recovery cyclen—in elastic fabric testinga continuous single gray goods lot. [D13.54] D 2724
curve or plot of force versus elongation (with movementiot, n—in wool top the entire quantity, not exceeding 20 000
stopped momentarily at point of reversal) describing the b (9100 kg) of a single combing, that comprises a single unit
elongation and recovery of an elastic fabric; also known as for which a test for neps, vegetable matter, or colored fiber,

Discussion—Lisle refers also to knit goods used in gloves or hose

the loading and unloading cycle. [D13.58] or all three combined is desired. [D13.13] D 1770
long knot, n—in raw silk, knots which have loose ends from |ot sample,n—one or more shipping units taken at random to

3 to 25 mm in length. [D13.59] D 3990 represent an acceptance sampling lot and used as a source of
long line, n—flax fiber bundles that have a minimum length of laboratory samples. (See bulk sample))

50 cm. [D13.17] [D13.93] D 2258, D 2525, D 2906, D 4854

long slug,n—in raw silk, a slug which exceeds 10 mrit(n.)  lot sample,n—in cotton a relatively large sample taken in the
in length or which is very much larger in diameter than the field to represent a consignment, shipment, or lot, for use in
yarn. [D13.59] D 3990 the preparation of the laboratory samples. [D13.11]

loom fly, n—waste fibers created during weaving, that are D 1441
woven into a fabric. [D13.59] D 3990 low-power stretch, n—that property of a fabric whereby it

loop breaking force, n—in tensile testingthe breaking force exhibits high fabric stretch and good recovery from low
of a specimen consisting of two lengths of strand from the tension [D13.59] D 2594
same supply looped together in a specified configuration anlbt sampling unit, n—a portion of material taken to represent
mounted between the clamps of a tensile testing machine. a lot and used as a source of laboratory sampling units or test
(Compare loop breaking strength. See alsobreaking specimens, or both. (Seerimary sampling unit.)

force.) [D13.58] D 204, D 4848 Decuments
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