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This standard is issued under the fixed designation D 1238; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

€' Note—Editorially corrected the Notes in Figure 3 in April 2002.
e Note—Editorially corrected condition value listed under 8.2 in April 2002.

1. Scope * D 883 Terminology Relating to Plastits
1.1 This test method covers measurement of the rate of E 691 Practice for Conducting an Interlaboratory Study to
extrusion of molten resins through a die of a specified length _Determine the Precision of a Test Metfod

and diameter under prescribed conditions of temperature, load, 2-2 ANSI Standard:

and piston position in the barrel as the timed measurement is B46.1 on Surface Textute
being made. 2.3 ISO Standard:

1.2 Procedure A is a manual cutoff operation based on time SO 1133-1991  Determination of the Melt-Mass Flow Rate

used for materials having flow rates that fall generally between  (MFR) and the Melt Volume-Flow Rate (MVR) of Ther-
0.15 and 50 g/10 min. Procedure B is an automatically timed moplasticé

flow rate measurement used for materials having flows fron@
0.50 to 900 g/10 min. By both procedures, the piston travel is
generally the same during the timed measurement; the piston 3-1 General: _ _

foot is about 46 and 20.6 mm above the die. Comparable flow _3.1.1 For definition of some of the technical terms used in
rates have been obtained by these procedures in interlaboratdfyfS test method refer to Terminology D 883.

round-robin measurements of several materials described
13.1. Provision is made for calculation of melt volume-flow
rate as well as melt mass-flow rate.

Terminology

iﬁ‘. Significance and Use

4.1 This test method is particularly useful for quality control

tests on thermoplastics.
Note 1—Round-robin testing indicates this test method may be suit- )
able at flow rates up to 1500 g/10 min if the timing clock resolves the Note 3—Polymers having flow rates less than 0.15 or greater than 900

elapsed time to the nearest 0.01 s. g/10 min may be tested by the procedures in this test method; however,
Note 2—This test method and ISO 1133-1991 are technically equivaPrecision data have not been developed.
lent. 4.2 This test method serves to indicate the uniformity of the

1.3 This standard does not purport to address the safetylow rate of the polymer as made by an individual process and,
concerns, if any, associated with its use. It is the responsibilityn this case, may be indicative of uniformity of other proper-
of the user of this standard to establish appropriate safety andies. However, uniformity of flow rate among various polymers
health practices and determine the applicability of regulatoryas made by various processes does not, in the absence of other
limitations prior to useSpecific precautionary statements aretests, indicate uniformity of other properties.

given in Note 10, Note 26, and Note 29. 4.3 The flow rate obtained with the extrusion plastometer is
not a fundamental polymer property. It is an empirically

2. Referenced Documents defined parameter critically influenced by the physical proper-

2.1 ASTM Standards: ties and molecular structure of the polymer and the conditions

D 618 Practice for Conditioning Plastics for Tesfing of measurement. The rheological characteristics of polymer

melts depend on a number of variables. Since the values of

these variables occurring in this test may differ substantially
1 This test method is under the jurisdiction of ASTM Committee D20 on Plastics
and is the direct responsibility of Subcommittee D20.30 on Thermal Properties
(Section D20.30.08). —
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from those in large-scale processes, test results may not

correlate directly with processing behavior.

4.4 The flow rate of a material may be measured under any
of the conditions listed for it in 8.2. Additional characterization
of a material can be obtained if more than one condition is
used. In case two conditions are employed, a Flow Rate Ratio
(FRR) may be obtained by dividing the flow rate at one

condition by the flow rate at the other condition.

5. Apparatus
5.1 Plastometer

5.1.1 The apparatus shall be a dead-weight piston plastom-
eter consisting of a thermostatically controlled heated steel
cylinder with a die at the lower end and a weighted piston
operating within the cylinder. The essential features of the
plastometer, illustrated in Figs. 1 and 2, are described in
5.2-5.8. All dimensional measurements shall be made when the

article being measured is at 235°C.

5.1.2 Relatively minor changes in the design and arrange-
ment of the component parts have been shown to cause
differences in results among laboratories. It is important,
therefore, for the best interlaboratory agreement that the design
adhere closely to the description herein; otherwise, it should be
determined that modifications do not influence the results.
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FIG. 1 General Arrangement of Extrusion Plastometer
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FIG. 2 Details of Extrusion Plastometer

5.2 Cylinde—The steel cylinder shall be 50.8 mm in
diameter, 162 mm in length with a smooth, straight hole
9.5504+ 0.0076 mm in diameter, displaced 4.8 mm from the
cylinder axis. Wells for a thermal sensor (thermoregulator,
thermistor, etc.) and thermometer shall be provided as shown
in Fig. 1. A 3.2-mm plate shall be attached to the bottom of the
cylinder to retain the die. A hole in this plate, centered under
the die and countersunk from below, allows free passage of the
extrudate. The cylinder may be supported by at least two
6.4-mm high-strength screws at the top (radially positioned at
right angles to the applied load) or by at least two 10-mm
diameter rods screwed into the side of the cylinder for
attaching to a vertical support. The essential dimensions of a
satisfactory cylinder of this type are shown in Fig. 1 (Note 4).
The cylinder bore should be finished by techniques known to
produce approximately 12 rms or better in accordance with
ANSI B46.1.

Note 4—Cylinders made of SAE 52100 or other equivalent steel
heat-hardened to 60—65 Rockwell Hardness Scale C give good service
when used at temperatures below 200°C. Cylinder liners of cobalt-
chromium-tungsten alloy are also satisfactory to 300°C.

5.3 Die—The outside of the steel die shall be such diameter
that it will fall freely to the bottom of the 9.5504 0.0076 mm
diameter hole in the cylinder (Note 5). The die shall have a
smooth straight bore 2.09550.0051 mm in diameter and
shall be 8.00G+ 0.025 mm in length. The bore and its finish
are critical. It shall have no visible drill or other tool marks and

no detectable eccentricity. The die b@o@umfem by
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techniques known to produce approximately 12 rms or better in 5.5.1 The equipment must have a heater capable of heating

accordance with ANSI B46.1. the apparatus so that the temperature at 10 mm above the die
Note 5—Recommended die material is tungsten carbide. Also satisfac(-:an_ be maintained within-0.2°C of the desired temperature

tory are steel, synthetic sapphire, and cobalt-chromium-tungsten alloy. during the test. The temperature of the barrel, from 10 mm to
5 4 Piston 75 mm above the top of the die, must be maintained within

0, ()
5.4.1 The piston shall be made of steel with an insulatingil % of the set temperature (°C).

bushing at the top as a barrier to heat transfer from the piston Nore 8—At temperatures higher than 200°C this degree of temperature
to the weight. The land of the piston shall be 9.474D.0076  control may be more difficult to obtain.

mm in diameter and 6.3% 0.13 mm in length. The piston . s .
design may incorporate means for land replacement, for 5.5.2 Calibrate the temperature-indicating device by means

example, having threads and flats immediately above the lan@f @ light-gage probe-type thermocouple or a platinum-

Above the land, the piston shall be no larger than 8.915 mm ifieSistance temperature sensor having a short sensing fength.
diameter (Note 6). The finish of the piston foot shall be 12 rmsTh€ thermocouple should be encased in a metallic sheath
in accordance with ANSI B46.1. If wear or corrosion is ahaving a diameter of approximately 1.6 mm with its hot
problem, the piston should be of stainless steel and equippddnction grounded to the end of the sheath. Insert the tempera-
with a detachable foot for ease of replacement. ture sensor into the melt from the top of the cylinder so that it

_ o ) is 10+ 1 mm above the upper face of the die. The temperature

Note 6—To improve standardization it is preferable that the piston be . . - s
guided with a loose-fitting metal sleeve at the top of the cylinder. sensors shall be used with a potentiometer having a Sen_S't'V'ty

Note 7—Pistons of SAE 52100 steel with the bottom 25 mm, including of at_ _Ie_aSt 0.005 mV, or a t_emp_erature readout ha"”_‘g a
the foot, hardened to a Rockwell hardness, C scale, of 55 to 59 have be&@nsitivity of at least 0.1°C. Calibration should also be verified
found to give good service when used at temperatures below 200°C. at 75 mm above the upper face of the die. An alternate

5.4.2 The piston shall be scribed with two reference markdechnique for calibration is to use a sheathed thermocouple or
4 mm apart in such fashion that when the lower mark coincide8!atinum-resistance temperature sensor with tip diameter of
with the top of the cylinder or other suitable reference point9-4 = 0.1 mm for insertion in the bore without material
the bottom of the piston is 48 mm above the top of the die (see
Fig. 1).

5.4.3 The combined weight of piston and load shall be

within a tolerance of=0.5 % of the selected load. the melt obtained using probe-type thermocouples and platinum resistance tempera-
5.5 Heater. ture sensors can be obtained from ASTM Headquarters. Request RR:D20-1094.

5 Round-robin data showing flow rate and corresponding temperature profile of
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FIG. 3 Example of a Temperature Calibration Device
Note A—Mineral glass insulation or equivalent spacer shall be bonded to tip and SS tube. Bond material shall be low
conductivity type, 400°C minimum rating. Insulation jacket material shall be low conductivity type (400°C minimum rating
preferred, see Note 5).
Note B—The RTD shall be inserted into bronze tip and bonded using high conductivity, 400°C rated material. Tip of RTD
element shall touch the bronze tip. Minimum insertion depth of 11.2 mm clearance between RTD an@wﬂﬂnlénrt\'gimized.
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present. An example of this is shown in Fig. 3. Calibration ofplug, a tool for cutting off the extruded sample, a timer or stop
the temperature-indicating device shall be verified at each ruwatch, cleaning equipment, go/no-go gages, a balance accurate
temperature. to =0.001 g, and, when required, a weight or weight-piston

Note 9—The response of the temperature sensing device may bgupport.

aﬁepted by immersion Ie_\{el. Take care to ensure adequate insulation of the Note 11—Satisfactory operation of the apparatus for polyethylenes can
device sensor and stabilization of the barrel temperature. be ascertained by making measurements on NIST Standard Reference
55.3 Heat shall be supplied by electric band “ea‘er‘sgnaéii'i'fnffni“ﬁSl)g‘f)%“fgdafé"sﬂi}t 1473 it a flow rate of 125 gimin
vaelrlng the elr?tlrle length gf the gyllnder. Thﬁ heater(?) may k,) RM 1474 with a flow rate of 5.03 g/10 min, SRM 1496 with a flow rate
single- or multi-element, depending upon the manutacturer'yt o >6 g/10 min, and SRM 1497 with a flow rate of 0.19 g/10 min. SRM

control means. The_ heater(s) plus Control ?yStem muslt b€475a is certified under condition 190/3.25 with a flow rate of 2.20 g/10
capable of maintaining the temperature within the requirednin®

+0.2°C of the set point. The temperature sensor and readout )
equipment must be calibrated to a traceable national standafd Test Specimen
(that is, NIST) at least once per year. The cylinder with the 6.1 The test specimen may be in any form that can be
heater(s) shall be lagged with 38 mm of foamed-glass insulantroduced into the bore of the cylinder, for example, powder,
tion. An insulating plate 3.2 mm in thickness shall be attachedyranules, strips of film, or molded slugs. It may be desirable to
to the bottom of the cylinder to minimize heat loss at this point.preform or pelletize a powder.

5.6 Temperature Controlle~The type of controller and
sensor must be capable of meeting the required control. Conditioning

tolerance specified in 5.5.1. 7.1 Many thermoplastic materials do not require condition-
5.7 Thermometer Thermometers having a range of 4°C ing prior to testing. Materials which contain volatile compo-
graduated in 0.2°C divisions may be used to indicate temperayents, are chemically reactive, or have other special character-
ture. The temperature at this point may not necessarily be thigtics most probably require appropriate conditioning
temperature of the material 10 mm above the die. Therocedures. Moisture not only affects reproducibility of flow
thermometer may be used to monitor indirectly the temperaturgate measurement but, in some types of materials, degradation
of the material 10 mm above the die and may be calibrated bjs accelerated by moisture at the high temperatures used in
reference to a thermocouple or platinum resistance temperatutgsting. Check the applicable material specification for any

sensor inserted in the material 10 mm above the die. See 5.5¢3nditioning requirements before using this test. See Practice
for a description of a method for measuring temperature. D 618 for appropriate conditioning practices.

Note 10—Warning: Caution should be observed with the use of a .
mercury-filled thermometer. Mercury vaporization occurs if the thermom-8- Procedural Conditions
eter is broken. Mercury thermometers are not to be used at or above the 8 1 Standard conditions of test are given in Table 1. Test
boiling point of mercury, which is 357°C. conditions shall be shown as: Conditio__/___where the

5.8 Level—Provision shall be made for vertical alignment temperature in degrees Celsius is shown first, followed by the
of the bore of the extrusion plastometer. This is necessary taeight in kilograms. For example: Condition 190/2.16.
minimize subtractive loads resulting from rubbing or friction

between the piston tip and sidewall. Means of alignment are

discussed in Appendix X1. R . . 4
. . . These standard polyethylenes are available from the National Institute of
5.9 Accessory EquipmentNecessary accessories include siandards and Technology, Office of Standard Reference Materials, Washington, DC
equipment for charging samples to the cylinder, a funnel, a dieo234.
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