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Standard Test Methods for
Sampling and Testing Bitumen-Saturated Felts and Woven
Fabrics for Roofing and Waterproofing *

This standard is issued under the fixed designation D 146; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope D 4312 Test Method for Toluene-Insoluble (TI) Content of
1.1 These test methods cover the sampling and examination Tar and Pitch (Short Method)
of felts or woven fabrics, saturated or impregnated but not Sampling

coated with asphaltic or coal-tar materials, for use in water- ) -
proofing or for the construction of built-up roof coverings. 3.1 From each shipment of the specified saturated felt or

1.2 This standard does not purport to address all of thefabric, select at random a number of rolls equal to one half the
safety concerns, if any, associated with its use. It is théube root of the total number of rolls in the lot. If the
responsibility of the user of this standard to establish appro_s;pemflcanon requires sampling during manufacture, consider

priate safety and health practices and determine the applicaﬁhe Io_t to be the planne_zd pr_oduction guantity and select the r_oIIs
bility of regulatory limitations prior to use. at uniformly spaced time intervals throughout the production

period. The minimum sample shall consist of five rolls. If the

2. Referenced Documents calculated number is fractional, express it as the next highest
2.1 ASTM Standards? whole number. For convenience, the following table, showing
D 95 Test Method for Water in Petroleum Products andthe number of rolls to be selected from lots of various sizes, is

Bituminous Materials by Distillation given:
D 147 Methods of Testing Bituminous Mastics Number of Rolls in Shipment Number of Rolls in Sample
D 645/D 645M Test Method for Thickness of Paper and Upto 1000 5
Paperboard 1001to 1728 6
D 828 Test Method for Properties of Paper and Paperboard ; ;iz :0 iggg ;
. . 0
Using Consftant Rate-of-E_Iongatlon Apparatus . 4097t0 5832 9
D 1079 Terminology Relating to Roofing, Waterproofing, 5 833t0 8000 10
and Bituminous Materials 8 001to 10 648 1
D 1682 Test Methods for Breaking Load and Elongation of ig gjg :2 13 g‘;é E
Textile Fabricé 17 577to 21 952 14

D 1910 Test Methods for Construction Characteristics of
Woven Fabricd

D 4072 Test Method for Toluene-Insoluble (T1) Content of
Tar and Pitch

The rolls so selected constitute the representative sample
used for all subsequent observations and tests pertaining to the
lot of material being examined. Identify each individual roll.

EXAMINATION OF REPRESENTATIVE SAMPLE

1 These test methods are under the jurisdiction of ASTM Committee D08 on4- Gross Mass per Roll
Roofing and Waterproofing and are the direct responsibility of Subcommittee 4.1 Weigh each roll. intact. to the nearest 1OG/gIb) and
D08.04 on Felts and Fabrics. . ’ ’ !
Current edition approved Dec. 1, 2003. Published January 2004. Originall)record each Welght as the gross mass of that roll.

approved in 1922. Last previous edition approved in 1997 as D 146'- 97 . i
2 For referenced ASTM standards, visit the ASTM website, www.astm.org, ord. Mass of Wrapping Material and Mandrel (Core)

contact ASTM Customer Service at service@astm.org.Afomual Book of ASTM ; ; ; ; ;
Standards/olume information, refer to the standard’s Document Summary page on o1 Smp each roll of its wrappings and Welgh it to the

the ASTM website. nearest b (100 g). If mandrels (cores) are used, collect them
3 Withdrawn. after the rolls are unwound and weigh them together, to the
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nearest¥s Ib (100 g). Calculate the average mass of the g/m? = 1333.3D/E (Ib/100 ft? = 1.0582D/E) ©)
wrappings and mandrels per roll and record.

For Fabrics:

6. Mandrels (Cores)
g/m? = 1333.3D/E ( 0z/yd? = 1.5238D/E) (4)

6.1 Determine the shape of the cross section of the mandrels
(cores) and report. If circular, measure the outside diameter to
the nearestisin. (1 mm). If square, measure each outside edgewhere:
to the neares¥ies in. (1 mm). Measure and report the length of D = mass of the specimen, g, and
the mandrel projecting beyond each end of each roll to theE = width of the specimen, mm (in.).
nearest in. (5 mm). The mass so determined shall be within 1 % of the average
net mass per unit area (Section 9). If the specimen so selected
7. Net Mass fails to conform to this requirement, cut additional specimens
7.1 Subtract the average mass of the wrappings and mafrom the same roll until one of the proper mass is obtained. Use
drels (Section 5) from the gross mass of each roll (Section 4this specimen for further examination as described in Sections
and record as the net mass of each roll. Calculate the averagé-16 .

net mass per roll of the representative sample and record as the . .
average for the lot. 11. Detached Comminuted Surfacing

_ _ 11.1 If the material is surfaced with sand or other finely
8. Appearance and Dimensions of Rolls comminuted material, sweep the detached surfacing from the
8.1 Unwind the rolls. Observe the workmanship and finishrepresentative specimen with an Osborn brush (or equivalent),

and record pertinent defects. Measure and record the length bfushing in one direction only. Combine the comminuted
each roll to the nearest 1 in. (25 mm) and its width to thematerial thus removed with the loose material, collected as

nearest¥is in. (1 mm). Calculate and record the area ofdescribed in Section 10, and weigh both together to the nearest

material contained in each roll to the nearest 0Z(ift?). 1 g. Calculate this mass in Ib/106 fg/n'), record, and report
8.2 Measure and record the width of the selvage of each rofs detached comminuted surfacing.
to the nearest 1 mni/s in.). Note 1—The Osborn No. 322 Master Duster is the brush prescribed in
. Section 11. It is filled with Tampico fiber bristles projecting 73 mrs(2
9. Net Mass per Unit Area in.) from its holder*

9.1 From the net mass (Section 7) and the dimension

(Section 8), calculate the net mass per unit area for each roff:2: Moisture
as follows: 12.1 From the representative specimen, cut four 2- by 18-in.
For Felts: (50- by 460-mm) test specimens, as shown in A-1 and A-2 of

Fig. 1. Cut them into 1-in. (25-mm) squares and select about 50

g/’ = A/BC (Ib/100 ft* = 1200A/BC) (@) g, atrandom. Weigh to the nearest 0.1 g and distill with 100 mL
) of solvent as prescribed in Test Method D 95. Read the volume
For Fabrics: of water collected in the trap and calculate to grams on the
g/n? = AIBC (ozlyd? = 1728 A/BC) (2) basis that 1 mL weighs 1 g. Calculate the moisture to the
nearest 0.5 % of the mass of the specimen used (including the
detached comminuted surfacing, if any) and report as moisture,
where: percentage of net mass.
A = net mass of rolls, kg (Ib),
B = width of material, mm (in.), and Note 2—Any sample taken for determination of moisture shall be
C = length of material, m (ft). protected from the time of sampling against change in moisture by

Calculate the average net mass per unit area for the rolls ifclosing it in a substantially moisture-proof container.
the representative sample and record it as the average for the Strength

lot. 13.1 Felts
10. Selecting a Representative Specimen 13.1.1 From the representative specimen, cut ten rectangu-
10.1 Examine in detail the roll having the unit net massIar test strips, 1 by 6 in. (25 by 150 mm) with the fiber grain,

: as shown at B-1 to B-10 in Fig. 1, and ten strips across the

e oot u1en, 88 shown at CL to C0 i Fig. 1 Discard any
b ) pecimens of perforated felt in which a perforation is within

cuts perpendicular to the sides of the roll, straight and 30 ini‘n (0.8 mm). of an edge. Condition both sets in air at 73.6

gg’?errig:n)sfgr?gls tgaah de i?(;?]re]zii;;?m(al rg;ngérggléeeigﬁzzefm&MF for at least 2 h, and test in a room maintained at the same
’ ' Y: y tmperature. In case of dispute, specimens shall also be

the specimen. Measure the width of the specimen to the neares
Y1ein. (2 mm). Weigh it, together with any detached surfacing,

to the nearest 1 9. Calculate the net mass per unit area a'S“The Osborn No. 322 Master Duster, available from Osborn Manufacturing Co.,

follows: 5401 Hamilton Ave., Cleveland, OH 44114. If required in less than dozen lots, the

For Felts: order must be marked “For ASTM Test.” Docu ments
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