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NOTICE: This standard has either been superseded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

QHny) Designation: D 1460 — 86 (Reapproved 1997) <*

Standard Test Method for
Rubber Property—Change in Length During Liquid
Immersion

This standard is issued under the fixed designation D 1460; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

€' Note—Section 8 was corrected editorially in February 1997.

1. Scope Data obtained on rubbery materials exposed to liquids by this

1.1 This test method covers a technique to measure th@ethqd mf_:ly'be used to predict their behayior in applications
effect of immersion liquids on rubber vulcanizates or rubberyinvolving similar exposure. These changes in length have been
observed through the transparent walls of the tube containinjdicate changes for design purposes.
the specimen immersed in the liquid. Although it may be ;

. S ) X 7 =4, Test Fluid
employed with any liquid, it is especially applicable to liquids L L
that are so volatile that they must be maintained under pressure#-1 The test liquid may be any one of the standard liquids
during the period of immersion. described in Test Method D 471, or any other liquids to which

1.2 This test method differs from Test Method D 471 in thatth€ vulcanizate may be exposed in service. Mixtures of volatile
volume changes are approximated from observed dimensionlfiuid and oil may be employed in Apparatus B, in which case
changes rather than being calculated directly. the oil shall be introduced with the specimen, and the volatile

1.3 The values stated in Sl units are to be regarded as tHiguid introduced later by way of the lower valve.
standard.

; 5. Apparatus

1.4 This standard does not purport to address all of the PP _
safety concerns, if any, associated with its use. It is the 2-1 Two types of apparatus may be used, as follows:
responsibility of the user of this standard to establish appro- °-1-1Apparatus A consists of a plain glass tube 10 mm in

priate safety and health practices and determine the applica®utside diameter and 250 mm long, sealed at one end. A glass
bility of regulatory limitations prior to use. rod 7.5 mm in diameter and approximately 20 mm in length is

placed in the bottom of each tube to support the test specimen.

2. Referenced Documents The opposite end of the tube is closed by a small vented rubber
2.1 ASTM Standards: stopper after the fluid and specimen have been introduced, or,
D 471 Test Method for Rubber Property—Effect of Lig- In the case of a volatile liquid, this end may be heat-sealed.

uid< 5.1.2 Apparatus B consists of a 300-mm (12-in.) length of
D 1349 Practice for Rubber—Standard Temperatures fofXtra-heavy glass pipe with flanged ends, approximately 20
Testing mm (#2in.) in inside diameter, one end being closed originally

D 3182 Practice for Rubber—Materials, Equipment, and?y @ blind flange with suitable gasket, and the other by a
Procedures for Mixing Standard Compounds and Prepasimilar blind flange applied after the specimen has been

ing Standard Vulcanized Shegts introduced. Both flanges are drilled, tapped, and connected to
D 3183 Practice for Rubber—Preparation of Pieces for Tesi'étal valves by short lengths of threaded tubing. The lower
Purposes from Produéts valve is for admitting the fluid after the pipe has been closed;
the upper valve is for discharging the vapors of the liquid at the
3. Significance and Use conclusion of the test.

3.1 This test method gives the rubber technologist two 9-2 Apparatus B is preferred to Apparatus A when employ-
means to evaluate the effect of liquids on rubber vulcanizate'd 2 liquid that requires pressure (not exceeding 1.1 MPa (160
or rubbery materials. Volatile, nonvolatile, and other liquidsPS) t© maintain it in the liquid state during the period of

that require pressure to maintain a liquid state may be usedmmersion. This category includes most refrigerants, liquid
petroleum gases, anhydrous ammonia, etc. By the use of

! This test method is under the jurisdiction of ASTM Committee D-11 on R bberApprs‘r‘Eltus B, the dificult and pOSSiny hazardous Operation of

i isu jurisdicti i - u . . .

and is the direct responsibility of Subcommittee D11.10 on Physical Testing. heat'sefa“r_]g_the _tUbe is avoided. For pressures above 1'1_ MPa
Current edition approved Feb. 21, 1986. Published April 1986. Originally (160 psi) it is still necessary to employ Apparatus A, using

published as D1460 — 57 T. Last previous edition D1460 — 86 (£991) tubing of sufficient wall thickness to support the pressure. For
2 Annual Book of ASTM Standardgol 09.01.
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b D 1460
use with Apparatus B, it is assumed that the liquid is availabléube. Calculate the percentage increase in length as follows:
in a metal container with threaded connection suitable for Increase in length, % [(L , — L,)/L;] X 100
attaching to the lower valve. If L, does not appreciably deviate from 100 mm, the
percentage increase may be given simplyLas L ;.
6. Accessory Apparatus 8.2 For Apparatus B—Inscribe the specimen with a bench

6.1 Reading Table (for Apparatus A only—The reading mark exactly 127 mm (5 in.) from its lower edge. Staple this
table shall consist of a glass plate to which a sheet of millimetrésench mark to the upper bench mark of the specimen holder,
graph paper is taped, and illuminated from below. using a commercial stapling machine. The lower edge of the

6.2 Specimen Holder (for Apparatus B only—The speci-  specimen will now be even with the lower bench mark on the
men holder shall consist of a 250 by 16-mm (10%in.) strip  holder. Place the assembly of specimen and holder in the pipe
of cardboard or thin wood with one bench mark inscribed orso that the bottom of the specimen holder rests on the lower
one face about 50 mm (2 in.) from the upper end, a seconflange. If a mixture of oil and volatile liquid is to be employed,
bench mark 100 mm (5 in.) below the first, and a series othe oil shall be introduced at this point. Bolt the upper flange on
1-mm (0.050-in.) graduations extending both below and abovevith the valve open. Connect the cylinder of test liquid to the
the lower bench mark. Each graduation corresponds to a 1%wer valve and then open this valve and the cylinder valve to
change in length, and the number of graduations should bgermit the test liquid to fill the pipe to a point 12 mit(n.)
enough to measure the maximum increase (or decrease) &bove the top of the specimen. Considerable boiling will take

length developed by the material under test. place during this operation, the vapors escaping by way of the
6.3 Rack (optional), for supporting any number of contain- upper valve. Close both valves and disconnect the cylinder. If
ers of either type in the vertical position. oil is present, mix the liquids by inverting the pipe. Condition

6.4 Conditioning Roommaintained at 23t 2°C (73.4* the pipe as in 8.1 and bring the pipe to 232°C (73.4 =
3.6°F) for tests at room temperature, or, optionally, at otheB.6°F). Determine the percentage increase or decrease in length
temperatures. by direct observation of the position of the lower edge of the

6.5 Thermostatically Controlled Oven or Liquid Batfor ~ specimen. At the conclusion of the test, open the upper valve
tests at any specified elevated temperatures specified in Pramad allow the liquid to boil away before disassembling the
tice D 1349. apparatus.

7. Test Specimens 9. Report

7.1 For Use With Apparatus A-The test specimen shallbe 9.1 The report shall include the following:
a rectangular strip 100 mm (4.0 in.) in length by 1.6 mm 9.1.1 The apparatus employed,
(0.0625 in.) in width, cut from a standard 2.0 mm (0.075in.) 9.1.2 Type of test fluid,
thick sheet prepared as described in Practices D 3182, and9.1.3 Time and temperature of immersion,
D 3183, or an equivalent specimen cut from a commercial 9.1.4 Increase in length of specimens in percent of original,
article where feasible. In general, one specimen shall be cut igiving separate values for longitudinal and transverse speci-
the longitudinal and one in the transverse direction of the grainmens, and the change in length for all specimens, and

7.2 For Use With Apparatus B-The test specimen shallbe  9.1.5 An approximate estimate of volume increase, which
a rectangular strip 150 mm (6 in.) in length and 10 to 15 mmmay be read from Table 1, determined from the average
(0.4 to 0.6 in.) in width, prepared in all other respects inincrease in length.

accordance with 7.1, . . : .
Note 1—This table is based on the assumption that an increase in the

8. Procedure unmeasured dimension (thickness) corresponds to the average of the

. . length and cross directions, which may not be correct in the case of

8.1 For Apparatus A—Place each specimen in a tube so thatyycanizates with pronounced grain characteristics or those containing
the lower end of the specimen rests on the glass rod of the tubenisotropic fillers.

Measure the original length of the specimén, by means of L ,

the reading table. Add 10 chof test liquid, and stopper or seal 10- Precision and Bias

the tube according to the type of liquid employed. After 10.1 Due to a lack of laboratories willing to participate in
conditioning for the desired time at a temperature in accorfound-robin testing, no precision data are available for this test
dance with Practice D 1349 and returning to22°C (73.4=* method.

3.6°F) place the tube on the reading table and read the

immersed lengthl,,. In reading, avoid parallax by lining up a 11. Keywords

line on the graph paper with its reflection in the walls of the 11.1 length change; liquid immersion
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