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Standard Test Methods for
. . 1
Mechanical Fasteners in Wood
This standard is issued under the fixed designation D 1761; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
This standard has been approved for use by agencies of the Department of Defense.
INTRODUCTION
The use of wood and wood-base materials in many structural and other applications often involves
the use of mechanical fasteners, such as nails, screws, bolts, lag screws, and connectors. Data on the
strength and performance of such fasteners are frequently needed for design and for comparative
purposes. Tests of mechanical fasteners (except nail withdrawal) have been generally regarded as
special tests and have not been included in the standard methods already established for evaluating the
properties of wood. Many such special tests have been extensively used over a considerable period but
have not previously been established as standards. Presented herewith are methods of conducting tests
for nail, staple, and screw (except machine screws) withdrawal resistance; lateral load transmission by
nail, staple, screw, bolt, and timber connector; and load transmission by nail plates and joist hangers.
The use of standard methods for these tests is recommended as a means of obtaining comparable data
and of eliminating variables in test results because of variations in testing methods.
The tests appear in the following order:
Sections
Nail, Staple, or Screw Withdrawal Test 1to 12
Lateral Nail, Staple, or Screw Resistance Test 13 to 20
Testing Bolted and Timber Connector Joints 21 to 30
Tension Tests of Plate-Type Connector Joints 31to 40
Joist Hanger Tests 41 to 50
Precision and Bias 51
NAIL, STAPLE, OR SCREW WITHDRAWAL TEST 2. Referenced Documents
1. Scope 2.1 ASTM Standards:

i , D 143 Methods of Testing Small Clear Specimens of Tim-
1.1 These test methods provide a basic procedure for qp

evaluating the resistance of wood and wood-base materials to b 2016 Test Methods for Moisture Content of Wéod

direct withdrawal of nails, staples, and screws. Spikes are p 2395 Test Methods for Specific Gravity of Wood and
included as nails in this standard. Wood-Base Materiafs

1.2 The tests also provide a basis for determining compa- g 4 practices for Force Verification of Testing Machihes
rable performance of different types and sizes of nails, staples, 5 5 other Standards:
and screws in direct withdrawal from wood and wood-base federal Specification FF-W-92 for Washers, Metal, Flat
materials. (Plainf

1.3 This standard does not purport to address all of the ANS| B18.6.1 American National Standard for Slotted and
safety problems, if any, associated with its use. It is the  Rgcessed Head Wood Scréws
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica3. Summary of Test Method
bility of regulatory limitations prior to use. 3.1 Specimens consist of prisms of wood or wood-base

products, with nails, staples, or screws driven at right angles to

1 These test methods are under the jurisdiction of ASTM Committee DO7 on 2 Annual Book of ASTM Standardgyl 04.10.
Wood and are the direct responsibility of Subcommittee D07.05 on Wood Assem- 2 Discontinued, se¢988 Annual Book of ASTM Standard®| 04.09.
blies. 4 Annual Book of ASTM Standardggl 03.01.
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one or more faces. The fasteners are withdrawn at a uniform 6.1.1 Nails used for basic withdrawal tests shall be bright
rate of speed by means of a testing machine, and the maximupiain-shank diamond-point round-wire, low-carbon-steel nails
load is recorded. Supplementary physical properties of th@ominally 0.113 in. (2.87 mm) in diameter (Note 1). They shall
wood or wood-base product are also determined. be cleaned before use to remove any coating or surface film
that may be present as a result of manufacturing operations and

4. Significance and Use .
i ] exposure. Each nail shall be used but once.
4.1 The resistance of a species of wood or a wood-base

product to direct withdrawal of nails, staples, or screws is a Note 1—A sixpenny common wire nail meets this requirement.

measure of its ability to hold or be held to an adjoining object 6.1.2 For determining holding ability of different sizes or

by means of such fasteners. Factors that affect this withdraw@pes of nails in wood or wood products, the respective sizes
resistance include the physical and mechanical properties @ind types of nail will be as circumstances dictate. These nails
the wood; the size, shape, and surface condition of thehall be representative of the normal manufacturing process,

fasteners; the speed of withdrawal; physical changes to woogind special cleaning of the shank shall normally not be
or fasteners between time of driving and time of withdrawal;yndertaken.

orientation of fiber axis; and the occurrence and nature of 6.2 Staples

prebored lead holes. 6.2.1 Staples used for basic leg withdrawal resistance shall
4.2 By using a standard size and type of nail, staple, ope standard 2 in. (51 mm) lon@js in. (11.1 mm) crown, 15
screw, withdrawal resistance of a wood species or woo@age (0.072 in.) (1.83 mm) galvanized steel staples. They shall
product can be determined, and such values for two or morge cleaned before use. Each staple shall be used but once.
wood species or wood products can be compared. Throughoutg 2 2 For determining holding ability of different types or
the method this is referred to as the basic withdrawal tesijzes of staples in wood or wood products, the respective
Similarly, comparative performances of different sizes or typesaples shall be representative of the normal manufacturing

of nail, staple, or screw can be determined by using a standajgocess, and special cleaning of the legs shall not normally be
procedure with a particular wood or wood product, whichndertaken.

eliminates the wood or the wood product as a variable. Since g 3 gcrews
differences in test methods can have considerable influence ong 3 1 screws used for basic withdrawal tests shall be stan-

results, it is important that a standard procedure be specifieghq 1-in. (25 mm) No. 10-gage flathead low-carbon-steel
and adhered to, if test values are to be related to other tegfooq screws as described in the American National Standard
results. for Slotted and Recessed Head Wood Screws (ANSI B18.6.1).
5. Apparatus Each screw shall be used but once.

6.3.2 For determining holding ability of different sizes and
dypes of screws in wood or wood products, the respective size
and types of screw will be as circumstances dictate. These
screws shall be representative of the normal manufacturing

5.1 Testing Machine-Any suitable testing machine that is
capable of operation at a constant rate of motion of th
movable head and has an accuracy-df% when calibrated in
accordance with Practices E 4.

5.2 Grips—A gripping device shaped to fit the base of the PrO¢€SS: _
fastener head and of such a design as to allow accurate 6-4 Wood and Wood ProduetsPrisms shall be cut accu-

specimen positioning and true axial loading, is required. Arately and square to the required dimensions, and be planned

clamping assembly that will hold the specimen to one platen ofMo0th- They shall be of representative density, free of defects
the machine is also required. A suitable test mechanism fond growth irregularities, and of specified moisture content.

screw withdrawal is illustrated in Fig. 1. .
7. Sampling
7.1 Sampling should provide for selection of representative
6.1 Nails: test material on an objective and unbiased basis, covering an
appropriate range in density and properties as circumstances
suggest.
7.2 The tests should be sufficiently extensive to provide

6. Test Materials

can be used to establish the scope of testing and type of

L reliable results. Where analysis by statistical procedures is
e contemplated, experience and sometimes advance estimates
P ———— {;ﬂ sampling needed to achieve the expected reliability.

Note 2—The precision required, and thus the manner of sampling and
number of tests, will depend upon specific objectives. No specific criteria
‘ therefore can be established. General experience indicates that the
T coefficient of variation from tests of fasteners ranges from about 15 to
= R — 30 %. When such is the case, precision of 5 to 10 %, with 95 % confidence
@ (an often accepted general measure of reliability for testing wood) cannot

be achieved without making a rather large number of tests. The present
recommendation is to make at least 10 replicationgfor each variable as a
FIG. 1 Diagram of Assembly for Screw Withdrawal Test minimum requirement. oCcu menis
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8. Test Specimen paraffin wax or other similar lubricant when necessary to

8.1 Nail and Staple Withdrawal facilitate driving.

8.1.1 For basic withdrawal tests from wood, the wood prism 8'2_'2 For basic W|_thdrawal tests ffom wood products, the
shall be 2 by 2 by 6 in. (51 by 51 by 152 mm). Nails of the type SPECimen shall be 3'in. (76 mm) in width, and 6 in. (152 mm)
outlined in 6.1.1 and staples of the type outlined in 6.2.1 shall” length. The depth of the specimen shall be at least equal to

be driven at right angles to the face of the specimen to a tota{the ![(ra]ngt? of the scret\k/]v., ;md It ma:gy bet n_elccissary tg gtlrl:e
penetration of ¥14in. (32 mm). Two fasteners shall be driven ogether two or more thicknesses of material to provide the

into a tangential surface, two into a radial surface, and one int equi:jedd o!e{_:)tht.hSCrews_ of the Ejy_pte ouélgi/n?_d inlg.z.l shatll be
each end. End and edge distances shall be sufficient to avofgreaded into the specimen a distanceafin. (17 mm) a

- . midwidth, at least 2 in. (51 mm) from the end of the specimen.
isnpIl(tzggrhm)gi?]zrzlig;r?;g Iitoatnlgii ‘:’r?;; l% n??fsb?nlrifzak:jan The size of lead hole shall be 70 % of the root diameter of the

two fasteners shall not be driven in line with each other or les§"€W and _;_thSha" extentk 'E‘ (13 {n(rjn) .'tnhto thefﬁface of theth
than 2 in. (51 mm) apart on radial or tangential faces. NajlgPECIMen. The SCrews may be coated with parailin wax or other
milar lubricant when necessary to facilitate driving.

hall be driven manually with a hammer. Staples shall bé" er . . .
> e crv anua’y Wi a nammer ples S 8.2.3 For determining the withdrawal resistance of particu-

inserted with an appropriate tool, as nearly as possible perpen- "~ dt f . d d ducts. th
dicular to the specimen surface, with the staple crown at a 4 ar Sizes and types ol SCrews in wood or wood products, the

(+10%) angle to the grain direction of the prism. Sﬁzcr:lltri?enofsg?yev?/g t(g ggn:/eesrzleedntmszzazcao saceccfi)rr:;()dv?/??hcfzf
8.1.2 For basic withdrawal tests from wood products, the? dy the ed d end dist d pecimen,
. . : . . xceeding the edge and end distances and spacings necessary
test prism shall be a single thickness of convenient size n X ; - . ;
smaller than 3 in. (76 mm) wide and 6 in. (152 mm) long. Nailsf{o avoid splitting. Screws shall be threaded into the specimen

of the type outlined in 6.1.1 and staples of the type outlined ir}‘or the length of the threaded portion of the shank or two thirds

. , of the shank length if it is threaded throughout. The size of lead
6.2.1 shall be drlv_en through the_wood product at right angle ole, if one is to be drilled, shall be 70 % of the root diameter
to the face, permitting at least in. (13 mm) of the shank

of the screw for a distance of one half of the screw length.

portion to remain above the surface. Nails shall be driven 8.2.3.1 If the withdrawal resistance may be influenced by
manually by means of a hammer. Staples shall be inserted Wittrﬁe.rﬁa.terial through which the screw is to be threaded the

an 'app.roprl_ate'tool as in 8.1.1, but if there is no dISCernIl:)Iescrew shall be threaded through a held member into the holding
grain direction in the wood product, the staple crown shall be

oriented at a 45°£10°) angle to the length of the prism. member.
8.1.3 For determining the withdrawal resistance of particu9. Conditioning

lar sizes and shapes of nails or staples in wood or wood g 1 Npgjl, staple, and screw withdrawal tests are normally
products, the specimen shall be of convenient size to accomysde on seasoned material. The wood or wood product
m'odate the qua'nt|ty of fasteners to be te;ted in each SPECIM&Pnether kiln dried or air-dried, shall be stored in a room having
without exceeding the edge and end distances and spacings .onirolled temperature of 20 3°C (68 = 6°F) and a
necessary to avoid splitting. In wood, fasteners should b@qniolled relative humidity of 65 3 % for a period suffi-
driven to 70 % of their length; in thin panel wood products theyciently long to bring it to approximate equilibrium. The

should be driven completely through the thickness with atleaststeners shall not be driven until equilibrium is attained in the
Y2 in. (13 mm) of the shank portion remaining above the,; 4 component.

surface. The fasteners shall be driven by the method intended g 5 \yhere required, withdrawal tests may be made on drier

to be used in practice, that is, either manually with a hammet, ,iajly seasoned or unseasoned material. It may sometimes

or with an applicator or appropriate tool if this is the normal yg gesired to apply the fasteners to unseasoned material and

method. _ _ _ allow the completed specimen to season prior to withdrawal.
8.1.3.1 If the withdrawal resistance may be influenced byxs jn 9.1 these specimens should attain the desired moisture

the material through which the fastener is to be driven, thequilibrium in a controlled atmosphere to ensure uniform

fastener shall be driven through the fastened member (clea@oisture content at the time of test. Soaking in water will

into the fastening member. produce and maintain an unseasoned condition of the wood,
8.2 Screw Withdrawal but it may result in an extremely high moisture content,
8.2.1 For basic withdrawal tests from wood, the specimerparticularly at the surface, and undesirable and nonrepresenta-

shall be 2 in. (51 mm) wide, 6 in. (152 mm) long, with depth tive corrosion of the fasteners near the wood surface.

at least equal to the length of the screw. Two screws of the type

outlined in 6.2.1 shall be threaded into lead holes at righftO. Procedure

angles to the tangential face, to a total penetration equal to the 10.1 General—Except for special circumstances requiring

length of the threaded portion. End and edge distance shall lelayed withdrawal, withdraw fasteners as quickly as practical

sufficient to avoid splitting, which in general will be at le§at  after driving, and in all cases within 1 h.

in. (19 mm) from the edge and/4in. (38 mm) from the end, 10.2 Basic Loading Methad

and spacing will be at least/2in. (63 mm). The size of the 10.2.1 Where the specimen consists of only the fastening

lead hole shall be 70 % of the root diameter of the screw foprism and the fasteners, withdraw the fasteners by means of a

softwoods and hardwoods and shall extéhéh. (13 mm) into  tensile force applied at a uniform rate of withdrawal. Attach the

the face of the specimen. The screws may be coated withpecimen to one platen of the. testing bDeocuments:
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fastener head to a suitably designed grip which is fastened tdetermine the stiffness of the joint and the work involved up to

the other platen through a universal joint. Apply the load bya given point of withdrawal of the fastener under construction.

separation of the platens of the testing machine at a uniform 10.6 Minor Tests—Determine the ovendry specific gravity

rate of withdrawal. Read the maximum load required toand moisture content of the wood or wood products, both

withdraw the fastener from the wood or wood product to threeduring driving and withdrawal of the fastener. Procedures for

significant figures. Disregard test values resulting from anydetermining these properties are given in Test Methods D 2016

failure of the fastener in the evaluation of the performance ofind D 2395.

wood and wood-base materials but report them; consider such

failures in the evaluation of the performance of different typesl1l. Report

and sizes of fasteners. In such cases, an additional replication11.1 The report shall include the following:

is desirable. 11.1.1 Failure loads for individual fasteners, average test
10.2.2 Where the specimen consists of a fastening prismalues, and statistical evaluation of the test data if justified,

plus one or more (cleats) fastened thereto with a fastener, two 11.1.2 A complete description of the test method and

test procedures are possible) The fastened member can be loading procedure used,

grasped and pushed or pulled away from the fastening prism in 11.1.3 A description of the specimen, including the dimen-

the axial direction of the fastener, whereby the fastener heasions of the wood or wood-product components, size of

exerts a force on the fastened member. Under this procedure,fdstener, end and edge distances, and spacings,

the fastened member exerts less resistance to the passage of th&l.1.4 Number of tests,

fastener head than the fastening member exerts on fastenerll.1.5 Specific gravity and moisture content of wood com-

withdrawal head pull-through can occur. In such a case, thponents,

pull-through resistance of the fastened material will be indi- 11.1.6 Details of any deviations from the prescribed or

cated. b) The fastened member can be split off and the fastenarecommended methods as outlined in the standard, and

withdrawn as in 10.2.1. 11.1.7 Details of any factors not included above that might
10.3 Special Loading Methodslt may sometimes be nec- have a bearing on results.

essary to determine the resistance to withdrawal as a result of o _

an impact force or by repetitive loads. In the case of the formerl2. Precision and Bias

this can be accomplished with standard apparatus such as thel2.1 The precision and bias of this test method have not yet

U.S. FPL toughness testing machine suitably modified to holdbeen determined.

and grip the withdrawal specimen. The latter test may require

the use of a cycling or pulsating loading head. The resulting LATERAL NAIL, STAPLE, OR SCREW

data are based on the displacement angle of the pendulum and RESISTANCE TEST

the forces resulting from the setting of the repetitive loading

mechanism, respectively, required to withdraw the fastenefS: SCOP€

from the wood or wood product. Disregard test values resulting 13.1 This test method covers the determination of the

from any failure of the fastener in the evaluation of theresistance to lateral movement offered by a single nail, staple,

performance of wood and wood-base materials but report ior screw in wood members. The test provides comparative data

desired; consider such failures in the evaluation of the perforfor various species of wood. This general test method can also

mance of different types and sizes of fasteners. In such casdsg used for evaluating other types and sizes of fastenings either

an additional replication is desirable. in wood or other building materials such as plywood, hard-
10.4 Speed of Testing board, etc., or combinations of materials. Furthermore, where

10.4.1 For the basic loading method for fastener with-required for specific purposes, the general method can be used
drawal, apply the load throughout the test at a uniform rate ofor evaluating the lateral resistance of sizes of nails, staples,
platen separation of 0.10 in. (2.54 mm)/min25 %. and screws other than those specified, and joints employing

10.4.2 For special loading methods, special rates of with{wo or more fasteners. It is recommended that when such tests

drawal may be required. Record the rate used and the reasof&€ made, the specified procedure be followed as closely as
for choosing it in the report. possible and all deviations be completely described.

Note 3—The rate of platen separation shall mean the free-running, odl4. Test Nails, Staples, or Screws

no-load, crosshead speed for testing machines of the mechanical drive - . i -
type, and the loaded crosshead speed for testing machines of the hydraul'cl4'1 Na|Is_ used Sha.‘” be t_)rlght plain s.hanKEd medlqm
loading type. lamond-point steel nails nominally 0.131 in. (3.33 mm) in
) ) diameter and % in. (63 mm) in length, with a hea#sz in.
10.5 Supplementary Testslf information on the actual (714 mm) in diameter. The nails selected for test shall be
withdrawal during load application is desired or may be ofiepresentative of the product. Each nail shall be used only
influence on the interpretation of the withdrawal resistance ofce. The actual size and details of the nails selected shall be

a given fastener, measure and record such withdrawal, iecorded, including data on the properties of the metal.
inches, at given withdrawal loads or at the ultimate withdrawal

resistance, in pounds, to three significant numbers. Under NoTe 4—An eightpenny common wire nail meets this requirement.
given conditions, it may be expeditious to obtain an automatic 14.2 Staples used shall be standard 2 in. (51 mm) laag
plot of withdrawal load versus withdrawal distance in order toin. (11.1 mm) crown, 15 gage (0.072in.) (1.Bmum£nats
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