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(Laboratory Procedure)’

This standard is issued under the fixed designation D 1796; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision, A number in parentheses indicates the year of last reapproval. A
superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.

This test method has been approved by the sponsoring committees and accepted by the cooperating organizations in accordance with
established procedures. This test method has been adopted for use by government agencies 1o replace Method 3000 of Federal Test

Method Standard No. 7916.

¢! Nore—Editorial changes were made throughout in May 1990,

1. Scope

1.1 This test method covers the laboratory test for deter-
mination of water and sediment in fuel oils by using the
centrifuge method. This chapter, along with API Chapter
10.3 (Test Method D 4007, IP 359), supersedes the previous
edition of ASTM Test Method D 1796 (API Standard
D 2548, IP 75).

Note 1—With some types of oils it is difficult to obtain water or
sediment contents with this method. When this situation is encountered,
Method D 95 (API MPMS Chapter 10.5) or Test Method D 473 (API
MPMS Chapter 10.1) may be used.

1.2 This standard may involve hazardous materials, oper-
ations, and equipment, This standard does not purport to
address all of the safety problems associated with its use. It is
the responsibility of whoever uses this standard to consult and
establish appropriate safety and health practices and deter-
mine the applicability of regulatory limitations prior to use.
For a specific precautionary statement see 5.1.

1.3 The values stated in SI units are to be regarded as the
standard. The values in parentheses are for information only.

2. Referenced Documents

2.1 ASTM Standards:

D95 Test Method for Water in Petroleum Products and
Bituminous Materials by Distillation (API MPMS
Chapter 10.5)%

D 362 Specification for Industrial Grade Toluene®

"This test method is under the jurisdiction of ASTM Committee D-2 on
Petroleum Products and Lubricants and the APl Committee on Petroleum
Measurement and is the direct responsibility of Subcommittee D 02.02 on Joint
ASTM-API Committee on Static Petroleum Measurcment,

Current edition approved March 25, 1983. Published January 1984. Originally
published as D 1796 - 60. Last previous edition D 1796 - 68 (1977).

2 Annual Book of ASTM Standards, Vol 05.01.

2 Annual Book of ASTM Standards, Vol 06.03.

Full document details: ASTM D1796-83(1990)e1

D473 Test Method for Sediment in Crude Oils and Fuel
Qils ?y the Extraction Method (APl MPMS Chapter
10.1)

D 4006 Test Method for Water in Crude Oil by Distilla-
tion (API MPMS 10.2)*

D 4057 Practice for Manual Sampling of Petroleum and
Petroleum Products (API MPMS 8.1)*

D 4177 Test Method for Automatic Sampling of Petro-
leum and Petroleum Products (API MPMS 8.2)*

2.2 API Manual of Petroleum Measurement Standards:®

Chapter 8.1, Manual Sampling of Petroleum and Petro-
leum Products (ASTM Practice D 4057)

Chapter 8.2, Automatic Sampling of Petroleum and Petro-
leum Products (ASTM Test Method D 4177)

Chapter 10.1, Determination of Sediment in Crude Oil by
the Extraction Method (ASTM Test Method D 473)
Chapter 10.2, Determination of Water in Crude Oil by the

Distillation Method (ASTM Test Method D 4006)

Chapter 10.5, Determination of Water in Petroleum
Products and Other Bituminous Materials (ASTM Test
Method D 95)

2.3 IP Standard:®

Specification for Toluol

3. Summary of Test Method

3.1 Equal volumes of fuel oil and water saturated toluene
are placed in a cone-shaped centrifuge tube. After centrifu-
gation, the volume of the higher gravity water and sediment
layer at the bottom of the tube is read.

4. Significance
4.1 The water and sediment content of fuel oil is signifi-

4 Annual Book of ASTM Standards, Vol 05.03.
5 Available from the American Petroleum Institute, 1220 L St., N.W.,
Washington, DC 20005.

6 Available from American National Standard j
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cant because it can cause corrosion of equipment and
problems in processing. A determination of water and
sediment content is required to measure accurately net
volumes of actual fuel oil in sales, taxation, exchanges, and
custody transfers.

5. Reagent

5.1 Toluene (Warning—Flammable vapor harmful, See
Annex Al.) that conforms to Specification D 362 or to the IP
Specification for Toluol shall be used as the solvent. The
typical characteristics for this reagent are as follows:

CHsCH, FW 92,14

Color (APHA) 10

Boiling range (initial to dry pomt) 2.0°C

Residue after evaporation 0.001 %
Substances darkened by H,SO, passes A.C.S. test
Sulfur compounds (as S) 0.003 %

4 Recorded boiling point 110.6°C.

5.2 The solvent shall be water saturated at ambient
temperature, but shall be free of suspended water. This may
be accomplished by the addition of 2 mL of water per 1000
mL of solvent. Shaking will aid in saturation, but adequate
settling time is necessary to ensure that the solvent is free of
suspended water before use,

NoTE 2—Some oils may require other solvents or solvent-demulsifier
combinations. Those agreed upon between the purchaser and the seller
may be used.

6. Apparatus

6.1 Centrifuge:

6.1.1 A centrifuge capable of spinning two or more filled
cone-shaped 203-mm (8-in.) centrifuge tubes at a speed
which can be controlled to give a relative centrifugal force
(rcf) of between 500 and 800 at the tip of the tubes shall be
used.

6.1.2 The revolving head, trunnion rings, and trunnion
cups, including the cushions, shall be soundly constructed to
withstand the maximum centrifugal force capable of being
delivered by the power source. The trunnion cups and
cushions shall firmly support the tubes when the centrifuge is
in motion. The centrifuge shall be enclosed by a metal shield
or case strong enough to eliminate danger if any breakage
occurs.

6.1.3 Calculate the speed of the rotating head in revolu-
tions per minute (rpm) as follows:

= 1335 Jrefjd (1

where:

r¢f = relative centrifugal force.

d = diameter of swing, mm measured between tips of
opposite tubes when in rotating position.

or.

rpm = 265 r¢ffd (2)
where:
r¢f = relative centrifugal force and

d = diameter of swing (inches) measured between tips of
opposite tubes when in rotating position.

6.2. Centrifuge Tubes:
6.2.1 Each centrifuge tube shall be a 203-mm (8-in.)
cone-shaped tube, conforming to the dimensions given in
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FIG. 1 Eight-inch (203-mm) Centrifuge Tube

TABLE 1 Centrifuge Tube Calibration Tolerances for 8-in.
(203-mm) Tube

Range, mL. Subdivision, mL. Volume Tolerance, mL
0to 0.1 0.05 +0.02
Above 0.1 10 0.3 0.05 +0.03
Above 0.3 to 0.5 0.05 +0.05
Above 0.5 to 1.0 0.10 +0.05
Above 1.0 t0 2.0 0.10 +0.10
Above 2.0 to 3.0 0.20 +0.10
Above 3.0 to 5.0 0.50 +0.20
Above 5.0 to 10 1.00 +0.50
Above 10 to 25 5.00 +1,00
Above 25 to 100 25.00 +1.00

Fig. | and made of thoroughly annealed glass. The gradua-
tions, numbered as shown in Fig. 1, shall be clear and
distinct, and the mouth shall be constricted in shape for
closure with a cork. Scale error tolerances and the smallest
graduations between various calibration marks are given in
Table 1 and apply to calibrations made with air-free water at
20°C (68°F), when reading the bottom of the shaded me-
niscus,

6.3 Bath:

6.3.1 The bath shall be either a solid metal block bath or a
liquid bath of sufficient depth for immersing the centrifuge
tube in the vertical position to the 100-mL mark. Means
shall be provided for maintaining the temperature at 49° +
1°C (120° = 2°F) and 60° + 1°C (140° £ 2°F).

7. Sampling

7.1 Sampling is defined as all steps required to obtain an
aliquot of the contents of any pipe, tank, or other system and
to place them into the laboratory test container. Only
representative samples obtained as specified in ASTM Test
Method D 4057 (API Chapter 8.1) and (A
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