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Standard Test Method for
20° Specular Gloss of Waxed Paper

1

This standard is issued under the fixed designation D 1834; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

€' Note—Section 12 was added editorially in June 1995.

1. Scope refractive index of 1.540 measures 100 units. The angles of
1.1 This test method is primarily intended to measure thdncidence and reflection are each 20°, and the receptor or
gloss of waxed papers. viewing window is round and its diameter subtends an angle of

5° with respect to an apex at the center of the illuminated area
Note 1—For determining the gloss of book paper reference should bg {he plane of the sample opening.

made to Test Method D 1223. For very high gloss paper see Wink et al

(1).2 Note 2—These geometric conditions and measurement scale are rec-
1.2 This standard does not purport to address all of theog}n{:zsnded by Hunter and Loflai2)) for the gloss measurement of waxed

safety concerns, if any, associated with its use. It is thé '

responsibility of the user of this standard to establish appro5. Significance and Use

priate safety and health practices and determine the applica- 5 1 This test method gives good correlation with visual

bility of regulatory limitations prior to use. gloss or shininess provided the sample is flat. The degree of

2> Referenced Documents correlation decreases as the sample deviates from being flat.

2.1 ASTM Standards: 6. Apparatus

D585 Practice for Sampling and Accepting a Single Lot of 6.1 The apparatus shall consist of a concentrated-filament
Paper, Paperboard, Fiberboard, or Related Préduct lamp and lens projecting an incident beam of rays, means for
D 1223 Test Method for Specular Gloss of Paper andocating the specimen surface to receive this beam, and a
Paperboard at 78° light-sensitive receptor located to receive certain rays reflected
from this surface. These three parts shall be combined in a

3. Terminology rugged instrument in which relative positions shall be as shown

3.1 Definition: _ _ in Fig. 1. The actual dimensions of these parts shall be left to
3.1.1 specular gloss-the degree to which a surface simu- the designer of the apparatus, so long as the rays of light passed
lates a mirror in its capacity to reflect incident light. through the instrument satisfy the geometric and spectral

conditions prescribed in 6.2-6.6.
4. Summary of Test Method o has been bult b e fol
. . Note 3—A suit inst t ilt ing t i
4.1 This test method involves the measurement of speculq_.[arg;nd dimzl#s?ones '(r;zf;urr?gnﬁg.als): een Uit by using the Tollowing
reflectance on a scale on which a polished black glass with a

Lamp—6 V (requires adjustable voltage for standardization)

1 This test method is under the jurisdiction of ASTM Committee D-2 on Lens in lamp beaf—Diameter 39 mm, focal length 63 mm

Petroleum Products and Lubricants and is the direct responsibility of Subcommittee
D02.10.0A on Physical aand Chemical Properties. This test method was prepared
jointly by the Technical Association of Pulp and Paper Industry and the American
Society for Testing and Materials.
Current edition approved July 10, 1990. Published August 1990. Originally
published as D 1834-65. Last previous edition D 1834—65 (1985).
2 The boldface numbers in parentheses refer to references listed at the end of this ® A General Electric instrument lamp No. 1630 has been found satisfactory for

test method. this purpose.
3 Annual Book of ASTM Standardé| 15.09. 8 Available from the Edmund Scientific Corp., 101 E. Gloucester Pike, Bar-
4 Discontinued; sed979 Annual Book of ASTM Standards. rington, NJ 08007-1380, achromat stock No. 6246.
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FIG. 1 Diagram of Relative Positions of Essential Elements of Glossmeter

Lens at receptor windo+—Double convex, diameter 19 mm, focal length  The cell-meter combination must be calibrated for linearity.

47 mm . " . .
Photocelf 6.2 Geometric Conditions-The axis of the incident beam
Mete®—O0 to 50 pA (90-mm (32-in.) round flush phenolic plastic case) shall be 20+ 1° from a line perpendicular to the plane to the
Dimensions, mm: test surface. The receptor window, the lens adjacent to this
Lamp filament to center lens 92 window, and the photoreceptor shall be centered about an axis
Center lens to center specimen 70 . . . . . L
Center specimen to center receptor window 126 whlch is _the mirror image of the axis of the incident beam.
Center window to center photocell 79 With a piece of polished black glass or other front-surface
Window diameters, mm: : H e :
Lamp beam lens 37 mirror in sample position, an image of the source shall be
Specimen more than 25 formed at the center at the receptor window. No diameter of the
Receptor window 11

illuminated area of the specimen shall be more than one quarter
the distance from the center of this area to the center of the
receptor window. The receptor window shall be round in shape
7 H H H4 . .
Available from the Edmund Scientific Corp. _ and measure 5= 0.05° in diameter from the center of the
8 A General Electric No. 8PV1AAB photovoltaic cell has been found satlsfactory.” . d in th | fth | . .
for this purpose. illuminated area in the plane of the sample opening. An image

9 A Weston Model 301 has been found satisfactory for this purpose. of the source shall be formed in the c%efumrémg
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