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QHny) Designation: D 1838 — 91 (Reapproved 1996) <2 An American National Standard

Standard Test Method for

Copper Strip Corrosion by Liquefied Petroleum (LP) Gases 1

This standard is issued under the fixed designation D 1838; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

€' Notre—Editorial changes were made throughout in January 1996.
€ Note—This designation was corrected in November 1996.

1. Scope 5. Apparatus

1.1 This test method detects the presence of components in5.1 Corrosion Test Cylinderconstructed of stainless steel
liquefied petroleum gases which may be corrosive to copperwith an O-ring removable top closure according to the dimen-
sions given in Fig. 1. Provide a flexible aluminum connecting

Note 1—For an equivalent copper strip test applicable to less volatile . . . . .
petroleum products qsee Test Mgtphod DF130. PP hose with swivel connections with adapter to a 6.4 réfir.)

ipe. The whol bly shall b ble of withstandi
1.2 The values stated in acceptable metric units are to bplpe € Who'e assermbly sha’ be capave of wrmsianding a

: drostatic test pressure of 6895 kPa (1000 psig). No leak shall
regarded as the standard. The values in parentheses are [l jiscernible when tested at 3450 kPa (500 psig) with gas.
information only.

) 5.2 Water Bath capable of being maintained at 378
1.3 This standar_d does not purport to address all o_f the0.5"C (100% 1°F). Incorporate suitable supports to hold the
safety concerns, if any, associated with its use. It is thqe

t cylinder i ight position. Make the bath d h
responsibility of the user of this standard to establish appro- St CYINAer In an Uprgn: position. Vaxe me han ceep enoug

) . ; . ~'so that the entire cylinder and valves will be covered during the
priate safety and health practices and determine the applicas

- L . - test.
bility of regulatory limitations prior to usef-or specific hazard 5.3 Thermometer-An ASTM Density Thermometer having

statements, see 6.1, 8.3.1, and Annex Al. a range from-20 to 105°C (-5 to +215°F), graduated in
2 Referenced Documents 0.2°C (0.5°F) subdivisions, and conforming to the require-
ments for Thermometer 12C (12F), as prescribed in Specifica-

2.1 ASTM Standards:

D 130 Test Method for Detection of Copper Corrosion from
Petroleum Products by the Copper Strip Tarnish ?Test

E 1 Specification for ASTM Thermometérs

tion E 1.

5.4 Strip Polishing Vise to hold the copper strip firmly
without marring the edges. For convenient vises see Test
Method D 130.

3. Summary of Test Method

3.1 A polished copper strip is immersed in approximately
100 mL of the sample and exposed at a temperature of 37.8°G
(100°F) fa 1 h in acylinder of suitable working pressure. At
the end of this period, the copper strip is removed and rated asNote 2—Warning: Extremely flammable. See Annex Al.
one of the four classifications of the ASTM Copper Corrosion 6.2 Copper Strip 12.5 mm ¢ in.) wide, 1.5 to 3.0 mm¥s
Standards. to ¥ in.) thick, cut 75 mm (3 in.) long from smooth-surfaced,
- hard-temper, cold-finished copper of 99.9 + percent purity;
4. Significance and Use electrical bus bar stock is generally suitable. Drill a 3.2 nin (

4.1 Copper corrosion limits provide assurance that difﬁcul-in_) hole approximately 3.2 mm¥4 in.) from one end in the
ties will not be experienced in deterioration of the copper anctenter of the strip. The strips can be used repeatedly but should
copper-alloy fittings and connections that are commonly use@e discarded if the surfaces become deformed.
in many types of utilization, storage, and transportation equip- 6.3 Polishing Materials—Silicon carbide grit paper of vari-
ment. ous degrees of fineness including 65-pm (240-grit) paper or

cloth; also a supply of 105-um (150-mesh) silicon carbide grain
and pharmaceutical grade absorbent cotton (cotton wool).
6.4 Copper Corrosion Standard Plaquese availablé.

6. Materials

6.1 Wash SolvertUse acetone or knock test grade
2.4 trimethylpentane.

1 This test method is under the jurisdiction of ASTM Committee D-2 on
Petroleum Products and Lubricants and is the direct responsibility of Subcommittee
DO02.H on Liquefied Petroleum Gas.
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bent cotton. Rub in the direction of the long axis of the strip,

carrying the stroke beyond the end of the strip before reversing

the direction. Clean all metal dust from the strip by rubbing
6.4 mm (1/4 in) vigorously with clean pads of absorbent cotton until a fresh pad

- % Needle Valve A remains unsoiled. When the strip is clean immediately attach to
\ Z \ Neoprene 0-Ring the dip tube and immerse it in the prepared test bomb.
32mm 1.0y N 7.2.1 Itis important to polish the whole surface of the strip
(1/8in) N \ Outage Tube uniformly to obtain a uniformly stained strip. If the edges show
3?11":: )"D' \ \ Material: wear (surface elliptical) they will Iikgly show more corrqsion
2 N Cylinder and than the center. The use of a vise will facilitate uniform
\ \ Needle Vaives: polishing.
6.4 mm — N Stainless Steel
(/4in) | N \ 8. Procedure
'i:'i‘:‘_";m 762 \ c siri 8._1 .With vaIve_B (Fig. 1), open, plgce approximately 1.mL
e in’f‘,"‘ N —r— Lopperstrip of distilled water into a clean test cylinder and swirl to moisten
N \ the walls; allow the remainder to drain from the cylinder, insert
\ \ the freshly polished copper strip suspended from the hook on
N the dip tube making sure that the bottom of the strip is at least
, N \ 6.4 mm { in.)) from the bottom of the cylinder when
6.4 mm Min. ) assembled. After assembly of the apparatus, close both Balve
(1/4 in.) e %‘4 Z'I'" (\}/I" '"g (Fig. 1), on closure assembly with outage tube, and v8lve
eecle Valve 8.2 Holding the test cylinder upright so as not to wet the
copper strip with water, attach the sample source to the test
cylinder valve A (Fig. 1) by means of a short length of flexible
Metric Equivalents aluminum tubing that has been purged with the sample. Admit
in. mm in. mm some sample to the cylinder by opening the valve at the sample
J}’fs 2421 3 76 source and then valve A.
v 281 6 152 8.3 Close valve A without disconnecting the test cylinder

from the sample source. Invert the test cylinder and open valve
B to purge the air from the test cylinder. Return the test
cylinder to the upright position and drain any residual liquid
Their care and inspection for stability are described in detail irnthrough the open valve B. Close valve B with the test cylinder

FIG. 1 Copper Strip Corrosion Test Cylinder

Test Method D 130. now in its upright position, open valve A and fill the test
. . cylinder with the sample. When the test cylinder is full, close
7. Preparation of Strips valve A, the valve at the sample source, and disconnect the

7.1 Surface Preparatior-Remove all surface blemishes aluminum tubing.
from all six sides of the strip with silicon carbide grit paper of 8.3.1 Warning—Safe means for the disposal of vapors and
such degrees of fineness as are needed to accomplish tguids during this and subsequent procedures must be pro-
desired results efficiently. Finish with 65-um (240-grit) silicon vided.
carbide paper or cloth, removing all marks that were made by 8.4 As soon as the aluminum tubing is disconnected, and
other grades of paper used previously. Immerse the strip iwith the cylinder in its upright position, open valve A slightly
wash solvent from which it can be withdrawn immediately for so that all liquid above the end of the outage tube will be
final polishing or in which it can be stored for future use.  removed from the test cylinder. When vapor first emerges from
7.1.1 As a practical manual polishing procedure, place aalve A, close valve A.
sheet of the paper on a flat surface, moisten it with wash 8.5 Immediately after filling, and venting as described in
solvent and rub the strip against the paper with a rotary motiorg8.4, immerse the test cylinder in the water bath maintained at
protecting the strip from contact with the fingers with an37.8+ 0.5°C (100 1°F). Allow the cylinder to remain in the
ashless filter paper. Alternatively, the strip can be prepared blgath for 1 h+ 5 min.
use of motor-driven machines using appropriate grades of dry 8.6 At the end of the test period remove the cylinder from
paper on cloth. the bath and, holding the cylinder in a vertical position, open
7.2 Final Polishing—Remove a strip from the wash solvent. the bottom valve to a suitable disposal unit (8.3.1) until all of
Holding it in the fingers protected with ashless filter paperthe liquid and most of the vapor is discharged.
polish first the ends and then the sides with the 105-um 8.7 When only a slight pressure remains in the cylinder,
(150-mesh) silicon carbide grains picked up from a clean glasdisassemble immediately and compare at once the copper strip
plate with a pad of absorbent cotton moistened with a drop ofhat has been exposed to the liquefied petroleum gases with the
wash solvent. Wipe vigorously with fresh pads of absorbenASTM Copper Strip Corrosion Standards.
cotton and subsequently handle only with stainless steel 8.8 Handling only with stainless steel forceps, compare the
forceps; do not touch with the fingers. Clamp in a vise andexposed strip with the ASTM Copper Strip Corrosion Stan-
polish the main surfaces with silicon carbide grains on absordards. Hold both the test strip and theD@Werﬂg\
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