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Standard Test Method for

Dirt in Paper and Paperboard *

This standard is issued under the fixed designation D 2019; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope practically every type of paper, but especially so in the

1.1 This test metho(L, 2, 3} is intended for the numerical higher-quality products. For example, bond and fine writing
estimation of dirt in paper or paperboard in terms of equivalenPapers are subject to close inspection for dirt content, and the
black area. This test method is satisfactory only for thedmount of dirt present in the sheet is one of the factors in
estimation of visual dirtiness and it may be entirely inadequaté&lassifying them into different grades.
when the grittiness or other nonvisual effects of dirt are of 5-2 The higher grades of wrapping papers and paperboards,

importance. such as those employed for the packaging of foods or other
commodities or where a fancy printed design is used, must be

2. Referenced Documents free of dirt particles. The value of many papers, such as
2.1 ASTM Standards: glassine, waxed sulfite, and vegetable parchment, which come

D 585 Practice for Sampling and Accepting a Single Lot ofin direct contact with foodstuffs, is determined to a consider-
Paper, Paperboard, Fiberboard, and Related Préducts able extent by the amount of dirt present in the sheet.

D 985 Test Method for Brightness of Pulp, Paper, and 5-3 Dirtin the form of fine gritty particles embedded in a
Paperboard (Directional Reflectance at 457 hm) sheet of paper is a serious defect in many printing papers. This

D 1968 Terminology Relating to Paper and Paper ProductstyPe of dirt may cause serious pitting and wear on the printing
plates and other parts of the presses. Such gritty particles are

3. Terminology often termed “sand spots” in jute linerboard and cause a
3.1 Definitions—Definitions shall be in accordance with marked reduction in Mullen burst tests when they occur in the
Terminology D 1968 and thBictionary of Papeft test area. Measurement of dirt content in a sheet based on the

equivalent area may be entirely inadequate in such cases, since
4. Summary of Test Method the dirt is not readily detected nor is its equivalent area a good

4.1 Adirt speck is compared with black spots on a standarderiterion of the suitability of the sheet for the purpose intended.
dirt chart,” and the area of the black spot that gives the sam A
visual impression as the dirt speck is recorded. The sum of aﬁ' pparatus
such areas (known as equivalent black areas, or e. b. a.) that are8.1 Standard Dirt Chart—A standardized photographic
0.04 mnf or greater is divided by the total area of the paperPrint of a series of round black spots of various areas on a white
inspected. The result, expressed in parts per million, is used &ackground. Using an instrument and method in accordance

a measure of the dirt in paper or paperboard. with Method D 985, Test for 45-deg. 0-deg Directional Reflec-
o tance for Blue Light (Brightness) of Papgkryith luminous
5. Significance and Use reflectance filter, the Y value for Illuminant C of the CIE

5.1 While dirt in paper is usually that found on the surfacesystem is 81.5+ 1.0 % reflectance for the white background
of the sheet, some particles embedded in the body of the sheafid 2.4= 0.4 % for the black spots.

may be readily discernible, especially in papers _that are Nore 1—It has been foung) that all the round spots on the original
transparent or translucent. Therefore, as a property, dirt conteBart, except the following, are correct within 2 % or 0.005 #wihatever
may affect both the utility and composition of the sheet. Thes the larger). For especial accuracy, the designated areas in square
amount of dirt present in a sheet of paper is of importance imillimeters of the following round spots should be changed to those given
in parentheses: 1.00 (1.08), 0.80 (0.76), 0.60 (0.58), 0.40 (0.42), 0.30
(0.31), 0.25 (0.26), 0.20 (0.21), 0.15 (0.16), 0.10 (0.11), 0.9 (0.10). Only
1 This test method is under the jurisdiction of ASTM Committee D-6 on Paperthe round spots are used for the analysis.
and Paper Products and is the direct responsibility of Subcommittee D06.92 on Test In examining an actual TAPPI Standard Dirt Chart, it will be noted that
Methods. none of the rectangles stand out nearly so well as do the round dots having
C.urrent edition approved Dec. 10, 1!.997. P.u.blished November 1998. Originallfhe same area. In fact, if examined with a reading glass held out of focus,
published as D 2019 —62T. Last previous edition D 2019 —93. with the particular shape of rectangles used in that chart, it will be seen

p ; X
this tTeZT r?wﬂ?tﬁfje numbers in parentheses refer to the list of references at the end fiat their equivalent black area is only about two thirds that of the round

2 Annual Book of ASTM Standardéol 15.09. dots of the same actual area. Furthermore, in the actual photographic
* Available from the Technical Association of the Pulp and Paper Industry,chart, the rectan_gle ?‘dlacent_ to the _0-02 and 0-0§'Kﬂm_5 are invisible
Technology Park/Atlanta, P.O. Box 105113, Atlanta, GA 30348. because of their thinness in relation to the resolving power of the
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photographic emulsions used. If all the rectangles shown were made still Note 3—Operators can easily train themselves to estimate the equiva-
more slender, for example, like long, thin, black fibers, and their actualent black area of specks more quickly and accurately than they can their
areas were correctly depicted, the discrepancy between their equivaleattual area, especially if the specks have a shape different from those on
black areas and their actual areas would be still greater. Thus, as a meastiie comparison chart. With the dirt chart in one hand and a specimen sheet
of “dirt,” apart from color and background, the true criterion is not the in the other, they should be able to accurately gage the equivalent black

actual area of the dirt specks but their equivalent area. area of each speck on the specimen about as rapidly as they can mentally
Note 2—Plastic-covered cards, transparencies, or printed charts wilsum their areas. This is conveniently done by adding the equivalent black
not give equivalent results. areas of the spots in units of hundredths of square millimeters.

. L . Note 4—It is helpful when estimating the equivalent black area of a
6.2 llluminant, lighting arrangements to give about 540 dirt speck on a colored sheet, to ask “How noticeable is this speck?” and

Im/m?(50 fc) of white light or daylight on the specimens. proceed to select an appropriate black spot from the Standard Dirt Chart
Because the light affects equally the appearance of both the digith its white background that is equally noticeable,—that is, both become

specks and the comparison spots on the charts, the intensity ioflistinguishable at the same distance when moved away from the eyes, or
illumination is not critical. disappear together when examined with a common reading glass moved

6.3 Optional Apparatus-Common reading glass or semi- out of focus or where observed through a slightly light-scattering film
tran.sparent film similar to a transparent glassine paper but more uniform.

9.3 When the equivalent black areas of all the large specks

7. Sampling have been recorded or summed, place a suitable mask on the
7.1 Obtain a sample of the paper to be evaluated ifower part of the specimen sheet and examine the exposed
accordance with Method D 585. quarter or fifth area at the top for specks smaller than the larger
reference spot (but not less than 0.04 rand sum or record
8. Test Specimens these.

8.1 Unless otherwise specified, select at random from the 9-3-1 Turn the specimen sheet over and examine and sepa-
sample, at least 10 (preferably 20 or more) sheets each havifgtely record the equivalent black area of the larger specks on
a total exposed area (both sides) of not less tharf Keep the t ef ennref_surfape, %nd _theh smaller specks on the exposed
specimen sheets clean, for example, between two extra outdface, of its wire side, in the same way.

sheets as a cover. Note 5—If the sheet is very dirty, select two particular sizes of
reference spots,—a “big” and a “medium” spot of about half the size of
9. Procedure the larger, such that about 10 or more “big” specks will be found on 20

- . jdes of the specimen sheets and about 10 or more* medium” specks on
9.1 With clean hands and in a clean, dust-free place on ne quarter or one fifth of this area. After estimating and recording all the

bench top, preferably covered W't_h a large sheet of clean pap_e‘Big" and “medium” specks on the face of a specimen, the latter with a

examine both sides of the specimen sheets unless one sidgee quarter mask, use another mask exposing only one sixteenth of the

such as the backing of a board, is of no interest. sheet to estimate the equivalent black areas of those specks less than the
9.1.1 Select a particular reference spot on the Standard Digguivalent black area of the “medium” spot down to 0.04mm

Chart that has an equivalent black area such that there will be, 9. 4 puring the count, ignore any odd piece of dirt encoun-

on the average, at least one such sized speck or larger, to R&ed that is obviously unusual, for example, a crushed insect,
found on each 1000 chof the exposed surfaces of the or a blotch of dirt that is not representative of the shipment
specimens. (The size of the reference spot selected might vapyscertained by looking over additional sheets).
from 0.06 mnf for a very clean writing paper to 0.25 niror ) .

Note 6—Shives or specks that appear dark only at some particular

more for a very dirty paper.) ngle of observation are not nted dirt. However, if their number i
9.1.2 From an extra sheet of the sample, prepareamasktlﬁggeo observation are not counted as dirt. However, If their number Is

. ;i . ticeable, they should be recorded separately in the report, giving their
same width as a specimen sheet, but three quarters of its lengtf), oximate average actual area, their color or appearance, and the

and, if the paper is very dirty, another mask with one sixteenthyverage number per square meter, for each side of the specimen.
of its area, exposed by cutting away, for example, a rectangle Nore 7—If there are an unusual number of specks present in the sheet
at its top right-hand corner. If masks precut to suit the size ofess than 0.04 mfand over 0.01 mr) which normally are too small to
the specimen sheets are available, it is preferable to change th@reg_arded as f‘dirt," their total equivalent black area may be esti_mated by
exposed surfaces to one fifth and one twentieth, respectively, g5anning one sixteenth _(or less) of the area of each of the specimens and
facilitate the subsequent calculation. reporting their total equivalent black area separately.
9.2 Number each specimen sheet, preferably on the top 9.5 Measure the area of the specimen sheets.
right-hand corner of its top (felt) side. Pick up a specimen with .
one hand (if thin or transparent, lay it on a stiff white backing)10- Calculation
and hold an edge of the Standard Dirt Chart against it with the 10.1 Compute the total equivalent black area of dirt on the
other. top and wire sides of each sheet separately, by totaling the
9.2.1 Ignore the small specks less than the size of thequivalent black areas of the larger specks on the entire area
reference spot but examine all the larger dirt specks on the topnd adding 4 or 5, or 16 or 20, times the equivalent black areas
side of the specimen, and, after scratching each speck with@f the smaller specks observed in accordance with the lesser
corner of the chart to make sure that it is not a piece of loosearea examined.
outside dirt, estimate and record or mentally sum its equivalent 10.2 For each side of each sheet, compute the dirt in terms
black area if equal to or greater than the equivalent black areaf square millimetres of equivalent black area per square metre
of the reference spot previously selected. of surface examined, that is, in parts permwuments
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