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Standard Test Method of
Analysis for Sodium Toluene Sulfonate in Detergents

This standard is issued under the fixed designation D 2023; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

€' Note—Keywords were added editorially in February 1995.

1. Scope be checked by running a complete absorption curve and

1.1 This test method covers the analysis for the appareflomparing with known samples.
sodium toluene sulfonate (NaTS) content of detergents.

1.2 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the Note 1—Absolute cleanliness of apparatus is essential. Use glass
responsibility of the user of this standard to establish appro-2pPparatus only. Contact with rubber, cork, or hands will introduce

priate safety and health practices and determine the applica2sorbance erors.

6. Apparatus

bility of regulatory limitations prior to useMaterial Safety 6.1 Separatory Funne)ss00-mL capacity, glass-stoppered,
Data sheets are available for reagents and materials. Revigegar-shaped.
them for hazards prior to usage. 6.2 Balance analytical.
6.3 Spectrophotomete(Note 2), with necessary ultraviolet
2. Referenced Documents accessories for working in the range from 230 to 300 nm.
2.1 ASTM Standards: These include 1.00 and 5.00-cm absorption cells with quartz
D 1193 Specification for Reagent Water windows.
3. Summary of Test Method Note 2—Details of the test method as written are based on the use of

. . . the Beckman DU or Cary recording spectrophotometers. Equivalent
3.1 This te_St method is based on the.sepa}ratlon of the lowpectrophotometers also may be used, provided suitable modifications can
molecular weight sulfonate from interfering higher molecularbe made in the details of the method.

weight sulfonates and determination by ultraviolet absorption.
The higher molecular weight sulfonates are extracted aé- Reagents
sulfonic acids in a hydrochloric acid solution using ethyl ether 7.1 Purity of Reagents-Reagent grade chemicals shall be

as the solvent. used in all tests. Unless otherwise indicated, it is intended that
o all reagents shall conform to the specifications of the Commit-
4. Significance and Use tee on Analytical Reagents of the American Chemical Society,

4.1 This test method is of use to anyone engaged iwhere such specifications are availab®ther grades may be
compositional analysis of detergent formulations. This wouldused, provided it is first ascertained that the reagent is of
include formulators, and analysts employed by companies thaufficiently high purity to permit its use without lessening the
manufacture the components usually included in such formuaccuracy of the determination.

lations. 7.2 Purity of Water—Unless otherwise indicated, references
to water shall be understood to mean reagent water conforming
5. Interferences to Specification D 1193.

5.1 Any low molecular weight substituted benzene sul- 7.3 Ethyl Ether
fonate or benzene sulfonate (NaBS) itself will interfere and 7.4 Hydrochloric Acid (sp gr 1.19)—Concentrated hydro-
give an apparent toluene sulfonate figure. Since the method &hloric acid (HCI).
standardized using-toluene sulfonatey-sulfonate will not be 7.5 Hydrochloric Acid (1+3)—Mix 1 volume of concen-
assayed correctly. When contamination is suspected, it shoutdated HCI with 3 volumes of water.

! This test method is under the jurisdiction of ASTM Committee D-12 on Soaps ®Reagent Chemicals, American Chemical Society Specificatidmerican
and Other Detergents and is the direct responsibility of Subcommittee D12.12 ofhemical Society, Washington, DC. For suggestions on the testing of reagents not
Analysis of Soaps and Synthetic Detergents. listed by the American Chemical Society, s@aalar Standards for Laboratory
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7.6 p-Toluenesulfonic Acid Sodium S@NaTSY—Dry for  water. Transfer to a 500-mL glass-stoppered, pear-shaped,
24 h at 105°C and store in a desiccator. Use for preparation afeparatory funnel; add 10.0 g of M#0O, and 40 mL of HCI.
standards. Swirl to dissolve and cool to room temperature.

7.7 Sodium SulfatgNa,SO,), anhydrous. 10.2 Extract twice with 100-mL portions of ethyl ether,

. shaking vigorously during each extractidbaution: see 8.1.

8. Precaution Combine the ether extracts and wash them with three 25-mL
8.1 This test method includes ethyl ether extraction from arportions of 1 + 3 HCI to ensure complete removal of sodium
acidic solution. Appropriate safety practices, such as thospns. Add these extracts to the extracted acid aqueous solution

included in the Material Safety Data Sheets for ethyl etherand extract once more with 100 mL of ether. Allow to settle for
should be employed. Especially important is adequate eyes to 30 min, or until clear, and draw off the acid water layer
protection to guard against spattering. into a beaker and evaporate the ether, on a steam bath. Filter
. this solution if not clear, preferably through a glass fiber filter.
9. Prepargﬂon of Standards ) 10.3 Discard all ether extracts Transfer the acid water
9.1 Weigh 0.25+ 0.0001 g of the standard NaTS, dissolve goytion, free of ether, to a 250-mL glass-stoppered, volumetric
in water, and dilute to the mark in a 100-mL volumetric flask. fjask. Dilute to the mark with water and mix thoroughly. This
Mix thoroughly. From this solution make pipettings as follows: 5g|ution contains all of the NaTS or NaBS free of synthetic

9.1.1 For the Cary spectrophotometer and 5-cm cells (NOtaetergent sulfonates.

2), take 50 mL b = cell length). 10.4 For the Cary spectrophotometer, pipet 10 mL of this

9.1.2 For the Beckman DU spectrophotometer and 5-CMyo|ytion into a 100-mL glass-stoppered volumetric flask and
cells (Note 2), take 10 mL= cell length). dilute to volume with water. Mix thoroughly and make

Note 3—If 1.0-cm cells are used, the concentration must be increase@bsorbance measurements against a blank diluted in a similar
accordingly. manner which contains water, HCI, and J8&, only. Absor-

9.2 Place the indicated volume of solution in 250-mL Pance measurements should be made in a 5-cm cell (Note 3)

volumetric flask. Add to the flask 10.0 g of MBO, and 60 mL ~ €xactly as described in Section 64.00 g/L). _
of HCI. Dilute to the mark with water and mix thoroughly. . 10-5 For the Beckman DU spectrophotometer, pipet 25 mL

From the 250-mL volumetric flask, pipet 25 mL into a 100-mL from the 250-mL volumetric flask into another 250-mL volu-
volumetric flask, dilute to volume with water and mix thor- Metric flask. Dilute to the mark with water, mix, and pipet 25
oughly. The concentratiom, in this final dilution will be 0.125 ML of this solution into a 100-mL volumetric flask. Dilute,
g/L for Cary and 0.025 g/L for Beckman instruments. mix, and m_ake absorbance reagllngg against a blank similarly
9.3 Prepare a blank solution with water, J$&,, and HCI, prepared with reagents as described in Sectia51(.00 g/L).
but without NaTS, exactly as described _for standards. _11. Calculation
9.4 Measure the absorbance of the dilute standard solution
against the blank over the range 230 to 300 nm. Determine the
maximum absorption near 261 nm and the absorption anner as that used for t_he standard (9.5). .
wavelengths 19 nm above and below the maximum. If a 11.2 Calculate thg weight percentage of sodium toluene
non-recording instrument is used, determine the peak abso?—UIfOnate as follows:
bance and read the reference points 19 nm above and below. Sodium toluene sulfonate, weight % (a,/a,) X 100 2
Correct the absorbance near 261 nm by subtracting one half the
sum of the absorbances at 19 nm below and 19 nm above thﬁ/here:
peak wavelength. a,
9.5 Calculate the absorptivitg, of the standard solution as a,

11.1 Calculate the absorptivity of the sample in the same

absorptivity of the sample, and
absorptivity of the standard.

follows:
a = corrected absorbance near 261 ben/ 1) 12. Precision
12.1 The precision of this method is as follows:
Within-laboratory, % 0.085
10. Procedure Between-laboratory, % 0.200

10.1 Weigh 10.00£ 0.01 g of the sample of synthetic

: . These values were determined at the 0 to 3 % level.
detergent to be analyzed and dissolve in about 75 mL of hot °

13. Keywords
4Eastman Organic Chemical No. 524 has been found satisfactory for this 13-.1 hydrotropes; sodium toluene sulfonate; ultraviolet ab-
purpose. sorption
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