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Standard Test Method for
Effect of Air Supply on Smoke Density in Flue Gases From
Burning Distillate Fuels *

This standard is issued under the fixed designation D 2157; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope conversion of the fuel to the ultimate combustion products,

1.1 This test method covers the evaluation of the perfor€ssentially CQ and water, for a normal fuel. This may be
mance of distillate fuels from the standpoint of clean, efficientcalculated from the percentage @ the flue gas and the
burning. It is intended primarily for use with home heating c&rbon-hydrogen ratio of the fuel.
equipment burning No. 1 or No. 2 fuel oils. It can be used 3.1.5 efficiency—defined as the percentage of gross heat of
either in the laboratory or in the field to compare fuels using &0mbustion of the fuel which is retained by the equipment and
given heating unit or to compare the performance of heatingvhich does not pass out in the flue gases.
units using a given fuel.

1.2 The values in inch-pound units are to be regarded as th%' Summary of Test Method

standard. The values in parentheses are provided for informa-4-1 The flue-gas smoke density is measured for various
tion only. Arbitrary and relative units are also used. amounts of combustion air while the burner is operating at

. _ o equilibrium conditions. Results are expressed as a plot of
Note 1—This test method applies only to pressure atomizing andgmoke density as a function of flue-gas carbon dioxide JCO

rotary-type burners. content, or alternatively, as a function of percentage excess
1.3 This standard does not purport to address all of thecombustion air.

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-2- Significance and Use

priate safety and health practices and determine the applica- 5.1 This test method relates efficiency of operation of
bility of regulatory limitations prior to use. domestic heating equipment to clean burning. Reducing com-
bustion air in a burner gives more efficient operation. The

2. Referenced Documents extent to which combustion air can be reduced is limited by the

2.1 ASTM Standards: onset of unacceptable smoke production. By delineating the
D 2156 Test Method for Smoke Density in Flue Gases fronvelation between smoke density and air supply, this test method
Burning Distillate Fuel$ (together with net stack temperature data) defines the maxi-
mum efficiency for a given installation at any acceptable smoke

3. Terminology level

3.1 Description of Terms Specific to This Standard: 5.2 For certain types of equipment, such as the rotary

3.1.1 smoke density-the concentration of smoke in the flue wall-flame burner, too much excess air will cause smoke as
gas, measured as a Smoke Spot Number as described in Tegll as too little. For these cases, the point of minimum excess
Method D 2156. air at the acceptable smoke level indicates the optimum

3.1.2 flue-gas carbon dioxide (Cp—the percentage con- efficiency.
centration of carbon dioxide in the flue gas, measured by 5.3 The operating temperatures of the equipment will affect
conventional Orsat analysis, or the equivalent. these test results. The relation of excess air to smoke density is

3.1.3 net stack temperaturethe difference between the thus susceptible to some change at different points in an
stack temperature and the ambient temperature of the air negperating cycle. In practice, an adequate compromise is pos-
the inlet to the burner. sible by operating the burner for 15 min before any readings

3.1.4 excess combustion airthe percentage of air entering are recorded and then obtaining the test data within a succeed-
the equipment over and above that needed for stoichiometrigig 25-min period.

5.4 Under laboratory conditions, GQeadings are repro-
1 This test method is under the jurisdiction of ASTM Committee D-2 on ducible to+0.3 % and smoke readings are repmdu‘-:ible:??ﬁ

Petroleum Products and Lubricantsand is the direct responsibility of Subcommittesmoke Spot number.
D.02.Eon Burner, Diesel and Gas Turbine Fuel Oils.
Current edition approved Feb. 15, 1994. Published April 1994. Originally G, Apparatus
published as D 2157 — 63 T. Last previous edition D 2157 — 80 (£988) . . . .
2 Annual Book of ASTM Standardéol 05.01. 6.1 Sampling Devicefor determining smoke density, as
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iy D 2157
described in Section 5 of Test Method D 2156. shows typical pressure-atomizing burner and typical rotary
6.2 Conventional Orsat Apparatusor the equivalent, for wallflame burner data.
determining the volume percentage of C@ the dry flue 8.2 For fuels of varying composition, excess air is of more
gases. fundamental significance than GQt is calculated from fuel

6.3 Suitable Flue Gas Probefor smoke density and CO composition data and flue gas €0y conventional methods.
measurements. These are to be located not more than 12 #or many purposes, however, available No. 1 and No. 2 fuel
(300 mm) from the outlet of the boiler or furnace and at leasbils are similar enough in composition so that results reported
two flue-pipe diameters before any barometric draft controbnly in terms of percent CQare useful. When this is done,
(Note 2). The probe ends shall be located so that the samplesport the fuel as either No. 1 or No. 2 fuel oils.

are withdrawn from the centerline of the flue pipe. 9. Precision and Bias

Note 2—In some field installations, a compromise can be made, in 9.1 Precision—Numerical rating of the smoke spot number
which case the probes may be inserted as close to the outlet as possibles jetermined by the statistical examination of the test results

but not closer to a barometric draft control than one flue pipe diameter. Irbbtained by seven operators and smoke auns on identical
the event this compromise cannot be met, the manufacturer may be y P 9

requested to furnish instructions stating the location of sampling point§mOke samples at six different air levels is as follows:

and the procedure for taking measurements. 9.1.1 Repeatablllty—The difference between the tWO smoke
spot test results obtained by the same operator with the same
7. Procedure apparatus under constant operating conditions on identical test

7.1 Start the burner and operate for 15 min according tenaterial would, in the long run in the normal and correct
manufacturer's specifications (particular attention should b@peration of the test method, exceed one-half of a smoke spot
paid to draft and oil pressure). Then take flue-gas samples farumber for only one case in twenty (Note 3).
smoke and C®and record. 9.1.2 Reproducibility—Under laboratory conditions, CO

7.2 Change the air shutter settings, operate for 4 minmeasurements are reproducible®@.3 volume percent CO
sample, and record smoke and C8epeat until a minimum of The difference between two single and independent measure-
four data points is obtained spaced over the range of interesments of smoke spot number by different operator/instrument
The entire data-taking period must be accomplished withirpairs at the same location on identical test material would, in

about 25 min for a field installation. the long run and in the normal and correct operation of the test
method, exceed one smoke spot number for only one case in
8. Report twenty (Note 3).

8.1 Report the smoke density-G@elation or the smoke Note 3—On July 10, 1989, seven test participants performed the

density-excess air relation, or both, in graphical form. Fig. Ineasurement of smoke density in flue gases from burning distillate fuels
at six different excess air settings. All smoke spot determinations were
made, in duplicate, by each operator using a separate smoke gun, at one
A-Gun Burner A test site. No CQmeasurements were performed during this program. The
B -Rotary Woll Flame Burner cited reproducibility for CQ is taken from the 1980 version of this test
method, which did not reference the source of the reproducibility. The
results and analysis of the 1989 cooperative test program from which the
smoke spot values were derived, are filed at ASTM headquarters. Request
Research Report No. RR:D02-1325.

9.2 Bias—The bias of this test method cannot be determined
because there is no accepted standard distillate fuel with a
known smoke spot nhumber.

A

(Low) Smoke Spot Number (High)

(Low) Volume Per cent CO, in the Flue Gases (High)
{High) Volume Percent Excess Air in the Flue Gases (Low) 10. Keywords

FIG. 1 Typical Smoke-CO , and Excess Air-CO , Curves 10.1 heating oil; kerosine; smoke density

The American Society for Testing and Materials takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this standard. Users of this standard are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Standards, 100 Barr Harbor Drive, West Conshohocken, PA 19428.
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