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This standard is issued under the fixed designation D 2200; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope 2. Referenced Documents

1.1 The visual surface preparation standards consist of a 2.1 ASTM Adjuncts:

series of color prints available as separate publications. Three Pictorial Surface Preparation Standa&rdl$

different sets of photographs are described in this standard, Surface Cleanliness Definitiofrs

designated as Method A (ISO/Swedish Stanaadd Method ,

B and C (SSPC StandaR)sThe three methods differ in the 3- Terminology

depiction of the initial surface, in the definition and depiction 3.1 Definitions:

of the cleaning conditions, and in the number of cleaning 3.1.1 The cleanliness definitions for the Method A visual

methods included. Because of these differences, the specifisurface preparation standard appear in the text of the pictorial

should state whether Method A, Method B, or C should besurface preparation standards publicafidrhe definitions for

used. Methods B and C are found in a separate publicatibn.

1.2 The colored visual surface preparation standards repre- =

sent different conditions of hot rolled steel before and afte Significance and Use

surface preparation. Prior to cleaning, there are four rust 4.1 The appearance of the various degrees of blast cleaning

grades, A to D, that cover the range from intact mill scale toare influenced by the initial rust grades of the steel being

100 % rusted and pitted steel. The standards then depict thdeaned. The standards aid visually in judging and evaluating

appearance of the four grades after cleaning by one or moit@e degree of rusting before cleaning and the degree of cleaning

methods (for example, blast cleaning) to various degrees dif steel surfaces prior to painting.

thoroughness. In addition, Method C includes three painted 4.2 Three methods for visual standards have evolved be-

conditions that contain various degrees of rusting. The Starsause of differences in the practice of using visual standards

dard* depicts these conditions after various grades of hand anifiroughout the world. In Europe, the visual standards (Method

power tool cleaning. A) are used as the primary means of determining the degree of
cleaning. In the US, the SSPC written definitions take prece-
dence with the visual standards used as a supplement. The
visual standards of Methods B and C comply with the SSPC

definitions.
1 This standard is under the jurisdiction of ASTM Committee D-1 on Paint and
Related Coatings, Materials, and Applications and is the direct responsibility o6, Procedure and Interpretation
Subcommittee D01.46 on Industrial Protective Coatings.
The pictorial standards described were prepared by the Swedish Corrosion Inst. Method A—ISO/Swedish Standard
?)“,daﬁivtehtée;”véﬂEﬁysafapnrglfd?z?ﬁﬁzmhiihsif)t.ﬁe' Structures Painting Council (Vis  (1and Tool Cleaning, Power Tool Cleaning, Abrasive
Current edition approved April 15, 1995. Published June 1995. Originally Blasting, Flame Cleaning)

published as D 2200 — 66. Last previous edition D 2200€291 P ;
2The pictorial surface preparation standard Method A is available from ASTM 5.1 Determine the method of Cleanlng to be used (fOI’

Headquarters (order Adjunct ADJD2200); the Steel Structures Painting Counci€Xample, h‘?nd/power tool cleaning, abrasive blast cleaning, or
4516 Henry St., Suite 301, Pittsburgh, PA 15213-3728; and Sveriges Standardisdlame cleaning).

iﬂggskrf:]mm\ifssio?goxc?&?‘ SJOC:hg'né 3, deedefn- ean detinit 5.2 Determine the initial condition of the steel in accordance
e Visuai tandards ethol and surface cleanliness definitions al‘?NIth fOUI’ Inmal grades (A, B, C, or D)

available from ASTM Headquarters (order Adjunct ADJD22001) or the Steel X . g
Structures Painting Council. 5.3 Following the cleaning operation, compare the surface

“The Visual Standards Method C and the surface cleanliness definitions are
available from the Steel Structures Painting Council.
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prepared with the photographs showing the degree of thor- 5.11 Determine the initial condition of previously uncoated
oughness for that particular initial condition. Select the degreer previously coated steel with photographs A-D or E-G,
that most closely corresponds to the prepared surface. respectively.

5.4 Repeat the procedu're for r_ep(esentati_\{e areas of struc-g 12 Following the cleaning operation, compare the pre-
ture e_md record all three items (initial con_dltlon, method Ofpared surface with the photographs showing the degree of
cleaning, and degree of thoroughness achieved). thoroughness for that particular initial condition. Select the

Method B, SSPC Visual Standard degree that most closely corresponds to the prepared surface.

Vis 1 (Abrasive Blasting Only) 5.13 Repeat for all representative areas of the structure and

5.5 Determine the degree of blast cleaning to be employed€cord for each area the initial condition method of cleaning
5.6 Determine the initial condition of steel in accordance@nd the degree of thoroughness achieved.

W|t5h7pf|1:0t|(|)grfliph?hA, ?' C’. and D. fi th Note 1—Different steel surfaces show differences in shade, color, tone,
' ollowing the cleaning operation, compare the perareBitting, flaking, mill scale, etc. To some extent, these differences between

surface with the photog.ra'phs shov_ving the degree of thoroughpe actual steel surface and the visual standard can be reconciled between
ness for that particular initial condition. Select the degree thafhe painting contractor and the inspector.

most closely corresponds to the prepared surface.
5.8 Repeat for all representative areas of structure ané. Keywords

record for each area the initial condition and degree of 6.1 abrasive blast cleaning; blast cleaning; flame cleaning;
thoroughness achieved. : g9 g g;

5.9 When abrasives other than silica sand are used for blagf”‘_nd tool cleaning; phqtographic standards_ for surface prepa-
cleaning, consult the photographs in the appendix of the SSPE;at!On; power tool cleaning; surface preparation; surface prepa-
Standard for possible variations in appearance created by tfgtion standards
abrasive type.

Method C, SSPC Visual Standard Vis 3
(Hand and Power Tool Cleaning Only)

5.10 Determine the degree of hand or power tool cleaning to
be employed.

The American Society for Testing and Materials takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this standard. Users of this standard are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Standards, at the address shown below.

This standard is copyrighted by ASTM, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.
Individual reprints (single or multiple copies) of this standard may be obtained by contacting ASTM at the above address or at
610-832-9585 (phone), 610-832-9555 (fax), or service@astm.org (e-mail); or through the ASTM website (www.astm.org).
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