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One-Dimensional Consolidation Properties of Soils
This standard is issued under the fixed designation D 2435; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope * deformation readings are taken on all load increments.

1.1 This test method covers procedures for determining the 1.4 The values stated in S| units are to be regarded as the
magnitude and rate of consolidation of soil when it is restrainedgtandard. The values stated in inch-pound units are approxi-
laterally and drained axially while subjected to incrementallymate and given for guidance only. Reporting of test results in
applied controlled-stress loading. Two alternative proceduresnits other than Sl shall not be regarded as nonconformance
are provided as follows: with this test method.

1.1.1 Test Method A-This test method is performed with  1.4.1 In the engineering profession it is customary practice
constant load increment duration of 24 h, or multiples thereofto use, interchangeably, units representing both mass and force,
Time-deformation readings are required on a minimum of twaunless dynamic calculation§ & Ma) are involved. This im-
load increments. plicitly combines two separate systems of units, that is, the

1.1.2 Test Method B—Time-deformation readings are re-absolute system and the gravimetric system. It is scientifically
quired on all load increments. Successive load increments arndesirable to combine two separate systems within a single
applied after 100 % primary consolidation is reached, or astandard. This test method has been written using S| units;
constant time increments as described in Test Method A.  however, inch-pound conversions are given in the gravimetric

Note 1—The determination of the rate and magnitude ofconsolidationsyStem’ where the pound (lbf) represents a unit of force

of soil when it is subjected to controlled-strain loading is covered by Tes‘we'ght)' The use of balgnces or sqale_s recording pounds of
Method D 4186. mass (Ibm), or the recording of density in I8/fshould not be

1.2 This test method is most commonly performed cmregarded as nonconformance with this test method.

undisturbed samples of fine grained soils naturally sedimente 1.5 All observed and calculated values shall conform to the
. P 9 rafly se uidelines for significant digits and rounding established in
in water, however, the basic test procedure is applicable,

well, to specimens of compacted soils and undisturbed sam lesractice D 6026.
' P P PI€S1 5.1 The method used to specify how data are collected,

of SO!IS formed_ by other processes such as_\{vea'therllng oralculated, or recorded in this standard is not directly related to
chemical alteration. Evaluation techniques specified in this te§ e accuracy to which the data can be applied in design or other
_method are generally applicable to S.O”S naturally sed|menteu es, or both. How one applies the results obtained using this
in water. Tests performed on other soils such as compacted agﬁandard is béyond its scope

reS|dyaI (weath_ered or ghemlcally altered) soils may require 1.6 This standard does ndt purport to address all of the
special evaluation techniques. i

1.3 It shall be the responsibility of the agency requestin safety concerns, if any, associated with its use. It is the

this test to specify the magnitude and sequence of each |0a8§p0nsibility of the user of this standard to establish appro-
increment, including the location of a rebound cycle, if priate safety and health practices and determine the applica-

required, and, for Test Method A, the load increments forb'“ty of regulatory limitations prior to use.

which time-deformation readings are desired. 2. Referenced Documents

Note 2—Time-deformation readings are required to determine the time 2.1 ASTM Standards:
for completion of primary consolidation and for evaluating the coefficient D 422 Method for Particle-Size Analysis of Sdils

of consolidation,. Sincec, varies with stress level and load increment b 653 Terminology Relating to Soil, Rock, and Contained
(loading or unloading), the load increments with timed readings must be Fluid<

selected with specific reference to the individual project. Alternatively, the D 854 Test Method for Specific Gravity of Sdils

requesting agency may specify Test Method B wherein the time- . - .
D 1587 Practice For Thin-Walled Tube Geotechnical Sam-
pling of Soilg
L A - dis under th | f Land D 2216 Test Method for Laboratory Determination of Water
This test method is under the jurisdiction of ASTM Committee D18 on Soil an ; ;
Rock and is the direct responsibility of subcommitteeD18.05 on Structural Proper- (MOISture) Content of Soil and Rogk
ties of Soil.
Current edition approved Nov. 10, 2002. Published January 2003. Originallyap=——————
proved in 1965. Last previous edition approved in 1996 as D 2435 — 96. 2 Annual Book of ASTM Standardgol 04.08.

*A Summary of Changes section appears at the end of this standard. Docu ments
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D 2487 Classification of Soils for Engineering Purp@ses from which estimates of the preconsolidation pressure also
D 2488 Practice for Description and Identification of Soilsreferred to as the maximum past pressure, using established
(Visual-Manual Procedurg) evaluation techniques, compare directly with field measure-
D 3550 Practice for Ring-Lined Barrel Sampling of Séils ment. Other load schedules may be used to model particular
D 3740 Practice for Minimum Requirements for Agenciesfield conditions or meet special requirements. For example, it
Engaged in the Testing or Inspection, or both, of Soil andmay be desirable to inundate and load the specimen in
Rock as Used in Engineering Design and Construétion accordance with the wetting or loading pattern expected in the
D 4186 Test Method for One-Dimensional Consolidationfield in order to best simulate the response. Smaller than
Properties of Soils Using Controlled-Strain Loading standard load increment ratios may be desirable for soils that
D4220 Practice for Preserving and Transporting Soilare highly sensitive or whose response is highly dependent on
Sample$ strain rate. The test method specified to estimate the precon-
D 4318 Test Method for Liquid Limit, Plastic Limit, and solidation pressure provides a simple technique to verify that
Plasticity Index of Soilé one set of time readings are taken after the preconsolidation
D 4452 Methods for X-Ray Radiography of Soil Samples pressure. Several other evaluation techniques exist and may
D 4546 Test Methods for One-Dimensional Swell or Settle-yield different estimates of the preconsolidation pressure.

ment Potential of Cohesive Sdils Therefore, the requesting agency may specify an alternate
D 6026 Practice for Using Significant Digits in Geotechni- technique to estimate the preconsolidation pressure.

cal Dat& 5.4 Consolidation test results are dependent upon the dura-

) tion of each load increment. Traditionally, the load duration is
3. Terminology the same for each increment and equal to 24 h. For some soils,
3.1 Definitions—The definitions of terms used in this test the rate of consolidation is such that complete consolidation
method shall be in accordance with Terminology D 653. (dissipation of excess pore pressure) will require more than 24
h. The apparatus in general use does not have provisions for

4. Summary of Test Method formal verification of pore pressure dissipation. It is necessary

4.1 In this test method a soil specimen is restrained laterallyo use an interpretation technique which indirectly determines
and loaded axially with total stress increments. Each streséat consolidation is complete. This test method specifies two
increment is maintained until excess pore water pressures atéchniques, however the requesting agency may specify an
completely dissipated. During the consolidation process, meaalternative technique and still be in conformance with this test
surements are made of change in the specimen height and the®ethod.
data are used to determine the relationship between the 5.5 The apparatus in general use for this test method does
effective stress and void ratio or strain, and the rate at whicot have provisions for verification of saturation. Most undis-
consolidation can occur by evaluating the coefficient of conturbed samples taken from below the water table will be

solidation. saturated. However, the time rate of deformation is very
o sensitive to degree of saturation and caution must be exercised
5. Significance and Use regarding estimates for duration of settlements when partially

5.1 The data from the consolidation test are used to estima&aturated conditions prevail. The extent to which partial
the magnitude and rate of both differential and total settlemergaturation influences the test results may be a part of the test
of a structure or earthfill. Estimates of this type are of keyevaluation and may include application of theoretical models
importance in the design of engineered structures and thether than conventional consolidation theory. Alternatively, the
evaluation of their performance. test may be performed using an apparatus equipped to saturate

5.2 The test results can be greatly affected by samplée specimen.
disturbance. Careful selection and preparation of test speci- 5.6 This test method uses conventional consolidation theory
mens is required to minimize disturbance. based on Terzaghi’'s consolidation equation to compute the

_ _ o _ coefficient of consolidationg,. The analysis is based upon the
Note 3—Notwithstanding the statement on precision and bias ConTollowing assumptions:

tained in this standard, the precision of this test method is dependent on L .
the competence of the personnel performing the test and suitability of the 5.6.1 The soil is saturated an(_:I h_as homOg_eneOl_Js pr_OpemeS’
equipment and facilities used. Agencies that meet the criteria of Practice 9-6.2 The flow of pore water is in the vertical direction;

D 3740 generally are considered capable of competent and objective 5.6.3 The compressibility of soil particles and pore water is
testing. Users of this test method are cautioned that compliance witmegligible compared to the compressibility of the soil skeleton;

Practice D 3740 does not assure reliable testing. Reliable testing depends5 6.4 The stress-strain relationship is linear over the load
on many factors, and Practice D 3740 provides a means of evaluatioirhcrement'

some of these factors. 5.6.5 The ratio of soil permeability to soil compressibility is

5.3 Consolidation test results are dependent upon the magonstant over the load increment; and
nitude of the load increments. Traditionally, the load is doubled 5.6.6 Darcy’s law for flow through porous media applies.
for each increment resulting in a load-increment ratio of 1. For
undisturbed samples, this load procedure has provided dafa Apparatus
6.1 Load Device—A suitable device for applying vertical
- loads or total stresses) to the specimen. The device shall be
2 Annual Book of ASTM Standardgol 04.09. capable of maintaining specified Ioadsnmgne
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with a precision oft 0.5 % of the applied load and shall permit  6.3.2 Thickness-Thickness of the disks shall be sufficient
quick application of a given load increment without significantto prevent breaking. The top disk shall be loaded through a
impact. corrosion-resistant plate of sufficient rigidity to prevent break-
Note 4—Load application generally should be completed in a timeage of the disk.

corresponding to 0.0, or less. For soils where primary consolidation 6'?('3 Mﬁ'ntenagce_The.SISk.st.Shalll\lbe clean ang.frlfe fLomld
is completed in 3 min, load application should be less than 2 s. crac $' chips, an nonun! ormites. eV\{ porous disks shou

) ) . ) be boiled for at least 10 minutes and left in the water to cool to
~ 6.2 Consolidomete+-A device to hold the specimen in & ampient temperature before use. Immediately after each use,
ring that is either fixed to the base or floating (supported by;lean the porous disks with a nonabrasive brush and boil to
friction on periphery of specimen) with porous disks on eachyemove clay particles that may reduce their permeability. It is
face of the specimen. The inside diameter of the ring shall bgacommended that porous disks be stored in a jar with deaired
determined to a tolerance of 0.075 mm (0.003 in.). Theyater between tests.
consolidometer shall also provide a means of submerging the g 4 Specimen Trimming DevieeA trimming turntable or a
porous disks, and for measuring the change in height ofiown to the inside diameter of the consolidometer ring with a

specimen_. _ _ _ o ~ minimum of disturbance. A cutter having the same inside
6.2.1 Minimum Specimen DiametefThe minimum speci-  diameter as the specimen ring shall attach to or be integral with
men diameter shall be 50 mm (2.00 in.). the specimen ring. The cutter shall have a sharp edge, a highly

6.2.2 Minimum Specimen HeightThe minimum initial  polished surface and be coated with a low-friction material.
specimen height shall be 12 mm (0.5 in.), but shall be not lesalternatively, a turntable or trimming lathe may be used. The
than ten times the maximum particle diameter. cutting tool must be properly aligned to form a specimen of the

. ) ) __same diameter as that of the ring.
Note 5—If large particles are found in the specimen after testing, 6.5 Deformation Indicator—To measure change in speci-
include in the report this visual observation or the results of a particle size ™" 9 P

analysis in accordance with Method D 422 (except the minimum sampléN€n height, with a readability of 0.0025 mm (0.0001 in.).
size requirement shall be waived). 6.6 Miscellaneous Equipmestincluding timing device

with 1 s readability, distilled or demineralized water, spatulas,
knives, and wire saws, used in preparing the specimen.

6.7 Balancesin accordance with Method D 2216.
Note 6—The use of greater diameter-to-height ratios is recommended. 6.8 Drying Oven in accordance with Method D 2216.

To minimize the effects of friction between the sides of the specimen and 6.9 Water Content Containersn accordance with Method
ring, a diameter-to-height ratio greater than four is preferable. D 2216.

6.2.4 Specimen Ring RigidiThe rigidity of the ring shall 6.10 Environment—Tests shaII_ be performed in an environ-
be such that, under hydrostatic stress conditions in the spedil®nt where temperature fluctuations are less tha#’C (=
men, the change in diameter of the ring will not exceed 0.03 o °F) and there is no direct exposure to sunlight.
of the diameter under the greatest load applied. 7. Sampling

6.2.5 Specimen Ring MateriatThe ring shall be made of a

6.2.3 Minimum Specimen Diameter-to-Height Ratidhe
minimum specimen diameter-to-height ratio shall be 2.5.

] ) o _ _ 7.1 Practices D 1587 and D 3550 cover procedures and
material that is noncorrosive in relation to the soil tested. Theapparatus that may be used to obtain undisturbed samples
inner surface shall be highly polished or shall be coated with %enerally satisfactory for testing. Specimens may also be
low-friction material. Silicone grease or molybdenum disuh‘idetrimmed from large undisturbed block samples fabricated and
is recommended; polytetrafluoroethylene is recommended f°§ealed in the field. Finally, remolded specimens may be

nonsandy soils. . ) - prepared from bulk samples to density and moisture conditions
6.3 Porous Disks—The porous disks shall be of silicon stipulated by the agency requesting the test.

carbide, aluminum oxide, or similar noncorrosive material. The 7 5> Undisturbed samples destined for testing in accordance

grade of the disks shall be fine enough to prevent intrusion ofith this test method shall be preserved, handled, and trans-

soil into the pores. If necessary, a filter paper (see Note 7) MaYorted in accordance with the practices for Group C and D

be used to prevent intrusion of the soil into the disks; howeversammes in Practices D 4220. Bulk samples for remolded

the permeability of the disks, and filter paper, if used, must bgpecimens should be handled and transported in accordance

at Ie_ast one order of magnitude higher than that of th&yiih the practice for Group B samples.

specimen. 7.3 Storage—Storage of sealed samples should be such that
NoTe 7—Whatman No. 54 filter paper has been found to meetn© moisture is lost during storage, that is, no evidence of partial

requirements for permeability and durability. drying of the ends of the samples or shrinkage. Time of storage

. . . should be minimized, particularly when the soil or soil mois-
6.3.1 Diameter—The diameter of the top disk shall be 0.2 to ture is expected to react with the sample tubes.

0.5 mm (0.01 to 0.02 in.) less than the inside diameter of the 7.4 The quality of consolidation test results diminishes

fing. Ifdz_’l floa}{tlng ”rt‘ﬁ] 'St uszd,kthe bottom disk shall have thegreatly with sample disturbance. No sampling procedure can
same diameter as the top disk. ensure completely undisturbed samples. Therefore, careful
Note 8—The use of tapered disks is recommended, with the large€Xxamination of the sample is essential in selection of speci-

diameter in contact with the soil. mens for testing. Docu ments

Document Sharing Hub

Full document details: ASTM D2435-02


http://www.avadocuments.com/doc/astm-d2435-02
http://www.avadocuments.com/doc/astm-d2435-02

