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This standard is issued under the fixed designation D 256; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

! Note—Editorially corrected the latest referenced revision year in the Summary of Changes section in September 2002.

1. Scope* of a plastic’s “notch sensitivity” may be obtained with Test Method D by

A omparing the energies to break specimens having different radii at the
1.1 These test methods cover the determination of th ase of the notch.

resistance of plastics to S_tapdard'zed_ (Sfe Note 1) pendulum- nore 4—Caution must be exercised in interpreting the results of these
pre hammers, mpunted in standardized ma(?hlneS, in breakstandard test methods. The following testing parameters may affect test
ing standard specimens with one pendulum swing (see Note Zgsults significantly:
The standard tests for these test methods require specimens  Method of fabrication, including but not limited to processing
made with a milled notch (see Note 3). In Test Methods A, C, :echtnoloetly_, molding conditions, mold design, and thermal
and D, the notch produces a stress concentration that increases yqiod of notching:
the probability of a brittle, rather than a ductile, fracture. In Speed of notching tool;
Test Method E, the impact resistance is obtained breakage by ges'lgt” 0; {‘hotCh":ghaPPafawSi

. . uality o € notcn;
flexural shock as indicated by the energy extracted from by 5 eeen notching and test;
reversing the notched specimen 180° in the clamping vise. The  Test specimen thickness,
results of all test methods are reported in terms of energy  Test specimen width under notch, and

. . . . Environmental conditioning.

absorbed per unit of specimen width or per unit of cross-

sectional area under the notch. (See Note 4.) 1.2 The values stated in Sl units are to be regarded as the

standard. The values given in parentheses are for information
Note 1—The machines with their pendulum-type hammers have beegyn|y.

“standardized” in that they must comply with certain requirements, 1.3 This standard does not purport to address all of the

including a fixed height of hammer fall that results in a substantially fixed fet if iated with it It is th
velocity of the hammer at the moment of impact. However, hammers opal€ly concerns, 1 any, associated with Its use. IS the

different initial energies (produced by varying their effective weights) arefeSponsibility of the user of this standard to establish appro-
recommended for use with specimens of different impact resistancedriate safety and health practices and determine the applica-
Moreover, manufacturers of the equipment are permitted to use differerbility of regulatory limitations prior to use.

lengths and constructions of pendulums with possible differences in ) ) )
pendulum rigidities resulting. (See Section 5.) Be aware that other NOTE S—These test methods resemble ISO 180:1993 in regard to title

differences in machine design may exist. The specimens are “standar@nly- The contents are significantly different.
ized” in that they are required to have one fixed length, one fixed depth,
and one particular design of milled notch. The width of the specimens ig' Referenced Documents
permitted to vary between limits. 2.1 ASTM Standards:

Note 2—Results generated using pendulums that utilize a load cellto D 618 Practice for Conditioning Plastics for Tesﬁng
record the impact force and thus impact energy, may not be equivalent to  gg3 Terminology Relating to Plastfes

results that are generated using manually or digitally encoded testers that D 3641 Practice for Injection Molding Test Specimens of

measure the energy remaining in the pendulum after impact. . h - .
Nore 3—The notch in the Izod specimen serves to concentrate the 1 hermoplastics Molding Extrusion Materidls

stress, minimize plastic deformation, and direct the fracture to the part of D 4000 Classification System for Specifying Plastic Mate-
the specimen behind the notch. Scatter in energy-to-break is thus reduced. rials®
However, because of differences in the elastic and viscoelastic properties D 4066 Classification System for Nylon Injection and Ex-
of plastics, response to a given notch varies among materials. A measure trysion Material®
D 4812 Test Methods for Unnoticed Cantilever Beam Im-
pact Resistance of Plastfcs

1 These test methods are under the jurisdiction of ASTM Committee D20 on
Plastics and are the direct responsibility of Subcommittee D20.10 on Mechanicat——————————
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E 691 Practice for Conducting an Interlaboratory Test Proimpact energy to break a specimen under the conditions of this

gram to Determine the Precision of Test Methods test is measured by the valbeMaterials with low values off,
2.2 1SO Standard: whether high or low energy-to-break with the standard notch,
ISO 180:1993 Plastics—Determination of lzod Impactare relatively insensitive to differences in notch radius; while
Strength of Rigid Materiafs the energy-to-break materials with high valuesbat highly
) dependent on notch radius. The parambteannot be used in

3. Terminology design calculations but may serve as a guide to the designer
3.1 Definitions— For definitions related to plastics see and in selection of materials.

Terminology D 883. 4.2 Test Method E is similar to Test Method A, except that
3.2 Definitions of Terms Specific to This Standard: the specimen is reversed in the vise of the machine 180° to the
3.2.1 cantilever—a projecting beam clamped at only one usual striking position, such that the striker of the apparatus

end. impacts the specimen on the face opposite the notch. (See Fig.
3.2.2 notch sensitivity-a measure of the variation of impact 1, Fig. 2.) Test Method E is used to give an indication of the

energy as a function of notch radius. unnotched impact resistance of plastics; however, results ob-
tained by the reversed notch method may not always agree with

4. Types of Tests those obtained on a completely unnotched specimen. (See

4.1 Four similar methods are presented in these test meti28.1.Y8
ods. (See Note 6.) All test methods use the same testing
machine and specimen dimensions. There is no known meads Significance and Use

for correlating the results from the different test methods. 5.1 Before proceeding with these test methods, reference
Note 6—Test Method B for Charpy has been removed and is beingShould be made to the specification of the material being tested.
revised under a new standard. Any test specimen preparation, conditioning, dimensions, and

}esting parameters covered in the materials specification shall

4.1.1 In Test Method A, the specimen is held as a vertica i :
cantilever beam and is broken by a single swing of thetake precedence over those mentioned in these test methods. If

pendulum. The line of initial contact is at a fixed distance fromthere is no material specification, then the default conditions

the specimen clamp and from the centerline of the notch and Oﬂpply. . -
the same face as the notch. 5.2 The excess energy pendulum impact test indicates the

4.1.2 Test Method C is similar to Test Method A, except for €€ to break standard test specimens of specified size under
the addition of a procedure for determining the,energy exStipulated parameters of specimen mounting, noiching, and

pended in tossing a portion of the specimen. The value reportddendulum velocity-at-impact.

is called the “estimated net lzod impact resistance.” Test

Method C is preferred over Test Method A for materials that

have an lzod impact resistance of less than 27 J/m (0.5, , - _ _

ft-lbf/in.) under notch. (See Appendix X4 for optional units.) ASTfAulr_)lporgng data giving results. of th_e interlaboratory tests are available from
eadquarters. Request RR: D20-1021.

The differences between Test Methods A and C become e supporting data giving results of the interlaboratory tests are available from

unimportant for materials that have an Izod impact resistancéSTM Headquarters. Request RR: D20-1026.

higher than this value.

4.1.3 Test Method D provides a measure of the notch
sensitivity of a material. The stress-concentration at the notch
increases with decreasing notch radius.

4.1.3.1 For a given system, greater stress concentration
results in higher localized rates-of-strain. Since the effect of

STRIKING EDGE RADIUS

0.80 + 0.20 mm
(0.031 + 0.00H in.)

SPECIMEN

|/

strain-rate on energy-to-break varies among materials, a mea- 220 % 005 MM.
sure of this effect may be obtained by testing specimens with ;s + 012 um. raoius )
different notch radii. In the 1zod-type test it has been demon+o.cio£0.005 N, l
strated that the function, energy-to-break versus notch radius,

is reasonably linear from a radius of 0.03 to 2.5 mm (0.001 to [ oveAnE

0.100 in.), provided that all specimens have the same type of /wss VISE \\
break. (See 5.8 and 22.1.) 7 “w\\

4.1.3.2 For the purpose of this test, the sldpésee 22.1), //
of the line between radii of 0.25 and 1.0 mm (0.010 and 0.040
in.) is used, unless tests with the 1.0-mm radius give “non-
break” results. In that case, 0.25 and 0.50-mm (0.010 and
0.020-in.) radii may be used. The effect of notch radius on the

L
p—"]

\\\
)

PLANES C AND D MUST BE PARALLEL
TO WHTHIN 0.025 MM (0.001 IN.)

5 Annual Book of ASTM Standardgol 14.02. OUER A DISTANGE DF 25 MM (1 IH)
& Available from American National Standards Institute (ANSI), 25 W. 43rd St., FIG. 1 Relationship of Vise, Specimen, and Striking Edge to Each
4th Floor, New York, NY 10036. Other for Izod Test Methods A ) @cuments
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become quite significant, even when the specimen is accurately
machined and positioned and the machine is in good condition

STRIKING EDGE RADIUS

0.80 + 0.20 MM
(0.031 £ 0.008 IN.)

SPECIMEN —\
]

(0.87 & 0,002 IN.J

0.25 % .12 MM. RADIUS
(0.010 % 0.005 IN.)

N

N\

7 aw

N
777

220+ 0.05MM,

with adequate capacity. (See Note 7.) Bending (see 5.3.4) and
indentation losses (see 5.3.8) may be appreciable when testing
soft materials.

Note 7—Although the frame and base of the machine should be
sufficiently rigid and massive to handle the energies of tough specimens
without motion or excessive vibration, the design must ensure that the
center of percussion be at the center of strike. Locating the striker
precisely at the center of percussion reduces vibration of the pendulum
arm when used with brittle specimens. However, some losses due to
pendulum arm vibration, the amount varying with the design of the
pendulum, will occur with tough specimens, even when the striker is

7 N\

properly positioned.

5.6 In a well-designed machine of sufficient rigidity and
mass, the losses due to factors 5.3.6 and 5.3.7 should be very
small. Vibrational losses (see 5.3.6) can be quite large when
wide specimens of tough materials are tested in machines of
insufficient mass, not securely fastened to a heavy base.

5.7 With some materials, a critical width of specimen may
be found below which specimens will appear ductile, as
evidenced by considerable drawing or necking down in the
region behind the notch and by a relatively high-energy

5.3 The energy lost by the pendulum during the breakage aibsorption, and above which they will appear brittle as
the specimen is the sum of the following: evidenced by little or no drawing down or necking and by a

5.3.1 Energy to initiate fracture of the specimen; relatively low-energy absorption. Since these methods permit a

5.3.2 Energy to propagate the fracture across the specimew@riation in the width of the specimens, and since the width

5.3.3 Energy to throw the free end (or ends) of the brokerdictates, for many materials, whether a brittle, low-energy
specimen (“toss correction”); break or a ductile, high energy break will occur, it is necessary

5.3.4 Energy to bend the specimen; that the width be stated in the specification covering that

5.3.5 Energy to produce vibration in the pendulum arm; material and that the width be reported along with the impact

5.3.6 Energy to produce vibration or horizontal movementresistance. In view of the preceding, one should not make
of the machine frame or base; comparisons between data from specimens having widths that

5.3.7 Energy to overcome friction in the pendulum bearingdiffer by more than a few mils.
and in the excess energy indicating mechanism, and to over- 5.8 The type of failure for each specimen shall be recorded
come windage (pendulum air drag); as one of the four categories listed as follows:

5.3.8 Energy to indent or deform plastically the specimen at
the line of impact; and "

5.3.9 Energy to overcome the friction caused by the rubbing
of the striker (or other part of the pendulum) over the face of
the bent specimen. o

5.4 For relatively brittle materials, for which fracture propa-
gation energy is small in comparison with the fracture initiation
energy, the indicated impact energy absorbed is, for al
practical purposes, the sum of factors 5.3.1 and 5.3.3. The toss
correction (see 5.3.3) may represent a very large fraction of the :
total energy absorbed when testing relatively dense and brittle side.
materials. Test Method C shall be used for materials that have For tough materials, the pendulum may not have the energy
an lzod impact resistance of less than 27 J/m (0.5 ft:Ibf/in.)necessary to complete the breaking of the extreme fibers and
(See Appendix X4 for optional units.) The toss correctiontoss the broken piece or pieces. Results obtained from “non-
obtained in Test Method C is only an approximation of the tos$reak” specimens shall be considered a departure from stan-
error, since the rotational and rectilinear velocities may not belard and shall not be reported as a standard result. Impact
the same during the re-toss of the specimen as for the originaésistance cannot be directly compared for any two materials
toss, and because stored stresses in the specimen may havat experience different types of failure as defined in the test
been released as kinetic energy during the specimen fracturenethod by this code. Averages reported must likewise be

5.5 For tough, ductile, fiber filled, or cloth-laminated mate-derived from specimens contained within a single failure
rials, the fracture propagation energy (see 5.3.2) may be largeategory. This letter code shall suffix the reported impact
compared to the fracture initiation energy (see 5.3.1). Wheidentifying the types of failure associated with the reported
testing these materials, factors (see 5.3.2, 5.3.5, and 5.3.9) caalue. If more than one type of failure iDm“nfpentsple

¢
o—""

PLANES C ANDO O MUST BE PARALLEL
TO WITHIN 0.025 MM (0,001 IN.)
DUER A DISTANCE OF 25 MM (T IN)

FIG. 2 Relationship of Vise, Specimen, and Striking Edge to Each
Other for Test Method E

Complete Break—A break where the specimen
separates into two or more pieces.

Hinge Break—An incomplete break, such that one
part of the specimen cannot support itself above
the horizontal when the other part is held vertically
(less than 90° included angle).

Partial Break—An incomplete break that does not
meet the definition for a hinge break but has frac-
tured at least 90 % of the distance between the
vertex of the notch and the opposite side.
Non-Break—An incomplete break where the frac-
ture extends less than 90 % of the distance be-
tween the vertex of the notch and the opposite
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material, then the report will indicate the average impact
resistance for each type of failure, followed by the percent of
the specimens failing in that manner and suffixed by the letter
code.

5.9 The value of the impact methods lies mainly in the areas
of quality control and materials specification. If two groups of
specimens of supposedly the same material show significantly
different energy absorptions, types of breaks, critical widths, or
critical temperatures, it may be assumed that they were made
of different materials or were exposed to different processing or
conditioning environments. The fact that a material shows
twice the energy absorption of another under these conditions
of test does not indicate that this same relationship will exist
under another set of test conditions. The order of toughness
may even be reversed under different testing conditions.

Note 8—A documented discrepancy exists between manual and digital
impact testers, primarily with thermoset materials, including phenolics,
having an impact value of less than 54 J/m (1 ft-Ib/in.). Comparing data
on the same material, tested on both manual and digital impact testers,
may show the data from the digital tester to be significantly lower than
data from a manual tester. In such cases a correlation study may be
necessary to properly define the true relationship between the instruments.

TEST METHOD A—CANTILEVER BEAM TEST FIG. 3 Cantilever Beam (Izod-Type) Impact Machine

6. Apparatus

6.1 The machine shall consist of a massive base on which is
mounted a vise for holding the specimen and to which is
connected, through a rigid frame and bearings, a pendulum-
type hammer. (See 6.2.) The machine must also have a
pendulum holding and releasing mechanism and a pointer and
dial mechanism for indicating the excess energy remaining in
the pendulum after breaking the specimen. Optionally, an
electronic digital display or computer can be used in place of
the dial and pointer to measure the energy loss and indicate the
breaking energy of the specimen.

6.2 Ajig for positioning the specimen in the vise and graphs
or tables to aid in the calculation of the correction for friction
and windage also should be included. One type of machine is
shown in Fig. 3. One design of specimen-positioning jig is
illustrated in Fig. 4. Detailed requirements are given in
subsequent paragraphs. General test methods for checking and
calibrating the machine are given in Appendix X1. Additional
instructions for adjusting a particular machine should be
supplied by the manufacturer.

6.3 The pendulum shall consist of a single or multi-
membered arm with a bearing on one end and a head, FIG. 4 Jig for Positioning Specimen for Clamping
containing the striker, on the other. The arm must be suffi- ) )
ciently rigid to maintain the proper clearances and geometriéS€e Note 9.) Those portions of the pendulum adjacent to the
relationships between the machine parts and the specimen apylindrical striking edge shall be recessed or inclined at a
to minimize vibrational energy losses that are always include@uitable angle so that there will be no chance for other than this
in the measured impact resistance. Both simple and Compou,ﬁylmdrlcal surface coming in contact with the specimen during
pendulum designs may comply with this test method. the break.

6.4 The striker of the pendulum shall be hardened steel and Note 9—The distance from the axis of support to the center of
shall be a cylindrical surface having a radius of curvature obercussion may be determined experimentally from the period of small
0.80 = 0.20 mm (0.031+ 0.008 in.) with its axis horizontal amplitude oscillations of the pendulum by means of the following
and perpendicular to the plane of swing of the pendulum. Th&guation:
line of contact of the striker shall be located at the center of L = (g/4m d)p?
percussion of the pendulum withitt2.54 mm ¢-0.100 in.) Documents
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where: cooperating laboratories should agree upon some means of standardizing

L = distance from the axis of support to the center of percussion, mthe clamping force. One method is using a torque wrench on the screw of
(or ft), the specimen vise. If the faces of the vise or specimen are not flat and

g = local gravitationaj acceleration (known to an accuracy of one paraIIeI, a greater sensitivity to cIamping pressure may be evident. See the
part in one thousand), n¥/$or ft/s ), calibration procedure in Appendix X2 for adjustment and correction

m = 3.1416 (4 2=39.48), and instructions for faulty instruments.

p = period, s, of a single complete swing (to and fro) determined by

averaging at least 20 consecutive and uninterrupted swings. The 6.9 When t_hef pendulum is free hanglng_, the striking surface
angle of swing shall be less than 5° each side of center. shall come within 0.2 % of scale of touching the front face of

a standard specimen. During an actual swing this element shall
Ymake initial contact with the specimen on a line 22:0@.05
Snm (0.87% 0.002 in.) above the top surface of the vise.

6.10 Means shall be provided for determining energy re-
nnaining in the pendulum after breaking the specimen. This

ay consist of a pointer and dial mechanism which indicate the

eight of rise of the pendulum beyond the point of impact in
terms of energy removed from that specific pendulum. Since

6.5 The position of the pendulum holding and releasin
mechanism shall be such that the vertical height of fall of th
striker shall be 61& 2 mm (24.0+ 0.1 in.). This will produce
a velocity of the striker at the moment of impact of approxi-
mately 3.5 m (11.4 ft)/s. (See Note 10.) The mechanism sha
be so constructed and operated that it will release the pendulu
without imparting acceleration or vibration to it.

Note 10— the indicated remaining energy must be corrected for
V = (2gh°S pendulum-bearing friction, pointer friction, pointer inertia, and
pendulum windage, instructions for making these corrections
where: are included in 10.3 and Annex Al and Annex A2. Optionally,
\% velocity of the striker at the moment of impact (m/s),

o . an electronic digital display or computer can be used in place
ﬁ i?;%lcglrive'tigﬂ?g?lf:"m;lfg:tgﬂk(??rﬁ; d of the dial and pointer to measure the energy loss and indicate
This assumes no windage or friction. the breaking energy of the specimen. If the electronic display
does not automatically correct for windage and friction, it shall
e incumbent for the operator to determine the energy loss
anually. (See Note 12.)

6.6 The effective length of the pendulum shall be betwee
0.33 and 0.40 m (12.8 and 16.0 in.) so that the require
elevation of the striker may be obtained by raising the
pendulum to an angle between 60 and 30° above the horizontal.Note 12—Many digital indicating systems automatically correct for

6.7 The machine shall be provided with a basic pendulumvindage and friction. The equipment manufacturer may be consulted _for
capable of delivering an energy of 2:70.14 J (2.00+ 0.10 details concerning how this is per_formed, or if it is necessary to_determlne
ft-Ibf). This pendulum shall be used with all specimens thaﬁhisﬂgfans for manually calculating the energy loss due to windage and
extract less than 85 % of this energy. Heavier pendulums shall '
be provided for specimens that require more energy to break. 6.11 The vise, pendulum, and frame shall be sufficiently
These may be separate interchangeable pendulums or one basgid to maintain correct alignment of the hammer and speci-
pendulum to which extra pairs of equal calibrated weights maynen, both at the moment of impact and during the propagation
be rigidly attached to opposite sides of the pendulum. It iof the fracture, and to minimize energy losses due to vibration.
imperative that the extra weights shall not significantly changd he base shall be sufficiently massive that the impact will not
the position of the center of percussion or the free-hanging resiause it to move. The machine shall be so designed, con-
point of the pendulum (that would consequently take thestructed, and maintained that energy losses due to pendulum air
machine outside of the allowable calibration tolerances). Adrag (windage), friction in the pendulum bearings, and friction
range of pendulums having energies from 2.7 to 21.7 J (2 to 18nd inertia in the excess energy-indicating mechanism are held
ft-Ibf) has been found to be sufficient for use with most plasticto a minimum.
specimens and may be used with most machines. A series 0f6.12 A check of the calibration of an impact machine is
pendulums such that each has twice the energy of the next widlifficult to make under dynamic conditions. The basic param-
be found convenient. Each pendulum shall have an energgters are normally checked under static conditions; if the
within £0.5 % of its nominal capacity. machine passes the static tests, then it is assumed to be

6.8 A vise shall be provided for clamping the specimenaccurate. The calibration procedure in Appendix X2 should be
rigidly in position so that the long axis of the specimen isused to establish the accuracy of the equipment. However, for
vertical and at right angles to the top plane of the vise. (See Figsome machine designs it might be necessary to change the
1.) This top plane shall bisect the angle of the notch with aecommended method of obtaining the required calibration
tolerance of 0.12 mm (0.005 in.). Correct positioning of themeasurements. Other methods of performing the required
specimen is generally done with a jig furnished with thechecks may be substituted, provided that they can be shown to
machine. The top edges of the fixed and moveable jaws shalésult in an equivalent accuracy. Appendix X1 also describes a
have a radius of 0.25 0.12 mm (0.010+ 0.005 in.). For dynamic test for checking certain features of the machine and
specimens whose thickness approaches the lower limitingpecimen.
value of 3.00 mm (0.118 in.), means shall be provided to
prevent the lower half of the specimen from moving during the7. Test Specimens

clamping or testing operations (see Fig. 4 and Note 11.) 7.1 The test specimens shall conform to the dimensions and

Note 11—Some plastics are sensitive to clamping pressure; thereforgeometry of Fig. 5, except as modifiedmmﬂmﬂw.z
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\ I
DIRECTION OF
IMPACT END .s\—o w < —
COMPRESSION
MOLDING
T = B > T |
<} C £

"WIDTH OF SPECIMEN
SHALL BE IN ACCORDANCE

WITH SECTION 7.2

A 10.16 = 0.05 0.400 = 0.002
B 31.8 1.0 1.25 = 0.04

C 63.5 = 2.0 2.50 = 0.08

D 0.25R = 0.05 0.010R = 0.002
E 12.70 = 0.20 0.500 = 0.008

FIG. 5 Dimensions of 1zod-Type Test Specimen

7.3, 7.4, and 7.5. To ensure the correct contour and conditioreccurately positioned and supported to prevent twist or lateral
of the specified notch, all specimens shall be notched abuckling during the test. Some materials, furthermore, are very
directed in Section 8. sensitive to clamping pressure (see Note 11).

7.1.1 Studies have shown that, for some materials, the 7.2 2 A critical investigation of the mechanics of impact

location of the notch on the specimen and the length of theesiing has shown that tests made upon specimens under 6.35
impacted end may have a slight effect on the measured impagiy, (0.250 in.) wide absorb more energy due to crushing,

resistance. Therefore, unless otherwise specified, care must B@nding and twisting than do wider specimens. Therefore
taken to ensure that the specimen conforms to the dimensiog?,ecime’nS 6.35 mm (0.250 in.) or over in width are recom-,
shown in Fig. 5 and that it is positioned as shown in Fig. 1 Ohhended. The responsibility for determining the minimum

Fig. 2. . . : . X ;
. . ecimen width shall be the investigator’s, with due reference
7.2 Molded specimens shall have a width between 3.0 an pthe specification for that materialg

12.7 mm (0.118 and 0.500 in.). Use the specimen width as 23 ial ificat hould b ited f
specified in the material specification or as agreed upop /-2-3 Material specification should be consulted for pre-
rred molding conditions. The type of mold and molding

between the supplier and the customer. All specimens havin . v . ;
one dimension less than 12.7 mm (0.500 in.) shall have th! achine used and the flow behavior in the mold cavity will

notch cut on the shorter side. Otherwise, all compression‘-nﬂuence the impact resistance obtained: A s.pecimen taken
molded specimens shall be notched on the side parallel to tH&°M one end of a molded plaque may give different results
direction of application of molding pressure. (Due to the drafithan @ specimen taken from the other end. Cooperating
of the mold, the notched surface and the opposite surface magPoratories should therefore agree on standard molds con-
not be parallel in molded specimens. Therefore, it is essentidP™Ming to the material specification. Practice D 3641 can be
that the notched surface be machined parallel to its oppositéSed as a guide for general molding tolerances, but refer to the
surface within 0.025 mm (0.001 in.), removing a minimum of material specification for specific molding conditions.
material in the process, so as to remain within the allowable 7.2.4 The impact resistance of a plastic material may be
tolerance for the specimen depth). (See Fig. 5.) different if the notch is perpendicular to, rather than parallel to,
7.2.1 Extreme care must be used in handling specimens lefise direction of molding. The same is true for specimens cut
than 6.35 mm (0.250 in.) wide. Such specimens must bevith or across the grain of an anisotr@o&ﬂmems
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