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Standard Test Method for
Ignition Characteristics of Finished Textile Floor Covering
Materials *

This standard is issued under the fixed designation D 2859; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope 2. Referenced Documents

1.1 This fire-test-response standard describes a test method2.1 ASTM Standards:
for the determination of the flammability of finished textile D 123 Terminology Relating to Textiles Materials
floor covering materials when exposed to an ignition source D 418 Methods of Testing Pile Yarn Floor Covering Con-
under controlled laboratory conditions. structior?

1.2 This test method is applicable to all types of textile floor D 1116 Test Method for Resistance of Pile Floor Coverings
coverings, regardless of the method of fabrication or whether to Attack by Black Carpet Beetle Larvie
they are made from natural or man-made fibers. It is possible D 1230 Test Method for Flammability of Apparel Textifes
to apply this test method to unfinished material; however, the D 1335 Test Method for Tuft Bind of Pile Floor Coverirfgs
results of such a test shall not be considered a satisfactory D 1776 Practice for Conditioning Textiles for Testfng
evaluation of a textile floor covering material for ultimate D 2401 Test Method for Service Change of Appearance of
consumer use. Pile Floor Covering3

1.3 The values stated in inch-pound units are to be regarded D 2646 Test Methods for Backing Fabrics
as the standard. The values given in parentheses are forD 3411 Test Method for Flammability of Textile Materiéls
information only. 2.2 AATCC Standard:

1.4 This standard is used to measure and describe the Method 138-1972, Shampooing: Washing of Textile Floor
response of materials, products, or assemblies to heat and Coveringg
flame under controlled conditions, but does not by itself )
incorporate all factors required for fire hazard or fire risk 3- Terminology
assessment of the materials, products, or assemblies under3.1 Definitions:
actual fire conditions 3.1.1 finished adj—in textile floor covering materialsthe

Note 1—For other standards on flammability of textiles, refer to: Testcoénflgt;?n of a”t mdanutfacwrmr? oper?tlonsd' to i £l
Methods D 1230 and D 3411. For methods of measuring other properties ~~* ame retardantn—a chemical used to impart flame

of floor coverings and components thereof, refer to: Test Methods D 41desistance. .
D 1116, D 1335, D 2401, and D 2406. 3.1.3 flame-retardant treatmenn—a process for incorpo-

1.5 Fire testing of products and materials is inherentlyrat'ng or adding flame retardant(s) to a material or product.

hazardous, and adequate safeguards for personnel and prope&t 13.1 D'SFUSS'OH_.IT hehterm “ﬂa;]me-relta:ctljant treatment;
shall be employed in conducting these tests es not apply to textiles that are inherently-flame-resistant due

1.6 The text of this standard references notes and footnotd@ the intrinsic properties of the material or the fiber-forming

which provide explanatory material. These notes and footnotegc’lymer'

(excluding those in tables and figures) shall not be considered 3.1.4 flame _re5|stanqe n_—thg property of a ”ﬁa‘e“a'
as requirements of the standard. whereby flaming combustion is prevented, terminated, or

1.7 This standard does not purport to address all of theinhibited following application of a flaming or nonflaming

safety concerns, if any, associated with its use. It is thgource of ignition, with or without subsequent removal of the

responsibility of the user of this standard to establish appro-Ignition source.

priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.
2 Annual Book of ASTM Standardgl 07.01.
3 Discontinued, se@979 Annual Book of ASTM Standayd®art 22.
4 Discontinued, se4994 Annual Book of ASTM Standardél 07.01.
1 This test method is under the jurisdiction of ASTM Committee EO5 on Fire  ® Discontinued, se&991 Annual Book of ASTM Standard®! 07.01.
Standards and is direct responsibility of Subcommittee E05.22 on Surface Burning. © Discontinued, se&980 Annual Book of ASTM Standardart 32.
Current edition approved Sept. 10, 2002. Published November 2002. Originally * Technical Manual of the American Association of Textile Chemists and
published as D 2859 — 70 T. Last previous edition D 2859 — 01. Colorists, P. O. Box 12215, Research Triangle Park, NC 27709.
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3.1.4.1 Discussior—Flame resistance can be an inherent 6.6 Steel Rulggraduated i¥/ss-in. (0.4-mm) increments.
property of the basic material or product, or it may be imparted 6.7 Vacuum Cleanerof which all surfaces contacting the
by specific treatment. The degree of flame resistance exhibiteshbecimens are flat and smooth.
by a specific material during testing may vary with different 6.8 Laboratory Fume Hoodcapable of being closed and

test conditions. having its draft turned off during each test. The front or sides
3.2 For definitions of other textile terms used in this method of the hood should be transparent to permit observation of the
refer to Terminology D 123. test in progress.

6.9 Methenamine Tablét.
4. Summary of Test Method ) _ ) _

4.1 This test method involves the exposure of Conditione%’;ﬁ%ﬁi%iforage of the tablets in a desiccator will reduce cracking
and oven-dried specimens to a standard source of ignition in &nore 3—The normal variation in the weight of different tablets will not
draft-protected environment and the measurement of the reffect the test result.
sulting char length. . . .

7. Sampling, Selection, and Number of Test Specimens
5. Significance and Use 7.1 Take a lot sample as directed by the applicable material

5.1 This test method provides a procedure for identificatiorspecification. In the absence of an applicable material specifi-
of those finished textile floor covering materials that can becation or other agreement between the purchaser and the seller,
rated as flame-resistant under specific controlled laboratorgelect a sample comprised of a roll or piece believed to be
conditions. representative of the lot to be tested. Each roll or piece must be

5.2 This test method does not specify the use of an underlaprge enough to permit cutting eight specimens each 9 in. (230
material. If desired, the method may be used to assess the effeom) square, free of creases, fold marks, or any delamination.
of a specific underlay in combination with a specific floor 7.2 If the textile floor covering material has had a fire-
covering, but such a variation in procedure must be noted in theetardant treatment (as defined in 3.2), wash the specimens as
report. directed in the washing procedure described in AATCC

5.3 Results observed with the specimens in a horizontalethod 138-1972.
plane, as specified, may not be characteristic of the same 7.3 Cut eight specimens, each $00.1 in. (236 3 mm)
material when used in any other plane, particularly in a verticabquare, from each sample.
plane. N

5.4 Test Method D 2859 for testing finished textile floor 8- Conditioning
covering materials for flammability is considered satisfactory 8.1 Condition the specimens as directed in Practice D 1776.
for acceptance testing of commercial shipments since th§ Procedure
method has been used extensively in the trade for acceptance
testing. In cases of disagreement arising from differences in 9.1 Clean each specimen with the vacuum cleaner until it is
values reported by the purchaser and the seller when using tHige of all loose ends and of any material that may have been
method for acceptance testing, the statistical bias, if anyvorked into the pile during handling. _ _
between the laboratory of the purchaser and the laboratory of 9-2 Place the eight conditioned specimens in an oven in a
the seller should be determined with each comparison beingianner that will permit free circulation of the air at 2212°F
based on testing specimens randomly drawn from one samp({é05 + 2°C) for 2 h.

of material of the type being evaluated. Note 4—Conditioning prior to the drying operation is specified be-
cause storage conditions may cause some material to be moist, thus
6. Apparatus and Reagent requiring considerably more tha& h drying time.

6.1 Test ChamberA box with inside dimensions of 12 by =~ Note 5—Multiple test samples can be dried concurrently.

12 by 12 in. (305 by 305 by 305 mm) made from asbestos- 9.3 Remove the eight specimens from the oven with a
cement materidl,not less than 0.25 in. (6.4 mm) thick, open at gloved hand and immediately place them in a dessicator for 1
the top, and having a flat removable floor made of the sam@, or until they reach room temperature, whichever is longer,
material. making sure that the specimens are in a horizontal plane with

6.2 Frame—A steel plate, 9 by 9 in. (230 by 230 mm), 0.25 the pile side up, and that they are not resting on one another.
in. (6.4 mm) thick, with an 8.0-in. (205-mm) diameter hole cut

in the CenFer OT the pIaFe. . . . torted after drying, such that they curl at the edges. Such distortion can be

6.3 Desiccating Cabinetwith an efﬁm_ent desiccant, and corrected by rolling the affected edges in a direction opposite to the curl
shelves large enough to hold 9 by 9-in. (230 by 230-mM)yior to placing in the desiccator.
specimens spaced separately in a horizontal position.

6.4 Circulating Air Oven ventilated, forced-draft and ther-
mostatically controlled in the atmosphere range of 222°F
(105 = 2°C) throughout the enclosure.

6.5 Glove disposable, of polyethylene or rubber.

Note 6—Specimens taken from some carpet types may become dis-

9.4 Place the test chamber in the laboratory fume hood with
all exhaust turned off.

9.5 Remove a test specimen from the desiccator and with a
gloved hand brush the pile into an upright position as nearly

2 Methenamine Reagent Tablet #1588 (0.149-g weight), Eli Lilly Inc., 307 East
8 Transite has been found to be a suitable material. McCarty St., Indianapolis, IN 46206, has been fou@@'eum ents
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