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An American National Standard

[‘IM) Designation: D 3215 — 93 (Reapproved 2002)
il

INTERNATIONAL

Standard Test Method for

Measurement of the Specific Electrical Impedance of
Electrical-Grade Magnesium Oxide for Use in Sheathed-Type
Heating Elements *

This standard is issued under the fixed designation D 3215; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope the current in the material to the root mean square of the

1.1 This test method covers the determination of specifi€urrent density, and equal to the product of the measured
electrical impedance of electrical-grade magnesium oxide bjfnPedance and a geometrical shape factar(The impedance
externally heating a test cell to elevated temperatures usin§ essentially resistive and phase effects are ignored).
typical materials. 4

1.2 The values stated in Sl units are to be regarded as the

standard. The values given in parentheses are for information 4-1 The specimen of magnesium oxide is poured into a
only. length of tubing around a centrally located rod, and the

1.3 This standard does not purport to address all of the@ssembly is compacted to form a test cell simulating a sheathed
safety concerns, if any, associated with its use. It is thé'€@ting element. The test cell is placed in a heated furnace.
responsibility of the user of this standard to establish appro-Yoltage is applied across the magnesium oxide in the test cell

priate safety and health practices and determine the applicall S€ries with a known resistance. The leakage current is
bility of regulatory limitations prior to use. measured in milliamperes. The leakage current and the geo-

metric factor are used to calculate the specific impedance.

Summary of Test Method

2. Referenced Documents 5 Sionifi du
2.1 ASTM Standards: - Slgntiicance and Fse - -
B 344 Specification for Drawn or Rolled Nickel-Chromium 5.1 The specific electrical impedance can be used to indicate

and Nickel-Chromium-Iron Alloys for Electrical Heating Whether or not the magnesium oxide provides sufficient im-
Elementd pedance to perform satisfactorily in high-temperature heating

D 2755 Test Method of Sampling and Reduction to Testléments.
Weight of Electrical Grade Magnesium Oxitle 6. Apparatus

3. Terminology 6.1 Tube Furnacé,horizontal, having a uniformly hot zone
3.1 Definitions of Terms Specific to This Standard: at least 178 mm (7 in.) long. A maximum temperature spread
3.1.1 measured impedance, #—the ratio of the root mean ©f *5.5°C (+10°F) between three thermocouples is accept-

square of the voltage applied between two electrodes that are fiple. . . . )
contact with the specimen to the root mean square of the 6.2 Tube Loading Devicegsee Fig. 1 for suggested design).

current distributed throughout the volume of the specimen 6-3 Swaging M.achme? ,

(neglecting phase effects). _ 6.4 Swaging Dies12.06 mm (0.475in.), 11.43 mm (0.450
3.1.2 shape factor, En—the ratio of the test cell length to n-); and 11.18 mm (0.440 in.).

the logarithm of the ratio of the test-cell diameters, relating the 6-5 Metal Trémmmg Device

current flow per unit length to the logarithmic mean potential 6-6 Vibrator.

gradient across the insulation.
3.1.3 specific electrical impedanceA+—the ratio of the

root mean square of an alternating potential gradient parallel to “ a Lindberg Single Zone Tube Furnace, Type 59545, 12 in., 500 to 1500°C,
available from Lindberg Co., 304 Hart St., Watertown, WI 53094, with Temperature
Control using Type R Thermocouple and suitable Ceramic Tube and Plugs, or

1 This test method is under the jurisdiction of ASTM Committee D09 on equivalent, has been found suitable for this purpose.
Electrical and Electronic Insulating Materials and is the direct responsibility of  ® Size 4 swaging machines available from either the Torrington Co., 59 Field St.,

Subcommittee D09.14 on Electric Heating Unit Insulation. Torrington, CN 06790, or the Fenn Mfg. Co., 200 Fenn Rd., Newington, CN 06111,
Current edition approved March 15, 1993. Published May 1993. Originally or their equivalent, are satisfactory for this test method.

published as D 3215 — 73. Last previous edition D 3215 — 83. ®The L & A vibrator, Model F-769, Type B, Size 3, available from the Pressed
2 Annual Book of ASTM Standardgol 02.04. Steel Co., 705 N. Pennsylvania Ave., Wilkes-Barre, PA 18703, or its equivalent, is
2 Annual Book of ASTM Standardéol 10.02. satisfactory.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States. Doc u m ents

Document Sharing Hub

Full document details: ASTM D3215-93(2002)


http://www.avadocuments.com/doc/astm-d3215-93-2002
http://www.avadocuments.com/doc/astm-d3215-93-2002

. . . X
NOTICE: This standard has either been superceded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

Ay D 3215

6.10 Tubing!'177.8+ 8 mm (7.0% 0.03in.) long by 12.70
+ 0.08 mm (0.500+ 0.003 in.) in outside diameter by 0.89
0.08 mm (0.035= 0.003 in.) in wall thickness.

6.11 80 Nickel-20 Chromium Alloy Ro®?03.2 = 0.8 mm
(8.0 0.06in.) long by 4.11 mm (0.162 in.) in diameter (AWG
6), in accordance with Specification B 344.

83 mm

fe———57mm ﬁ .
N .~ 4amm— 45/
‘ |

T _ 1u

T 19.0 mm dia. ;
#6-32 UN.C.

L epeanae i oo, 6.12 Rubber Plugs12.70 mm (0.500 in.) long by 11.0 mm
op cramerenapamms (0.430 in.) in outside diameter by 3.2 mm (0.125 in.) bore.
e e 6.13 80 Nickel-20 Chrome Wired.51 mm (0.20 in.) diam-
s — ﬂ Lm g, TSS’TT eter (AWG 24), in accordance with Specification B 344.
L I
A
- NN *D 7. Sampling
Eﬁiﬂ”m oo Nsemunc, 7.1 Obtain the sample of magnesium oxide (approximately
" prpecroe Vo G Sl 50 g) in accordance with Test Method D 2755.
FIG. 1 Test Cell Loading Devices 8. Procedure

8.1 Clean the tube and rod using standard laboratory clean-
ing procedures. Measure the tube initial outside diamé®y;

inside diameterlD,; and initial length,L,.
0 gi%_mrirryoog%p:2?%;%;2?6\/\/56 ,;lpc;p.)rzgp?ia%e Spc?t?a%(tei’om- 8.2 Assemble the rod and tube in the loading device and fill
eier7 ' ' the tube with t_hg specimen of magnesium oxide. Vibrate 2 min
6 .9 Test Circuit (see Fig. 2), capable of measuring tempera-t0 assist denSIflcat|op. . .
' e 8.3 Pour out the first load of magnesium oxide and repeat

8.2 using new magnesium oxide. Vibrate 7 to 10 min.

8.4 Remove the top filling device and the magnesium oxide
ST to a depth of approximately 8 mm (0.3 in.). Force a rubber plug
.7 TN, over the end of the rod and press it down into the tube, firmly
. S against the magnesium oxide. Invert the tube and repeat the
process at the bottom end.

- , 8.5 Swage the tube through the 12.06 mm (0.475 in.) die by
S TR L DU inserting the bottom end as filled, and pushing smoothly to the
TR middle of the tube. Remove and swage from the other end to
FIG. 2 Test Circuit overlap the first swaged portion.
8.6 Repeat 8.5 with the 11.43 mm (0.450 in.) and the 11.18
mm (0.440 in.) dies to produce the test cell.
ture from 500 to 1500°C and leakage current from 010 19.99' g 7 \yipe the test cell clean. Measure and record the final

mA, comprised of the following: . L outside diameter of the tub&D,, and the tube length,,.
6.9.1 Essentially Sinusoidal Power Soureeth a minimum 8.8 Machine the test cell to the dimensions in accordance
power rating of 100 VA at a frequency of 50 to 60 Hz. with Fig. 3.

6.9.2 Isolation Transforme®, T,, with a minimum power

6.7 Spot Welding Machine

X 8.9 Measure and record the length, of the magnesium

rating of 100 VA and an output voltage of 500 V ac. oxide insulation in the prepared test cell to the nearest 0.8 mm
6.9.3 Multirange Electronic Voltmeter, Mcapable of mea- (0.03 in.). Measure the final diameter of the r@,

suring up to 500 V ac with an ac input impedance of not less 8.10 Spot weld the 80 nickel-20 chromium (AWG 24) bare

than 0.8 Nn and an accuracy of 1 % or bet;er, leads to the exposed rod and opposite end of the sheath.
6.9.4 Fixed Resistor, R, with a nominal resistance of 500

and a minimum rating of 5 W.
6.9.5 Ammetef M,, capable of measuring 19.99 mA with a

SenSitiVity of 0.01 mA, *Incoloy 800 tubing, available from the International Nickel Co., One New
6.9.6 Capacitor, G, 0.01 MFD, 1000 VDC, and York Plaza, Dept. T, New York, NY 10004, or its equivalent, is satisfactory.
6.9.7 Variable Transformet? T,, capable of 0 to 120 V ac.

me
155+1 mm 13mm
“The Omega Engineering potentiometer, available from major electrical/ T R

electronic parts suppliers, Model DP701R, or its equivalent, is satisfactory. [iji}f;;: i ——— 7;:{%1} — 15—
8 A Superior Electric Type 21, available from major electrical/electronic parts [ Y

suppliers, or equivalent, is satisfactory. / \—Pohsh surfaces frr welding lead wires ——————————————
 An Electro Industries ammeter, available from major electrical/electronic parts S

suppliers, VA20G, modified to 19.99-mA full scale, or its equivalent, is satisfactory. ac(;”ﬁov‘;';m”fj‘téii e
19A Magnetek-Triad variable transformer, available from major electrical/ with sharp-pointed tool

electrical parts suppliers, Type N470A, or its equivalent, is satisfactory. FIG. 3 Preparation of Test CBOCU ments
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