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1. Scope

1.1 This test method covers the measurement of soluble,
suspended, and total **°Ra in water in concentrations above
3.7x 107 Bg/L. This test method is not applicable to the
measurement of other radium isotopes.

1.2 This test method may be used for quantitative measure-
ments by calibrating with a ?*°Ra standard, or for relative
measurements by comparing the measurements made with
each other.

1.3 This test method does not meet the current requirements
of Practice D2777.

1.4 The values stated in SI units are to be regarded as
standard. The values given in parentheses are mathematical
conversions to inch-pound units that are provided for informa-
tion only and are not considered standard.

1.5 Hydrofluoric acid (HF) is very hazardous and should be
used in a well-ventilated hood. Wear rubber gloves, safety
glasses or goggles, and a laboratory coat. Avoid breathing any
HF fumes. Clean up all spills promptly and wash thoroughly
after using HF.

1.6 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.

1.7 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

! This test method is under the jurisdiction of ASTM Committee D19 on Water
and is the direct responsibility of Subcommittee D19.04 on Methods of Radiochemi-
cal Analysis.
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2.1 ASTM Standards:*

D1129 Terminology Relating to Water

D1193 Specification for Reagent Water

D2777 Practice for Determination of Precision and Bias of
Applicable Test Methods of Committee D19 on Water

D3370 Practices for Sampling Water from Flowing Process
Streams

D3649 Practice for High-Resolution Gamma-Ray Spectrom-
etry of Water

D5847 Practice for Writing Quality Control Specifications
for Standard Test Methods for Water Analysis

D7902 Terminology for Radiochemical Analyses

3. Terminology

3.1 Definitions:
3.1.1 For definitions of terms used in this standard, refer to
Terminologies D1129 and D7902.

4. Summary of Test Method

4.1 This test method is based on the emanation and scintil-
lation counting of **’Rn, a gaseous decay product of **°Ra,
from a solution.

4.2 ?*°Ra is collected from water by coprecipitation on a
relatively large amount of barium sulfate. The barium-radium
sulfate is decomposed by fuming with phosphoric acid, and the
resulting glassy melt is dissolved by evaporation with dilute
hydrochloric acid to form soluble barium-radium phosphates
and chlorides. These salts are dissolved, and the solution is
stored for ingrowth of *’Rn. After a suitable ingrowth period,
the radon gas is removed from the solution by purging with gas
and transferred to a scintillation counting chamber. About 4 h
after 22?Rn collection, the scintillation chamber is counted for
alpha activity. The *°Ra concentration is calculated from the

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.
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alpha count rate of **Rn and its immediate progeny. The
radioactive decay characteristics of **°Ra and its immediate
decay progeny are listed in Table 1.

5. Significance and Use

5.1 The most prevalent of the five radium isotopes in ground
water, having a half life greater than one day, are *°Ra and
228Ra. These two isotopes also present the greatest health risk
compared to the other naturally occurring nuclides of equal
concentrations if ingested via the water pathway.

5.2 Although primarily utilized on a water medium, this
technique may be applicable for the measurement of the *Ra
content of any medium once the medium has been completely
decomposed and put into an aqueous solution.

5.3 This test method is based on a method previously
published by Rushing, et al. (1).? The general methodology and
basis of the technique are similar to that of Ref (2).

6. Interferences

6.1 Only the gaseous alpha-emitting radionuclides interfere,
namely, >'°Rn and **’Rn. Their half-lives are 3.98 s and 55.8
s, respectively; their presence indicates the presence of their
parents, “>?Ra and ***Ra. These short-lived radon isotopes
decay before the **’Rn is counted; it is their alpha-emitting
decay products that would interfere. These interferences are
very rare in water samples but are frequently observed in
certain uranium mill effluents.

7. Apparatus
7.1 Radon Bubbler (Fig. 1).

7.2 Radon Scintillation Chamber (also known as Lucas
Cell) (Fig. 2).

7.3 Manometer, open-end capillary tube or vacuum gage
having a volume which is small compared to the volume of the
scintillation chamber, 0 — 101 kPa (0 — 760 mmHg) (Fig. 3).

7.4 Gas Purification Tube, 7 to 8-mm outside diameter
standard wall glass tubing, 100 mm long, constricted at lower
end to hold a glass wool plug (Fig. 3). The upper half of the

3 The boldface numbers in parentheses refer to a list of references at the end of
this standard.

TABLE 1 Radioactive Decay Characteristics of 22°Ra
and Its Progeny

Note 1—Monographie BIPM-5 — Table of Radionuclides, Comments
on Evaluations, Vols 1-8, Bureau International des Poids et Mesures,
2016, available from https://www.bipm.org or http://www.Inhb.fr/nuclear-
data.

Radionuclide Half-Life Mode of Decay
226Rg 1600 years o
222Rn 3.8232 days a
218pg 3.071 min o
214pp 26.916 min B,y
214g; 19.8 min B,y
214pg 162.3 ps o
210pp 22.23 years B,y
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FIG. 1 Radon Bubbler

tube is filled with magnesium perchlorate and the lower half
with a sodium hydroxide-coated silica absorbent.

7.5 Scintillation Counter Assembly, consisting of a 50 mm
(2 in.) or more in diameter photomultiplier tube mounted in a
light-tight housing and coupled to the appropriate preamplifier,
high-voltage supply, and scaler. A high-voltage safety switch
should open automatically when the light cover is removed to
avoid damage to the photomultiplier tube. The preamplifier
should incorporate a variable gain adjustment. The counter
should be equipped with a flexible ground wire which is
attached to the chassis photomultiplier tube by means of an
alligator clip or similar device. The operating voltage is
ascertained by determining a plateau using *?’Rn in the
scintillation chamber as the alpha source. The slope of the
plateau should not exceed 2 %/100 V. The counter and the
scintillation chamber should be calibrated and used as a unit
when more than one counter is available. The background
counting rate for the counter assembly without the scintillation
chamber should range from 0.00 to 0.0005 s™".

7.6 Membrane Filters, 0.45 um pore size.
7.7 Silicone Grease, high-vacuum, for bubbler stopcocks.

7.8 Platinum Ware, crucibles, 20 to 30 mL, and one 500 mL
capacity dish. Platinum ware_is clea@@ﬁwm@ﬁtﬁd
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FIG. 2 Radon Scintillation Chamber

rotating in a molten bath of potassium pyrosulfate, removing,
cooling, and rinsing in hot tap water, digesting in hot 6 M
hydrochloric acid (HCI), rinsing in water, and finally flaming
over a burner.

7.9 Laboratory Glassware—Glassware may be decontami-
nated before and between uses by heating for 1 h in EDTA-
Na,CO; decontaminating solution at 90 to 100 °C, then rinsing
in water, in 1 M HCI, and again in water.

8. Reagents and Materials

8.1 Purity of Reagents—Reagent grade chemicals shall be
used in all tests. Unless otherwise indicated, it is intended that
all reagents shall conform to the specifications of the Commit-
tee on Analytical Reagents of the American Chemical Society.*
Other grades may be used, provided it is first ascertained that
the reagent is of sufficiently high purity to permit its use
without lessening the accuracy of the determination.

+ACS Reagent Chemicals, Specifications and Procedures for Reagents and
Standard-Grade Reference Materials, American Chemical Society, Washington,
DC. For suggestions on the testing of reagents not listed by the American Chemical
Society, see Analar Standards for Laboratory Chemicals, BDH Ltd., Poole, Dorset,
U.K., and the United States Pharmacopeia and National Formulary, U.S. Pharma-
copeial Convention, Inc. (USPC), Rockville, MD.
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FIG. 3 De-Emanation Assembly

8.2 Purity of Water—Unless otherwise indicated, reference
to water shall be understood to mean conforming to Specifi-
cation D1193, Type III.

8.3 Radioactive Purity of Reagents—Radioactive purity
shall be such that the measured results of blank samples do not
exceed the calculated probable error of the measurement or are
within the desired precision.

8.4 Ammonium Sulfate Solution (100 g/L)—Dissolve 10 g
of ammonium sulfate (NH,),SO,) in water and dilute to 100
mL.

8.5 Barium Chloride Carrier Solution Stock (17.8 g/L)—
Dissolve 17.8 g of barium chloride (BaCl,-2H,0) in water and
dilute to 1 L. This solution will contain 10 mg/mL Ba*™.

8.6 Barium-133 Tracer Solution—(approximately 3 kBq/
mL).

8.7 Barium Chloride Carrier Solution, Working—Add 100
mL of barium chloride carrier stock solution and 10 mL of

133Ba tracer solution to 890 ml. of watDQOumenm.
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