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QH”) Designation: D 3479/D 3479M — 96

Standard Test Method for
Tension-Tension Fatigue of Polymer Matrix Composite
Materials *

This standard is issued under the fixed designation D 3479/D 3479M; the number immediately following the designation indicates the
year of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last
reapproval. A superscript epsilog) (indicates an editorial change since the last revision or reapproval.

1. Scope D 883 Terminology Relating to Plastfcs

1.1 This test method determines the fatigue behavior of D 3039/D 3039M Test Method for Tensile Properties of
polymer matrix composite materials subjected to tensile cyclic _Polymer Matrix Composite Materids
loading. The composite material forms are limited to D 3878 Terminology of High-Modulus Reinforcing Fibers
continuous-fiber or discontinuous-fiber reinforced composites _and Their Composités _ _
for which the elastic properties are specially orthotropic with D 5229/D 5229M Test Method for Moisture Absorption
respect to the test direction. This test method is limited to  Properties and Equilibrium Conditioning of Polymer Ma-

unnotched test specimens subjected to constant amplitude _trix Composite Materiafs . .
uniaxial in-plane loading where the loading is defined in terms E 4 Practices for Force Verification of Testing Machihes

1.2 This test method presents two procedures where each ing* _ - -
defines a different test control parameter. E 83 Practice for Verification and Classification of Exten-
1.2.1 Procedure A—A system in which the test control someter$

parameter is the load (stress) and the machine is controlled soE 122 Practice for Choice of Sample Size to Estimate a
that the test specimen is subjected to repetitive constant Measure of Quality for a Lot or Procéss o
amplitude load cycles. In this procedure, the test control E 177 Practice for Use of the Terms Precision and Bias in
parameter may be described using either engineering stress or ASTM Test Methods ) ) o

applied load as a constant amplitude fatigue variable. E 456 Terminology Relating to Quality and Statistics

1.2.2 Procedure B—A system in which the test control ~ E 467 Practice for Verification of Constant Amplitude Dy-
parameter is the strain in the loading direction and the machine namic Loads on Displacements in an Axial Load Fatigue
is controlled so that the test specimen is subjected to repetitive _Testing Systerh . _ _ .
constant amplitude strain cycles. In this procedure, the test E 739 Practice for Statistical Analysis of Linear or Linear-
control parameter may be described using engineering strain in _ized Stress-Life (S-N) and Strain-Life-() Fatigue Daté
the loading direction as a constant amplitude fatigue variable. E 1012 Practice for Verification of Specimen Alignment

1.3 This standard does not purport to address all of the ~_Under Tensile Loadirfy o . _
safety concerns, if any, associated with its use. It is the E 1049 Practices for Cycle Counting in Fatigue Analysis
responsibility of the user of this standard to establish appro- E 1150 Definitions of Terms Relating to Fatidue
priate safety and health practices and determine the applica-3 Terminology
bility of regulatory limitations prior to use. ' o ) ] ]

1.4 The values stated in either SI units or inch-pound units 3-1 Definitions—Terminology D 3878 defines terms relating
are to be regarded separately as standard. Within the text tf{@ high-modulus fibers and their composites. Terminology
inch-pound units are shown in brackets. The values stated iy 1150 defines terms relating to fatigue. Terminology D 883
each system are not exact equivalents; therefore, each syst&lffines terms relating to plastics. Terminology E 6 defines
must be used independently of the other. Combining valuet§rms relating to mechanical testing. Terminology E 456 and
from the two systems may result in non-conformance with thid>ractice E 177 define terms relating to statistics. In the event of

standard. a conflict between terms, Terminology D 3878 shall have
precedence over the other standards.
2. Referenced Documents 3.2 Definitions of Terms Specific to This Standaithe
2.1 ASTM Standards: following definitions shall have precedence over Terminology

D 3878 and over other standards.

1 This test method is under the jurisdiction of ASTM Committee D-30 on High ————————————
Modulus Fibers and Their Compositesand is the direct responsibility of Subcom- 2 Annual Book of ASTM Standardgol 08.01.

mittee D30.04on Lamina and Laminate Test Methods. 2 Annual Book of ASTM Standardgol 15.03.
Current edition approved June 10, 1996. Published August 1996. Originally *Annual Book of ASTM Standardéol 03.01.
published as D 3479 — 76. Last previous edition D 3479 — 76. 5 Annual Book of ASTM Standardéol 14.02.
Copyright © ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, United States. D 0 c u m ents
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3.2.1 constant amplitude loadingr—in fatigue, a loading constant amplitude cycles to failure.
in which all of the peak values of the test control parameter are 3.3.6 a—Weibull fatigue life scale parameter.
equal and all of the valley values of the test control parameter 3.3.7 B—Weibull fatigue life shape parameter.
are equal.

. . " . - 4. Summary of Test Method
3.2.2 fatigue loading transition n—in the beginning of ] ) ) ]
fatigue loading, the number of cycles before the test control 4-1 The tensile specimen described in Test Method D 3039/

parameter reaches the desired peak and valley values. D 3039M is mounted in the grips of the testing machine and is
3.2.3 frequency, f [TY], n—in fatigue loading, the number tested as follows: _ _ o

3.2.4 load (stress) ratio, R [nd]n—in fatigue loading, the = Mum and maximum in-plane axial load (stre_ss) ata specified
ratio of the minimum applied load (stress) to the maximumfreguency. The number of load cycles at which failure occurs
applied load (stress). (or at which a predetermined change in specimen stiffness is

3.2.5 peak n—in fatigue loading, the occurrence where the observed) can be determined for a specimen subjected to a

first derivative of the test control parameter versus timeSPeCific load (stress) ratio and maximum stress. For some

changes from positive to negative sign: the point of maximunPU"POSes it is useful to obltain the in-plane stiffness at selec_:ted
load (stress) or strain in constant amplitude loading. cycle intervals from static axial stress-strain curves using

3.2.6 replicate (repeat) testsn—nominally identical tests modulus determination procedures found in Test Method

- : . [33039/D 3039M.
on different test specimens conducted at the same noman . . .
value of the independent variable. 4.1.2 Procedure B—The specimen is cycled between mini-

3.2.7 residual stiffness, [FI?], n—the value of modulus of mumn an_lqhmix'mgn: I?-F;:a?: aX||aI Sttr‘;’}\'/?]iart] a Spﬁ:'ff? iflrer_
a specimen under quasi-static loading conditions after thgue rcy. re tuwhieho S ?dctycrr?w?nad hC nspe(i:n € aml:?]
specimen is subjected to fatigue loading. oceurs (9 a ch a predetermined change Specimel

; stiffness is observed) can be determined at a given strain ratio

3.2.8 residual strength, [FL?], n—the value of load (stress) . . o .

. ’ : : .and maximum strain. For some purposes it is useful to obtain
required to cause failure of a specimen under quasi-stati e in-plane stiffness at selected cycle intervals from static
loading conditions after the specimen is subjected to fatigue - P X ) Y o
loading axial stress-strain curves using modulus determma‘upn proce-

) dures found in Test Method D 3039/D 3039M or continuously

8.2.9 spectrum loadingn—in fatigue, a loading in which from dynamic axial stress-strain data using similar procedures
the peak values of the test control parameter are not equal %r
a

the valley values of the test control parameter are not equ s found in Test Method D 3039/D 3039M.
(also known as variable amplitude loading or irregular load-5. Significance and Use

ing.) o o . _ 5.1 This test method is designed to yield tensile fatigue data

3.2.10 strain ratio, R [nd], n—in fatigue loading, the ratio  for material specifications, research and development, quality
of the minimum applied strain to the maximum applied strain.assurance, and structural design and analysis. The primary test

3.2.11 test control parametem—the variable in constant result is the fatigue life of the test specimen under a specific
amplitude loading whose maximum and minimum valuesjpading and environmental condition. Replicate tests may be
remain the same during cyclic loading, in other words, load,sed to obtain a distribution of fatigue life for specific material
(stress) or strain. types, laminate stacking sequences, environments, and loading

3.2.12 valley, n—in fatigue loading, the occurrence where conditions. Guidance in statistical analysis of fatigue life data,
the first derivative of the test control parameter versus timguch as determination of linearized stress life (S-N) or strain-
changes from negative to positive; the point of minimum loadiife (e-N) curves, can be found in Practice E 739.

(stress) or strain in constant amplitude loading. 5.2 This test method can be utilized in the study of fatigue
3.2.13 wave form n—the shape of the peak-to-peak varia- damage in a polymer matrix composite such as the occurrence
tion of the test control parameter as a function of time. of microscopic cracks, fiber fractures, or delaminatidi$ie
3.3 Symbols: specimen’s residual strength or stiffness, or both, may change

3.3.1 S, ax (Or €29—the value of stress (or strain) corre- due to these damage mechanisms. The loss in stiffness may be
sponding to the peak value of the test control parameter in guantified by discontinuing cyclic loading at selected cycle
constant amplitude loading. intervals to obtain the quasi-static axial stress-strain curve

3.3.2 Sy, (OF €)—the value of stress (or strain) corre- using modulus determination procedures found in Test Method
sponding to the valley value of the test control parameter in & 3039/D 3039M. The loss in strength associated with fatigue
constant amplitude loading. damage may be determined by discontinuing cyclic loading to

3.3.3 S, (or ¢,,)—the mean value of stress (or strain) asobtain the static strength using Test Method D 3039/D 3039M.

illustrated in Fig. 1 and given byg,, = (Snax* Snin)/2 OF Note 1—This test method may be used as a guide to conduct

€mn = (Emax+ €min)/2. ) tension-tension variable amplitude loading. This information can be useful
3.3.4 §, (or ey)—the difference between the mean value ofin the understanding of fatigue behavior of composite structures under

stress (or strain) and the maximum and minimum stress (o¥pectrum loading conditions, but is not covered in this standard.
strain) as illustrated in Figure 1 and given by

Sa: (Smax_ Smin)/2 ore; = (emax_ €mi_n)/z' . ® Reifsnider, K. L., 1991, “Damage and Damage MechanidgS8gmposite
3.3.5 N—the scalar value of fatigue life or number of Materials Series: Fatigue of Compositesl 4, pp. 11—75Documents

Document Sharing Hub

Full document details: ASTM D3479/D3479M-96


http://www.avadocuments.com/doc/astm-d3479-d3479m-96
http://www.avadocuments.com/doc/astm-d3479-d3479m-96

