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QHW Designation: D 4120 — 95

Standard Test Method for
Fiber Cohesion in Roving, Sliver, and Top in Dynamic Tests

This standard is issued under the fixed designation D 4120; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone} indicates an editorial change since the last revision or reapproval.

1. Scope 3. Terminology

1.1 This test method describes the measurement of fiber 3.1 Definitions:
cohesion as the dynamic cohesive force required to maintain 3.1.1 fiber cohesionn—in textiles the interaction between
drafting in rovings, slivers or tops when they are subjected tdwo or more fibers due to the combined effects of the surface
stress induced by passing between pairs of drafting rolls ofharacteristics, length, crimp, finish, and linear density of the
different surface speeds. The cohesive force is converted fiibers. Syn.cling, drag)
cohesive tenacity based on the linear density of the material. 3.1.1.1 Discussior—Cohesive interaction should not be

Note 1—For static tests refer to Test Method D 2612. gﬁgglizﬁgewuh adhesion or sticking together as with a glutinous

1.2 This standard does not purport to address all of the 3 1 2 cohesive forcen—in a textile strand the force re-
safety concerns, if any, associated with its use. It is thgired to overcome fiber cohesion as the strand is being
responsibility of the user of this standard to establish approedquced in linear density.
priate safety and health practices and determine the applica- 3.1 2.1 Discussior—In dynamic tests, cohesive force is the
bility of regulatory limitations prior to use. force required to maintain drafting in a roving, sliver, or top. In
static tests, cohesive force is measured while a test specimen is

2. Referenced Documents e " ;
held in fixed position between two slowly separating clamps.

2.1 ASTM Standards: _ 3.1.3roving, n—a loose assemblage of fibers drawn or
D 123 Terminology Relating to Textilés rubbed into a single strand, with very little twist. In spun yarn
D 519 Test Method for Length of Fiber in Wool Tép systems, the product of the stage, or stages, just prior to
D 1440 Test Method for Length and Length Distribution of spinning.
Cotton Fibers (Array Method) ] . 3.1.4 sliver, n—a continuous strand of loosely assembled
D 1447 Test Method for Length and Length Uniformity of fipers that is approximately uniform in cross-sectional area and
Cotton Fibers by Fibrograph Measurentent without twist.
D 1575 Test Method for Fiber Length of Wool in Scoured 3 1 5 tenacity n—in a tensile testthe force exerted on the
Wool and in Card Sliver , , specimen based on the linear density of the unstrained speci-
D 1776 Practice for Conditioning Textiles for Testfng men.
D 2258 Practice for Sampling Yarn for Testﬁjg _ 3.1.5.1Discussior—In this method, tenacity is a drafting
D 2612 Test Method for Fiber Cohesion in Sliver and Top intenacity, the stress required to slide or pull fibers apart without
Static TeSté, , , drawing or stretching them.
D 3333 Practice for Sampling Man-Made Staple Fibers, 31 6'top, n—(1) worsted process—a sliver in which the
Sliver, or Tow for Testing fibers have been parallelized, and usually combgyi;nfan-

D 3660 Test Method for Staple Length of Man-Made Fi- nade fibers or tow to top process sliver obtained by

bers, Average and Distribution (Fiber Array Methbd) drafting, along with breaking or cutting a multifilament tow.
D 3661 Test Method for Staple Length of Man-Made Fi- (See alsavool top)

bers, Average and Distribution (Single-Fiber Length Ma-" 3 1 7 For definitions of terms related to force and deforma-

chine Methq(ﬁ . _tion in textiles refer to Terminology D 4848. For definitions of
D 4848 Terminology Relating to Force and Deformation giher textile terms used in this test method refer to Terminol-
Properties of Textiles ogy D 123.

4. Summary of Test Method
! This test method is under the jurisdiction of ASTM Committee D13 on Textiles . . L . -
and is the direct responsibility of Subcommittee D13.58 on Yarn and Fiber Test 4.1 This test method prowdes an indication of the ab"'ty of

Methods. fibers to hold together by measuring the force required to slide
Current edition approved May 15, 1995. Published July 1995. Originally fibers in a direction parallel to their length. Specific lengths of
published as D 4120 - 82. Last previous edition D 4120 - 93. roving, sliver, or top are drafted between two pairs of rollers,

2 Annual Book of ASTM Standardgol 07.01. s ] ! X 4
2 Annual Book of ASTM Standardéol 07.02. with each pair moving at a different peripheral speed. The draft
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forces are recorded. Test specimens are then weighed and the Apparatus and Materials

linear density calculated. Drafting tenacity, calculated as the g 1 Cohesion Metét with rollers and controls for varying
draft resisting force per unit linear density, is considered to bgyrafts and rates of drafting.

a measure of the dynamic fiber cohesion. 6.2 Tensiometel, with accessory equipment including
o measuring heads, integrator, (or computer or programmable
5. Significance and Use calculator), and recorder for sensing, accumulating, and re-

5.1 Test Method D 4120 for the determination of cohesiorcording drafting forces.
in sliver, roving, or top in dynamic tests may be used for the -3 Calibration Mass 1 kg, NBS Class T.
acceptance testing of commercial shipments but caution is 64 Tachome_tercapable of measuring roll surface speed to
advised since information on between-laboratory precision igwthln 0.1 m/min.

lacking. Comparative tests as directed in 5.1.1 may be advis- 6.'5 Balan_ce with Sl."fﬁ.c'em (():apacny and sensitivity to
able. weigh specimens to within 0.1 % of specimen mass.

5.1.1 In case of a dispute arising from differences in7. Sampling

reported test results when using Test Method D 4120 for 71 | ot Sampling—As a lot sample for acceptance testing,
acceptance testing of commercial shipments, the purchaser afigke at random the number of shipping containers directed in
the supplier should conduct comparative tests to determine the applicable material specification or other agreement be-
there is a statistical bias between their laboratories. Competeftieen the purchaser and supplier, such as an agreement to use
statistical assistance is recommended for the investigation #fractice D 3333 or Practice D 2258. Consider shipping con-
bias. As a minimum, the two parties should take a group of tesfainers to be the primary sampling units.

specimens which are as homageneous as possible and Wh'dhom 2—An adequate specification or other agreement between the

are from a lot of material of the type in question. The teS’tpurchaser or supplier requires taking into account the variability between
specimens should then be randomly assigned in equal numbefisipping units, between packages, ends or other laboratory sampling unit
to each laboratory for testing. The average results from the twwithin a shipping unit if applicable, and within specimens from a single
laboratories should be compared using Studerist and an pgckage, eno_l or other Iabora}tory sampling unit7 to provide a sampling p_Ian
acceptable probability level chosen by the two parties befor%/e'\t/re‘I aanm deﬁmir:%fglngriﬂ;ﬁreieTSk' consumer's risk, acceptable quality
the testing began. If a bias is found, either its cause must be _° '
found and corrected or the purchaser and the supplier must /-2 Laboratory Sample-As a laboratory sample for ac-
agree to interpret future test results in the light of the knowrgeptance testing, take at random from each shlpp[ng container
bias. in the lot sample the number of laboratory sampling units as
. . . i irected in an applicable material specification or other agree-

5.2 The cohesive forces overcome in continuous drafting °ﬁ1ent between purchaser and supplier such as an agreement to
slivers, rovings, or tops are affected by surface lubricants anflse practice D 3333 or Practice D 2258. Preferably, the same
such fiber properties as linear density, surface configuration,ymper of laboratory sampling units are taken from each
fiber length, fiber crimp, and fiber-frictional characteristics.  shipping container in the lot sample. If differing numbers of

5.2.1 The concept of drafting is one of the most importaniaboratory sampling units are to be taken from shipping
principles in the production of yarn from fibrous raw stock. containers in the lot sample, determine at random which

5.2.2 The values of force to maintain drafting determined byshipping containers are to have each number of laboratory units

this method are induced by mechanical means similar to thog@rawn. ) )
used in textile processing. 7.2.1 Each laboratory sampling unit should be at least 100 m

5.2.3 The attenuation of textile fiber strands while in motionlong'

. . . . 7.3 Test SpecimensFrom each laboratory sampling unit,
closely approximates actual textile processing conditions, an ke one specimen. If the standard deviation determined for the

the rel_ative values of force may be used to predict processm%boratory sample is more than a value agreed upon between
behaviors. the purchaser and supplier, continue testing one specimen from

5.3 Fiber cohesion is affected by the alignment of fiber ineach unit in the laboratory sample until the standard deviation
the textile strand and strand compaction in addition to theor all specimens tested is not more than the agreed to value or,
factors listed in 5.2. Although fibers are more nearly aligned inby agreement, stop testing after a specified number.
draw sliver than in card sliver, the draw sliver is more compact. . o ]

Thus, for a given production run, the drafting forces are highef: Preparation and Calibration of Equipment
for draw sliver than for card sliver. 8.1 Install the tensiometer measuring head in the cohesion

5.4 In addition to the aforementioned effects on draftingMeter. Selection of the proper capacity head may be deter-
forces, the direction of specimen movement through draftindn'”ed, by trlal' tests on the materials to be tested, or previous
rollers may give different drafting force. Fibers in slivers may €XPerience with a given product.
have hooks of varying severity at one or both ends. Passage
through drafting rollers results in higher drafting forces when _ _ _

. . . . - Instruments and accessories meeting these requirements are manufactured by
the predommance of fiber hooks are oriented in the tralllng?othschild, Zurich, Switzerland, and may be obtgwed from Lawson-Hegphill
mode of the strand. Sales, Inc., P.O. Drawer 6388, Spartanburg.-SC 29 (:umer‘f1
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