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Standard Terminology Relating to

Petroleum Products, Liquid Fuels, and Lubricants1

This standard is issued under the fixed designation D4175; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A

superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the U.S. Department of Defense.

1. Scope*

1.1 This terminology standard covers the compilation of

terminology developed by Committee D02 on Petroleum

Products, Liquid Fuels, and Lubricants, except that it does not

include terms/definitions specific only to the standards in

which they appear.

1.1.1 The terminology, mostly definitions, is unique to

petroleum, petroleum products, lubricants, and certain products

from biomass and chemical synthesis. Meanings of the same

terms outside of applications to petroleum, petroleum products,

and lubricants can be found in other compilations and in

dictionaries of general usage.

1.1.2 The terms/definitions exist in two places: (1) in the

standards in which they appear and (2) in this compilation.

1.2 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Terminology

2.1 Alphabetical listing of terms with definitions for each

term showing attributions as to source and subcommittee

jurisdiction is in bold print following the definition. Those

showing no attributes are under the jurisdiction of Subcommit-

tee CS 95.

1,3-butadiene—hydrocarbon product containing more than

99 % 1,3-butadiene. [D02.D0] D5274

abrasion, n—wear by displacement of material caused by hard

particles or hard protuberances. [D02.96] D7684, D7690

abrasive wear, n—wear due to hard particles or hard protu-

berances forced against and moving along a solid surface.

[D02.B0] D4998; [D02.L0] D5182

DISCUSSION—Also called cutting wear in some instances such as

machining swarf. [D02.96] D7898

absorbance, n—logarithm to the base 10 of the ratio of the

reciprocal of the transmittance. [D02.03] D7740

absorbance, (A), n—the molecular property of a substance that

determines its ability to take up radiant energy, expressed by:

A 5 log10~1 ⁄ T! 5 2log10~T!

where T is the transmittance.

DISCUSSION—Absorbance expresses the excess absorption over that

of a specified reference or standard. It is implied that compensation has

been affected for reflectance losses, solvent absorption losses, and

refractive effects, if present, and that attenuation by scattering is small

compared with attenuation by absorption. [D02.14] D7996

absorbance, A, n—the molecular property of a substance that

determines its ability to take up radiant power, expressed by:

A 5 log10 ~1/T! 5 2log10T

where T is the transmittance.

DISCUSSION—Absorbance expresses the excess absorption over that

of a specified reference or standard. It is implied that compensation has

been affected for reflectance losses, solvent absorption losses, and

refractive effects, if present, and that attenuation by scattering is small

compared with attenuation by absorption. [D02.04] D2008

absorbance (A), n—the logarithm to the base 10 of the

reciprocal of the transmittance, (T).

A 5 log10 ~1/T! 5 2log10T

DISCUSSION—Absorbance is a measure of the capacity of a substance

to absorb light of a specific wavelength. [D02.25] D8470

absorptivity, a, n—the specific property of a substance to

absorb radiant power per unit sample concentration and path

length, expressed by:

a 5 Af/bc

where:

A = the absorbance,
f = the dilution factor,
b = sample cell path length, and
c = the quantity of absorbing substance contained in a

volume of solvent.

[D02.04] D2008
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absorptivity, n—the absorbance divided by the product of the

concentration of the substance and the sample pathlength, a

= A/(bc). The units of b and c shall be specified. [D02.25]

D8321

acceptance limit (AL), n—a numerical value that defines the

point between making the property conformance or non-

conformance to a specification decision.
DISCUSSION—The AL is not necessarily the specification limit. It is a

value that takes into account the specification limit, the test method

precision, and the desired probability of making the conformance to

specification decision if the true value (see 3.1.17) of the property is at

the specification limit. [D02.94] D3244

accepted reference value (ARV), n—value that serves as an

agreed-upon reference for comparison and that is derived as

(1) a theoretical or established value, based on scientific

principles, (2) an assigned value, based on experimental

work of some national or international organization, such as

the U.S. National Institute of Standards and Technology

(NIST), or (3) a consensus value, based on collaborative

experimental work under the auspices of a scientific or

engineering group. [D02.04] D6596; [D02.25] D8340;

[D02.94] D8428
DISCUSSION—In the context of this test method, accepted reference

value is understood to apply to the cetane number of specific reference

materials determined empirically under reproducibility conditions by

the National Exchange Group or another recognized exchange testing

organization. [D02.01] D613

DISCUSSION—In the context of this test method, accepted reference

value is understood to apply to the ignition delay of specific reference

materials determined under reproducibility conditions by collaborative

experimental work. [D02.01] D6890

DISCUSSION—In the context of this test method, accepted reference

value is understood to apply to the Motor octane number of specific

reference materials determined empirically under reproducibility con-

ditions by the National Exchange Group or another recognized ex-

change testing organization. [D02.01] D2700

DISCUSSION—In the context of this test method, accepted reference

value is understood to apply to the Research octane number of specific

reference materials determined empirically under reproducibility con-

ditions by the National Exchange Group or another recognized ex-

change testing organization. [D02.01] D2699

DISCUSSION—In the context of this test method, accepted reference

value is understood to apply to the supercharge and octane number

ratings of specific reference materials determined empirically under

reproducibility conditions by the National Exchange Group or another

recognized exchange testing organization. [D02.01] D909

DISCUSSION—In the context of this test method, accepted reference

value is understood to apply to standard fuel or check fuel average

research or motor octane numbers determined under reproducibility

conditions by a recognized exchange testing organization having a

minimum of 16 participants. [D02.01] D2885

DISCUSSION—In the context of this method, accepted reference value

is understood to apply to the ignition delay and the combustion delay

of specific reference materials determined under reproducibility condi-

tions by collaborative experimental work. [D02.01] D7668

accepted reference value (ARV), n—a value that serves as an

agreed-upon reference for comparison, and which is derived

as: (1) a theoretical or established value, based on scientific

principles, (2) an assigned or certified value, based on

experimental work of some national or international

organization, or (3) a consensus or certified value, based on

collaborative experimental work under the auspices of a

scientific or engineering group. [D02.25] D3764

accepted reference value, ARV—a value that serves as an

agreed upon reference for comparison, and which is derived

as: (1) a theoretical or established value, based on scientific

principles, (2) an assigned value, based on experimental

work of some national or international organization such as

the U.S. National Institute of Standards and Technology

(NIST), or (3) a consensus value, based on collaborative

experimental work under the auspices of a scientific or

engineering group. [D02.94] D6792

accommodation cracks, n—(also referred to as Mrozowski-

like cracks) cracks and voids formed between basal planes

and at domain interfaces throughout the graphite microstruc-

ture from thermal contraction of the graphite during

carbonization/graphitization (sometimes referred to as calci-

nation cracks), from chemical decomposition of the liquid

crystal hydrocarbon precursor in graphite manufacture (also

referred to as calcination cracks) and following cooling after

graphitization (manufacture). In irradiated graphite, they

also comprise cracks arising from anisotropic responses to

irradiation. [D02.F0] D8075

accuracy, n—the closeness of agreement between a test result

and an accepted reference value. [D02.91] D8164;

[D02.07] D8278; [D02.94] D6792

acid number, n—the quantity of a specified base, expressed in

milligrams of potassium hydroxide per gram of sample,

required to titrate a sample in a specified solvent to a

specified endpoint using a specified detection system.

[D02.06] D8045; [D02.09] D943
DISCUSSION—In this test method, the acid number is calculated from

the number of drops required to produce a change in solution color

from blue-green to orange, compared to the number of drops required

to produce an identical color change using a reference standard.

Because this is a direct comparison method, the acid number value can

be reported in milligrams of potassium hydroxide per gram of sample.

[D02.06] D5770

DISCUSSION—In this test method, the indicator is p-naphtholbenzein

titrated to a green/green-brown end point in a toluene-water-

isopropanol solvent. [D02.06] D974

DISCUSSION—In this test method, the solvent is a toluene-water-

isopropanol mixture and the end point is determined when a green/

green brown color is obtained using the specified p-naphtholbenzein

indicator solution. [D02.06] D3242

DISCUSSION—This test method expresses the quantity of base as

milligrams of potassium hydroxide per gram of sample, that is required

to titrate a sample in a mixture of toluene and propan-2-ol to which a

small amount of water has been added from its initial meter reading in

millivolts to a meter reading in millivolts corresponding to an aqueous

basic buffer solution or a well-defined inflection point as specified in

the test method. [D02.06] D664

DISCUSSION—This test method provides additional information. The

quantity of base, expressed as milligrams of potassium hydroxide per

gram of sample, required to titrate a sample in the solvent from its

D4175 − 23a

2

Full document details: ASTM D4175-23a

http://www.avadocuments.com/doc/astm-d4175-23a
http://www.avadocuments.com/doc/astm-d4175-23a


initial meter reading in millivolts to a meter reading in millivolts

corresponding to a freshly prepared aqueous acidic buffer solution or a

well-defined inflection point as specified in the test method shall be

reported as the strong acid number. [D02.06] D664

DISCUSSION—The causes and effects of the so-called strong acids and

the causes and effects of the other acids can be very significantly

different. Therefore, the user of this test method shall differentiate and

report the two, when they are found. [D02.06] D664

acidity, n—the quality, state, or degree of being acid.

DISCUSSION—The amount of acid titrated with a base (NaOH or

KOH) in a sample of ethanol or ethanol blend with gasoline, calculated

as acetic acid in mg/kg (ppm mass). [D02.06] D7795

action limit, n—for multivariate spectroscopic analyzers used

in the analysis of liquid petroleum products and fuels, the

limiting value from an instrument performance test, beyond

which the analyzer is expected to produce potentially invalid

results. [D02.25] D6122

action limit, n—for multivariate spectroscopic analyzers used

in the analysis of liquid petroleum products and fuels, the

limiting value from an instrument performance test, beyond

which the multivariate spectroscopic analyzer is expected to

produce potentially invalid results. [D02.25] D8470

activated sludge, n—the precipitated solid matter, consisting

mainly of bacteria and other aquatic microorganisms, that is

produced at a domestic wastewater treatment plant and is

used primarily in secondary sewage treatment to microbially

oxidize dissolved organic matter in the effluent.

[D02.12] D6731, D6139, D6384

activation energy (Ea), n—measure of temperature effects on

the rate of oxidation in the kinetic, or chemical control,

regime. Activation energy is calculated from the Arrhenius

equation:

OR 5 Zexp~2Ea/RT!

where:

OR = oxidation rate,
R = 8.314 J mole-1 K-1 is the universal gas constant,
T = absolute temperature (in Kelvin), and
Z = pre-exponential factor.

The activation energy and pre-exponential factor are calcu-

lated from linearized form of Arrhenius equation, that is, from

the slope and intercept of the linear plot of the logarithm of

oxidation rate versus the inverse of absolute temperature (1/T):

log10 ~OR! 5 log10 Z 2 Ea/~2.303 RT!
Activation energy is expressed in units of kJ/mol. Pre-
exponential factor is expressed in the same units as the oxi-
dation rates, namely g h-1 m-2 (for Za calculated from area-
normalized oxidation rates, ORa) or g g-1 h-1 (for Zw

calculated from weight-normalized oxidation rates, ORw).

[D02.F0] D7542

active grease-sampling device, n—device designed to take an

active sample of a lubricating grease from a bearing, gear, or

drive shaft located in a grease-lubricated component.

[D02.G0] D7718

active sampling, v—to use a sampling device to actively

gather an in-service lubricating grease sample from a grease-

lubricated component. [D02.G0] D7718

actuate, v—to hold the interior cylinder of the active grease-

sampling device while pushing the exterior cylinder forward

toward the grease-lubricated component that is being

sampled allowing lubricating grease to fill the sampling

device. [D02.G0] D7718

acute ecotoxicity, n—the propensity of a material to produce

adverse behavioral, biochemical, or physiological effects in

non-human organisms or populations in a short period of

time, usually not constituting a substantial portion of the life

span of the organism. [D02.N0] D6046; [D02.12] D8324

acute ecotoxicity, n—the propensity of a test material to

produce adverse behavioral, biochemical, or physiological

effects in non-human organisms or populations in a short

period, usually not constituting a substantial portion of their

life span. [D02.N0] D8029

acute ecotoxicity test, n—a comparative ecotoxicity test in

which a representative subpopulation of organisms is ex-

posed to different treat rates of a test material and is observed

for a short period, usually not constituting a substantial

portion of their life span. [D02.N0] D8029

acute toxicity test, n—a comparative test in which a represen-

tative subpopulation of organisms is exposed to different

treat rates of a test material and is observed for a short period

usually not constituting a substantial portion of their life

span. [D02.12] D6081

additive, n—a material added to another, usually in a small

amount, to impart or enhance desirable properties or to

suppress undesirable properties. [D02.B0] D6681

additive, n—in fuel oils, a substance added to fuel oil at a blend

level not greater than 1 % by volume of the finished fuel.
DISCUSSION—Additives are generally included in finished fuel oil to

enhance performance properties (for example, stability, pour point, and

so forth).

DISCUSSION—Additives that contain hydrocarbon oil blended with

other substances may exclude the hydrocarbon oil portion for determi-

nation of the volume percent of the finished fuel.

DISCUSSION—Triglycerides (for example, vegetable oils, animal fats,

greases, and so forth) have been found to cause fouling of fuel oil

burning equipment, and triglycerides are therefore not allowed as

additives or components of additives. [D02.E0] D396

additive, n—in diesel fuels, a substance added to diesel fuel at

a blend level not greater than 1 % by volume of the finished

fuel.
DISCUSSION—Additives are generally included in finished diesel fuel

to enhance performance properties (for example, cetane number,

lubricity, cold flow, etc.).

DISCUSSION—Additives that contain hydrocarbon oil blended with

other substances may exclude the hydrocarbon oil portion for determi-

nation of the volume percent of the additive in the finished fuel.

DISCUSSION—Triglycerides (for example, vegetable oils, animal fats,

greases, and so forth) have been found to cause fouling of fuel oil
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burning equipment. Similar fouling is expected in diesel engine

applications and triglycerides are therefore not allowed as additives or

components of additives. [D02.E0] D975

additive, n—in liquid fuels, a component used in a finished fuel

at 1 % by volume (volume fraction) or less that is included

to enhance performance properties of the fuel or to comply

with a requirement of the finished fuel.

DISCUSSION—Dilution of an additive to facilitate handling may be

needed. The volume of the diluent is not considered part of the dosage

of the additive for the purpose of determining the concentration of the

additive. [Coordinating Subcommittee D02.95]

additive, n—in aviation turbine fuel, a substance added to a

base aviation turbine fuel in relatively small amounts that

either enables that base aviation turbine fuel to meet the

applicable specification properties or does not alter the

applicable specification properties of that base aviation

turbine fuel beyond allowable limits. [D02.J0] D4054

adenosine monophosphate (AMP), n—molecule formed by

the removal of two molecules of phosphate (one pyrophos-

phate molecule) from ATP. [D02.14] D7463, D7687

adenosine triphosphate (ATP), n—molecule comprised of a

purine and three phosphate groups, that serves as the primary

energy transport molecule in all biological cells.

[D02.14] D7463, D7687

adhesive wear (scuffing), n—wear due to localized bonding

between contacting solid surfaces leading to material trans-

fer between the two surfaces or loss from either surface.

[D02.B0] D8074; [D02.L0] D5182

adiabaticity, n—the condition in which there is no significant

gain or loss of heat throughout the length of the column.
DISCUSSION—When distilling a mixture of compounds as is the case

of crude petroleum, there will be a normal increase in reflux ratio down

the column. In the case where heat losses occur in the column, the

internal reflux is abnormally greater than the reflux in the head. The

opposite is true when the column gains heat, as with an overheated

mantle. [D02.08] D2892

adjustment, n—operation of bringing the portable digital

density meter to a state of performance suitable for its use,

by setting or adjusting the instrument constants.

[D02.04] D7777

aerobe, n—an organism that requires oxygen to remain meta-

bolically active.
DISCUSSION—Aerobes use oxygen as their terminal electron acceptor

in their primary energy-generating metabolic pathways. Aerobes re-

quire oxygen for survival, using aerobic metabolic processes to

generate energy for growth and survival. [D02.C0.01] D8506;

[D02.14] D6469

aerobic, adj—(1) taking place in the presence of oxygen; (2)

living or active in the presence of oxygen.

[D02.12] D5864, D6006, D6139, D6731;

[D02.N0] D6046; [D02.14] D8070

agglomerate, n—in manufactured carbon and graphite prod-

uct technology, composite particle containing a number of

grains. [D02.F0] D8075

aggressiveness index (A.I.), n—the value computed from the

sum of the pH + log alkalinity + log hardness of water

sample where both alkalinity and hardness are reported as

milligram CaCO3 L-1.

DISCUSSION—As A.I. decreases, water becomes more corrosive. At

A.I. ≥ 12, water is noncorrosive. At 10 ≤ A.I. < 12, water is moderately

corrosive. At A.I. < 10, water is strongly corrosive. [D02.C0.01]

D8506

aggressiveness index (A.I.), n—the value computed from the

sum of the pH + log alkalinity + log hardness of water

sample where both alkalinity and hardness are reported as

milligrams CaCO3L.

DISCUSSION—As A.I. decreases, water becomes more corrosive. At

A.I. ≥ 12, water is noncorrosive. At 10 ≤ A.I. < 12, water is moderately

corrosive. At A.I. < 10, water is strongly corrosive. [D02.14] D6469

air-fuel ratio, n—in internal combustion engines, the mass

ratio of air-to-fuel in the mixture being induced into the

combustion chambers.

[D02.B0] D6593, D6709, D6837, D7589, D8111, D8114,

D8226, D8350

DISCUSSION—In this test method, air-fuel ratio (AFR), is controlled

by the EEC IV engine control module. [D02.B0] D6593

alarm, n—means of alerting the operator that a particular

condition exists. [D02.96] D7720

aliquot, n—portion of sample being tested that is a represen-

tative portion of the whole. [D02.25] D7808

all-levels sample, n—a sample obtained by lowering the closed

sampling device to the bottom of the outlet suction level, but

always above free water, then opening the sampler and

raising it at a uniform rate such that it is between 70 % and

85 % full when withdrawn from the product. Alternatively,

all-levels samples may be taken with samplers designed for

filling as they pass downward through the product.

DISCUSSION—If required by the test method, the sampler may be

greater than 85 % full when withdrawn but in no case shall it be

completely full. In these cases, take special handling precautions to

consider the hazards associated with product thermal expansion.

[D02.02] D4057

alloy, n—unique composition of two or more metals that has

one or more of the metals treated or processed in a special

way to confer enhanced performance characteristics on the

resulting material. [D02.96] D8182

alpha corrections, n—influence correction factors that com-

pensate for inter-element X-ray matrix effects; alpha correc-

tions may be determined by best-fit regression, XRF Funda-

mental Parameters (FP), or XRF theory (called theoretical

alphas). [D02.03] D8252

alternative blendstock, n—in diesel fuels and fuel oils, a

non-hydrocarbon oil substance added to diesel fuel or fuel

oil at blend levels greater than 1 % by volume of the finished

fuel.

DISCUSSION—An alternative blendstock should normally have an

industry consensus standard or an annex in this specification that

defines its physical and chemical properties.
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DISCUSSION—See Appendix X3 for guidance regarding new materials

for No. 1 and No. 2 grades of fuel oils. [D02.E0] D396

alternative blendstock, n—in diesel fuels and fuel oils, a

non-hydrocarbon oil substance added to diesel fuel and fuel

oil at blend levels greater than 1 % by volume of the finished

fuel.
DISCUSSION—An alternative blendstock should normally have an

industry consensus standard or an annex in this specification that

defines its physical and chemical properties.

DISCUSSION—See Appendix for guidance regarding new materials for

#1-D and #2-D grades of diesel fuels. [D02.E0] D975

amine number of reference fuels above 100, AN,

n—determined in terms of the weight percent of

3-methylphenylamine in reference grade isooctane (2,2,4-

trimethylpentane). For example, 5 % of

3-methylphenylamine in reference grade isooctane has an

amine number of 105 (AN 105). No attempt has been made

to correlate performance number of leaded reference fuels to

the amine number of unleaded reference fuels, and none is

implied. [D02.J0] D6424, D6812

amplicon, n—the product of the qPCR reaction resulting from

the amplification of a genetic target using a particular pair of

primers. [D02.14] D8412

ampule, n—a glass vessel for the storage of liquid materials,

possessing a long narrow neck for the purpose of providing

a flame-sealed closure. [D02.04] D6596

anaerobe, n—an organism that cannot grow or proliferate in

the presence of oxygen.
DISCUSSION—Anaerobes use molecules other than oxygen in their

primary energy-generating metabolic pathways, such as sulfate, nitrate,

ketones, and other high-energy organic molecules. Although anaerobes

may survive in the presence of oxygen, anaerobic growth typically

occurs only in an oxygen depleted environment. [D02.C0.01]

D8506; [D02.14] D6469

anaerobic, adj—(1) taking place in the absence of oxygen; (2)

living or active in the absence of oxygen.

[D02.12] D6006; [D02.N0] D6046

analysis, n—in multivariate spectroscopic measurement, the

process of applying the multivariate model to a spectrum,

preprocessed as required, to predict a component concentra-

tion value or property, the prediction being referred to herein

as a Predicted Primary Test Method Result (PPTMR).

[D02.25] D8321, D8340

analysis cycle time, n—the period of time required to properly

obtain and analyze a representative sample of the process

stream material. [D02.25] D6624

analysis sample, n—the reduced and divided representative

portion of the bulk sample, prepared for use in the

laboratory. [D02.05] D4930, D6969

analyte, n—a specific compound to be measured quantitatively

in a mixture of compounds. [D02.04] D7920

analytical column, n—a chromatographic column used to

further separate a specific analyte from a mixture of com-

pounds which can coelute in the primary column.

[D02.04] D7920

analytical column, n—porous layer open tubular (PLOT)

column with a stationary phase selective for oxygenates; it is

used to resolve methanol from 1-propanol to provide accu-

rate quantitative results. [D02.04] D7059

analytical detector, n—a device used to quantify the com-

pounds of interest after they elute from the analytical

column. [D02.04] D7920

analytical measurement system, n—a collection of one or

more components or subsystems, such as sample handling

and preparation, test equipment, instrumentation, display

devices, data handlers, printouts or output transmitters, that

are used to determine a quantitative value of a specific

property for an unknown sample in accordance with a

standard test method. [D02.94] D7372

analytical measurement system, n—a collection of one or

more components or subsystems, such as samplers, test

equipment, instrumentation, display devices, data handlers,

and printouts or output transmitters, that is used to determine

a quantitative value of a specific property for an unknown

sample in accordance with a test method.

[Subcommittee D02.94]
DISCUSSION—ASTM or ISO standard test methods are examples of a

test method.

DISCUSSION—In the context of this test method, the analytical

measurement system is comprised of the knock testing unit, automated

analyzer system, and any auxiliary equipment required for the safe

operation of the engine. [D02.01] D2885

analyzer, n—see analyzer system. [D02.25] D3764, D6122,

D7808, D8321, D8340

analyzer system, n—for equipment in the analysis of liquid

petroleum products and fuels, all piping, hardware,

computer, software, instrument, linear correlation or multi-

variate model required to analyze a process or product

sample; the analyzer system may also be referred to as the

analyzer, or the total analyzer system.
DISCUSSION—Online analyzers that utilize extractive sampling in-

clude sample loop, sample conditioning system and excess sample

return system.

DISCUSSION—At-line, field and laboratory analyzers include the

instrument and all associated sample introduction apparatuses.

[D02.25] D8340

analyzer system, n—for equipment in the analysis of liquid

petroleum products and fuels, all piping, hardware,

computer, software, instrument, linear correlation or multi-

variate model required to analyze a process or product

sample; the analyzer may also be referred to as the analyzer

system, or the total analyzer system.
DISCUSSION—Online analyzers that utilize extractive sampling in-

clude sample loop, sample conditioning system and excess sample

return system (see Fig. 1 in D3764 for example). Online analyzers that

utilize insertion probes include fiber optics and sample probes.

DISCUSSION—At-line, field and laboratory analyzers include the

instrument and all associated sample introduction apparatuses.

[D02.25] D3764
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analyzer system, n—for equipment in the analysis of liquid

petroleum products and fuels, all piping, hardware,

computer, software, instrument, linear correlation or multi-

variate model required to analyze a process or product

sample; the analyzer system may also be referred to as the

analyzer, or the total analyzer system.

DISCUSSION—Online analyzers that utilize extractive sampling in-

clude sample loop, sample conditioning system and excess sample

return system (see Fig. 1 in D3764 for example). Online analyzers that

utilize insertion probes include fiber optics and sample probes.

DISCUSSION—At-line, field and laboratory analyzers include the

instrument and all associated sample introduction apparatuses.

[D02.25] D6122, D7808, D8321

analyzer unit response time, n—time interval between the

introduction of a step change in property characteristic at the

inlet of the analyzer unit and when the analyzer output

indicates a value corresponding to 99.5 % of the subsequent

change in analyzer results. [D02.25] D7453

DISCUSSION—For continuous and intermittent analyzers with suffi-

ciently short cycle times, the total analyzer response time is the

analyzer dead time plus 5.3 times the analyzer unit time constant. For

intermittent analyzers with long cycle times, the analyzer unit response

time is effectively equal to the analyzer unit cycle time. For intermittent

analyzers with intermediate cycle times, the analyzer unit response time

should be defined as the multiple of the analyzer unit cycle time needed

to exceed 99.5 % response.

[D02.25] D3764

Anderson-Darling Resolution Sensitive Statistic, ADrs,

n—a goodness-of-fit statistical tool used to objectively test

for normality of proficiency testing data.

DISCUSSION—ADrs is a modified version of the Anderson-Darling

Statistic (see D6299) and was developed specifically for use in

assessing normality in proficiency test program data. The ADrs statistic

assesses normality regardless of the adequacy of data measurement

resolution relative to the overall variation in the dataset.

[D02.94] D7372

aniline point, n—the minimum equilibrium solution tempera-

ture for equal volumes of aniline and sample. [D02.04] D611

annulus—a cut gasket shape consisting of two concentric

circles of known geometry. [D02.B0] F118

anoxic, adj—oxygen free. [D02.C0.01] D8506; [D02.14]

D6469

anti-Stokes line (band), n—a Raman line (band) that has a

frequency higher than that of the incident monochromatic

beam. [D02.25] D8321

antibody, n—an immunoglobulin, a protein that is produced as

a part of the immune response which is capable of specifi-

cally combining with the antigen.

DISCUSSION—In the context of this test method, antibodies created for

this purpose are utilized in conjunction with visual indicators to detect

presence of microbial antigens. [D02.14] D8070

antifreeze, n—antifreeze is typically a dilution of ethylene

glycol and possibly other glycols, and additives, in water to

act as a machine coolant. 1,2-propanediol is found in some

antifreeze formulations. [D02.04] D7922

antigen, n—a substance that stimulates the host to produce an

immune response. In the context of this test method, specific

antigens are detected as indicators of microbial

contamination. [D02.14] D8070

antiknock index, n—the arithmetic average of the Research

octane number (RON) and Motor octane number (MON),

that is, (RON + MON) ⁄2. [D02.A0] D4814

antimicrobial, n—see biocide. [D02.C0.01] D8506; [D02.14]

D6469

antinodes, n—two or more locations that have local maximum

displacements, called antinodes, in an unconstrained slender

rod or bar in resonance. For the fundamental flexure

resonance, the antinodes are located at the two ends and the

center of the specimen. [D02.F0] C747

API gravity, n—a special function of relative density 60/60 °F

(15.56/15.56 °C), represented by:

°API 5 @141.5 ⁄ ~r e l a t i v e d e n s i t y 60 ⁄ 60 ° F!#

2 131.5

[D02.02] D287

API gravity, n—special function of relative density (specific

gravity) SG60 °F ⁄60 °F, represented by:

°API=141.5/~SG60 ° F/60 ° F! 2 131.5

DISCUSSION—Relative density SG15 °C ⁄15 °C is also applied.

[D02.04] D7777

apparent density, n—the weight per unit volume of a

substance, including voids inherent in the material tested.

[D02.05] D5502

apparent viscosity, n—the determined viscosity obtained by

use of this test method.

[D02.07] D3829, D4684, D5133, D6821, D6896
DISCUSSION—Apparent viscosity may vary with the spindle speed

(shear rate) of a rotational viscometer if the fluid is non-Newtonian. See

Appendix X1 for a brief explanation. [D02.07] D2983

DISCUSSION—In all cases the term “viscosity” implies that the value

is the “apparent viscosity.” [D02.07] D8210

DISCUSSION—Apparent viscosity may vary with the spindle speed

(shear rate) of a rotational viscometer when the fluid is non-Newtonian.

[D02.07] D8210

apparent viscosity, n—of a lubricating grease is the ratio of

shear stress to shear rate calculated from Poiseuille’s

equation, and is measured in poises. [D02.G0] D1092

apparent viscosity, n—the viscosity determined by this test

method and expressed in milliPascal seconds. Its value may

vary with the spindle and rotational speed selected because

many hot melts are non-Newtonian. [D02.10] D3236

apparent viscosity, n—the viscosity obtained by use of this

test method. [D02.07] D7110

apparent viscosity, n—viscosity of a non-Newtonian liquid

determined by this test method at a particular shear rate and

shear stress. [D02.07] D4683, D4741, D5481

area slice, n—area under a chromatogram within a specified

retention time interval. [D02.04] D7096
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area slice, n—in gas chromatography, the area, resulting from

the integration of the chromatographic detector signal,

within a specified retention time interval. [D02.04] D7798

area-normalized oxidation rate (ORa), n—rate of weight loss

due to oxidation of a machined test specimen at a given

temperature, divided by the nominal geometric surface area

of the specimen.

DISCUSSION—The rate of weight loss is determined by a linear fit of

the weight loss plotted against time in the range from 5 % to 10 % loss

of original specimen weight. The units of area-normalized oxidation

rate, ORa, are g h-1 m-2. [D02.F0] D7542

area-normalized standard oxidation rate (SORa), n—value

of area normalized oxidation rate corresponding to 1 %

weight loss in 24 h. Area-normalized standard oxidation rate,

SORa, depends on the initial specimen density. For carbon

and graphite samples (density 1.2 – 2.2 g cm-3) SORa varies

between 2 and 4 g h-1 m-2. [D02.F0] D7542

aromatics, n—in high performance liquid chromatography,

aromatic hydrocarbon components, minus polar material,

that has a longer retention time than saturates on the

specified polar columns, but can be removed as a single peak

by backflushing the columns with heptane.

DISCUSSION—Generally, aromatic hydrocarbons contain 1 to 4 rings.

[D02.04] D7419

aromatics fraction, n—portion of the sample desorbed with

the polar eluants. The aromatics fraction is divided into

nonpolar and polar based. They may contain aromatics,

condensed naphthenic-aromatics, aromatic olefins, and com-

pounds containing sulfur, nitrogen, and oxygen atoms.

[D02.12] D7373

as-calcined particles, n—of coke, those particles that have not

been subject to laboratory crushing. [D02.05] D7454

aseptic, adj—sterile, free from viable microbiological

contamination. [D02.14] D6974, D7463, D7464, D7687

ash, n—in carbon and graphite technology, residue remaining

after oxidation of a carbon or graphite. [D02.F0] C561

asphalt, n—a dark brown-to-black cementitious material in

which the predominating constituents are bitumens.

DISCUSSION—Asphalt can be a natural product or a material obtained

from petroleum processing. [D02.G0] D128

asphalt, n—in North American usage, (1) the heavy, black,

viscous hydrocarbon-based material used for roofing and

paving or (2) mixtures of that material with aggregate or (3)

finished paving.

DISCUSSION—Asphalt free of aggregate is of three types: (1) natural

asphalt, (2) asphalt from the processing of crude oils, and (3) asphalt

that has been modified by blowing with air or other means. Natural

asphalt is obtained from tar pits or tar lakes, such as those in Trinidad.

In the refinery, asphalt is usually the residual portion of asphaltic crude

oil obtained as bottoms from vacuum distillation or by propane

deasphalting. Either of these types of asphalt can be air blown for

further removal of lighter fractions and for mild oxidation, to modify

the properties of the final product.

[Coordinating Subcommittee D02.95]

asphaltenes, n—(rarely used in the singular)—in petroleum

technology, represent an oil fraction that is soluble in a

specified aromatic solvent but separates upon addition of an

excess of a specified paraffinic solvent.

DISCUSSION—In this test method, the aromatic solvent is hot toluene

and the paraffinic solvent is heptane.

DISCUSSION—Historically, benzene was the aromatic solvent, but

benzene is not typically used now for health reasons. The precision of

this test method when using toluene has been found to be the same as

when using benzene. [D02.14] D6560

DISCUSSION—In this test method, the aromatic solvent is toluene and

the paraffinic solvent is heptane. [D02.14] D7061, D7827, D7996

DISCUSSION—In this test method, the aromatic solvent is toluene and

the paraffinic solvent is n-heptane. [D02.14] D7157

DISCUSSION—In this test method, the aromatic solvent is xylene and

the paraffinic solvent is n-heptane. [D02.14] D7112

DISCUSSION—In this test method, the aromatic solvent is

1-methylnapthalene, and the paraffinic solvent is n-hexadecane.

[D02.14] D7060

DISCUSSION—Asphaltenes are found largely in crude oils and in

heavy fuel oils containing residual fractions. They are insoluble in

alkanes such as heptane and pentane, but soluble in aromatic solvents

such as benzene or toluene. [D02.14] D8253

assay, n—the procedure to determine the presence, absence, or

quantity of one or more components. [D02.02] D4057

assignable cause, n—factor that contributes to variation in a

process or product output that is feasible to detect and

identify; also called special cause. [D02.96] D7720

assigned test value (ATV), n—the average of all results

obtained in the several laboratories which are considered

acceptable based on the reproducibility of the test method.

[D02.94] D3244

ASTM color, n—the name of an empirical scale of expressing

the color of a petroleum liquid darker than Saybolt color

based on a scale of 0.5 (lightest) to 8 Dil (darkest) and

determined by Test Method D1500. [D02.05] D6045, D6756

attenuated total reflection (ATR), n—reflection that occurs

when an absorbing coupling mechanism acts in the process

of total internal reflection to make the reflectance less than

unity.

DISCUSSION—In this process, if an absorbing sample is placed in

contact with the reflecting surface, the reflectance for total internal

reflection will be attenuated to some value between zero and unity (O

< R < 1) in regions of the spectrum where absorption of the radiant

power can take place. [D02.25] D8321

atomic absorption spectrometry, n—analytical technique for

measuring metal content of solutions, based on a combina-

tion of flame source, hollow cathode lamp, photomultiplier,

and a readout device. [D02.03] D7740

atomizer, n—usually a flame source used to decompose the

chemical constituents in a solution to its elemental

components. [D02.03] D7740
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audit, n—a systematic examination of the laboratory’s quality

management system documentation and related activities by

an internal or external team to determine conformance to the

applicable quality management system standard, such as

described in this practice. [D02.94] D6792

autoignition, n—the ignition of a material commonly in the air

as the result of a heat liberation due to the exothermic

oxidation reaction in the absensce of an external ignition

source, such as a spark or flame. [Subcommittee D02.01];

[D02.N0] D2155

autoignition temperature, n—the minimum temperature at

which autoignition occurs under the specified conditions of

the test. [D02.N0] D2155

automatic sample collector, n—device used to repetitively

extract a grab and collect a representative sample of a batch

or process stream. [D02.25] D7453

automatic sampler, n—a device used to extract a representa-

tive sample from the liquid flowing in a pipe; the automatic

sampler generally consists of a probe, a sample extractor, an

associated controller, a flow measuring device, and a sample

receiver. [D02.02] D4057

automatic sampling system, n—system consisting of a sample

probe, sample fast cycle loop, sample supply line stream

conditioning, an automatic sampler and an associated

controller, a flow measuring device, and sample holding,

mixing and handling capabilities. [D02.25] D7453

automotive, adj—descriptive of equipment associated with

self-propelled machinery, usually vehicles driven by internal

combustion engines. [D02.B0] D4485, D6709, D7216,

D8047, D8111, D8114, D8226, D8350

automotive wheel bearing grease, n—a lubricating grease

specifically formulated to lubricate automotive wheel bear-

ings at relatively high grease temperatures and bearing

speeds. [D02.G0] D4693

aviation gasoline, n—gasoline possessing specific properties

suitable for fueling aircraft powered by reciprocating spark

ignition engines.

DISCUSSION—Principal properties include volatility limits, stability,

detonation-free performance in the engine for which it is intended and

suitability for low temperature performance.

[D02.J0] D910, D6227

aviation turbine fuel, n—refined petroleum distillate, gener-

ally used as a fuel for aviation gas turbines.

DISCUSSION—Different grades are characterized by volatility ranges,

freeze point, and by flash point. [D02.J0] D1322

B6 to B20, n—fuel blend consisting of 6 volume percent to 20

volume percent biodiesel conforming to the requirements of

Specification D6751 with the remainder being a light middle

or middle distillate grade diesel fuel and meeting the

requirements of this specification.

DISCUSSION—The abbreviation BXX represents a specific blend

concentration in the range B6 to B20, where XX is the percent volume

of biodiesel in the fuel blend. [D02.E0] D7467

backflush, v—elution of the HPLC mobile phase in the

backward or reverse direction from the silica gel column

towards the cyano column.

DISCUSSION—In this test method, it is used to elute the total aromatics

plus polars as one sharp component. [D02.04] D7419

background RLU, n—quantity of relative light units resulting

from running the test method without incorporation of the

sample. [D02.14] D7687

bacterium (pl. bacteria), n—a single cell microorganism

characterized by the absence of defined intracellular mem-

branes that define all higher life forms.

DISCUSSION—All bacteria are members of the biological diverse

kingdoms Prokaryota and Archaebacteriota. Individual taxa within

these kingdoms are able to thrive in environments ranging from

sub-zero temperatures, such as in frozen foods and polar ice, to

superheated waters in deep-sea thermal vents, and over the pH range

<2.0 to >13.0. Potential food sources range from single carbon

molecules (carbon dioxide and methane) to complex polymers, includ-

ing plastics. Oxygen requirements range from obligate anaerobes,

which die on contact with oxygen, to obligate aerobes, which die if

oxygen pressure falls below a species specific threshold.

[D02.C0.01] D8506; [D02.14] D6469

base fuel, n—in automotive spark-ignition engine fuels, a

material composed primarily of hydrocarbons that may also

contain oxygenates, anti-oxidants, corrosion inhibitors,

metal deactivators, and dyes but does not contain deposit

control or lead additives.

DISCUSSION—A jurisdiction may set limits on lead content from all

sources. [D02.A0] D5500, D6201

base number, n—the quantity of a specified acid, expressed in

terms of the equivalent number of milligrams of potassium

hydroxide per gram of sample, required to titrate a sample in

a specified solvent to a specified endpoint using a specified

detection system. [D02.06] D2896, D8126

DISCUSSION—In this test method, the indicator is p-naphtholbenzein

titrated to an orange end point in a toluene-water-isopropanol solvent.

[D02.06] D974

DISCUSSION—In this test method, the sample is titrated to a meter

reading corresponding to aqueous acidic buffer solution or appropriate

inflection point. [D02.06] D4739

base oil, n—a base stock or a blend of two or more base stocks

used to produce finished lubricants, usually in combination

with additives. [D02.P0] D6074

base peak of a compound, n—the peak used as 100 % in

computing the cracking pattern coefficient. [D02.04] D2650

base stock, n—a hydrocarbon lubricant component, other than

an additive, that is produced by a single manufacturer to the

same specifications (independent of feed source or manufac-

turer’s location), and that is identified by a unique formula

number or product identification number, or both.

[D02.P0] D6074

basis weight of paper, n—basis weight is expressed in grams

per square metre. In countries where the metric system is not

universal, basis weight is also expressed in pounds per ream.

[D02.10] D2423
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batch, n—discrete shipment of commodity defined by a

specified quantity, a time interval, or quality. [D02.25]

D7453

bearing failure, n—the termination of the bearing’s ability to

perform its design function. [D02.96] D7973, D8128

bearing failure initiation, n—the moment a bearing starts to

perform outside of its design function measured by perfor-

mance characteristics. [D02.96] D7973, D8128

between ILCP method-averages reproducibility (RILCP_ X̃,

ILCP_Y), n—a quantitative expression of the random error

associated with the difference between the bias-corrected

ILCP average of method X versus the ILCP average of

method Y from a Proficiency Testing program, when the

method X has been assessed versus method Y, and an

appropriate bias-correction has been applied to all method X

results in accordance with this practice; it is defined as the

numerical limit for the difference between two such averages

that would be exceeded in about 5 % of the time (one case in

20 in the long run). [D02.94] D6708

between-method bias, n—a quantitative expression for the

mathematical correction that can statistically improve the

degree of agreement between the expected values of two test

methods which purport to measure the same property.

[D02.94] D6708

between-method reproducibililty (RXY), n—a quantitative

expression of the random error associated with the difference

between two results obtained by different operators using

different apparatus and applying the two methods X and Y,

respectively, each obtaining a single result on an identical

test sample, when the methods have been assessed and an

appropriate bias-correction has been applied in accordance

with this practice; it is defined as the 95 % confidence limit

for the difference between two such single and independent

results. [D02.25] D6122

DISCUSSION—Within the context of this practice, RXY is interpreted to

be the 95 % confidence limit for the prediction deviation between any

single Primary Test Method Result (PTMR) and the Predicted Primary

Test Method Result (PPTMR) produced by the analyzer system that is

deemed acceptable on the assumption that both the analyzer system and

primary test method are in statistical control, and that the correlation

relationship applied to the analyzer results to produce the PPTMR is

fit-for-purpose.

[D02.25] D3764

between-methods reproducibility (RXY), n—a quantitative

expression of the random error associated with the difference

between two results obtained by different operators using

different apparatus and applying the two methods X and Y,

respectively, each obtaining a single result on an identical

test sample, when the methods have been assessed and an

appropriate bias-correction has been applied in accordance

with this practice; it is defined as the numerical limit for the

difference between two such single and independent results

that would be exceeded about 5 % of the time (one case in 20

in the long run) in the normal and correct operation of both

test methods.

DISCUSSION—A statement of between methods reproducibility must

include a description of any bias correction used in accordance with this

practice.

DISCUSSION—Between methods reproducibility is a meaningful con-

cept only if there are no statistically observable sample-specific relative

biases between the two methods, or if such biases vary from one sample

to another in such a way that they may be considered random effects.

[D02.94] D6708

bias, n—the difference between the population mean of the test

results and an accepted reference value. [D02.94] D6792

binary, adj—characterized by, or consisting of, two

components. [D02.J0] D7719

binder—a component of certain gasket materials, which so-

lidifies the structure, imparts uniform adhesion to surfaces,

and has an impact on the pore structure and resiliency.

[D02.B0] F118

binder, n—substance such as coal tar pitch or petroleum pitch,

used to bond the coke or other filler material prior to baking.

[D02.F0] D8075

bioaccumulation, n—the net accumulation of a substance by

an organism as a result of uptake from all environmental

sources. [D02.N0] D7044, D8029

bioburden, n—the level of microbial contamination (biomass)

in a system.
DISCUSSION—Typically, bioburden is defined in terms of either

biomass or numbers of cells per unit volume or mass or surface area

material tested (g biomass/mL; g biomass/g; cells/mL sample, and so

forth). The specific parameter used to define bioburden depends on

critical properties of the system evaluated and the investigator’s

preferences. [D02.C0.01] D8506; [D02.14] D6469

biochemical oxygen demand (BOD), n—the mass concentra-

tion of dissolved oxygen consumed under specified condi-

tions by the biological oxidation of organic or inorganic

matter, or both.
DISCUSSION—BOD determination is performed using empirical tests

employing standardized laboratory procedures. These tests measure

oxygen utilization during a specified incubation period for the bio-

chemical degradation of organic material (carbonaceous demand) in

water. [D02.12] D6731

biocide, n—a physical or chemical agent that kills living

organisms.
DISCUSSION—Biocides are further classified as bactericides (kill

bacteria), fungicides (kill fungi), and microbicides (kill both bacterial

and fungi). They are also referred to as antimicrobials. [D02.C0.01]

D8506

biocide, n—a poisonous substance that can kill living organ-

isms.
DISCUSSION—Biocides are further classified as bactericides (kill

bacteria), fungicides (kill fungi), and microbiocides (kill both bacteria

and fungi). They are also referred to as antimicrobials.

[D02.14] D6469

biodegradability, n—ability of a substance to be broken down

into simpler substances by bacteria. [D02.12] D7373

biodegradable, adj—any substance containing <10 % wt. O2

content which undergoes ≥60 % biodegradation as theoreti-

cal CO2 in 28 days and ≥67 % biodegradation as theoretical
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O2 uptake in 28 days, or any hydraulic fluid containing

≥10 % wt. O2 content which undergoes ≥60 % biodegrada-

tion as theoretical CO2 or as theoretical O2 uptake in

28 days. [D02.N0] D7044

biodegradation, n—the process of chemical breakdown or

transformation of a material caused by organisms or their

enzymes.

[D02.12] D6006, D6139, D7044, D8324; [D02.N0] D6046
DISCUSSION—Biodegradation is only one mechanism by which ma-

terials are transformed in the environment.

[D02.12] D5864; [D02.N0] D8029

biodegradation, n—the process of chemical breakdown or

transformation of a material caused by microorganisms or

their enzymes.
DISCUSSION—Biodegradation is only one mechanism by which ma-

terials are removed, transformed, or both, in the environment.

[D02.12] D6731

biodeterioration, n—the loss of commercial value or perfor-

mance characteristics, or both, of a product (fuel) or material

(fuel system) through biological processes. [D02.14] D6469

biodeterioration, n—the loss of commercial value or perfor-

mance characteristics, or both, of a product or material

through biological processes.
DISCUSSION—In turbine oil systems, turbine oil is the product and

turbine oil system components such as filter media, transfer lines, heat

exchangers, reservoirs, etc. are the materials. [D02.C0.01] D8506

biodiesel, n—fuel comprised of mono-alkyl esters of long

chain fatty acids derived from vegetable oils or animal fats,

designated B100.

[D02.01] D6890; [D02.03] D8351; [02.04] D7398, D7861;

[D02.08] D93; [D02.14] D7501, D7321;

[D02.E0] D396, D975, D7467, D8181
DISCUSSION—Biodiesel, as defined above, is registered with the U.S.

EPA as a fuel and a fuel additive under Section 211(b) of the Clean Air

Act 40 CFR Part 79). There is, however, other usage of the term

biodiesel in the marketplace. Due to its EPA registration and the

widespread commercial use of the term biodiesel in the U.S.

marketplace, the term biodiesel will be maintained for this specifica-

tion.

DISCUSSION—Biodiesel is typically produced by a reaction of a

vegetable oil or animal fat with an alcohol such as methanol or ethanol

in the presence of a catalyst to yield mono-alkyl esters and glycerin,

which is removed. The finished biodiesel derives approximately 10 %

of its mass from the reacted alcohol. The alcohol used in the reaction

may or may not come from renewable resources. [D02.E0] D6751;

[D02.07] D5771, D5772, D5773, D7397, D7683, D7689

biodiesel, n—a fuel comprised of mono-alkyl esters of long

chain fatty acids derived from vegetable oils or animal fats,

designated B100.
DISCUSSION—Biodiesel is typically produced by a reaction of veg-

etable oil or animal fat with an alcohol such as methanol or ethanol in

the presence of a catalyst to yield mono-esters and glycerin. The fuel

typically may contain up to 14 different types of fatty acids that are

chemically transformed into fatty acid methyl esters (FAME).

[D02.07] D2500

biodiesel, n—a fuel composed of mono-alkyl esters of long

chain fatty acids derived from vegetable oils or animal fats,

designated B100 in Specification D6751. [D02.04] D7806

biodiesel (B-100), n—fuel comprised of mono-alkyl esters of

long chain fatty acids derived from vegetable oils or animal

fats. [D02.04] D6584

biodiesel blend (BXX), n—blend of biodiesel fuel with diesel

fuel oils.
DISCUSSION—In the abbreviation, BXX, the XX represents the

volume percentage of biodiesel fuel in the blend.

[D02.04] D7861

biodiesel blend (BXX), n—a homogeneous mixture of hydro-

carbon oils and mono-alkyl esters of long chain fatty acids.
DISCUSSION—In the abbreviation BXX, the XX represents the volume

percentage of biodiesel in the blend. [D02.E0] D396, D975;

[D02.01] D6890

DISCUSSION—The mono-alkyl esters of long chain fatty acids (that is,

biodiesel) used in the mixture shall meet the requirements of Specifi-

cation D6751.

DISCUSSION—Diesel fuel, fuel oil, and non-aviation gas turbine oil are

examples of hydrocarbon oils. [D02.E0] D6751;

[D02.07] D2500, D5771, D5772, D5773, D7397, D7683,

D7689; [D02.14] D7321

DISCUSSION—B0 is synonymous with a hydrocarbon oil to which no

biodiesel has been added. [D02.14] D7321

DISCUSSION—In the abbreviation, BXX, the XX represents the

volume percentage of biodiesel fuel in the blend. [D02.03] D8351;

[D02.14] D7321, D7501

DISCUSSION—Diesel fuel, fuel oil, and non-aviation turbine oil are

examples of hydrocarbon oils [D02.03] D8351

biodiesel blend, BXX, n—a blend of biodiesel fuel with

petroleum-based diesel fuel.
DISCUSSION—In the abbreviation BXX, the XX represents the volume

percentage of biodiesel fuel in the blend. [D02.04] D7806

biodiesel blends, n—a blend of biodiesel fuel with petroleum-

based diesel fuel. [D02.08] D93

biodiesel fuel, n—synonym for biodiesel. [D02.E0] D6751;

[D02.03] D8351; [D02.07] D5771, D5772, D5773, D7397,

D7683, D7689

biofilm, n—a film or layer of microorganisms, biopolymers,

water, and entrained organic and inorganic debris that forms

as a result of microbial growth and proliferation at phase

interfaces (liquid-liquid, liquid-solid, liquid-gas, and so

forth). (Synonym—skinnogen.) [D02.C0.01] D8506;

[D02.14] D6469

bio-kinetic model, n—model that can predict the biodegrad-

ability of a lubricant. [D02.12] D7373

bioluminescence, n—production and emission of light by a

living organism as the result of a chemical reaction during

which chemical energy is converted to light energy.

[D02.14] D7463, D7687

biomass, n—biological material including any material other

than fossil fuels which is or was a living organism or

component or product of a living organism.

[D02.14] D7463; [D02.J0] D7719
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DISCUSSION—In biology and environmental science, biomass is

typically expressed as density of biological material per unit sample

volume, area, or mass (g biomass/g (or /mL or /cm2) sample); when

used for products derived from organisms biomass is typically ex-

pressed in terms of mass (kg, MT, etc.) or volume (L, m3, bbl, etc.).

[D02.C0.01] D8506

DISCUSSION—Products of living organisms include those materials

produced directly by living organisms as metabolites (for example,

ethanol, various carbohydrates and fatty acids), materials manufactured

by processing living organisms (for example, pellets manufactured by

shredding and pelletizing plant material) and materials produced by

processing living organisms, their components or metabolites (for

example, transesterified oil; also called biodiesel).

[D02.12] D5864, D6006, D6139, D6384; [D02.14] D6469

biosurfactant, n—a biologically produced molecule that acts

as a soap or detergent. [D02.C0.01] D8506; [D02.14] D6469

bituminous material, n—in petroleum technology, a black or

dark-colored very viscous liquid or semi-solid composed

principally of high molecular weight condensed aromatic, or

naphthenic compounds, or both. [D02.02] D95

black oil, n—lubricant containing asphaltic materials. Black

oils are used in heavy-duty equipment applications, such as

mining and quarrying, where extra adhesiveness is desired.

[D02.07] D97

blank, n—a flask containing the test medium and the inoculum

with no additional carbon source added. [D02.12] D5864

blank, n—in biodegradability testing, a test system containing

all system components with the exception of the test

material. [D02.12] D6006, D6139, D6384

blank, n—solution which is similar in composition and con-

tents to the sample solution but does not contain the analyte

being measured. [D02.03] D7740

bleed (bleeding), n—of lubricating greases, the separation of a

liquid lubricant from a lubricating grease for any cause.

[D02.G0] D6185

blendstock, n—in liquid fuels, a component that is not an

additive used in a finished fuel, which when added to other

materials comprises a finished fuel.

DISCUSSION—The blendstock is usually a liquid.

DISCUSSION—The material usually is 1 % by volume (volume frac-

tion) or more of the finished fuel. Materials added in small amounts,

less than 1 % by volume (volume fraction), to improve performance of

the finished fuel in its intended application are usually called additives.

[Coordinating Subcommittee D02.95]

blind reference oil, n—a reference oil, the identity of which is

unknown by the test facility. [D02.B0] D5967, D7468

DISCUSSION—This is a coded reference oil which is submitted by a

source independent from the test facility. [D02.B0] D6681, D6709,

D7156, D7422, D7484, D7549, D8048, D8074, D8165

blowby, n—that portion of the combustion products and

unburned air/fuel mixture that leaks past piston rings into the

engine crankcase during operation. [D02.B0] D6891

blowby, n—in internal combustion engines, that portion of the

combustion products and unburned air/fuel mixture that

leaks past piston rings into the engine crankcase during

operation.

[D02.A0] D6201; [D02.B0] D5966, D5967, D6593, D6681,

D6709, D6837, D6984, D7156, D7320, D7422, D7468,

D7484, D7549, D7589, D8048, D8047, D8074, D8111, D8114,

D8226

blowby, n—in internal combustion engines, that portion of the

combustion by-products and unburned air/fuel mixture that

leaks past piston rings into the engine crankcase during

operation. [D02.B0] D8350

boilup rate, n—in distillation, the quantity of vapor entering

the column per unit of time. [D02.08] D2892

bond, v—to connect two parts of a system electrically by

means of a conductive wire to eliminate voltage differences.

[D02.14] D7321, D7501; [D02.J0] D5452

bonded glycerin, n—glycerin portion of the mono-, di-, and

triglyceride molecules. [D02.04] D6584

boring sample, n—a sample of the material contained in a

barrel, case, bag, or cake that is obtained from the chips

created by boring holes into the material with a ship auger.

[D02.02] D4057

bottom sample, n—a spot sample collected from the material

at the bottom of the tank, container, or line at its lowest

point. In practice, the term bottom sample has a variety of

meanings. As a result, it is recommended that the exact

sampling location (for example 15 cm (6 in.) from the

bottom) should be specified when using this term.

[D02.02] D4057

bottom water sample, n—a spot sample of free water taken

from beneath the petroleum contained in a ship or barge

compartment or a storage tank. [D02.02] D4057

boundary lubrication, n—condition in which the friction and

wear between two surfaces in relative motion are determined

by the properties of the surfaces and the properties of the

contacting fluid, other than bulk viscosity.

DISCUSSION—Metal to metal contact occurs and the chemistry of the

system is involved. Physically adsorbed or chemically reacted soft

films (usually very thin) support contact loads. Consequently, some

wear is inevitable. [D02.96] D7720; [D02.E0] D6079

Bourdon spring gauge, n—pressure measuring device that

employs a Bourdon tube connected to an indicator.

[D02.08] D323, D4953

Bourdon tube, n—flattened metal tube bent to a curve that

straightens under internal pressure. [D02.08] D323, D4953

brake mean effective pressure, n—for spark-ignition engines,

the measure of engine power at the output shaft as typically

measured by an absorption dynamometer or brake.

[D02.01] D909

break-in, v—in internal combustion engines, the running of a

new engine under prescribed conditions to help stabilize
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engine response and help remove initial friction character-

istics associated with new engine parts.

[D02.B0] D7589, D8047, D8074

break-in, n—in tribology, an initial transition process occur-

ring in newly established wearing contacts, often accompa-

nied by transients in coefficient of friction or wear rate, or

both, that are uncharacteristic of the given tribological

system’s longterm behavior. (Synonym: run-in, wear in)

[D02.L0] D8316, D7217; [D02.L0.11] D8503

Bremsstrahlung, n—the component of X-ray tube source

beam due to radiation emitted when electrons from the tube

cathode stop their motion (also called the continuum or

white noise). [D02.03] D8252

bromine index, n—the number of milligrams of bromine that

will react with 100 g of sample under the conditions of the

test. [D02.06] D2710

BTDC (before top dead center), n—used with the degree

symbol to indicate the angular position of the crankshaft

relative to its position at the point of uppermost travel of the

piston in the cylinder.

[D02.B0] D5966, D6837, D6984, D7320

bubble point, n—the pressure at which the first bubble of

vapor forms is the bubble point when the pressure is lowered

on a liquid held at a constant temperature.

DISCUSSION—Bubble point pressures are higher at high temperatures.

[D02.02] D4057

buffer, n—a compound or mixture that, when contained in

solution, causes the solution to resist change in pH.

DISCUSSION—Each buffer has a characteristic limited range of pH

over which it is effective. [D02.14] D8070

bulk density, n—in carbon and graphite technology, the mass

of a unit volume of material including both permeable and

impermeable voids (and boron compounds in the case of

boronated carbon or boronated graphite) present in the

material at room temperature. [D02.F0] C559, C838

bulk density, n—of coke, the ratio of the mass of a collection

of particles of a specified size range to the volume occupied.

[D02.05] D7454, D8097

bulk sample—the reduced and divided representative portion

of the gross sample as prepared for shipment to and received

by a laboratory to be prepared for analysis. [D02.05] D4930

bumping, v—violent boiling which displaces liquid into the

distillation flask. [D02.J0] D7872

Bunsen coefficient, n—the solubility of a gas expressed as the

volume, reduced to 273 K (32 °F) and 101.3 kPa (1 atm),

dissolved by one volume of liquid at the specified tempera-

ture and 101.3 kPa. [D02.L0] D2779

Bunsen coefficient, n—the solubility of a gas, expressed as the

gas volume reduced to 273 K (32 °F) and 0.10 MPa (1 atm),

dissolved by one volume of liquid at the specified tempera-

ture and 0.10 MPa. [D02.L0] D3827

burn, vt—in emission spectroscopy, to vaporize and excite a

specimen with sufficient energy to generate spectral

radiation. [D02.03] D6595, D6728, D8315

burner, n—flame device used to atomize the analyte by

burning in a high temperature flame mixed of a fuel and an

oxidant. [D02.03] D7740

burner fuel oil, n—any petroleum liquid suitable for the

generation of heat by combustion in a furnace or firebox as

a vapor or a spray, or a combination of both.

DISCUSSION—Different grades are characterized primarily by viscos-

ity ranges. [D02.P0] D6448, D6823

butanol, n—butyl alcohol, an alcohol with four isomers,

1-butanol or n-butanol (CH3CH2CH2CH2OH), 2-butanol or

sec-butanol (CH3CH(OH)CH2CH3), 2-methyl-1-propanol or

iso-butanol (CH3CH(CH3)CH2OH), and 2-methyl-2-

propanol or tert-butanol (CH3C(CH3)(OH)CH3).

[D02.A0] D7862

butanol, n—butyl alcohol refers to: 1-butanol or n-butanol

(CH3CH2CH2CH2OH), 2-butanol or sec-butanol

(CH3CH(OH)CH2CH3), and 2-methyl-1-propanol or iso-

butanol (CH3CH(CH3)CH2OH), three isomeric alcohols

with the molecular formula C4H9OH, either individually or

as mixtures. [D02.04] D7875

calcined petroleum coke, n—petroleum coke that has been

thermally treated to drive off the volatile matter and to

develop crystalline structure.

[D02.05] D2638, D5003, D5004, D6376, D6791

calibrate, v—to determine the indication or output of a device

(e.g., thermometer, manometer, engine) with respect to that

of a standard. [D02.B0] D5966, D5967, D6557, D6681,

D6794, D6795, D6837, D6894, D6984, D7156, D7320,

D7422, D7468, D7484, D7549, D7589, D7603, D8048,

D8074, D8111, D8114, D8146, D8226, D8350

calibrate, v—to determine the indication or output of a

measuring device or a given engine with respect to a

standard. [D02.B0] D8047

calibrated test stand, n—a test stand on which the testing of

reference material(s), conducted as specified in the standard,

provided acceptable test results.

DISCUSSION—In several automotive lubricant standard test methods,

the ASTM Test Monitoring Center provides testing guidance and

determines acceptability.

[D02.B0] D6681, D6750, D8047, D8074, D8111, D8350

calibration, n—operation that establishes the relationship be-

tween the reference density of standards and the correspond-

ing reading of the instrument. [D02.04] D7777

validation, n—operation of checking the calibration of the

portable digital density meter at a single point close to the

required operating point. [D02.04] D7777

calibration, n—process by which the relationship between

signal intensity and elemental concentration is determined

for a specific element analysis. [D02.03] D7740, D8315
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calibration, n—process by which the relationship between

signal intensity and elemental mass fraction is determined

for a specific element analysis. [D02.03] D8322, D8351

calibration, n—set of operations that establishes the relation-

ship between the reference density of standards and the

corresponding density reading of the instrument.

[D02.04.0D] D7961

calibration, n—the determination of the values of the signifi-

cant parameters by comparison with values indicated by a set

of calibration standards. [D02.03] D7171

calibration, n—the determination of the values of the signifi-

cant parameters by comparison with values indicated by a set

of reference standards. [D02.03] D6595, D6728, D7111

calibration, n—in multivariate spectroscopic measurement, a

process for creating a multivariate model relating component

concentrations or sample properties to spectra for a set of

known samples, referred to as calibration samples. [D02.25]

D8321, D8340, D8470

calibration curve, n—specific to C560, graphical or math-

ematical representation of the relationship between known

concentrations of an element in a series of standard calibra-

tion solutions and the measured response from the measure-

ment system. [D02.F0] C560

calibration curve, n—plot of signal intensity versus elemental

concentration using data obtained by making measurements

with standards. [D02.03] D7740

calibration curve, n—the graphical or mathematical represen-

tation of a relationship between the assigned (known) values

of standards and the measured responses from the measure-

ment system. [D02.03] D6595, D6728, D7111, D8315

calibration curve (or calibration line), n—the graphical or

mathematical representation of a relationship between the

assigned (known) values of calibration standards and the

measured responses from the measurement system.

[D02.03] D7171

calibration oil, n—an oil that is used to determine the

indication or output of a measuring device or a given engine

with respect to a standard.

[D02.B0] D6837, D7589, D8047, D8114, D8226

calibration samples, n—in multivariate spectroscopic

measurement, the set of samples with known (measured by

the PTM) component concentrations or property values that

are used for creating a multivariate model. [D02.25] D6122,

D8321, D8340

calibration solutions, n—solutions of accurately known con-

centrations of the chemical element to be determined using

the calibration curve method. [D02.F0] C560

calibration standard, n—a material with a certified value for

a relevant property, issued by or traceable to a national

organization such as NIST, and whose properties are known

with sufficient accuracy to permit its use to evaluate the same

property of another sample.

[D02.94] D6792; [D02.03] D7740

calibration standard, n—a standard having an accepted value

(reference value) for use in calibrating a measurement

instrument or system. [D02.03] D6595, D6728, D7111,

D8315

calibration standard, n—a standard having an assigned

(known) value (reference value) for use in calibrating a

measurement instrument or system. This standard is not used

to determine the accuracy of the measurement instrument or

system (see check standard). [D02.03] D7171

calibration standard, n—a material with a certified value for

a relevant property, issued by or traceable to a national

organization such as NIST or whose production was ISO

17034 accredited, and whose properties are known with

sufficient accuracy to permit its use to evaluate the same

property of another sample. [D02.94] D8428

calibration test, n—an engine test conducted on a reference oil

under carefully prescribed conditions, the results of which

are used to determine the suitability of the engine stand/

laboratory for such tests on non-reference oils.
DISCUSSION—A calibration test also includes tests conducted on parts

to ensure their suitability for use in reference and non-reference tests.

[D02.B0] D6750, D8047, D8074

calibration test, n—a test, using a coded oil, conducted as

specified in the test method.
DISCUSSION—The test result is used to determine the suitability of the

testing facility/laboratory to conduct such tests on non-reference oils.

[D02.B0] D6794, D6795

calibration test stand, n—a test stand on which the testing of

reference material(s), conducted as specified in the standard,

provided acceptable results.
DISCUSSION—In several automotive lubricant standard test methods,

the ASTM Test Monitoring Center provides testing guidance and

determines acceptability. [D02.B0] D6891

calibration transfer, n—a method of applying a multivariate

calibration developed using spectra from one analyzer for

analysis of spectra collected on a second analyzer by

mathematically modifying the multivariate model or by

instrument standardization. [D02.25] D6122, D8321

candidate oil, n—an oil which is intended to have the

performance characteristics necessary to satisfy a specifica-

tion and is tested against that specification.

[D02.B0] D5966, D6794, D7156, D7216, D7422, D7484,

D7603, D8048, D8074, D8146
DISCUSSION—These oils are mainly submitted for testing as candi-

dates to satisfy a specified performance; hence the designation of the

term. [D02.B0] D6681, D8047

candle pitch, n—a dark brown-to-black, tarry or solid, by-

product residue from soap and candle stock manufacture,

refining of vegetable oils, refining of wool grease, or refining

of refuse animal fats. [D02.G0] D128

capillary, n—For the purpose of this test method, a capillary is

any right cylindrical tube having a length to diameter ratio of

40 to 1. [D02.G0] D1092
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capture solution, n—aqueous solution of proprietary compo-

sition used to capture and concentrate hydrophilic com-

pounds and particles from liquid fuels. [D02.14] D7463

carbon, n—in manual transmissions and final drive axles, a

hard, dry, generally black or gray deposit that can be

removed by solvents but not by wiping with a cloth.

[D02.B0] D5704

carbon residue, n—the residue formed by evaporation and

thermal degradation of a carbon containing material.
DISCUSSION—The residue is not composed entirely of carbon but is a

coke that can be further changed by carbon pyrolysis.

[D02.06] D4530

DISCUSSION—The residue is not composed entirely of carbon but is a

coke that can be further changed by carbon pyrolysis. The term carbon

residue is retained in deference to its wide common usage.

[D02.06] D189, D524

carburization, n—carburizing is not defined in the ASTM

Dictionary of Engineering Science and Technology, but is

defined in DIN EN 17022-3 "Heat treatment of ferrous

materials; heat treatment methods; case hardening".

[D02.L0] D8227

catalytic thermometric titration, n—a method to determine

the end point of a chemical reaction through the use a

temperature measuring device and the addition of a chemical

to enhance the detection of the endpoint. [D02.06] D8045

category, n—in engine oils, a designation such as SJ, SL, SM,

SN, SP, CH-4, CI-4, CJ-4, CK-4, FA-4, Energy Conserving,

Resource Conserving, and so forth, for a given level of

performance in specified engine and bench tests. [D02.B0]

D4485

cause(s) of failure, n—underlying source(s) for each potential

failure mode that can be identified and described by analyti-

cal testing. [D02.96] D7874, D7973, D8128

cellular adenosine triphosphate (cellular-ATP), n—ATP

present in whole cells, whether they are living or dead.
DISCUSSION—Cellular-ATP is released upon intentional lysis of mi-

crobial cells during the sample preparation process. Microbially in-

fected fluids contain both cellular (cell-associated/cell-bound) and

extra-cellular ATP. [D02.14] D7687

DISCUSSION—Cellular-ATP is released upon intentional lysis (ruptur-

ing) of microbial cells during the sample preparation process. Micro-

bially infected fluids contain both cellular (cell-associated/cell-bound)

and extra-cellular ATP. [D02.14] D7463

cellulose acetate butyrate, n—thermoplastic that is known to

be adequate for manufacture of field monitors and chemi-

cally compatible for use with aviation fuel. [D02.J0] D8194

center line, n—line on a control chart depicting the average

level of the statistic being monitored. [D02.96] D7720

Certificate of Analysis (COA), n—the quality document

issued by independent inspectors and/or laboratories that

contains the results of measurements made of Table 1

properties but does not necessarily contain or provide

information regarding those identified as being required at

point of manufacture.

DISCUSSION—Typically, COAs are produced downstream of refineries

in intermediate supply terminals or intermediate storage locations. A

Certificate of Analysis is not considered equivalent to a Certificate of

Quality. [D02.J0.01] D1655

Certificate of Quality (COQ) (including Refinery

Certificate of Quality, RCQ), n—the quality document that

is the definitive original document describing the quality of

aviation fuel at the point of manufacture.
DISCUSSION—A COQ contains the results of measurements, usually

made by the product originator’s laboratory, of all the properties listed

in Table 1, the additive information as per Table 2, as well as those

additional testing requirements detailed in Annex A1 for fuels contain-

ing synthesized components and confirms conformance to the

specification. [D02.J0.01] D1655

certified reference material, n—reference material one or

more of whose property values are certified by a technically

valid procedure, accompanied by a traceable certificate or

other documentation which is issued by a certifying body.

[D02.03] D7740

certified reference material, CRM, n—a reference material

one or more of whose property values are certified by a

technically valid procedure, accompanied by a traceable

certificate or other documentation which is issued by a

certifying body. [D02.03] D7578; [D02.04.0D] D7961;

[D02.94] D6792, D8428

cetane number, n—a measure of the ignition performance of a

diesel fuel oil obtained by comparing it to reference fuels in

a standardized engine test.
DISCUSSION—In the context of this test method, cetane number is that

defined by Test Method D613/IP41. [D02.01] D7668, D8183

cetane number (CN), n—a measure of the ignition perfor-

mance of a diesel fuel oil obtained by comparing it to

reference fuels in a standardized engine test.
DISCUSSION—In the context of this test method, ignition performance

is understood to mean the ignition delay of the fuel as determined in a

standard test engine under controlled conditions of fuel flow rate,

injection timing and compression ratio. [D02.01] D613

DISCUSSION—In the context of this test method, cetane number is that

defined by Test Method D613/IP 41. [D02.01] D6890

chance cause, n—source of inherent random variation in a

process which is predictable within statistical limits; also

called common cause. [D02.96] D7720

channel, n—in WDXRF, the wavelength channel used to

measure X-ray intensity for an element of interest.

[D02.03] D8252

char, n—fine carbonaceous powder that is separated from the

vapors of biomass during pyrolysis.
DISCUSSION—Pyrolysis liquid biofuel contains uniformly suspended

char at varying concentrations. [D02.06] D7579

characteristic, n—property of items in a sample or population

which, when measured, counted or otherwise observed,

helps to distinguish between the items. [D02.96] D7720

Check Fuel, n—for quality control testing, a spark-ignition

engine fuels of selected characteristics having an octane
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number accepted reference value (O.N.ARV) determined by

round-robin testing under reproducibility conditions.

[D02.01] D2699, D2700

check fuel, n—for quality control testing, a spark-ignition

engine fuel having a supercharge rating accepted reference

value determined in accordance with Practice D6299 re-

quirements for check standards using interlaboratory testing.

[D02.01] D909

check sample, n—a single pure compound, or a known,

reproducible mixture of compounds whose spectrum is

constant over time such that it can be used in a performance

test. [D02.25] D8340

check standard, n—material having an assigned (known)

value (reference value) used to determine the accuracy of the

measurement system or instrument.
DISCUSSION—This practice is not used to calibrate the measurement

instrument or system. [D02.03] D7740

check standard, n—in QC testing, material having an accepted

reference value used to determine the accuracy of a mea-

surement system.
DISCUSSION—In the context of this test method, check standard refers

to heptane. [D02.01] D6890

DISCUSSION—In the context of this test method, check standard refers

to the calibration reference material. [D02.01] D7668

DISCUSSION—This standard is not used to calibrate the measurement

instrument or system (see calibration standard).

[D02.03] D7171, D7578

DISCUSSION—In the context of this test method, check standard refers

to a spark ignition fuel.

[D02.04] D5599

chemical property, n—a property of a material associated with

its elemental or molecular composition.
DISCUSSION—Examples of chemical properties include, but are not

limited to sulfur content, benzene content, and aromatics content.

[D02.25] D8321, D8340

chronic ecotoxicity test, n—a comparative ecotoxicity test in

which a representative subpopulation of organisms is ex-

posed to different treat rates of a test material and is observed

for a period of time which constitutes a major portion of their

life span. [D02.12] D6384

chronic toxicity test, n—a comparative test in which a

representative subpopulation of organisms is exposed to

different treat rates of a test material and is observed for a

period of time that constitutes a major portion of their life

span. [D02.12] D6081

classification, n—in engine oils, the systematic arrangement

into categories in accordance with different levels of perfor-

mance in specified engine and bench tests. [D02.B0] D4485

clear-and-bright, n—condition in which the sample is free of

haze or cloudiness. (Also termed clean-and-bright.)

[D02.05] D156

clear-and-bright (clean-and-bright), adj—a condition in

which the liquid sample (fuel) contains no visible water

drops or particulates and is free of haze or cloudiness.

[D02.14] D4176, D4860

clearance sample, n—a spot sample taken with the inlet

opening of the sampling device 10 cm (4 in.) (some regula-

tory agencies require 15 cm (6 in.)) below the bottom of the

tank outlet. This term is normally associated with small

(159 m3 (1000 barrels) or less) tanks, commonly referred to

as lease tanks. [D02.02] D4057

clogging, n—the restriction of a flow path due to the accumu-

lation of material along the flow path boundaries.

[D02.B0] D6984, D7320

closeness sum of squares (CSS), n—a statistic used to

quantify the degree of agreement between the results from

two test methods after bias-correction using the methodol-

ogy of this practice. [D02.94] D6708

cloud point, n—in petroleum products and biodiesel fuels, the

temperature of a liquid specimen when the smallest observ-

able cluster of wax crystals first occurs upon cooling under

prescribed conditions. [D02.07] D8420

DISCUSSION—The cloud point occurs when the temperature of the

specimen is low enough to cause wax crystals to precipitate. In a

homogeneous liquid, the cloud is always noted first at the location in

the specimen where the specimen temperature is the lowest. The cloud

point is the temperature at which the crystals first occur, regardless of

their location in the specimen, and not after extensive crystallization

has taken place. The wax crystals that precipitate at lower temperatures

are typically, but not excluded to, straight chain hydrocarbons and

lipids.

[D02.07] D5771, D5772, D5773, D7397, D7683, D7689

DISCUSSION—The purpose of the cloud point method is to detect the

presence of the wax crystals in the specimen; however, trace amounts

of water and inorganic compounds may be present. The intent of the

cloud point method is to capture the temperature at which the liquids in

the specimen begin to change from a single liquid phase to a two-phase

system containing solid and liquid. It is not the intent of this test

method to monitor the phase transition of the trace components, such as

water. [D02.07] D5771, D5772, D5773

coagulate, v—to cause to become viscous or thickened into a

coherent mass. [D02.06] D893, D7317

coagulated pentane insolubles, n—in used oil analysis, sepa-

rated matter that results when a coagulant is added to a

solution of used oil in pentane.

DISCUSSION—The addition of a coagulant will aid in separating finely

divided materials that may have been held in suspension because of the

dispersant characteristics of the oil. [D02.06] D893

DISCUSSION—This test method uses a 1 % coagulant solution. Test

Method D893 uses a 5 % coagulant solution. [D02.06] D7317

coagulated toluene insolubles, n—in used oil analysis, coagu-

lated and separated matter not soluble in pentane or toluene.

[D02.06] D893

coefficient of friction, (µ)—the ratio of the tangential force

that is needed to start or to maintain uniform relative motion

between two contacting surfaces to the perpendicular force

holding them in contact. [D02.L0] D5183
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coeffıcient of friction, µ or ƒ, n—in tribology, the dimension-

less ratio of the friction force (Ff) between two bodies to the

normal force (Fn) pressing these bodies together.

[D02.L0.05] D7217

coefficient of friction, µ or f, n—in tribology, the dimension-

less ratio of the friction force (F) between two bodies to the

normal force (N) pressing these two bodies together.

µ or f 5 ~F ⁄ N!
DISCUSSION—A distinction is often made between static coefficient of

friction and kinetic coefficient of friction. [D02.L0] D2714, D3702

coefficient of friction, µ or f—in tribology, the dimensionless

ratio of the friction force (F) between two bodies to the

normal force (N) pressing these two bodies together.

µ or f 5 ~F / N!
DISCUSSION—A distinction is often made between static coeffıcient of

friction and kinetic coeffıcient of friction. [D02.L0] D2981

coefficient of friction, µ or f, n—in tribology, the dimension-

less ratio of the friction force (Ff) between two bodies to the

normal force (Fn) pressing these bodies together.

µ 5 ~F f ⁄ Fn! (1)

[D02.L0] D8316; [D02.L0.11] D8503

co-hydroprocessed esters and fatty acids, n—synthetic hy-

drocarbons derived from the hydroprocessing of bio-derived

mono-, di-, and triglycerides, free fatty acids, and fatty acid

esters with conventional hydrocarbons in accordance with

the requirements of Annex A1.2.2.1 in Specification D1655.

[D02.J0.05] D8290

cold sticking, n—of piston rings, a condition in which the ring

is free in its groove while the engine is running but stuck

when the piston is cold, normally indicated by the absence of

varnish or other deposits on the outer face of the ring and of

signs of blowby on the piston skirt. [D02.B0] D4857

cold-stuck piston ring, n—in internal combustion engines, a

piston ring that is stuck when the piston and ring are at room

temperature, but inspection shows that it was free during

engine operation.

DISCUSSION—A cold-stuck piston ring cannot be moved with moder-

ate finger pressure. It is characterized by a polished face over its entire

circumference, indicating essentially no blowby passed over the ring

face during operation. [D02.B0] D6593, D6984, D8111, D8256

colony, n—a discreet visible aggregate of microorganisms that

develops when a viable microorganism, or particle contain-

ing viable microorganisms, is introduced into a gel-based

nutritive culture medium and reproduces there.

[D02.14] D8070

DISCUSSION—A period of incubation is necessary to allow sufficient

reproduction. This test method utilizes a reactive compound that

shortens the time for colonies to become visible and stains them so that

they appear as red or purple spots.

DISCUSSION—Typically, bacterial colonies become visible to the

naked eye only after the colony contains ≥109 individual cells.

Consequently, the time required for a colony to become visible is

dependent on the organism’s generation (doubling), which can range

from <30 min to >1 week. [D02.14] D7978

colony forming unit (CFU), n—a viable microorganism or

aggregate of viable microorganisms, which proliferate(s) in

a culture medium to produce a viable colony.

[D02.14] D8070

colorimetric analysis, n—photometric analysis method of

using absorption of monochromatic light in the visible

spectrum. [D02.F0] C560

combustion, n—chemical reaction by which graphite is com-

bined in a controlled manner with pure oxygen in a high

temperature furnace for analytical purposes. [D02.F0] C816

combustion chamber, n—in reciprocating internal combus-

tion engines, the volume bounded by the piston crown and

any portion of the cylinder walls extending above the piston

crown when in the top dead center position, and the inner

surface of the cylinder head including any spark plugs and

other inserted components. [D02.B0] D4858

combustion ion chromatography (CIC), n—an analytical

system consisting of oxidative pyrohydrolytic combustion

followed by ion chromatographic detection.

[D02.H0] D7994

commercial butane, n—a hydrocarbon product for use where

low volatility is required. [D02.H0] D1835

commercial PB mixtures, n—mixtures of propane and butane

for use where intermediate volatility is required.

[D02.H0] D1835

commercial propane, n—a hydrocarbon product for use where

high volatility is required. Commercial propane is suitable

for certain low severity internal combustion engine applica-

tions. [D02.H0] D1835

compatibility, n—of crude oils or of heavy fuel oils, the ability

of two or more crude oils or fuel oils to blend together within

certain concentration ranges without evidence of separation,

such as the formation of multiple phases.
DISCUSSION—Incompatible heavy fuel oils or crude oils, when mixed

or blended, result in the flocculation or precipitation of asphaltenes.

Some oils may be compatible within certain concentration ranges in

specific mixtures, but incompatible outside those ranges.

[D02.14] D7060, D7061, D7112, D7157, D7827, D8253

compensation line, n—a line of plot on logarithmic paper

where the coordinates are scar diameter in millimetres and

applied load in kilograms-force (or newtons), obtained under

dynamic conditions. [D02.L0] D2783

compensation line, n—a line of plot on log-log paper where

the coordinates are scar diameter in millimetres and applied

load in kilograms-force (or Newtons) obtained under dy-

namic conditions. [D02.G0] D2596

compensation scar diameter, n—the average diameter, in

millimetres, of the wear scar on the stationary balls caused

by the rotating ball under an applied load in the presence of

a lubricant, but without causing either seizure or welding.

[D02.G0] D2596; [D02.L0] D2783
DISCUSSION—The wear scar obtained shall be within 5 % of the

values noted in Table 1, Column 3. [D02.L0] D2783
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component, n—of a hydraulic system, an individual unit,

excluding piping, comprising one or more parts designed to

be a functional part of a fluid power system, for example,

cylinder, motor, valve, or filter. [D02.N0] D7721

component incipient failure, n—moment a component begins

to deteriorate or undergo changes that will eventually lead to

the loss of its design function.
DISCUSSION—This moment may not be easily detectable because of

sensitivity limitations of monitoring instrumentation or a lack of

measurable change in performance characteristics or both.

[D02.96] D7874

composite sample, n—a sample, representative of an entire

consignment of calcined petroleum coke, generated by

mixing portions of gross samples from different lots together

in mass fractions proportioned to the consignment.

[D02.05] D6969

composite sample, n—a sample prepared by combining a

number of samples and treated as a single sample. Also refer

to “tank composite sample,” “volumetric composite

sample,” “deck composite sample,” and “multiple tank

composite sample” definitions. [D02.02] D4057

compressed thickness—the measured thickness of a gasket

material with a known compressive stress applied.

[D02.B0] F118

compression ratio (CR), n—the ratio of the volume of the

combustion chamber including the precombustion chamber

with the piston at bottom dead center to the comparable

volume with the piston at top dead center. [D02.01] D613

compressive strength, n—property of solid material that

indicates its ability to withstand a uniaxial compressive load.

[D02.F0] C695

concentration, n—mass fraction wt/wt%, mass%, or mg/kg.

[D02.03] D8252

condition monitoring, n—a field of technical activity in which

selected physical parameters associated with an operating

machine are periodically or continuously sensed, measured,

and recorded for the interim purpose of reducing, analyzing,

comparing, and displaying the data and information so

obtained, and for the ultimate purpose of using interim result

to support decisions related to the operation and maintenance

of the machine. [D02.96] D7917

condition monitoring, n—the recording and analyzing of data

relating to the condition of equipment or machinery for the

purpose of predictive maintenance or optimization of

performance. [D02.96] D8184, D8304

congealing point, n—of petroleum wax, that temperature at

which molten petroleum wax, when allowed to cool under

prescribed conditions, ceases to flow. [D02.10] D938

consistency, n—of lubricating grease, the degree of resistance

to movement under stress.
DISCUSSION—The term consistency is used somewhat synonymously

with penetration. Generally, consistency refers to worked penetration of

a grease. [D02.G0] D217, D8022

consortium (pl. consortia), n—microbial community com-

prised of more than one species that exhibits properties not

shown by individual community members.

DISCUSSION—Consortia often mediate biodeterioration processes that

individual taxa cannot. [D02.C0.01] D8506; [D02.14] D6469

contamination, n—any process which introduces contami-

nants into the fuel. [D02.E0] D2880

continuous analyzer unit cycle time, n—the time interval

required to replace the volume of the analyzer measurement

cell. [D02.25] D7278

control limits, n—limits on a control chart that are used as a

criteria for signaling the need for action, or for judging

whether a set of data does or does not indicate a state of

statistical control. [D02.25] D6122, D8340, D8470

control limits, n—limits on a control chart that are used as

criteria for signaling the need for action or judging whether

a set of data does or does not indicate a state of statistical

control based on a prescribed degree of risk.

DISCUSSION—For example, typical three-sigma limits carry a risk of

0.135 % of being out of control (on one side of the center line) when

the process is actually in control and the statistic has a normal

distribution. [D02.96] D7720

control limits, n—limits on a control chart that are used as

criteria for signaling the need for action, or for judging

whether a set of data does or does not indicate a state of

statistical control. [D02.25] D6122

conventional-fuel vehicle, n—a vehicle designed to operate on

spark-ignition engine fuel that complies with Specification

D4814. [D02.A0] D6423, D7794

conventional hydrocarbons, n—hydrocarbons derived from

the following conventional sources: crude oil, natural gas

liquid condensates, heavy oil, shale oil, and oil sands.

[D02.J0] D7566; [D02.04] D2425

cool-on-column injector, n—an injection port that allows

controlled injection of the sample at a temperature close to or

lower than the boiling point of the solvent into the gas

chromatographic column or a liner within the injection port

connected to the column.

DISCUSSION—After the injection, the injection port is heated at a fixed

rate to a temperature sufficiently high enough to allow the transfer of

sample components of interest from the injection port to the part of the

column located in the gas chromatograph (GC) oven.

[D02.04] D7059

copper corrosion, n—effect of a chemical attack on copper

metal by a lubricant causing various levels of tarnishing and

change in appearance.

DISCUSSION—Acidic and other aggressive species, often sulfur-based,

in a lubricant can attack copper or copper alloys present in bearings or

other lubricated surfaces. The presence of this antagonistic interaction

is often apparent in a well-defined series of color changes.

[D02.G0] D4048

core sample, n—the portion of graphite obtained from an

electrode by use of a sampling device. [D02.F0] C783
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core sample, n—a sample of uniform cross-sectional area

taken at a given height in a tank. [D02.02] D4057

corrected area slice, n—in gas chromatography, an area slice

corrected for baseline offset, by subtraction of the corre-

sponding area slice in a previously recorded blank (non-

sample) analysis. [D02.04] D7798

corrected load, n—the load in kilograms-force (or Newtons)

for each run obtained by multiplying the applied load by the

ratio of the Hertz scar diameter to the measured scar

diameter at that load. [D02.L0] D2783

corrected load, n—the load in kilograms-force (or Newtons)

obtained by multiplying the applied load by the ratio of the

Hertz scar diameter to the measured scar diameter at that

load.

DISCUSSION—In this test method, the corrected load is calculated for

each run. [D02.G0] D2596

correction, n—action to eliminate a detected nonconformity.

DISCUSSION—A correction may be performed before, during, or after

corrective action.

DISCUSSION—Corrections are typically one-time fixes that immedi-

ately address the nonconformity, but may not prevent recurrence.

[D02.94] D6792

correction factor, n—a mathematical adjustment to a test

result to compensate for industry wide shifts in severity.

[D02.B0] D6984, D7320

corrective action, n—action taken to eliminate the cause of a

nonconformity and to prevent recurrence.

DISCUSSION—There can be more than one cause for a nonconformity.

DISCUSSION—Corrective action is taken to prevent recurrence

whereas preventive or continuous improvement actions are taken to

prevent occurrence. [D02.94] D6792

corrosion, n—the chemical or electrochemical reaction be-

tween a material, usually a metal surface, and its environ-

ment that can produce a deterioration of the material and its

properties.

[D02.96] D7690; [D02.B0] D6557, D7320, D8111

corrosion, n—the chemical or electrochemical reaction be-

tween a material, usually a metal, and its environment that

produces a deterioration of the material and its properties.

DISCUSSION—In this test method, corrosion is manifested by red rust

or black stains on the bearing race. Stains, through which the

underlying metal surface is still visible, are not considered corrosion in

Test Method D6138 and shall be ignored. [D02.G0.06] D6138

corrosion, adj—the chemical or electrochemical reaction be-

tween a material, usually a metal surface, and its environ-

ment that can produce a deterioration of the material and its

properties. [D02.B0] D8350

cracked gases, n—hydrocarbon gases that contain unsaturates.

[D02.04] D2650

cracking pattern coefficient, n—the ratio of a peak at any m/e

relative to its parent peak (or in some cases its base peak).

[D02.04] D2650

critical part, n—a component used in this test procedure, that

has been identified as critical to the operations and/or

performance of the test. [D02.B0] D8256

critical parts, n—those components used in the test that are

known to affect test severity.

[D02.B0] D6709; [D02.N0] D7721

critical pressure, n—that pressure needed to condense a gas at

the critical temperature. [D02.04] D7347

critical temperature, n—highest temperature at which a

gaseous fluid can be converted to a liquid by means of

compression. [D02.04] D7347

criticality number, C, n—product of the severity (S) and

occurrence (O) numbers for a given failure mode’s causes

and effects. [D02.96] D7874

crosshead, n—an overhead component, located between the

rocker arm and each intake-valve and exhaust-valve pair,

that transfers rocker arm travel to the opening and closing of

each valve pair.

DISCUSSION—Each cylinder has two crossheads, one for each pair of

intake valves and exhaust valves. [D02.B0] D7484

cross-sectional area—the area of a gasket specimen defined as

the width times the thickness [D02.B0] F118

crude oil, n—a naturally occurring hydrocarbon mixture,

generally in a liquid state, which may also include com-

pounds of sulfur, nitrogen, oxygen, metals, and other

elements. [D02.06] D8045

crude oil, n—a naturally occurring hydrocarbon mixture,

generally in a liquid state, which may also include com-

pounds of sulfur, nitrogen, oxygen, metals, and other ele-

ments. (Synonym—crude petroleum, crude.)

[D02.14] D7996, D8253

crush—maximum load capability of a gasket material has been

exceeded by excessive external force, causing permanent

deformation of the material matrix. This permanent defor-

mation is normally exhibited as splits in the gasket material

upon disassembly of the joint. [D02.B0] F118

crystallite, n—in manufactured carbon and graphite product

technology, a region of regular crystalline structure having

parallel basal planes. [D02.F0] D8075

cuff—a layer between the way oil layer and the coolant or

buffer layer that contains significant amounts of both. In

describing this intermediate layer, cuff is preferred to emul-

sion since many of the coolants are themselves emulsions.

[D02.L0] D6553

culturable, adj—(microorganisms that are) able to proliferate

as indicated by the formation of colonies on or in solid,

semi-solid, or liquid growth media under specific growth

conditions, as indicated by the formation of colonies, the

development of turbidity, or other indicators.

[D02.14] D7463, D7687
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culture medium, n—solid, semi-solid, or liquid preparations

that contain nutrients that support microbial growth, and

usually other chemical agents that can inhibit or stimulate

growth by specific microorganisms or that can indicate the

presence of all culturable or specific microorganisms.

[D02.14] D7978

cumulative corrected area, n—in gas chromatography, the

accumulated sum of corrected area slices from the beginning

of the analysis through to a given retention time, ignoring

any non-sample areas (for example, solvent peak area).

[D02.04] D7798

cumulative distribution, n—representation of the total frac-

tion of the population, expressed as either mass-, volume-,

area-, or number-based, that is greater than or less than

discrete size values. [D02.96] D7720

cup grease, n—any lubricating grease having physical

properties, such as consistency and texture, suitable for its

use in spring-loaded or screw-type lubricating cups.
DISCUSSION—Cup greases are predominantly NLGI No. 3 or 4

calcium greases, but grease types other than calcium are also used.

[D02.G0] D128

cut point carbon fraction interval, n—the percent mass

obtained between two selected n-paraffins of the interval.

The cut point carbon fraction interval as used in this test

method is defined as the percent mass obtained between the

end of one n-paraffin peak to the end of the next n-paraffin

peak, thus a temperature interval is not used to determine the

cut points but rather the end points sequential of a n-paraffin

peak pair. [D02.04] D8003

cycle time, n—the amount of time it takes for a machine to

perform a repetitive segment of an operation, typically

measured as the time it takes a machine to return to the

original position after completing a task. [D02.N0] D7721

cylinder height, n—for the CFR engine, the relative vertical

position of the engine cylinder with respect to the piston at

top dead center (tdc) or the top machined surface of the

crankcase. [D02.01] D2699, D2700

cylinder stock, n—lubricant for independently lubricated en-

gine cylinders, such as those of steam engines and air

compressors. Cylinder stock are also used for lubrication of

valves and other elements in the cylinder area. [D02.07] D97

D1265 cylinder, n—a container used for storage and transpor-

tation of a sample obtained at pressures above atmospheric

pressure as described in Practice D1265. [D02.04] D8003

data set, n—logical collection of data that supports a user

function and could include one or more data tables, files, or

sources.
DISCUSSION—Herein a data set is a population of values for a

measurand from within a particular measurand set and covering an

equipment population. [D02.96] D7720

DCT immersion depth, n—depth that a DCT probe should be

immersed in a uniform temperature environment, such that

further immersion does not produce a change in indicated

temperature greater than the specified tolerance.

DISCUSSION—This is a DCT probe characteristic and establishes a

baseline immersion for the probe. This is separate and distinct from

how the probe is located in a test method. The use and positioning of

a DCT probe in a test method is to be described in the test method.

[D02.91] D8164

DCT immersion depth, n—depth that a thermometer should

be immersed in a uniform temperature environment, such

that further immersion does not produce a change in indi-

cated temperature greater than the specified tolerance.

[D02.91] D8164

DCT immersion depth, n—depth that a DCT sensor is

immersed in a uniform temperature environment, such that

further immersion does not produce a change in indicated

temperature greater than the specified tolerance.

DISCUSSION—This is a DCT probe characteristic and establishes a

baseline immersion for the probe. This is separate and distinct from

how the probe is located in a test method. The use and positioning of

a DCT probe in a test method is to be described in the test method.

[D02.07] D8278

dead bottom sample, n—a sample obtained from the lowest

accessible point in a tank. This is typically directly from the

floor (or datum plate) of the shore tank or the bottom of the

vessel compartment. [D02.02] D4057

dead crude oil, n—crude oil with sufficiently low vapor

pressure that, when exposed to normal atmospheric pressure

at room temperature, does not result in boiling of the sample.

DISCUSSION—These crudes will have vapor pressures below atmo-

spheric pressure at room temperature. [D02.02] D4057

DISCUSSION—A crude oil is normally considered “live” until the

vapor pressure can be established using Test Methods D6377, D6378,

or D7975. Sampling and handling of dead crude oils can usually be

performed without concern in open, non-pressurized sample containers,

such as cans, bottles, and other atmospheric containers as described in

Practice D4057 (API MPMS Chapter 8.1).

[D02.02] D8009; [D02.08] D8236

DISCUSSION—The term ‘stabilized crude oil’ is frequently used for a

dead crude oil that has been produced by ‘flashing off’ (distilling) light

components from a live crude oil. [D02.14] D7621

dead crude oil, n—a term usually employed for crude oils that,

when exposed to normal atmospheric pressure at room

temperature, will not result in actual boiling of the sample.

DISCUSSION—These crudes will have vapor pressures below atmo-

spheric pressure at room temperature. [D02.04] D8003

dead volume, n—the dead volume includes any incidental

volume from fittings, valves, threaded port connections, the

annular volume around the piston, channel volume within

the end caps, and volume within the pressure relief device

and valves that can affect the actual V/L versus V/L

calculated from the linear displacement of the cylinder rod

used to calculate the volume of the cylindrical sample

chamber. [D02.08] D8236

debris, n—solid particulate matter introduced to lubricant (or

machinery/equipment fluid) through contamination or de-

tached from a surface due to wear, corrosion, or erosion

process. [D02.96] D8182
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debris, n—in tribology, particles that have become detahced in

a wear or erosion process. [D02.96] D7690

debris, n—in internal combustion engines, solid contaminant

materials unintentionally introduced into the engine or

resulting from wear. [D02.96] D7898

debutanization of crude petroleum, n—the removal of the

light hydrocarbons up to and including n-butane, and reten-

tion of the heavier hydrocarbons.

DISCUSSION—In practice, a crude petroleum is regarded as debuta-

nized if the light hydrocarbon cut collected in the cold trap contains

more than 95 % of the C2 to C4 hydrocarbons and less than 5 % of the

C5 hydrocarbons initially present in the sample. [D02.08] D2892

deck composite sample, n—a sample typically made by

compositing a portion of each sample obtained from all

vessel compartments containing a particular product grade.

[D02.02] D4057

decomposition, n—of a hydrocarbon, the pyrolysis or cracking

of a molecule yielding smaller molecules with lower boiling

points than the original molecule. [D02.08] D86, D7344

decomposition point, n—in distillation, the corrected tem-

perature reading that coincides with the first indications of

thermal decomposition of the specimen.

[D02.08] D86, D7344

degras (wool fat, wool grease, wool wax), n—a fat-like

material comprised primarily of sterols, other higher

alcohols, and fatty acids, obtained from the solvent extrac-

tion of sheep’s wool. [D02.G0] D128

degree of thickening (DT), n—the ratio of an oil’s viscosity

with an additive to that oil’s viscosity without the additive.

A measure of the amount by which an additive increases the

base fluid viscosity. [D02.07] D6022

demulsibility, n—in petroleum products, the ability of a

mixture of liquids (usually hydrocarbons and water) to

separate into its components after the mixture has been

vigorously agitated. [D02.L0] D2711

denaturants, n—materials added to ethanol to make it unsuit-

able for beverage use under a formula approved by a

regulatory agency to prevent the imposition of beverage

alcohol tax. [D02.A0] D4806

DISCUSSION—Denaturants are only those materials added by the

denaturer to comply with the approved formula; any materials absorbed

later are not denaturants. [D02.A0] D4806, D6423

denatured fuel ethanol, n—fuel ethanol made unfit for bev-

erage use by the addition of denaturants under formula(s)

approved by the applicable regulatory agency to prevent the

imposition of beverage alcohol tax. [D02.04] D5501;

[D02.A0] D4806

density, n—for a quantity of a homogeneous substance, the

ratio of its mass to its volume. The density varies as the

temperature changes and is, therefore, generally expressed as

the mass per unit of volume at a specified temperature.

[D02.02] D4057

density, n—the mass of liquid per unit volume at 15 °C and its

saturation pressure with the standard unit of measurement

being kilograms per cubic metre.
DISCUSSION—Other reference temperatures, such as 20 °C may be

used for some products or in some locations. Less preferred units of

measurement; for example, kg/L or g/mL, are still in use.

[D02.02] D1657

density, n—mass per unit volume at a given temperature.
DISCUSSION—Standard units of density are kg/m3 (SI unit) or mg/

cm3. Less preferred units, for example, kg/L or g/mL, are still in use.

[D02.04] D7777

density, n—mass per unit volume at a specified temperature.
DISCUSSION—The SI unit of density is kg/m3; the unit of measure

g/cm3 is commonly used in industry. Less preferred units, for example,

kg/L or g/mL, are still in use. [D02.04] D5002

density, n—the mass per unit of volume at a standard test

temperature. [D02.05] D2320

density, n—mass per unit volume. [D02.07] D4741, D5481,

D6616, D7042, D7483, D7945

DISCUSSION—The SI unit of density is kg/m3; the unit of measure

g/cm3 is commonly used in industry. [D02.04] D4052

density (ρ), n—mass per unit volume at a specified

temperature. [D02.04.0D] D7961

depacifying, adj—the process of removing hydrogen ions

(protons) from the cathodic surface of an electrolytic cell,

thereby promoting continued electrolytic corrosion.

[D02.C0.01] D8506; [D02.14] D6469

deplasticize, v—the process of breaking down polymers in

plastics and similar materials, resulting in loss of the

material’s structural integrity. [D02.C0.01] D8506; [D02.14]

D6469

deposit control additive, n—material added to the fuel to

prevent or remove deposits in one or more of the engine fuel,

intake, and combustion systems.
DISCUSSION—For the purpose of this test method, the performance

evaluation of a deposit control additive is limited to the tulip area of

intake valves. [D02.A0] D5500, D6201

DISCUSSION—For the purposes of this test method, the performance

evaluation of a deposit control additive is limited to the electronic port

fuel injector tip areas. [D02.A0] D5598, D6421

derivitization reagent, n—a saturated solution of phenylbo-

ronic acid (PBA) in solvent. Acetone and 2,2-

dimethoxypropane have been used successfully. Gentle

warming at 50 °C will hasten dissolution. Solution is stable

for three months at room temperature if kept away from

moisture. [D02.04] D7922

design function, n—function or task that the system or

component should perform. [D02.96] D7874, D7973, D8128

detection ability number, D, n—ranking number that de-

scribes the ability of a specific fluid test to successfully

detect a failure mode’s causes or effects.

DISCUSSION—A scale is used to grade detection ability numbers.

[D02.96] D7973
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detection ability number, D, n—ranking number that de-

scribes the ability of a specific fluid test to successfully

detect a failure mode’s causes or effects. A scale is used to

grade detection ability numbers. [D02.96] D7874, D8128

detection limit, n—concentration of an analyte that results in a

signal intensity that is some multiple (typically two) times

the standard deviation of the background intensity at the

measurement wavelength. [D02.03] D7740

detection limit, n—the smallest concentration of an element

that can be measured for specific analysis conditions and

data collection periods. [D02.03] D6728

detection limit, n—a stated limiting value that designates the

lowest concentration that can be determined with confidence

and that is specific to the analytical procedure used.

[D02.03] D7111

determinability, n—a quantitative measure of the variability

associated with the same operator in a given laboratory

obtaining successive determined values using the same

apparatus for a series of operations leading to a single result;

it is defined as the difference between two such single

determined values that would be exceeded with an approxi-

mate probability of 5 % (one case in 20 in the long run) in

the normal and correct operation of the test method.
DISCUSSION—This definition implies that two determined values,

obtained under determinability conditions, which differ by more than

the determinability value should be considered suspect. If an operator

obtains more than two determinations, then it would usually be

satisfactory to check the most discordant determination against the

mean of the remainder, using determinability as the critical difference.

[D02.94] D6300

determination, n—the process of carrying out the series of

operations specified in the test method whereby a single

value is obtained. [D02.94] D3244

detonation meter, analog, n—for knock testing, the signal

conditioning instrumentation that accepts the electrical sig-

nal from the detonation pickup and provides an analog

output signal to the analog knockmeter.
DISCUSSION—In the context of this test method, three contemporary

generations of apparatus have been developed as detonation meters.

These are (year of introduction in parenthesis): the 501T Detonation

Meter (1969), the 501C Detonation Meter (1979), and the SSD7000

Detonation Meter (2017).2 [D02.01] D2699, D2700

detonation meter, digital, n—for knock testing, the digital

signal conditioning instrumentation that accepts the electri-

cal signal from the detonation pickup and provides a digital

output for display. [D02.01] D2699, D2700

detonation pickup, n—for knock testing, a magnetostrictive-

type transducer that threads into the engine cylinder and is

exposed to combustion chamber pressure to provide an

electrical signal that is proportional to the rate-of-change of

cylinder pressure. [D02.01] D2699, D2700

developer, n—of an ASTM test method, the assigned ASTM

group, working under the supervision of its governing

subcommittee and main committee, that formats the test

method in accordance with the Form and Style for ASTM

Standards, and continually refines the test method.

[D02.B0] D6594

developer, n—of a test procedure, an individual or organiza-

tion that selects the test apparatus and operating conditions.

[D02.B0] D6594

dial indicator reading, n—for the CFR engine, a numerical

indication of cylinder height, in thousandths of an inch,

indexed to a basic setting at a prescribed compression

pressure when the engine is motored.

[D02.01] D2699, D2700

diesel crankcase engine oils, n—an engine oil used in the

crankcase of the internal combustion diesel engine.

DISCUSSION—It may contain additives to enhance certain properties.

Inhibition of engine rusting, deposit formation, valve train wear, oil

oxidation, and foaming are examples. [D02.96] D7899

diesel engine, n—a reciprocating or rotary engine in which

ignition of the main fuel charge, as it is introduced to the

combustion chamber, shall be by the heat of compression of

the charge of combustion air, during regular operation of the

engine from idle speeds up to full speed, regardless of

whether miscellaneous methods to augment such heat of

compression are used to facilitate starting of the engine

under normal conditions or under low ambient temperature

conditions or low intake air temperature conditions.

DISCUSSION—Engines that are designed to operate with a continu-

ously hot spot or bulb or other device to facilitate ignition or

combustion, or both, of low cetane fuels, or any fuels slow to ignite or

to burn, or both, shall be considered to be diesel engines for purposes

of this test method. [D02.96] D7899

diesel fuel, n—liquid specifically designed for injection into a

compression-ignition engine to provide energy.

DISCUSSION—The liquid is frequently a mixture consisting primarily

of hydrocarbons. For D975 compliant diesel fuels, see the section on

Alternative Blendstocks for allowed non-hydrocarbon blendstocks.

DISCUSSION—A compression-ignition engine is frequently called a

diesel engine. In this type of engine, the combustion reactions are

initiated when the injected fuel mixes with the hot compressed gases in

the combustion zone. There is no spark. The properties of the fuel must

support the requirements for compression-ignition engines.

DISCUSSION—Blendstocks of varying composition and additives are

blended to meet the requirements of relevant specifications, operating

conditions (for example, operation at low temperatures), and market

needs.

DISCUSSION—Many diesel fuels comply with detailed requirements

such as are found in regional or national standard specifications. Other

liquid fuels are under development for future use in diesel engines and

may not comply with any recognized standard. [D02.E0] D975

diesel fuel, n—petroleum-based middle distillate fuel.

[D02.04] D7371, D7861

diesel fuel oil, n—a petroleum-based diesel fuel, as described

in Specification D975. [D02.04] D7806

2 Supporting data have been filed at ASTM International Headquarters and may

be obtained by requesting Research Report RR:D02-1870. Contact ASTM Customer

Service at service@astm.org.
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diffuser, n—for gas, a device for dispersing gas into a fluid.

DISCUSSION—In this test method the diffuser may be made of either

metallic or non-metallic materials. [D02.06] D892

diffuser, n—for gas, a device for dispersing gas into a liquid.

(Test Method D892).

DISCUSSION—Although diffusers can be made of either metallic or

non-metallic materials, in this test method the diffuser is sintered

stainless steel. [D02.06] D6082

digital contact thermometer (DCT), n—an electronic device

consisting of a digital display and associated temperature

sensing probe.

DISCUSSION—This device consists of a temperature sensor connected

to a measuring instrument; this instrument measures the temperature-

dependent quantity of the sensor, computes the temperature from the

measured quantity, and provides a digital output. This digital output

goes to a digital display and/or recording device that may be internal or

external to the device. These devices are sometimes referred to as

“digital thermometers.”

DISCUSSION—PET is an acronym for portable electronic

thermometers, a subset of digital contact thermometers (DCT).

[D02.07] D97, D445, D2162, D2500, D2532, D2983, D3829,

D4539, D4684, D6371, D6821, D6896, D7110, D7279,

D7962, D8210, D8278;

[D02.91] D8164

DISCUSSION—The devices are often referred to as a “digital

thermometers,” however the term includes devices that sense tempera-

ture by means other than being in physical contact with the media.

[D02.07] D445, D2162, D2983, D3829, D4684, D6821,

D6896, D7110, D7279, D7962, D8210, D8278; [D02.91]

D8164

Digital Contact Thermometer (DCT), n—an electronic de-

vice consisting of a digital display and associated tempera-

ture sensing probe.

DISCUSSION—This device consists of a temperature sensor connected

to a measuring instrument; this instrument measures the temperature-

dependent quantity of the sensor, computes the temperature from the

measured quantity, and provides a digital output or display, or both, of

the temperature. The temperature sensing probe is in contact with the

material whose temperature is being measured. This device is some-

times referred to as a digital thermometer.

DISCUSSION—Portable electronic thermometers (PET) is an acronym

sometimes used to refer to a subset of the devices covered by this

definition. [D02.05] D61

digital counter reading, n—for the CFR engine, a numerical

indication of cylinder height, indexed to a basic setting at a

prescribed compression pressure when the engine is

motored. [D02.01] D2699, D2700

diluent—a substance used to dilute something.

DISCUSSION—In this standard, the diluents are termed base gasoline

A, B, and C, which are the diluents consisting of gasoline blend stocks

used to dissolve the oxygenates to create the calibration and instrument

qualification matrix solutions. The base stocks must not contain

measurable oxygenates. The known base socks are:

(1) Base gasoline A should be a gasoline with at least 60 %

alkylate. A suggested recipe for base gasoline A is 60 %

alkylate, 30 % full range reformate, and 10 % light straight run.

(2) Base gasoline B should be a gasoline with at least 60 %

full range reformate. A suggested recipe for base gasoline B is

60 % full range reformate, 30 % FCC gasoline, and 10 % light

straight run.

(3) Base gasoline C the composition is not known.

[D02.04] D5845

dilution factor, n—ratio of sample weight of the aliquot taken

to the final diluted volume of its solution.
DISCUSSION—The dilution factor is used to multiply the observed

reading and obtain the actual concentration of the analyte in the original

sample. [D02.03] D7740

dilution factor, f, n—the proportion of solvent increase made

to reduce the concentration and thus the absorbance of a

solute, expressed by the ratio of the volume of the diluted

solution to the volume of original solution containing the

same quantity of solute as the diluted solution.

[D02.04] D2008

dimethyl ether (DME), n—the chemical compound

CH3OCH3. [D02.H0] D7995

dipper sample, n—a sample obtained by placing a dipper or

other collecting vessel in the path of a free-flowing stream to

collect a definite volume from the full cross section of the

stream at regular time intervals for a constant time rate of

flow or at time intervals varied in proportion to the flow rate.

[D02.02] D4057

direct or open split interface, n—any GC/MS interface used

to maintain atmospheric pressure at capillary column outlet.

[D02.04] D7845

dispersant, n—in engine oil, an additive that reduces deposits

on oil-wetted engine surfaces primarily through suspension

of particles. [Subcommittee D02.B0]; [D02.B0] D6681

dispute, n—when there is a question as to product property

conformance to specification because a test value obtained

falls outside the specification limit(s). [D02.94] D3244

dispute adjudication sample, n—a mutually agreed sample

between the parties in dispute to be used for the purpose of

arriving at the ATV for the property that is in dispute with

regards to its specification conformance status.

[D02.94] D3244

dissolved water, n—water in solution in petroleum and petro-

leum products. [D02.02] D4057

dissolved water,, n—water that is homogeneously distributed

on a molecular scale in a different liquid, called the solvent.
DISCUSSION—Dissolved water does not settle out of solution, nor does

it form a separate layer or haze in the container. The amount of water

dissolved in the solution depends on the temperature of the solution.

For most solvents the amount of dissolved water will increase as the

temperature of the solution increases.

DISCUSSION—Tall tanks may stratify on a macroscopic scale. That is,

the concentration of the water at different locations in the tank may vary

due to the influence of macroscopic factors such as gravity, temperature

of the addition of a different fuel blend to the tank. [D02.E0] D4418

distillate, n—in the liquid fuels industry, a liquid blendstock or

finished product that has been distilled or could be distilled
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with no change to the molecular structure of any chemical in

the liquid and with no change to the physical structure of the

liquid.
DISCUSSION—The heating and cooling of the liquid to cause distilla-

tion may occur under any pressure.

DISCUSSION—A distillate is distinct from a residue (or resid) which

cannot be distilled at the conditions of the distillation.

DISCUSSION—The term distillate is sometimes used to mean middle

distillate. This practice is discouraged.

[Coordinating Subcommittee D02.95]

distillation pressure, n—the pressure measured as close as

possible to the point where the vapor temperature is taken,

normally at the top of the condenser. [D02.08] D2892

distillation temperature, n—the temperature of the saturated

vapor measured in the head just above the fractionating

column.
DISCUSSION—It is also known as the head temperature or the vapor

temperature. [D02.08] D2892

distribution, n—as used in statistics, a set of all the various

values that individual observations may have and the fre-

quency of their occurrence in the sample or population.

[D02.96] D7720

double-blind reference oil, n—a reference oil, the identity of

which is unknown by either the submitting source or the test

facility and is not known to be a reference oil by the test

facility.
DISCUSSION—This is a coded reference oil that is supplied by an

independent source to a second party, who applies their own coded

designation to the oil (and if necessary, repackages it to preserve its

anonymity), and submits it to a third party for testing.

[D02.B0] D6750

double-blind test, n—a standard test performed on a double-

blind reference oil. [D02.B0] D6750

drag reducing additive (DRA), n—a material comprised of

very high molecular weight hydrocarbon polymers that is

soluble in petroleum products and used to reduce the fluid

friction during pipeline transportation. [D02.J0] D7872

drain sample, n—a sample obtained from the water draw-off

valve on a storage tank vessel or container. Occasionally, a

drain sample may be the same as a bottom sample (for

example, in the case of a tank car). [D02.02] D4057

driveability, n—in vehicles equipped with internal combustion

engines, the quality of a vehicle’s performance characteris-

tics under a range of conditions as perceived by the operator.
DISCUSSION—The operating conditions may include cold starting and

warm-up, acceleration, idling, and hot start. The performance charac-

teristics may include engine hesitation, stumble, and stall.

[D02.A0] D4814, D5500, D5598, D6421

drop melting point of petroleum wax, n—the temperature at

which material becomes sufficiently fluid to drop from the

thermometer used in making the determination under defi-

nite prescribed conditions. [D02.10] D127

dry method, n—in vapor pressure methods, a specific empiri-

cal test method (D4953) for measuring the vapor pressure of

gasoline and other volatile products in which contact of the

test specimen with water is not allowed. [D02.08] D4953

dry point, n—in distillation, the corrected temperature reading

at the instant the last drop of liquid evaporates from the

lowest point in the flask. [D02.08] D86

dry solid film lubricants, n—dry coatings consisting of

lubricating powders in a solid matrix bonded to one or both

surfaces to be lubricated. [D02.L0] D2510, D2625

dry vapor pressure equivalent (DVPE), n—value calculated

by a defined correlation equation, that is expected to be

comparable to the vapor pressure value obtained by Test

Method D4953, Procedure A.

[D02.08] D4953, D5482; [D02.A0] D8275

dynamic, adj—the condition in which the vapor above the test

specimen and the test specimen are not in temperature

equilibrium at the time at which the ignition source is

applied. [D02.08] D6450

dynamic, adj—the condition where the vapor above the test

specimen and the test specimen are not in temperature

equilibrium at the time at which the ignition source is

applied. [D02.08] D7094

dynamic, adj—in petroleum products, the condition where the

vapor above the test specimen and the test specimen are not

in temperature equilibrium at the time that the ignition

source is applied.
DISCUSSION—This is primarily caused by the heating of the test

specimen at the constant prescribed rate with the vapor temperature

lagging behind the test specimen temperature. [D02.08] D92

dynamic, adj—in petroleum products—in petroleum product

flash point test methods—the condition where the vapor

above the test specimen and the test specimen are not in

temperature equilibrium at the time that the ignition source

is applied.
DISCUSSION—This is primarily caused by the heating of the test

specimen at the constant prescribed rate with the vapor temperature

lagging behind the test specimen temperature. [D02.08] D93

dynamic fuel-air ratio for maximum knock, n—for knock

testing, the changing of the mixture of fuel and air for engine

combustion determined by continually varying fuel level in

the carburetor delivery components, through the maximum

knock intensity so that the observed peak knock intensity

value can be selected as maximum knock intensity reading.

[D02.01] D2885

dynamic fuel level, n—for knock testing, test procedure in

which the fuel-air ratio for maximum knock intensity for

sample and reference fuels is determined using the falling

level technique that changes carburetor fuel level from a

high or rich mixture condition to a low or lean mixture

condition, at a constant rate, causing knock intensity to rise

to a maximum and then decrease, thus permitting observa-

tion of the maximum knockmeter reading.

[D02.01] D2699, D2700

dynamic hold-up, n—in column distillation, the quantity of

liquid held up in the column under normal operating

conditions. [D02.08] D2892
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dynamic holdup, n—in D86 distillation, the amount of mate-

rial present in the neck of the flask, in the sidearm of the

flask, and in the condenser tube during the distillation.

[D02.08] D86

dynamic holdup, n—in distillation, amount of material pres-

ent in the distillation column, and in the condenser during

the distillation. [D02.08] D7344

dynamic viscosity [η], n—ratio of applied shear stress and the

resulting rate of shear.

DISCUSSION—It is also sometimes called absolute viscosity. Dynamic

viscosity is a measure of the resistance to flow of the liquid at a given

temperature. In SI, the unit of dynamic viscosity is the Pascal·second

(Pa·s), often conveniently expressed as milliPascal·second (mPa·s),

which is the equivalent of the centipoise (cP) in the centimetre gram

second system of units (CGS). [D02.96] D8128

dynamic viscosity (η), n—the ratio between the applied shear

stress and rate of shear of a liquid at a given temperature.

DISCUSSION—It is sometimes called the coefficient of dynamic

viscosity or, simply, viscosity. Thus, dynamic viscosity is a measure of

the resistance to flow or to deformation of a liquid under external shear

forces.

DISCUSSION—The term dynamic viscosity can also be used in a

different context to denote a frequency-dependent quantity in which

shear stress and shear rate have a sinusoidal time dependence.

[D02.07] D7042, D7483, D7945

dynamic viscosity (η), n—the ratio of applied shear stress and

the resulting rate of shear of a liquid.

DISCUSSION—It is also sometimes called absolute viscosity. Dynamic

viscosity is a measure of the resistance to flow of the liquid at a given

temperature. In SI, the unit of dynamic viscosity is the Pascal·second

(Pa·s), often conveniently expressed as milliPascal·second (mPa·s),

which has the cgs system equivalent of the centipoise (cP).

[D02.96] D7973

ecotoxicity, n—the propensity of a material to produce adverse

behavioral, biochemical, or physiological effects in non-

human organisms or populations. [D02.12] D6081, D6384;

[D02.N0] D6046

effect(s) of failure, n—potential outcome(s) of each failure

mode on the system or components. [D02.96] D7874, D7973

effect load XX (ELXX), n—a statistically or graphically

estimated loading rate of test material that is expected to

cause one or more specified effects in XX % of a group of

organisms under specified conditions for a specified time.

DISCUSSION—This terminology should be used for hydraulic fluids

instead of the standard effect concentration (ECXX) when the hydraulic

fluid is not completely soluble under test conditions.

[D02.N0] D6046

effect load XX (ELXX), n—a statistically or graphically

estimated loading rate of test material that is expected to

cause one or more specified effects in XX % of a represen-

tative subpopulation of organisms under specified condi-

tions.

DISCUSSION—This terminology should be used instead of the standard

ECXX when the test material is not completely soluble at the test treat

rates. [D02.12] D6081, D6384

effective composition to biodegradation (ECB),

n—component of material that can be biodegradable by

bacteria.
DISCUSSION—The term ECB is a part of bio-kinetic model is sum of

non-aromatic components in a lubricant. [D02.12] D7373

effects of failure, n—potential outcome(s) of each failure mode

on the system or component. [D02.96] D8128

efficiency, n—the ratio of actual work output of a component or

machine to the theoretical work output calculated from the

measured input power. [D02.N0] D7721

efficient basicity, EBas, n—the quantity of hydrochloric acid,

expressed in terms of the equivalent number of milligrams of

potassium hydroxide per gram of sample, required to neu-

tralize the basic components, which are organic species, of

the tested lubricant in a specified solvent to a specified buffer

endpoint using a specified detection system.

[D02.06] D8126

elastohydrodynamic lubrication (EHD), n—a condition

where extremely high fluid interface pressure developed in

concentrated rolling element contact causes the viscosity of

the lubricant to increase by several orders of magnitude and

for the surfaces to deform them appreciably in proportion to

the thickness of a fluid film between the surfaces.

[D02.96] D8128

elastomer, n—a natural or synthetic polymer having the

rubber-like property of substantially recovering its size and

shape after removal of a deforming force.

[D02.B0] D7216; [D02.G0] D4289

elastic modulus, n—the ratio of stress to strain, in the stress

range where Hooke’s law is valid. [D02.F0] C769, C747

electrical resistivity, n—the electrical resistance offered by a

material to the flow of current, times the cross-sectional area

of current flow and per unit length of current path, the

reciprocal of conductivity. It is also known as resistivity, or

specific resistance.3 [D02.05] D6120

electrode, n—in an integrated tester, set of two (upper and

lower) used in excitation of wear metals during emission

spectroscopic testing. [D02.96] D7417

electrode graphite, n—a type of manufactured graphite with

less restrictive controls on homogeneity and purity, com-

monly produced to carry current in electric arc furnaces, as

a consumable item in electrical discharge machining, and as

a structural material in plastic-injection molds.

[D02.F0] C1025; [D02.09.0C] D6971

electrolytic cell, n—an electrochemical cell in which chemical

reactions are caused by applying an external potential

difference greater than, and opposite to, the galvanic elec-

tromotive force of the cell. [D02.09] D6810; [D02.09.0C]

D7590

3 Parker, Sybil P., Ed in Chief, Dictionary of Scientific and Technical Terms,

McGraw Hill Book Co., Fourth Ed., 1989, p. 615.
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electronic pressure control, n—electronic pneumatic control

of carrier gas flows; it can be flow or pressure programmed

to speed up elution of components. [D02.04] D7059

emergent stem effect, n—the offset in temperature reading

caused by the use of total immersion mercury-in-glass

thermometers in the partial immersion mode.
DISCUSSION—In the partial immersion mode, a portion of the mercury

thread, that is, the emergent portion, is at a lower temperature than the

immersed portion, resulting in a shrinkage of the mercury thread and a

lower temperature reading. [D02.08] D86

emission spectrometer, n—component used to report elements

in parts per million in lubricants. This process measures 20

different wear/additive metals that can be present in the used

lubricant after the oil has been in service for a period of time.

Test Method D6595 can be used for reference or definition.

[D02.96] D7417

emission spectroscopy, n—measurement of the energy spec-

trum emitted by or from an object under some form of

energetic stimulation; for example, light or electrical

discharge. [D02.03] D7111

emission spectroscopy, n—measurement of energy spectrum

emitted by or from an object under some form of energetic

stimulation; for example, light, electrical discharge, and so

forth. [D02.03] D6595, D6728, D8315, D8322, D8351

emulsion, n—a suspension of fine globules of one or more

liquids in another liquid. [D02.C0] D1401

emulsion, n—a suspension of fine particles or globules, or

both, of one or more liquids in another liquid.

[D02.02] D4057; [D02.03] D5761

end point (EP) or final boiling point (FBP), n—maximum

corrected temperature reading obtained during the test.

[D02.08] D7344
DISCUSSION—This usually occurs after the evaporation of all liquid

from the bottom of the flask. The term maximum temperature is a

frequently used synonym. [D02.08] D86

energy consumption, n—the total energy content consumed

during a test in kWh; determined from electric power meter

readings or calculated from the mass of fuel consumed and

the lower heating value of the fuel. [D02.N0] D7721

energy dispersive X-ray fluorescence spectrometry, n—XRF

spectrometry applying energy dispersive detection of

radiation. [D02.03] D8252

energy dispersive X-ray spectrometry, n—XRF spectrometry

applying energy dispersive selection of radiation.

[D02.03] D7751

energy equivalent (effective heat capacity or water

equivalent), n—the energy equivalent of the calorimeter

expressed as joules per degree Celsius, J/°C.
DISCUSSION—The energy equivalent may be expressed in any energy

unit and any temperature unit so long as the value is used consistently

throughout the calculations. [D02.05] D4809

engine motor octane requirement, n—one full motor octane

number greater than the maximum motor octane number that

results in knock (graphic knock level descriptions can be

seen in Annex A1). For example, a test engine knocks on

primary reference fuels with 96 and 97 motor octane

numbers. The test engine does not knock on a primary

reference fuel with a 98 motor octane number. The maxi-

mum motor octane number that results in knock is 97, so the

motor octane requirement is 98. [D02.J0] D6424

engine octane requirement—one full number greater than the

maximum number that results in knock (graphic knock level

descriptions can be seen in Annex A1). For example, a test

engine knocks on primary reference fuels with 98 and 99

motor octane numbers. The test engine does not knock on a

primary reference fuel with a 100 motor octane number. The

maximum motor octane number that results in knock is 99 so

the motor octane requirement is 100. If a test engine knocks

on a reference fuel with a 3-amine number and does not

knock on a fuel with a 4-amine number, then the engine

requirement is a 4-amine number. [D02.J0] D6812

engine oil, n—a liquid that reduces friction or wear, or both,

between the moving parts within an engine; removes heat,

particularly from the underside of pistons; and serves as a

combustion gas sealant for piston rings.
DISCUSSION—It may contain additives to enhance certain properties.

Inhibition of engine rusting, deposit formation, valve train wear, oil

oxidation, and foaming are examples. [D02.96] D7899; [D02.B0]

D5966, D6750, D7216, D7563, D8047, D8074, D8111, D8114,

D8226, D8291, D8350

entrained air (or gas), n—in liquids, a two-phase mixture of

air (or gas) dispersed in a liquid in which the liquid is the

major component on a volumetric basis.
DISCUSSION—Entrained air (or gas) may form micro size bubbles in

liquids that are not uniformly dispersed and that may coalesce to form

larger bubbles below or at the surface which break or form foam.

[D02.06] D892

DISCUSSION—The air (or gas) is in the form of discrete bubbles of

about 10 µm to 1000 µm in diameter. The bubbles are not uniformly

dispersed. In time, they rise to the surface to coalesce to form larger

bubbles which break or form foam. Subsurface coalescence can also

occur, in which case, the bubbles will rise more rapidly.

[D02.06] D6082

entrained water, n—water suspended in the petroleum and

petroleum products. Entrained water includes emulsions but

does not include dissolved water. [D02.02] D4057

environmental compartment, n—a subdivision of the envi-

ronment based on physical or chemical properties, or both.
DISCUSSION—Examples of environmental compartments are aerobic

fresh water, aerobic marine and aerobic soil. The results of test

procedures may be applied to environmental compartments but the test

systems do not constitute an environmental compartment.

[D02.12] D6006

DISCUSSION—Examples of environmental compartments are aerobic

fresh water, aerobic marine, aerobic soil, and anaerobic media. The

results of test procedures may be applied to environmental

compartments, but the test systems do not constitute an environmental

compartment. [D02.12] D6384; [D02.N0] D6046

EP lubricating oil, n—a liquid lubricant containing an extreme

pressure (EP) additive. [D02.L0] D6425, D8316

D4175 − 23a

25

Full document details: ASTM D4175-23a

http://www.avadocuments.com/doc/astm-d4175-23a
http://www.avadocuments.com/doc/astm-d4175-23a


equilibrium, n—in flash point test methods, the condition

where the vapor above the test specimen, and the test

specimen are at the same temperature at the time the ignition

source is applied.

DISCUSSION—This condition may not be fully achieved in practice,

since the temperature may not be uniform throughout the test specimen,

and the test cover and shutter on the apparatus can be cooler or warmer.

[D02.08] D93, D3828

equilibrium fuel-air ratio for maximum knock, n—for knock

testing, the changing of the mixture of fuel and air for engine

combustion determined by making incremental step changes

in fuel-air ratio, observing the equilibrium knock intensity

for each step and selecting the fuel-air ratio which produces

the highest knock meter reading. [D02.01] D2885

equilibrium fuel level, n—for knock testing, test procedure in

which the fuel-air ratio for maximum knock intensity for

sample and reference fuels is determined by making incre-

mental step changes in fuel-air ratio, observing the equilib-

rium knock intensity for each step, and selecting the level

that produces the highest knock intensity reading.

[D02.01] D2699, D2700

equilibrium headspace, n—the vapor space above the liquid

in which all vapor components are in equilibrium with the

liquid components. [D02.14] D5705

equivalent spherical diameter (ESD), n—the equivalent

spherical diameter of an irregularly shaped object is the

diameter of a sphere of equivalent volume.

DISCUSSION—Metallic particles used to test and calibrate inductive

wear debris sensors are manufactured as spheres. A range of diameters,

from smallest to largest sizes investigated, is utilized to vet the sensor’s

capabilities and calibrate it. Spheres ranging from ~40 µm to 1000 µm

are used for this exercise. In vivo ferrous and non-ferrous debris will

rarely be spherical; however all particles detected and counted are

deemed to be spheres for reporting purposes, with the reasonable

assumption that the ESD mass will be close to the equivalent mass of

the non-spherical particle measured. [D02.96] D7917

erosion, n—wearing away gradually, especially by rubbing or

corroding. [D02.B0] D6750

estimator, n—a well-defined function that is dependent on the

observations in a sample. The resulting value for a given

sample may be an estimate of a distribution parameter (a

point estimate) associated with the underlying population.

The arithmetic average of a sample is, for example, an

estimator of the distribution mean. [D02.F0] D7846

ethanol, n—chemical compound C2H5OH. [D02.J0] D7618

ethanol, n—ethyl alcohol, the chemical compound

CH3CH2OH. [D02.A0] D4806

ethanol fuel blend, n—an automotive spark-ignition engine

fuel composed of hydrocarbon and ethanol blendstocks for

flexible-fuel vehicles with ethanol concentrations greater

than those used for conventional-fuel vehicles.

DISCUSSION—Ethanol fuel blends are often referred to as Ethanol Flex

Fuel or EXX, where XX represents the nominal percentage by volume

of denatured fuel ethanol in the finished fuel.

[D02.A0] D6423, D7794

ethylene product, n—hydrocarbon product containing at least

99.85 % mass ethylene. [D02.D0] D5234

ethyl tertiary-butyl ether (ETBE), n—chemical compound

CH3CH2OC(CH3)3. [D02.J0] D7618

DISCUSSION—ETBE is also known as 2-ethoxy-2-methylpropane.

[D02.A0] D8235

exhaust gas recirculation (EGR), n—a method by which a

portion of the engine exhaust is returned to the combustion

chambers through the intake system. [D02.B0] D7468

exhaust gas recirculation (EGR), n—the mixing of exhaust

gas with intake air to reduce the formation of nitrogen oxides

(NOx). [D02.B0] D6987, D7156, D7422, D8048, D8074

existent inorganic sulfate, n—inorganic sulfate species actu-

ally present in the sample at the time of analysis with no

oxidation treatment.

DISCUSSION—Specifically in this test method, inorganic sulfate is

present as sulfate in ethanol. [D02.03] D7318

extension rod, n—tool used to extend the depth at which a

sample is taken with an active grease-sampling device.

DISCUSSION—The extension rod may also be used to remotely actuate

an active grease-sampling device. [D02.G0] D7718

extra-cellular, adj—molecules or substances that are either

excreted by living cells or released from microbial cells that

have lysed in the sample.

DISCUSSION—Extra-cellular ATP is ATP that has been released from

microbial cells that have either fully or partially lysed in the sample, the

upstream fluid (fuel or water phase), or both.

DISCUSSION—Lysis can occur due to natural life cycle process,

antimicrobial treatment or a combination of these factors. Extra-cellular

ATP can under certain circumstances persist for periods greater than

24 h after cell lysis depending on physical/chemical conditions.

[D02.14] D7687

extracellular ATP, n—ATP that is not contained inside a cell.

DISCUSSION—ATP is released into the environment when cells die and

break open (lyse), for example, as when they are killed by exposure to

some microbicides. ATP released into the environment can persist for

several days after a cell has been lysed. Consequently extracellular ATP

must be subtracted from total ATP to determine the concentration of

viable cell-associated (biomass associated) ATP. However, extracellular

ATP can also be an indicator of “distant” biomass, for example, biofilm

in the system. [D02.14] D7463

extractive sampling, n—for spectroscopic process analyzers

used in the analysis of liquid petroleum products and fuels,

the process of transporting a sample from the process,

performing any necessary sample conditioning and finally

presenting the sample to the analyzer so as to produce a

spectrum of the process sample.

[D02.25] D8470

extreme pressure (EP) additive, n—in a lubricant, a sub-

stance that minimizes damage to metal surfaces in contact

under high stress rubbing conditions.

[D02.L0] D6425, D8316

extreme pressure (EP) additive, n—tribologically reactive

species that prevent mating metallic surfaces from adhering
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