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QHny) Designation: D 422 — 63 (Reapproved 1998)

Standard Test Method for

Particle-Size Analysis of Soils *

This standard is issued under the fixed designation D 422; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope stirring device in which a suitably mounted electric motor turns

1.1 This test method covers the quantitative determinatio® Vertical shaft at a speed of not less than 10 000 rpm without
of the distribution of particle sizes in soils. The distribution of l0ad. The shaft shall be equipped with a replaceable stirring
particle sizes larger than 75 pm (retained on the No. 200 sievdd@ddle made of metal, plastic, or hard rubber, as shown in Fig.
is determined by sieving, while the distribution of particle sizesl: The shaft shall be of such length that the stirring paddie will
smaller than 75 pm is determined by a sedimentation procesgPerate not less tha# in. (19.0 mm) nor more than’z in.
using a hydrometer to secure the necessary data (Note 1 afgf-1 mm) above the bottom of the dispersion cup. A special
Note 2). dispersion cup conforming to either of the designs shown in

Fig. 2 shall be provided to hold the sample while it is being
Note 1—Separation may be made on the No. 4 (4.75-mm), No. 4Odispersed.

(425-pm), or No. 200 (75-um) sieve instead of the No. 10. For whatever 3.2.2 Apparatus B shall consist of an air-jet dispersionScup

sieve used, the size shall be indicated in the report. . . . .
Note 2—Two types of dispersion devices are providet) 4 high- (Note 3) conforming to the general details shown in Fig. 3

speed mechanical stirrer, ar) @ir dispersion. Extensive investigations (Note 4 and Note 5).
indicate that air-dispersion devices produce a more positive dispersion of
- . . . ) NoTe 3
plastic soils below the 20-um size and appreciably less degradation on aﬂl]
. . . e e orde
sizes when used with sandy soils. Because of the definite advantag
favoring air dispersion, its use is recommended. The results from the two

: e . - . . Note 4—Another air-type dispersion device, known as a dispersion
types of devices differ in magnitude, depending upon soil type, leading Qube developed by Chu and Davidson at lowa State College, has been
marked differences in particle size distribution, especially for sizes finer,, "’ '

than 20 pm shown to give_re;ults equivalent to those secured by the air-jet dispersion

’ cups. When it is used, soaking of the sample can be done in the

sedimentation cylinder, thus eliminating the need for transferring the

2. Referenced Documents slurry. When theyair—dispersion tube is uged, it shall be so indicatedgin the
2.1 ASTM Standards: report.

D 421 Practice for Dry Preparation of Soil Samples for Nore 5—Water may condense in air lines when not in use. This water

Particle-Size Analysis and Determination of Soil Con-must be removed, either by using a water trap on the air line, or by

—The amount of air required by an air-jet dispersion cup is of
r of 2 f/min; some small air compressors are not capable of
pplying sufficient air to operate a cup.

stant€ blowing the water out of the line before using any of the air for dispersion
E 11 Specification for Wire-Cloth Sieves for Testing Pur- Purposes.
pose$ 3.3 Hydrometer—An ASTM hydrometer, graduated to read
E 100 Specification for ASTM Hydrometérs in either specific gravity of the suspension or grams per litre of
suspension, and conforming to the requirements for hydrom-
3. Apparatus eters 151H or 152H in Specifications E 100. Dimensions of

3.1 Balances—A balance sensitive to 0.01 g for weighing both hydrometers are the same, the scale being the only item of
the material passing a No. 10 (2.00-mm) sieve, and a balandéfference.
sensitive to 0.1 % of the mass of the sample to be weighed for 3.4 Sedimentation CylinderA glass cylinder essentially 18

weighing the material retained on a No. 10 sieve. in. (457 mm) in height and%2 in. (63.5 mm) in diameter, and
3.2 Stirring Apparatus—Either apparatus A or B may be marked for a volume of 1000 mL. The inside diameter shall be
used. such that the 1000-mL mark is 36 2 cm from the bottom on

3.2.1 Apparatus A shall consist of a mechanically operatedhe inside.
3.5 Thermometer-A thermometer accurate to 1°F (0.5°C).
3.6 Sieves—A series of sieves, of square-mesh woven-wire

1 This test method is under the jurisdiction of ASTM Committee D-18 on Soil . . e .
J cloth, conforming to the requirements of Specification E 11. A

and Rock and is the direct responsibility of Subcommittee D18.03 on Texture

Plasticity, and Density Characteristics of Soils. full set of sieves includes the following (Note 6):
Current edition approved Nov. 21, 1963. Originally published 1935. Replaces

D 422 - 62.
2 Annual Book of ASTM Standardgol 04.08. 5 Detailed working drawings for this cup are available at a nominal cost from the
3 Annual Book of ASTM Standardgol 14.02. American Society for Testing and Materials, 100 Barr Harbor Drive, West
4 Annual Book of ASTM Standardgol 14.03. Conshohocken, PA 19428. Order Adjunct No. ADJD0422.
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FIG. 1 Detail of Stirring Paddles
. 375" darm, 375 o, 3.7 Water Bath or Constant-Temperature Roeewh water
bath or constant-temperature room for maintaining the soil
suspension at a constant temperature during the hydrometer
analysis. A satisfactory water tank is an insulated tank that
Permanent Removable maintains the temperature of the suspension at a convenient
Bsgg'se %%*gs‘e constant temperature at or near 68°F (20°C). Such a device is
illustrated in Fig. 4. In cases where the work is performed in a
7" room at an automatically controlled constant temperature, the
water bath is not necessary.
A 8 3.8 Beaker—A beaker of 250-mL capacity.
Baffle 3.9 Timing Device—A watch or clock with a second hand.
Location
Plan 4. Dispersing Agent
60 4.1 A solution of sodium hexametaphosphate (sometimes
called sodium metaphosphate) shall be used in distilled or
o demineralized water, at the rate of 40 g of sodium
2 hexametaphosphate/litre of solution (Note 7).
Brass Base
Note 7—Solutions of this salt, if acidic, slowly revert or hydrolyze
|__25'@/,27,,7._-1 back to the orthophosphate form with a resultant decrease in dispersive
action. Solutions should be prepared frequently (at least once a month) or
Metric Equivalents adjusted to pH of 8 or 9 by means of sodium carbonate. Bottles containing
in 13 26 375 solutions should have the date of preparation marked on them.
mm 33 66 95.2 4.2 All water used shall be either distilled or demineralized
FIG. 2 Dispersion Cups of Apparatus water. The water for a hydrometer test shall be brought to the
temperature that is expected to prevail during the hydrometer
sin. (75mm) No. 10 (2.00-mm) test. For example, if the _sedimentation pylind_er is to be placed
2-in. (50-mm) No. 20 (850-um) in the water bath, the distilled or demineralized water to be
1%2-in. (37.5-mm) No. 40 (425-pm) used shall be brought to the temperature of the controlled water
31/':‘” (fféo(')f_“mmn)]) sg ?g O(Z(iggfmrz]) bath; or, if the sedimentation cylinder is used in a room with
win, (9.5-mm) No. 200 (75_“‘;‘) controlled temperature, the water for the test shall be at the

No. 4 (4.75-mm)

temperature of the room. The basic temperature for the

Note 6—A set of sieves giving uniform spacing of points for the graph, hydrometer _teSt is 68°F_ (20°C). Small variations O_f tem_pe_r"?"
as required in Section 17, may be used if desired. This set consists of t&lré do not introduce differences that are of practical signifi-

following sieves:

3-in. (75-mm) No. 16 (1.18-mm)
1%2-in. (37.5-mm) No. 30 (600-pm)
¥a-in. (19.0-mm) No. 50 (300-pum)
Fs-in. (9.5-mm) No. 100 (150-pum)
No. 4 (4.75-mm) No. 200 (75-um)

No. 8 (2.36-mm)
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cance and do not prevent the use of corrections derived as
prescribed.
5. Test Sample

5.1 Prepare the test sample for mechanical analysis as

outlined in Practice D 421. During the p@a@'wmﬁfg
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the sample is divided into two portions. One portion contains 5.2 Provision is made in Section 5 of Practice D 421 for
only particles retained on the No. 10 (2.00-mm) sieve while theveighing of the air-dry soil selected for purpose of tests, the
other portion contains only particles passing the No. 10 sieveseparation of the soil on the No. 10 sieve by dry-sieving and
The mass of air-dried soil selected for purpose of tests, awashing, and the weighing of the washed and dried fraction
prescribed in Practice D 421, shall be sufficient to yieldretained on the No. 10 sieve. From these two masses the
quantities for mechanical analysis as follows: percentages retained and passing the No. 10 sieve can be
5.1.1 The size of the portion retained on the No. 10 sievecalculated in accordance with 12.1.
shall depend on the maximum size of particle, according to the

. . Note 8—A check on the mass values and the thoroughness of pulveri-
following schedule: zation of the clods may be secured by weighing the portion passing the

Nominal Diameter of Approximate Minimum No. 10 sieve and adding this value to the mass of the washed and
Largrt(m?)'des’ Mass of Portion, g oven-dried portion retained on the No. 10 sieve.

% (9.5) 500

¥4 (19.0) 1000 SIEVE ANALYSIS OF PORTION RETAINED ON NO.

1 (254) 2000 10

1% (38.1) 3000

2 (50.8) 4000 (2.00-mm) SIEVE

3 (76.2) 5000

5.1.2 The size of the portion passing the No. 10 sieve shalf- Procedure
be approximately 115 g for sandy soils and approximately 65 6.1 Separate the portion retained on the No. 10 (2.00-mm)
g for silt and clay soils. sieve into a series of fractions using thegbémﬁats
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