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This standard is issued under the fixed designation D 445; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope* priate safety and health practices and determine the applica-

1.1 This test method specifies a procedure for the determpility of regulatory limitations prior to use.
nation of the kinematic viscosityy, of liquid petr_oleum 2 Referenced Documents
products, both transparent and opaque, by measuring the time _
for a volume of liquid to flow under gravity through a 2-1 ASTM Standards: _ _
calibrated glass capillary viscometer. The dynamic viscosity, D 446 Specifications and Operating Instructions for Glass

can be obtained by multiplying the kinematic viscosityby Capillary Kinematic Viscometefs
the densityp, of the liquid. D 1193 Specification for Reagent Water

D 1217 Test Method for Density and Relative Density
Nore 1—For the measurement of the kinematic viscosity and viscosity (Specific Gravity) of Liquids by Bingham Pycnometer
of bitumens, see also Test Methods D 2170 and D 2171. D 1480 Test Method for Density and Relative Density
1.2 The result obtained from this test method is dependent (Specific Gravity) of Viscous Materials by Bingham Pyc-
upon the behavior of the sample and is intended for application nometef
to liquids for which primarily the shear stress and shear rates D 1481 Test Method for Density and Relative Density
are proportional (Newtonian flow behavior). If, however, the  (Specific Gravity) of Viscous Materials by Lipkin Bicap-
viscosity varies significantly with the rate of shear, different illary Pycnometet
results may be obtained from viscometers of different capillary D 2162 Test Method for Basic Calibration of Master Vis-
diameters. The procedure and precision values for residual fuel cometers and Viscosity Oil Standafds
oils, which under some conditions exhibit non-Newtonian D 2170 Test Method for Kinematic Viscosity of Asphalts

behavior, have been included. (Bitumens}
1.3 The range of kinematic viscosities covered by this test D 2171 Test Method for Viscosity of Asphalts by Vacuum
method is from 0.2 to 300 000 nfis (see Table Al.1) at all Capillary Viscometet

temperatures (see 6.3 and 6.4). The precision has only beenD 6074 Guide for Characterizing Hydrocarbon Lubricant
determined for those materials, kinematic viscosity ranges and Base Qil$
temperatures as shown in the footnotes to the precision section.D 6617 Practice for Laboratory Bias Detection Using
1.4 The values stated in Sl units are to be regarded as the Single Test Result from Standard Matefial
standard. E 1 Specification for ASTM Thermometérs
1.5 This standard does not purport to address all of the E 77 Test Method for the Inspection and Verification of
safety concerns, if any, associated with its use. It is the Thermometers
responsibility of the user of this standard to establish appro- 2.2 1SO Standards$:

2 Annual Book of ASTM Standardéol 05.01.
1 This test method is under the jurisdiction of ASTM Committee D02 on 2 Annual Book of ASTM Standardgol 11.01.
Petroleum Products and Lubricants and is the direct responsibility of Subcommittee * Annual Book of ASTM Standardgol 04.03.

D02.07 on Flow Properties. 5 Annual Book of ASTM Standardgol 05.03.

Current edition approved March 10, 2003. Published April 2003. Originally ~ © Annual Book of ASTM Standardgol 05.04.
approved in 1937. Last previous edition approved in 2001 as D 445-01. 7 Annual Book of ASTM Standardgol 14.03.

In the IP, this test method is under the jurisdiction of the Standardization & Available from American National Standards Institute (ANSI), 25 W. 43rd St.,
Committee. 4th Floor, New York, NY 10036.

*A Summary of Changes section appears at the end of this standard. Docu ments
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ISO 3104 Petroleum Products—Transparent and Opaqguixed volume of fluid is directly proportional to its kinematic
Liquids—Determination of Kinematic Viscosity and Cal- viscosity, v, wherev =v/p, and is the dynamic viscosity

culation of Dynamic Viscosity coefficient.
ISO 3105 Glass Capillary Kinematic Viscometers— Speci-
fication and Operating Instructions 4. Summary of Test Method
ISO 3696 Water for Analytical Laboratory Use— 4.1 The time is measured for a fixed volume of liquid to
Specification and Test Methods flow under gravity through the capillary of a calibrated
ISO 5725 Accuracy (trueness and precision) of measureiscometer under a reproducible driving head and at a closely
ment methods and results. controlled and known temperature. The kinematic viscosity

ISO 9000 Quality Management and Quality Assurance(determined value) is the product of the measured flow time
Standards—Guidelines for Selection and Use and the calibration constant of the viscometer. Two such

. determinations are needed from which to calculate a kinematic
ISO/IEC .17025 Gengral _Requwements for the ComDEtenCSiscosity result that is the average of two acceptable deter-
of Testing and Calibration Laboratories

2.3 NIST Standard: mined values.

NIST Technical Note 1297, Guideline for Evaluating ands  sjignificance and Use
Expressing the Uncertainty of NIST Measurement Re-

sulte® 5.1 Many petroleum products, and some non-petroleum

materials, are used as lubricants, and the correct operation of

3. Terminology the _equi_pment depends_l_Jpon the _appr(_)priate viscosity of the
' o » ) liquid being used. In addition, the viscosity of many petroleum
3.1 Definitions of Terms Specific to This Standard: fuels is important for the estimation of optimum storage,
3.1.1 automated viscometen—apparatus which, in part or handling, and operational conditions. Thus, the accurate deter-

in whole, has mechanized one or more of the procedural stegfination of viscosity is essential to many product specifica-
indicated in 11 or 12 without changing the principle or tjgns.

technique of the basic manual apparatus. The essential ele-

ments of the apparatus in respect to dimensions, design afl Apparatus
operational characteristics are not changed. The measured
result from the apparatus does not require correction to bring it
into correlation with the basic manual apparatus. The precisioﬁ
of the apparatus shall be of statistical equivalence to, or bett%
(has less variability) than the manual apparatus.

6.1 Viscometers-Use only calibrated viscometers of the
lass capillary type, capable of being used to determine
inematic viscosity within the limits of the precision given in

e precision section.

; . . 6.1.1 Viscometers listed in Table Al.1, whose specifications
3.1.1.1 Discussio—Automated viscometers have the Capa_meet those given in Specifications D 446 and in ISO 3105 meet

bility to mimic some operation of the test method while . . X . .

. . . . these requirements. It is not intended to restrict this test method
reducing or removing the need for manual intervention %0 the use of only those viscometers listed in Table A1.1. Annex
interpretation. Apparatus which determine kinematic viscosit Y o

A1 gives further guidance.

by physical techniques that are different than those used in this A
test method are not considered to be Automated ViscometerB. 6.1.2 Automated Viscomet . gtomated apparatus may
e used as long as they mimic the physical conditions,

3.1.2 density n—the mass per unit volume of a substance at .
; operations or processes of the manual apparatus they replace.
a given temperature.

3.1.3 dynamic viscosityn—the ratio between the applied Anyt V|Isct:ometer,ttemper?tu|:e drrtl)e?hsurn:g .dev:;:e,.temperatuEe
shear stress and rate of shear of a liquid. control, temperature controlied bath or iming device ncorpo-

3.1.3.1 Discussior—It is sometimes called the coefficient of ratgd in the automated apparatus shall'conform.to the specifi-
dynamic viscosity or, simply, viscosity. Thus dynamic viscos.cation for these components as stated in 6 of this test method.

S0 : , The automated apparatus shall be capable of determining
ity is a measure of the resistance to flow or deformation of i o . o . .
liquid. inematic viscosity of a certified viscosity reference standard

3.1.3.2 Discussior—The term dynamic viscosity can also within the limits stated in 9.2.1 and Section 17.

be used in a different context to denote a frequency-dependen}e'2 Viscometer Holders-Use viscometer holders to enable

guantity in which shear stress and shear rate have a sinusodf}# wscometerg which have the upper meniscus q”gctlyo gbove
time dependence. e lower meniscus to be suspended vertically within 1° in all

: e . . ., directions. Those viscometers whose upper meniscus is offset
3.1.4 kinematic viscosityn—the resistance to flow of a fluid : .
under gravity. from directly above the lower meniscus shall be suspended

3.1.4.1 Discussior—For gravity flow under a given hydro- vertically within 0.3° in all directions (see Specifications D 446

. L . .and ISO 3105).
static head, the pressure head of a liquid is proportional to itd .
density,p. For any particular viscometer, the time of flow of a 6.2.1 Viscometers shall be mounted in the constant tempera-

ture bath in the same manner as when calibrated and stated on
the certificate of calibration. See Specifications D 446, see
Operating Instructions in Annexes A1-A3. For those viscom-

° Available from National Institute of Standards and Technology (NIST), 100 eter§ Wh|Ch_ have' Tube L (see SpeC|f.|cat|ons D 4'46) held
Bureau Dr., Stop 3460, Gaithersburg, MD 20899-3460. vertical, vertical alignment shall be commenﬁs
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holder ensured to hold Tube L vertical, &) (@ bubble level recognized carcinogen, highly corrosive, and potentially haz-
mounted on a rod designed to fit into Tube L, 8f & plumb  ardous in contact with organic materials. If used, wear a full
line suspended from the center of Tube L, 4y ¢ther internal  face-shield and full-length protective clothing including suit-
means of support provided in the constant temperature bathable gloves. Avoid breathing vapor. Dispose of used chromic
6.3 Temperature-Controlled BathUse a transparent liquid acid carefully as it remains hazardous. Nonchromium-
bath of sufficient depth such, that at no time during thecontaining, strongly oxidizing acid cleaning solutions are also
measurement of flow time, any portion of the sample in thehighly corrosive and potentially hazardous in contact with
viscometer is less than 20 mm below the surface of the batbrganic materials, but do not contain chromium which has
liquid or less than 20 mm above the bottom of the bath. special disposal problems.)
6.3.1 Temperature Contrel-For each series of flow time 7.2 Sample Solventcompletely miscible with the sample.
measurements, the temperature control of the bath liquid shaflilter before use.
be such that within the range from 15 to 100°C, the tempera- 7.2.1 For most samples a volatile petroleum spirit or naph-
ture of the bath medium does not vary by more thah02°C  tha is suitable. For residual fuels, a prewash with an aromatic
of the selected temperature over the length of the viscometesplvent such as toluene or xylene may be necessary to remove
or between the position of each viscometer, or at the location adisphaltenic material.
the thermometer. For temperatures outside this range, the7.3 Drying Solvent a volatile solvent miscible with the
deviation from the desired temperature must not exceedample solvent (see 7.2) and water (see 7.4). Filter before use.
+0.05°C. 7.3.1 Acetone is suitable.Warning—Extremely flam-
6.4 Temperature Measuring Device in the Range from O tomable.)
100°CG—Use either calibrated liquid-in-glass thermometers 7.4 Water, deionized or distilled and conforming to Speci-
(Annex A2) of an accuracy after correction af0.02°C or fication D 1193 or Grade 3 of ISO 3696. Filter before use.
better, or any other thermometric device of equal or better
accuracy. 8. Certified Viscosity Reference Standards
6.4.1 If calibrated liquid-in-glass thermometers are used, the 8.1 Certified viscosity reference standards shall be certified
use of two thermometers is recommended. The two thermonby a laboratory that has been shown to meet the requirements
eters shall agree within 0.04°C. of ISO/IEC 17025 by independent assessment. Viscosity stan-
6.4.2 Outside the range from 0 to 100°C, use either calidards shall be traceable to master viscometer procedures
brated liquid-in-glass thermometers of an accuracy after cordescribed in Test Method D 2162.
rection of=0.05°C or better, or any other thermometric device 8.2 The uncertainty of the certified viscosity reference
of equal or better accuracy. When two temperature measuringtandard shall be stated for each certified vakie ¢, 95%
devices are used in the same bath, they shall agree withiconfidence). See ISO 5725 or NIST 1297.
+0.1°C.
6.4.3 When using liquid-in-glass thermometers, such a9. Calibration and Verification
those in Table A2.1, use a magnifying device to read the 9.1 Viscometers-Use only calibrated viscometers, ther-
thermometer to the nearégtdivision (for example, 0.01°C or mometers, and timers as described in Section 6.
0.02°F) to ensure that the required test temperature and 9.2 Certified Viscosity Reference Standardat{le A1.9—
temperature control capabilities are met (see 10.1). It iShese are for use as confirmatory checks on the procedure in
recommended that thermometer readings (and any correctiofise laboratory.
supplied on the certificates of calibrations for the thermom- 9.2.1 If the determined kinematic viscosity does not agree
eters) be recorded on a periodic basis to demonstrate compiirithin the acceptable tolerance band, as calculated from Annex
ance with the test method requirements. This information cam4, of the certified value, recheck each step in the procedure,
be quite useful, especially when investigating issues or causéscluding thermometer and viscometer calibration, to locate the
relating to testing accuracy and precision. source of error. Annex Al gives details of standards available.
6.5 Timing Device—Use any timing device that is capable
of taking readings _W”_:h a discrimination of 0.1 s or better’_andthe certified value have been used. The data to support the limit of
has an accuracy withitt0.07 % (see Annex A3) of the reading g 359 cannot be verified. Annex A4 provides instructions on how to
when tested over intervals &f 200 s. determine the tolerance band. The tolerance band combines both the
6.5.1 Electrical timing devices may be used if the currentuncertainty of the certified viscosity reference standard as well as the
frequency is controlled to an accuracy of 0.05 % or betteruncertainty of the laboratory using the certified viscosity reference
Alternating currents, as provided by some public power sysstandard.
tems, are intermittently rather than continuously controlled. 9.2.1.1 As an alternative to the calculation in Annex A4, the
When used to actuate electrical timing devices, such contrapproximate tolerance bands in Table 1 may be d8ed.
can cause large errors in kinematic viscosity flow time mea- 9.2.2 The most common sources of error are caused by
surements. particles of dust lodged in the capillary bore and temperature
measurement errors. It must be appreciated that a correct result

Note 2—In previous issues of Test Method D 445, limitsio®.35% of

7. Reagents and Materials
7.1 Chromic Acid Cleaning Solutignor a nonchromium-

containing, Stron_gly .OXi.diZing acid Cleaning. SOIU.tion- 19 Supporting data have been filed at ASTM International Headquarters and may
(Warning—Chromic acid is a health hazard. It is toxic, a be obtained by requesting Research Report RR: D@gcuments
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