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1. Scope*

1.1 This test method measures the water content of polyols

and many other organic compounds.

1.2 The values stated in SI units are to be regarded as the

standard. The values given in parentheses are for information

only.

1.3 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

NOTE 1—This test method is equivalent to ISO 14897.

1.4 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D883 Terminology Relating to Plastics

E203 Test Method for Water Using Volumetric Karl Fischer

Titration

E456 Terminology Relating to Quality and Statistics

E691 Practice for Conducting an Interlaboratory Study to

Determine the Precision of a Test Method

E2935 Practice for Evaluating Equivalence of Two Testing

Processes

2.2 ISO Standards:3

ISO 14897 Plastics—Polyols for use in the production of

polyurethane—Determination of water content

3. Terminology

3.1 Definitions—Terms used in this standard are defined in

accordance with Terminology D883, unless otherwise speci-

fied. For terms relating to precision and bias and associated

issues, the terms used in this standard are defined in accordance

with Terminology E456.

3.1.1 polyurethane, n—a polymer prepared by the reaction

of an organic diisocyanate with polyols.

3.1.1.1 Discussion—Polyurethanes, or urethanes, as they are

sometimes called, can be thermosetting, thermoplastic, rigid,

flexible, cellular or solid. (See Terminology D883.)

4. Summary of Test Methods

4.1 This method is based on volumetric or coulometric

titrations that follow the reduction of iodine by sulfur dioxide

in the presence of water. An alcohol (ROH) and an amine (R'N)

react with sulfur dioxide (SO2) to form an intermediate that is

then oxidized by the stoichiometric reaction of iodine and

water in the presence of the amine according to the following

reactions:

ROH + SO2 + R'N → [R'NH]SO3R

H2O + I2 + [R'NH]SO3R + 2R'N → [R'NH]SO4R + 2[R'NH]I

4.2 Pyridine was historically used but has been displaced by

imidazole and other amines. Methanol is a commonly used

alcohol, but others are available. In Karl Fischer titrations,

iodine is either added as part of the titrant by buret (volumetry)

or is generated electrochemically in the titration cell (coulom-

etry). Coulometric titrations eliminate the need for standardiz-

ing the reagent.

4.3 This method provides details specific to water determi-

nations in polyols. A general procedure for volumetric Karl

Fischer analysis, including a list of interferences, can be found

in Test Method E203.
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5. Significance and Use

5.1 This test method is suitable for quality control, as a

specification test, and for research. The water content of a

polyol is important since isocyanates react with water.

6. Apparatus

6.1 Several commercial Karl Fischer autotitrators are avail-

able that employ volumetric or coulometric titrations. These

instruments consist of an automated buret assembly, a sealed

titration vessel with appropriate electrodes and sensing

circuitry, and a vacuum system for removal of solution after

analysis. These automated systems provide several advantages

and conveniences. Atmospheric moisture contamination can be

more closely controlled; calibration is simplified; and the

preneutralization step is automatic. Titrations are rapid, and

reagent consumption is low. Autotitrators automatically calcu-

late and display or print the water concentration.

7. Reagents

7.1 Commercial reagents and reagent systems of various

types are available for use with autotitrators for water deter-

mination. Pyridine-free reagents have improved stability and

less objectionable odor than the conventional Karl Fischer

reagent. Reagents are available in split or composite forms in

different concentrations to fit various ranges of water content.

A composite reagent contains all the components required for

a Karl Fischer titration in a single solution. Split implies

separate solutions of the solvent and titrant.

8. Sampling

8.1 Sampling is conveniently accomplished by use of a

tared syringe. The material is drawn into the syringe, weighed,

and delivered through the sample port of the autotitrator vessel.

The syringe is then reweighed to obtain the sample weight by

difference.

8.1.1 It is essential to avoid changes in the water content of

the material during sampling operations. Many polyols are

quite hygroscopic and errors from this source are particularly

significant in the determination of the small amount of water

usually present. Use almost-filled, tightly capped containers

and limit as much as possible contact of the sample with air

when transferring the sample to the titration vessel. Avoid

intermediate sample containers, if possible. If several different

analyses are to be performed on the same sample, determine

the water first and do not open the sample prior to the actual

analysis.

8.1.2 In particularly humid environments, the autotitrator

can be set up in a dry air or nitrogen purge box so that sample

handling and the titration can be carried out in a low humidity

environment.

9. Standardization of Reagent

9.1 Since different autotitrators vary in standardization

procedures, consult the operating manual for the autotitrator in

use. Water is an excellent primary standard. In addition, stable,

prepackaged, primary standards are also available for estab-

lishing the standardization factor.

10. Procedure

10.1 Refer to the operating manual for the autotitrator in

use. Basically, after preneutralization of the reagent in the

titrator vessel, the sample is introduced, and the volumetric

titration (or coulometric generation of titrant) proceeds auto-

matically to the end point.

NOTE 2—In choosing the appropriate sample size for use with specific
autotitrators, use the manufacturer’s recommendations. If no instructions
are available, use the guidelines listed in Table 1 and Table 2.

11. Calculation

11.1 Following each titration, the autotitrator automatically

calculates and displays the water content, based on the stored

values of sample weight, standardization factor, and titrant

volume consumed.

12. Precision and Bias4, 5

12.1 Table 3, Table 4, and Table 5 are based on a 2000

interlaboratory study of three polyol samples with water

contents of approximately 0.03, 0.42, and 1.6 %. One analyst

in each of nine to twelve laboratories performed duplicate

determinations and repeated them on a second day. The

samples were analyzed by both volumetric and coulometric

methodologies. Practice E180 was used to develop the preci-

sion estimates listed in Table 5. Values are listed in weight

percent of water.

12.2 Caution—The explanation of the repeatability (r) and

reproducibility (R) is only intended to present a meaningful

way of considering the approximate precision of this test

method. Do not apply the data in Tables 3-5 to acceptance or

rejection of materials, as these data apply only to the materials

tested in the round robin and are unlikely to be rigorously

representative of other lots, formulations, conditions, materials,

or laboratories. Users of this test method need to apply the

principles outlined in Practice E691 to generate data specific to

their materials and laboratory (or between specific laborato-

ries). The principles would then be valid for such data

12.3 Repeatability Limit, r—For the data generated above,

the maximum expected differences between two test results for

the same material, obtained by the same operator using the

same equipment on the same day in the same laboratory due

solely to the method are listed in Table 3 for different water

levels.

4 Supporting data have been filed at ASTM International Headquarters and may

be obtained by requesting Research Report RR:D20-1068.
5 Supporting data have been filed at ASTM International Headquarters and may

be obtained by requesting Research Report RR:D20-1209.

TABLE 1 Volumetric TitrationA

% Water Expected Suggested Sample Size, g

Below 0.5 5–10

0.5–1.0 1

Above 1.0 0.5

AFor titrant concentration equivalent to 5 mg H2 O per mL.
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