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Standard Practice for
Estimation of Holding Time for Water Samples Containing
Organic and Inorganic Constituents *

This standard is issued under the fixed designation D 4841; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope E 178 Practice for Dealing with Outlying Observatitns

1.1 This practice covers the means of estimating the perio
of time during which a water sample can be stored afte o
collection and preservation without significantly affecting the 3-1 Definitions: . _
accuracy of analysis. 3.1_.1 For definitions of terms used in this practice, refer to

1.2 The maximum holding time is dependent upon the'€minology D 1129. , . ,
matrix used and the specific analyte of interest. Therefore, 3-1.2 criterion of detectior-the minimum quantity that
water samples from a specific source must be tested tB1USt bg observed.before it can be stated thqtasubstance has
determine the period of time that sample integrity is maintained®®€n discerned with an acceptable probability that the state-
by standard preservation practices. ment is true (see Practice D 4210). _

1.3 In the event that it is not possible to analyze the sample 3-2 Definitions of Terms Specific to This Standard:
immediately at the time of collection, this practice does not 3:2.1 maximum holding time-the maximum period of time
provide information regarding degradation of the constituent ofiUring which a properly preserved sample can be stored before

interest or changes in the matrix that may occur from the tim&uch degradation of the constituent of interest or change in
of sample collection to the time of the initial analysis. sample matrix occurs that the systematic error exceeds the

1.4 This standard does not purport to address all of the99 % confidence interval (not to exceed 15 %) of the test
safety concerns, if any, associated with its use. It is th&alculated around the mean concentration found at zero time.
responsibility of the user of this standard to establish appro- 3-2-2 acceptable holding time-any period of time less than
priate safety and health practices and determine the applica®" €qual to the maximum holding time.
bility of regulatory limitations prior to use. 4. Summary of Practice

rg' Terminology

2. Referenced Documents 4.1 Holding time is estimated by means of replicate analy-
2.1 ASTM Standards: ses at discrete time intervals using a large volume of a water
D 1129 Terminology Relating to Wafer sample that has been properly collected and preserved. A
D 1192 Specification for Equipment for Sampling Water Sufficient number of replicate analyses are performed to main-

and Steam in Closed Condfits tain the 99 % confidence interval within 15 % of the concen-
D 1193 Specification for Reagent Waker tration found at zero time. Concentration of the constituent of
D 2777 Practice for Determination of Precision and Bias ofintérest is plotted versus time. The maximum holding time is
Applicable Methods of Committee D-19 on Watter the period of time from sample collection to such time that

D 3694 Practices for Preparation of Sample Containers anglegradation of the constituent of interest or change in sample
for Preservation of Organic Constituehts matrix occurs and the systematic error exceeds the 99 %

D 4210 Practice for Intralaboratory Quality Control Proce- confidence interval (not to exceed 15 %) of the test calculated
dures and a Discussion on Reporting Low-Level Bata around the mean concentration at zero time. Prior to the

D 4375 Practice for Basic Statistics in Committee D-19 ondétermination of holding time, each laboratory must generate
WateP its own precision data in matrix water. These data are compared
to the pooled single-operator precision data on reagent water
reported in the test method and, the less precise of the two sets
of data are used in the calculation.

Note 1—This practice generates only limited data which may not lead
to consistent conclusions each time that the test is applied. In cases where
the concentration of the constituent of interest changes gradually over an

1 This practice is under the jurisdiction of ASTM Committee D-19 on Water and
is the direct responsibility of Subcommittee D19.02 on General Specifications
Technical Resources, and Statistical Methods.
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extended period of time, the inherent variability in test results may lead toc
somewhat different conclusions each time that this practice is applied.

estimated number of time intervals required for the
holding time study (excluding the initial time zero

5. Significance and Use precision study), and

. . . D = number of replicate determinations performed in ini-
5.1 In order to obtain meaningful analytical data, sample ; ‘o
) . i : tial precision study (usually 10).
preservation techniques must be effective from the time of

| llection to the ti ; vsis. A laborat i 7.1.2 Based on the volume calculated in 7.1.1, collect a
sampie cofiection fo the ime of analysis. A laboratory MuSly, g qient yolume of the specific matrix to be tested to perform

confirm that sample integrity is maintained throughout maxi- precision study and the holding time study. Collect the

mum time periods between sample collection and analysis. Igample in a properly prepared sample container or series of

many cases, it is useful to know the maximum holding time. Ancontainers. Refer to the procedure for the constituent of interest

evaluqt|on of holdmg_ time is u_seful also in judging the efﬁcacyfor specific instructions on sample collection procedures.

of various preservation technlques.
Note 3—The total volume of sample calculated in 7.1.1 is only an

6. Reagents estimate. Depending upon the degree of certainty with which the precision

6.1 Puri fR R d h icals shall b can be estimated, it is recommended that a volume somewhat in excess of
: urity of Reagents-Reagent grade chemicals sha € that calculated in 7.1.1 be collected in order to make certain that sufficient

used in all tests. Unless otherwise indicated, it is intended thafample will be available to complete the holding time study. The analyst
all reagents shall conform to the specifications of the Commitmay want to consider performing a preliminary precision study prior to
tee on Analytical Reagents of the American Chemical Societysample collection in order to be certain that the estimate of precision used
where such specifications are availabl@ther grades may be in 7.1.1 is reasonably accurate.
used provided it is first ascertained that the reagent is of 7.1.3 Add the appropriate preservation reagents to the
sufficiently high purity to permit its use without lowering the sample immediately after collection. Immediately proceed to
accuracy of the determination. 7.2 or 7.3 depending upon whether inorganic or organic
6.1.1 Refer to the specific test method and to Practicesompounds are being determined.
D 3694 for information regarding necessary equipment and 7.2 Determination of Single Operator Precision—Inorganic
preparation of reagents. Methods
6.2 Purity of Water—Reference to water shall be understood 7.2.1 Immediately after sample collection, analyze an ap-
to mean reagent water conforming to Specification D 1193propriate number (usually 10) of measured volumes of sample
Type I, and demonstrated to be free of specific interference foas described in the appropriate procedure. If a measurable

the test being performed. concentration of the constituent of interest is found, proceed to
7.2.4. If the concentration of the constituent of interest is below
7. Determination of Holding Time the criterion of detection at & level of = 0.05, fortify the
7.1 Collection of Sample sample as described in 7.2.2 and reanalyze or collect another

. . . : sample.
Note 2—In some instances, it may be of interest to determine the P

holding time of standard solutions prepared in water. In such cases, a largeNote 4—If the concentration of the constituent of interest is very low
volume of properly preserved, standard solution should be prepared arsiich that it approaches the criterion of detectionRtevel of < 0.05, the
carried through the steps of the practice in the same manner as a sampfgecision will be very poor. At such very low concentrations, a fairly large
The volume of solution required can be estimated using the equation inumber of replicate determinations will be required to bring the 99 %
7.1.1. confidence interval to within 15 % of the concentration found. Under these

7.1.1 Based on the estimated precision of the test (detef:_ircumstances, it may be desirable to fortify the sample with the
T constituent of interest to increase the concentration to a point where the

mined from past experience or from p_reC|S|on data reported I[irecision will be improved and fewer replicates will be required for the
the test method), calculate the estimated total volume Ofiiging time determination. However, the holding time may be different at

sample required to perform the holding time determination plusne higher concentration than it would be at the lower concentration. This

a precision study. Estimate this volume as follows: decision is left to the judgement of the analyst.
V=(AXBXC)+2(AXD) 7.2.2 Accurately measure the volume of the remainder of
(1)  the sample and fortify with a known concentration of the
where: ] . TABLE 1 Approximate Number of Replicate Determinations
V = estimated volume of sample required, mL, Required at Each Interval in the Holding Time Study Based on
A = volume of sample required to perform each separate the Estimated Relative Standard Deviation of the Test in the
analysis, mL Matrix Under Study
B = estimated number of replicate determinations required Estimated RSD, % Approximate Number of Replicates
at each interval in the holding time study (see Table 1-4 1
1), 5-6 2
7-8 3
9 4
10 5
1 6
5“Reagent Chemicals, American Chemical Society Specifications,” Am. Chemi- 12 7
cal Soc., Washington, DC. For suggestions on the testing of reagents not listed by 13 8
the American Chemical Society, see “Analar Standards for Laboratory Chemicals,” 1‘51 I:i
BDH Ltd., Poole, Dorset, U. K., and the “United States Pharmacopeia. IJGCU m.ents
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